Appendix P

Rev. 7, Chg. 1

SW-O40_043 Page 32 of 32

Inspect CWC & Miscellaneous Buildings

Published Date: 12/18/09

Effective Date: 12/18/09

Appendix A - Weekly CWC RCRA IhSpection Checklist

FacmtyIModule % 1

Time: %Z&C} Date: HI(DII&O O

_# | Yes |'No | NIA | Area’lnspection

1 \/ Lighting is adequate to complete inspection (where applicable)?

Marker-barricades (chain barricades, chain-link fences, marker
posts, etc.) around facility/module are intact and in good condition.
Facility/module ground postings are intact, unobscured, leglble and

in good condition?

Containment curbing and flooring is free of scratches that penetrate
to the concrete, cracks, or gaps and is sufficiently impervious to
contain leaks, sprlls and accumulated rainfall (where applicable)?:

NS S

Facility/module is generally dry. There is no standing and/or
unexpected water or snow accumulation in or around

facility/module?

Alsle space between rows of containers appears to be at least 36
\/ inches? [FHA Key #10]

# | Yes | No'| NIA |:Coritainer Inspection -

Container integrity is'not compromised by punctures, dents,
penetrating scratches, loose lids, bulging, excessive corrosion or
other damage/deterioration (where possible to inspect).[TSR 5.6.4. b}

Containers are closed , are stored in a manner which will not rupture
the containers or cause them to leak , and show no evidence of

(where possible to inspect)?

Container top does not have excessive buildup of dirt/debris that
would possibly interfere with the proper operation of the drum’s

/ / spillage or leakage, such as moisture on the sides or underneath

8
ventilation system (such as, clogging of NucFils).
9 -Container marking/labeling is intact, unobscured, legible and in good
~ condition (where possible to inspect)?
10 / Third-tier drums are banded horizontally with metal band.
: ‘ (smgle drum banded to pailet) [TSR 5.6.4.a]

Comments/Observations:

VZ am

Operator (print/sign/datefime}

Ao =P [ g0 =20y

FWS (prmt/sngn/date) hl,-),‘)( &/W Brad Sleftene \\‘\\\\O

Before each use, ensure this copy is the most current version. »
Hanford Federal Facility

NEIC VP0928E01
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Appendix P

Rev. 7, Chg. 1. SW-040-043 Page 32 of 32

Inspect CWC & Miscellaneous Buildings
Effective Date: 12/18/09

Published Date: 12/18/09

Appendix A - Weekly CWC RCRA Inspection Checklist

il I
FacmtylModule k%d Time: 7 Date: | | (p|o0O
- # | Yes | No" N/A | Area: Inspection : : Loy
1 \/ Lighting is adequate to complete inspection (where applicable)?
Marker-barricades (chain barricades, chain-link fences, marker
posts, etc.) around facility/module are intact and in good condition.
\/ Facility/module ground postings are intact, unobscured, legible and
in good condition?
Containment curbing and flooring is free of scratches that penetrate
3 / ' to the concrete, cracks, or gaps and is sufficiently impervious to
v

contain leaks, spills, and accumulated rainfall (where applicable)?
Facility/module is generally dry. There is no standing and/or
unexpected water or snow accumulation in or around
facility/module?
/ Aisle space between rows of containers appears to be at least 36
_ \ inches? [FHA Key #10]
- # | Yes | No-| NIA | Container 'nspection
{/ ' Container integrity is'not compromised by punctures, dents
6 - : « | penetrating scratches, loose lids, bulging, excessive corrosion or
V Y ? )

other damage/deterloratlon (where possible to inspect).[TSR 5.6.4.b]
Containers are closed , are stored in a manner which will not rupture
the containers or cause them to leak , and show no evidence of

v
/ / spillage or leakage, such as moisture on the sides or underneath
f (where possible to inspect)?
Container top does not have excessive buildup of dirt/debris that
8 / /| would possibly interfere with the proper operation of the drum’s
M ventilation system (such as, clogging of NucFils). ,

.~ | Container marking/labeling is intact, unobscured, legible and in good
condition {where possible to inspect)?
W \/ Third-tier drums are banded horizontally with metal band.

(single drum banded to pallet) [TSR 5.6.4.a]

Comments/Observations:
W
Ia)

, | ‘
Operator (print/sign/daty/time) Jﬂ(gj{ ;WMW K‘ QU e]p00 &F)
FWS (printsignidate) Y N7 79 [ <C 7 ad sions \\\\ Wl

10

NEIC VP0928E01 Before each use, ensure {§is copy jsfe most current version. Hanford Federal Facility




Appendix P

Rev.7,Chg. 1 - SW-040-043 Page 32 of 32
~ Inspect CWC & Miscellaneous Buildings |
Published Date: 12/18/09 ' Effective Date: 12/18/09

Appendix A - Weekly CWC RCRA Inspection Checklist

i
FacmtylModule<\g/Jr¢:% V Time: [DD0 Date: Ll O] OIO
~# ‘| Yes | 'No | NIA | Arealnspection ; " ,
1 \/ Lighting is adequate to complete inspection (where applicable)?

Marker-barricades (chain barricades, chain-link fences, marker
5 posts, etc.) around facility/module are intact and in good condition.
/ Facility/module ground postmgs are intact, unobscured, legible and
in good condition? .
Containment curbing and flooring is free of scratches that penetrate
3 o to the concrete, cracks, or gaps and is sufficiently impervious to
" contain leaks, spills, and accumulated rainfall (where applicable)?
Facility/module is generally dry. There is no standing and/or
4 \/ unexpected water or snow accumulation in or around
facility/moduie? :
/ Aisle space between rows of containers appears to be at least 36
inches? [FHA Key #10]
“#°| Yes: | No| NI/A | Container: 'nspectson
‘ Container integrity is not compromised by punctures, dents
6 4\/‘ : . | penetrating scratches, loose lids, bulging, excessive corrosion or
‘ other damage/deterioration.(Where possible to inspect).[TSR 5.6.4.b]
Containers are closed , are stored in a manner which will not rupture
7 the containers or cause them to leak , and show no evidence of
\/ v spillage or leakage, such as moisture on the sides or underneath
(where possible to inspect)?
Container top does not have excessive buildup of dirt/debris that

8 V/ / | would possibly interfere with the proper operation of the drum’s
ventilation system (such as, clogging of NucFils).

9 N /| Container marking/labeling is intact, unobscured, !eglble and in good
condition (where possible to inspect)?

10 K”ﬂw : \/ Thlrd -tier drums are banded horizontally with metal band.
(single drum banded to pallet) [TSR 5.6.4.a]

Comments/Observations:

V. s

Operator (printsignidateltig J WAL P07 LU I 0 T80
FWS (print/sign/date); )N /})%«O{;&:\_ Brad Slefiene )

NEIC VP0928E01 Before each use, ensure ﬁg{@@@ogfigélge most current version. Hanford Federal Facility




Appendix P

Rev. 7, Chg. 1 SW_040_043 Page 32 of 32

Inspect CWC & Miscellaneous Buildings
Effective Date: 12/18/09

Published Date: 12/18/09

Appendix A - Weekly CWC RCRA Inspection Checklist

.

— A - - i
Facility/Module: —< “+r | Time: |{.00 Date: HOISOID
_# | Yes | No | N/A | Area Inspection
1 v Lighting is adequate to complete inspection (where applicable)?

Marker-barricades (chain barricades, chain-link fences, marker

5 posts, etc.) around facility/module are intact and in good condition.
/ : Facility/module ground postings are intact, unobscured, legible and
’ in good condition? ' ' }

Containment curbing and flooring is free of scratches that penetrate

to the concrete, cracks, or gaps and is sufficiently impervious to

3
}/ : contain leaks, spills, and accumulated rainfall (where applicable)?
Facility/module is generally dry. There is no standing and/or
4 / unexpected water or snow accumulation in or around
facility/module?
/ , Alisle space between rows of containers appears to be at least 36
inches? [FHA Key #10]

#:| Yes | No | NJ/A | Coritainerinspection . -
Container integrity is not compromised by punctures, dents,
6 / : penetrating scratches, loose lids, bulging, excessive corrosion or
other damage/deterioration (where possible to inspect).[TSR 5.6.4.b]
Containers are closed , are stored in a manner which will not rupture
7 the containers or cause them to leak , and show no evidence of
‘/ spillage or leakage, such as moisture on the sides or underneath
(where possible to inspect)?
Container top does not have excessive buildup of dirt/debris that
8 / would possibly. interfere with the proper operation of the drum's
V ventilation system (such as, clogging of NucFils).
9 \/ Container marking/labeling is intact, unobscured, legible and in good
condition (where possible to inspect)?
‘ \/ Third-tier drums are banded horizontally with metal band.
(single drum banded to pallet) [TSR 5.6.4.a]

Comments/Observations:

10

V. al
., - . ; Pt ra) A ( [ }
Operator (printsign/dagenimeNONCAR , LT ST O P50, 10

FWS (print/sign/date): \ Y\~ _\""7V/{_ st H— BradSlettene |\ /0
- NN g

NEIC VP0928E01 Before each use, ensure {Bis copyissihg most current version. Hanford Federal Facility




Appendix P

Rev. 7, Chg. 1 ’ SW-O40—O43 Page 32 of 32

inspect CWC & Miscellaneous Buildings
Effective Date: 12/18/09

Published Date: 12/18/09

Appendix A - Weekly CWC RCRA Inspection Checklist

Qo0 Lot
Facility/Module—] H’fb Time: A4S Date: WO/@(){D
@ Yes ‘No ;| N/A | Area Inspection

1 \/ Lighting is adequate to complete mspectlon (where apphcable)

Marker-barricades (chain barricades, chain-link fences, marker
posts, etc.) around facility/module are intact and in good condition.

2 t/ Facnlrty/module ground postings are intact, uncbscured, legible and
, ' in good condition?

Containment curbing and flooring is free of scratches that penetrate

3 ’ to the concrete, cracks, or gaps and is sufficiently impervious to

contain leaks, spills, and accumulated rainfall (where applicable)?

Facility/module is generally dry. There is no standing and/or
4 / unexpected water or snow accumulation in or around
facility/module?
v Aisle space between rows of containers appears to be at least 36
{ _|inches? [FHA Key #10]
# | Yes | No'| N/A | ContainerInspection
Container integrity is not compromised by punctures, dents
6 [/ : penetrating scratches, loose lids, bulging, excessive corrosion or
' other damage/deterioration (where possible to inspect).[TSR 5.6.4.b]

Containers are closed , are stored in a manner which will not rupture
7 the containers or cause them to leak , and show no evidence of

\/ spillage or leakage, such as moisture on the sides or underneath
(where possible to inspect)?
Container top does not have excessive buildup of dirt/debris that

8 \/ would possibly interfere with the proper operation of the drum's
| ventilation system (such as, clogging of NucFils).
9 \/ ' Container marking/labeling is intact, unobscured, legible and in good
' condition (where possible to inspect)?

10 \/ Third-tier drums are banded horizontally with metal band.
(single drum banded to pallet) [TSR 5.6.4.a]

Comments/Observations:
-
Operator (print/sign/daf@ime (TN Cigf) (io/ 10/ S O@Wﬂ ICERNER =
DX K

FWS (prmt/sngn/date) D Brad Slefiens _ \ ‘\ L { [0

NEIC VP0928E01 Before each use, ensure {Bjg,capydsifpe most current version. Hanford Federal Facility




Appendix P

Rev.7,Chg.1 . SW-040-043 Page 32 of 32

Inspect CWC & Miscellaneous Buildings
Published Date: 12/18/09 . Effective Date: 12/18/09

Appendix A - Weekly CWC RCRA Inspection Checklist

Y I 1.
Facility/Module J[’“KL/ Time: |4 45 Date: {00
# | Yes | No:| NIA |Arealnspection '
1 L/ Lighting is adequate to complete mspeo’uon (where applicable)?

Marker-barricades (chain barricades, chain-link fences, marker
posts, etc.) around facility/module are intact and in good condition.
Facility/module ground postmgs are intact, unobsoured legible and
in good.condition?
Containment curbing and flooring is free of scratches that penetrate
to the concrete, cracks, or gaps and is sufficiently impervious to
contain leaks, spills, and accumulated rainfall (where applicable)?
Facility/module is generally dry. There is no standing and/or
unexpected water or snow accumulation in or around
facility/module?
Aisle space between rows of containers appears to be at least 36
inches? [FHA Key #10]
# | Yes ['No'| NIA | Containerinspection
Container integrity is not compromised by punctures, dents
6 / : penetrating scratches, loose lids, bulging, excessive corrosion or
other damage/deterioration (where possible to inspect).[TSR 5.6.4.b]

Containers are closed , are stored in a manner which will not rupture
7 the containers or cause them to leak , and show no evidence of

\/ spillage or leakage, such as moisture on the sides or underneath
(where possible to inspect)?
Container top does not have excessive buﬂdup of dirt/debris that

< SIS s

8 / would possibly interfere with the proper operation of the drum’s
ventilation system (such as, clogging of NucFils).
9 / - Container marking/labeling is intact, unobscured, legible and in good

condition (where possible to inspect)?
\/ Third-tier drums are banded horizontally with metal band.
(single drum banded to pallet) [TSR 5.6.4.a]

Comments/Observations:
Operator (printsign/dafélime s G o T~LWE D DN 000 s

FWS (prmtlmgn/date)@% 5//(_»/%/ L “ Wil 2

10

Before each use, ensure &% g%ogfj\%gée most current version. Hanford Federal Facility

NEIC VP0928E01




Appendix P

Rev.7,Chg. 1 - SW-040-043 Page 32 of 32
Inspect CWC & Miscellaneous Buildings
Published Date: 12/18/09 Effective Date: 12/18/09

Appendix A - Weekly CWC RCRA Inspection Checklist

2,

|
Facility/Module: %WU Time: [4 4~ Date: | |OIBOIO
# | Yes |'No | NIA | Arealnspection S : v ,
(e Lighting is adequate to complete inspection (where applicable)?

Marker-barricades (chain barricades, chain-link fences, marker
posts, etc.) around facility/module are intact and in good condition.

2 Facility/module ground postmgs are intact, unobscured, legible and
pd in good condition? |
: Containment curbing and flooring is free of scratohes that penetrate
3 to the concrete, cracks, or gaps and is sufficiently impervious to ‘

.~ | contain leaks, spills, and accumulated rainfall (where applicable)?:

Facility/module is generally dry. There is no standing and/or
4 ) unexpected water or snow accumulation in or around
. facility/module?

Aisle space between rows of containers appears to be at least 36

! .~ | inches? [FHA Key #10]

# | Yes | No'| NJA |-Container!inspection

' Container integrity is not compromised by punctures, dents

6 : penetrating scratches, loose lids, bulging, excessive corrosion or
o other damage/deterioration(Where possible to inspect).[TSR 5.6.4.b]

Containers are closed , are stored in a manner which will not rupture
the containers or cause them to leak , and show no evidence of ‘

7 spillage or leakage, such as moisture on the sides or underneath
e (where possible to inspect)?
Container top does not have excessive buildup of dirt/debris that
8 ‘ would possibly interfere with the proper operation of the drum's
yd | ventilation system (such as, clogging of NucFils).
9 , Container marking/labeling is intact, unobscured, legible and in good
e condition (where possible to inspect)?
10 ’ Third-tier drums are banded horizontally with metal band.
~ | .~ (single drum banded to pallet) [TSR 5.6.4.a]

Comments/Observations:

Y

Operator (print/sign/date/time)™- N (ClA UMTQNW\;{W \W/i Z‘(OHO{O s

FWS (prmt/s:gnldate (r\L.,ﬁNV 7VAM Brad Sleftene

NEIC VP0928E01 Before each use, ensure Bugeqgrisdise most current version. Hanford Federal Facility



Appendix P

Rev.7,Chg. 1 - SW_040_043 Page 32 of 32
 Inspect CWC & Miscellaneous Buildings
Published Date: 12/18/09 Effective Date: 12/18/09

Appendix A - Weekly CWC RCRA Inspection Checklist
/

|
Facility/Module: 'ﬁﬁb“ | Time: |5 45 Date: "{O|SCIO
S # | Yes | No:| N/A | Arealnspection : , ‘ : :
1 s/ Lighting is adequate to complete inspection (where applicable)?

Marker-barricades (chain barricades, chain-link fences, marker
5 posts, etc.) around facility/module are intact and in good condition.
Facility/module ground postmgs are intact, unobscured legible and

in good condition? :
Containment curbing and flooring is free of scratches that penetrate
to the concrete, cracks, or gaps and is sufficiently impervious to
contain leaks, spills, and accumulated rainfall (where applicable)?
Facility/module is.generally dry. There is no standing and/or
unexpected water or snow accumulation in or around
facility/module?
Aisle space between rows of containers appears to be at least 36
inches? {FHA Key #10]
# | Yes.| No | NJA { Container Inspection
Container integrity is not compromised by punctures dents
6 / . penetrating scratches, loose lids, bulging, excessive corrosion or
other damage/deterioration (where possible to inspect).[TSR 5.6.4.b]
Containers are closed , are stored in a manner which will not rupture
7 the containers or cause them to leak , and show no evidence of

\/ | spillage or leakage, stich as moisture on the sides or underneath

(where possible to inspect)?
Container top does not have excessive buildup of dirt/debris that
8 / would possibly interfere with the proper operation of the drum'’s
ventilation system (such as, clogging of NucFils).
9 / Container marking/labeling is intact, unobscured, legible and in good
‘ condition (where possible to inspect)?
10 \/ Third-tier drums are banded horizontally with metal band.
(single drum banded to pallet) [TSR 5.6.4.a]

Comments/Observations:

Operator (print/sign/datgitime ;R (CLD) ,f\ QrveC, f@fﬂ@LO A4S
FWS (prmt/sxgn/date) hHﬁX 7><//(M77:—-— BradSlettape 4 [ Y\ { /0

DN I N N

NEIC VP0928E01 Before each use, ensure ﬂgééwigdge most current version. Hanford Federal Facility



- Appendix P

Rev. 7,Chg. 2 SW-040-043 Pege 32 of 60

Inspect CWC & Miscellaneous Buildings
Published Date: 01/07/10 ' : Effective Date: 01/07/10

Appendix A - Weekly CWC RCRA Inspection Checklist
- S’/% /

nghtmg is adequate to compiete mspectron (where apphcabie)
Marker-barricades (chain barricades, chain-link fences, marker
posts, etc.) around facility/module are intact and in good condition.

‘ | Facility/module ground postings are mtact unobscured legible and
e in good condition?
Containment curbing and flooring is free of scratches that penetrate .
3 ' to the concrete, cracks, or gaps and is sufficiently impervious to
contain leaks, spills, and accumulated rainfall (where applicable)?

Facility/module is generally dry. There is no standing and/or

4 unexpected water or snow accumulation in or around

L~ facility/module? :

5 Aisle space between rows of containers appears to be at least 36
, .—Tinches? [FHA Key #10]

Tlme 'S* 7{ Date:/-/3~/c>

\

.| Container integrity is not compromised by punctures, dyents
6 : penetratmg scratches, loose lids, bulging, excessive corrosion or
1 other damage/deterioration (where possible to inspect).[TSR 5.6.4.b]
Containers are closed , are stored in a manner which will not rupture
the containers or cause them to leak , and show no evidence of
spillage or leakage, such as moisture on the sides or underneath
(where possible to inspect)?

Container top does not have excessive buildup of dirt/debris that

- would possibly interfere with the proper operation of the drum'’s
ventilation system (such as, clogging of NucFils).

Container marking/labeling is intact, unobscured, legible and in good

il
|
9 .~ | condition (where possible to inspect)?

10 Third-tier drums are banded horizontally with metal band.
(single drum banded to pallet) [TSR 5.6.4.a]

| Comments/Observations: o ra Warer— e Ao Vois

Operator (print/sign/dagéltime)] MICﬁ}\E}L KIEHN W ﬁ/ Sy S
FWS (print/sign/date) (*zb»)( VM BradSitene 1 //<"[ /0

NRC-R0928504 erR2g0.9.0£308

Before each use, ensure this copy is the most current version.




Appendix P

Rev. 7, Chg. 2 SW-040-043 ’Pége 32 of 60

Inspect CWC & Miscellaneous Buildings
Published Date: 01/07/10 : Effective Date: 01/07/10

Appendix A - Weekly CWC RCRA Inspection Checklist

Facmtyll\ﬂodule S/f— Z ‘ Tlme S’-'f.}/é/ Dat'e:/,—/gﬁ/o

1 / , nghtmg IS adequate to compiete mspec‘uon (where apphcable)
' Marker-barricades (chain barricades, chain-iink fences, marker
posts, etc.) around facility/module are intact and in good condition,
| Facility/module ground postings are m‘cact unobscured legible and
in good condition?
: Containment curbing and flooring is free of scratches that penetrater
3 to the concrete, cracks, or gaps and is sufficiently impervious to
contain leaks, spills, and accumulated rainfall (where applicable)?
Facility/module is generally dry. There is no standing and/or
4 unexpected water or snow accumulation in or around
] facility/module? :
5 Alsle space between rows of containers appears fo be at least 36

_ .~ inches? [FHA Key #10]

\

\

Container integrity is not compromised by punctures, dents,

6 penetrating scratches, loose lids, bulging, excessive corrosion or

.~ other damage/deterioration (where possible to inspect).[TSR 5.6.4.b]

Containers are closed , are stored in a manner which will not rupture

7 : the containers or cause them to leak , and show no evidence of
 spillage or leakage, such as moisture on the sides or underneath

.~ | (where possible to inspect)?

Container top does not have excessive buildup of dirt/debris that

8 would possibly interfere with the proper operation of the drum’s

ventilation system (such as, clogging of NucFils).

Container marking/labeling is intact, unobscured, !eglble and in good

e
S .~ | condition (where possible to inspect)?

10 Third-tier drums are banded horizontally with metal band.
(single drum banded to pallet) [TSR 5.6.4.a]

Comments/Observations: S%z%c/mj e fve F= e

Operator (print/sign/dateTtime): pMICHﬁEL KIEHN%//%////}/O Pooe
FWS (print/sign/date): 70 X ZYW BradSigttone 1 |,/ /0

NEIC VP0928E01 29, 10 of 308 Hanford Federal Facilitx
Before each use, ensure this copy is the most current version.




Appendix P

Rev. 7,Chg. 2 SW-040-043 Pége 32 of 60

Inspect CWC & Miscellaneous Buildings
Published Date: 01/07/10 : Effective Date: 01/07/10

Appendix A - Weekly CWC RCRA Inspection Checklist

Time Sg// _ Date//3-/0

1 | Lighting is adequate to complete inspection (where applicable)?
Marker-barricades (chain barricades, chain-iink fences, marker
posts, etc.) around facility/module are intact and in good condition.,
| Facility/module ground postings are mtact unobscured, legible and
] in good condition?
: Containment curbing and flooring is free of scratches that penetrate.
3 to the concrete, cracks, or gaps and is sufficiently impervious to
.~ | contain leaks, spil!s, and accumulated rainfall (where applicable)?
Facility/module is generally dry. There is no standing and/or
14 » unexpected water or snow accumulation in or around
e facility/module?
5 Aisle space between rows of containers appears to be at least 38

, < “inches? [FHA Key #10]

Container integrity is not compromised by punctures, dents,
6 - penetrating scratches, loose lids, bulging, excessive corrosion or

, —other damage/deterioration (where possible to inspect).[TSR 5.6.4.b]
Containers are closed , ‘are stored in a manner which will not rupture
the containers or cause them to leak , and show no evidence of
spillage or leakage, such as moisture on the sides or underneath
.| (where possible to inspect)?

Container top does not have excessive buildup of dirt/debris that

8 ‘ would possibly interfere with the proper operation of the drum’s
ventilation system (such as, clogging of NucFils),

Container marking/labeling is intact, unobscured, legible and in good

|
9 ’ / condition (where possible to inspect)?

Third-tier drums are banded horizontally with metal band.
(single drum banded to pallet) [TSR 5.6.4.a]

| Comments/Observations:

10

VY i

Operator (print/sign/datefime) fMlCl;lAEL KIEHN y /ﬁ,/ / Jr2re </
FWS (print/sign/date): b\‘7‘5< 1/ BradSlattens ||, (O
NEIC.VPO022E01 Bagaukl-al308 . Hanford. Eedaral Eacility

Before each use, ensure this copy is the most current version.




Appendix P

Rev. 7,Chg. 2 SW-040-043 Page 32 of 60

Inspect CWC & Miscellaneous Buildings
Published Date: 01/07/10 - Effective Date: 01/07/10

Appendix A - Weekly CWC RCRA Inspection Checklis’i

E27

1 / Lxghtmg is adequate to comptete mspeo‘uon (where apphcabie)
Marker-barricades (chain barricades, chain-link fences, marker
posts, etc.) around facility/module are intact and in good condition.

' ' | Facility/module ground postings are mtact unobscured legtb!e and
- in good condition?
- | Containment curbing and flooring is free of scratches that penetrate.
3 o the concrete, cracks, or gaps and is sufficiently impervious to
.| contain leaks, spills, and accumulated rainfall (where applicable)?

Facility/module is generally dry. There is no standing and/or

| 4 » unexpected water or snow accumulation in or around

e facility/module? :

5 ,  Aisle space between rows of containers appears to be at least 36
.~ | inches? [FHA Key #10]

' Time:/a.‘/7 _ Date:/’/,z/O T

| Container integrity is not compromised by punctures, dents, )
6 - | penetrating scratches, loose lids, bulging, excessive corrosion or
/ other damage/deterioration (where possible to inspect).[TSR 5.6.4.b]

Containers are closed , are stored in a manner which will not rupture
the containers or cause them to leak , and show no evidence of

[t B spillage or leakage, such as mo:s‘cure on the sides or underneath

el - | (where possible to inspect)?
- | Container top does not have excessive buildup of dirt/debris that

8 would possibly interfere with the proper operation of the drum’s
e | ventilation system (such as, clogging of NucFils).

g » - | Container marking/labeling is intact, unobscured, legible and in good
/ condition (where possible to inspect)? ’

at 10 , | Third-tier drums are banded horizontally with metal band.
' : e (single drum banded to paliet) [TSR 5.6.4.a]

Comments/Observations:

1748

yd 2
Operator (print/sign/da(é(‘ume)(‘MlCHf&? L. KIEHN A e o
FWS (print/sign/date). n)< 7 ' Brad Slettens ,]/5-//()

7

NEISMRR023E0L : Bage=lalion : anlard Eederal Eagiliy,

Before each use, ensure this copy is the most current version.




Appendix P

Rev. 7,Chg. 2 SW-040-043 Pége 32 of 60

Inspect CWC & Miscellaneous Buildings
Published Date; 01/07/10 - Effective Date: 01/07/10

Appendix A - Weekly CWC RCRA lnspecﬁon Checklist

Facxhtyll\ﬁodule /“/Zg ‘ Tlme /0 ’35" Date:/f/¢?~/0 e

L[ghtmg is adequate to compiete mspeo‘uon (where applicable)?

Marker-barricades (chain barricades, chain-link fences, marker

posts, etc.) around facility/module are intact and in good condition,

| Facility/module ground postings are mtact unobscured legible and

.~ in good condition?

| Containment curbing and flooring is free of scratches that penetrate-

3 | | to the concrete, cracks, or gaps and is sufficiently impervious to

.~ | contain leaks, spills, and accumulated rainfall (where applicable)?

Facility/module is generally dry. There is no standing and/or -

1 4 unexpected water or snow accumulation in or around

] facility/module? :

5 Aisle space between rows of containers appears to be at least 36
.~ Tinches? [FHA Key #10]

Container integrity is not compromised by punctures, dents,
6 » ‘ penetrating scratches, loose lids, bulging, excessive corrosion or
e other damage/deterioration (where possible to inspect).[TSR 5.6.4.b]

Containers are closed , are stored in a manner which will not rupture
the ‘containers or cause them to leak , and show no evidence of

7 i spillage or leakage, such as moisture on the sides or underneath

o (where possible to inspect)?
Container top does not have excessive buildup of dirt/debris that

8 . ‘ would possibly interfere with the proper operation of the drum'’s
] | ventilation system (such as, clogging of NucFils).

9 : | Container marking/labeling is.intact, unobscured, legible and in good
/ condition (where possible to inspect)?

10 | Third-tier drums are banded horizontally with metal band.
: / (single drum banded to paliet) [TSR 5.6.4.a]

| Comments/Observations:

-

Z 2
Operator (print/sign/datgitime): MICHAEL K‘E“W/ LI o s—
FWS (print/sign/date); < ) ~X '/U(WL__ Brad Slettene }(/@lw

NEIC VP0928E01 Page 13 of 308 k ’ Hanford Federal Facility
Before each use, ensure this copy is the most current version.




Appendix P

Rev.7,Chg. 2 = SW-040-043 _ Page 32 of 60

Inspect CWC & M:scellaneous Buildings
Published Date 01/07/10 Effective Date: 01/07/10

Appendix A - Weekly CWC RCRA Inspection Checklisf

=l _Time:/0. 72 Datei/fzro

1 e Lighting is adequate to complete inspection (where applicable)? B
' Marker-barricades (chain barricades, chain-link fences, marker

posts, etc.) around facility/module are intact.and in good condition.

| - | Facility/module ground postings are mtact unobscured, legible and
e : in good condition?

: Containment curbing and flooring is free of scratches that penetrate .
3 | to the concrete, cracks, or gaps and is sufficiently impervious to

.~ | contain leaks, spills, and accumulated rainfall (where applicable)?

Facility/module is generally dry. There is no standing and/or
4 , unexpected water or snow accumulation in or around
e facility/module?

Atsle space between rows of containers appears to be at least 36

Container integrity is not compromised by punctures, dents,
6 - penetrating scratches, loose lids, bulging, excessive corrosion or
| other damage/deterioration (where possible to inspect).[TSR 5.6.4.b]

Containers are closed , are stored in a manner which will not rupture
the containers or cause them to leak , and show no evidence of

7 i spillage or leakage, such as moisture on the sides or underneath

7 (where possible to inspect)?
Container top does not have excessive buildup of dirt/debris that

8 ) would possibly interfere with the proper operation of the drum’s
v ventilation system (such as, clogging of NucFils).

9 Container marking/labeling is.intact, unobscured, legible and in good
e condition {where possible to inspect)? '

: . ' | Third-tier drums are banded horizontally with metal band.
10 .| (single drum banded to paliet) [TSR 5.6.4.]

Comments/Observations:

V7 28

yd 2
Operator (print/sign/date/fime): MHGHAE KIEFN, S mie ot
FWS (print/sign/date): Q/JL)MS( /]&/ (N— BradSlettene { LS f O
NE|r\§/Dn00Q:n4 ’ S =) 4.4 ﬁ")r\o menfer-nedemalhaciliie:

Before each use, ensure this copy is the most current version.



Appendix P

Rev.7,Chg.2 SW-040-043 Pége 32 of 60

Inspect CWC & Miscellaneous Buildings
Published Date: 01/07/10 - Effective Date: 01/07/10

Appendix A - Weekly CWC RCRA Inspection Checklyis‘t‘

Facility/Module: /~& D “Time:Q {/ Date: /-2 /C '

rea Ilnspection Rl T : .
Lighting is adequate to complete inspection (where applicable)?
Marker-barricades (chain barricades, chain-link fences, marker
posts, etc.) around facility/module are intact and in good condition.

. | Facility/module ground postings are intact, uncbscured, legible and
9y in good condition? B
' Containment curbing and flooring is free of scratches that penetrate-
3 ' | to the concrete, cracks, or gaps and is sufficiently impervious to
-~"| contain leaks, spills, and accumulated rainfall (where applicable)?
Facility/module is generally dry. There is no standing and/or
4 unexpected water or snow accumulation in or around
.~ facility/module?
5 isle space between rows of containers appears to be at least 36
o~ inches? [FHA Key #10]

| Container integrity is not compromised by punctures, dents,
6 ~ penetrating scratches, loose lids, bulging, excessive corrosion or
e other damage/deterioration (where possible to inspect).[TSR 5.6.4.b]

Containers are closed , are stored in a manner which will not rupture
the containers or cause them to leak , and show no evidence of

/ spillage or leakage, such as moisture on the sides or underneath
1 T (where possible to inspect)?
Container top does not have excessive buildup of dirt/debris that
8 would possibly interfere with the proper operation of the drum’s
v | ventilation system (such as, clogging of NucFils).
g L Container marking/labeling is.intact, unobscured, legible and in good
/ : condition (where possible to inspect)? ‘
2t ' . Third-tier drums are banded horizontally with metal band.
0] / (single drum banded to pallet) [TSR 5.6.4.a]

1 Comments/Observations:

V7 a8
il

: i 2z L
Operator (print/signidageitime) MICHAEL KIERNCZ 72/ 72~ 7 /o0 Brs<
FWS (print/sign/date): \"}"LX‘IV/LC;QP(Z" ' BradBletene [, —[/5

NEIC VP0928E01 - Page 15 of 308 ‘ ’ ' Hanford Federal Facility
Before each use, ensure this copy is the most current version.




Appendix P

Rev. 7, Chg. 2 SW-040-043 Page 32 of 60
Inspect CWC & Miscellaneous Buildings
Published Date: 01/07/10 - : Effective Date: 01/07/10

Appendix A - Weekly CWC RCRA Inspection Checklist

Facility/Module: /=& £~ - Time: /a &’22 Date:/L»/;z /o

L!ghtmg is adequate to comp!ete mspectlon (where apphcable)
Marker-barricades (chain barricades, chain-link fences, marker
posts, etc.) around facility/module are intact and in good condition.
Facility/module ground postings are mtact unobscured, legible and
el ___|in good condition?

' : Containment curbing and flooring is free of scratches that penetrate’
3 . to the concrete, cracks, or gaps and is sufficiently impervious to
.~ | contain leaks, spills, and accumulated rainfall (where applicable)?
Facility/module is generally dry. There is no standing and/or

1 4 , unexpected water or snow accumulation in or around

o facility/module? .

: Aisle space between rows of containers appears to be at least 36
"] inches? [FHA Key #10]

| Container integrity is not compromised by punctures, dents, |
6 : | penetrating scratches, loose lids, bulging, excessive corrosion or
other damage/deterioration (where possible to inspect).[TSR 5.6.4.b]
Containers are closed , are stored in a manner which will not rupture
the containers or cause them to leak , and show no evidence of
spillage or leakage, such as moisture on the sides or underneath
e  (where possible to inspect)? :
Container top does not have excessive buildup of dirt/debris that
would possibly interfere with the proper operation of the drum’s
e .| ventilation system (such as, clogging of NucFils).

- | Container marking/labeling is intact, unobscured, legible and in good
condition (where possible to inspect)? )
10 Third-tier drums are banded horizontally with metal band.

: .~ | (single drum banded to pallet) [TSR 5:6.4.a]

1 Comments/Observations:
V a8

Operator(pnnt/mgn/da}t’ﬁ‘\tlme f‘MICHhEL K‘EHWW /o0 el
FWS (print/sign/date): b L),,l/ ’l X }L(’/‘@é"“ Brad Slettane l!/\s / [d

NEIC VP0928E01 Page 16 of 308 ' Hanford Federal Facility
Before each use, ensure this copy is the most current version.




Appendix P

Rev. 7, Chg. 2

SW-040-043 Page 32 of 60

Inspect CWC & Miscellaneous Buildings

Published Date: 01/07/10

Effective Date: 01/07/10

Appendix A - Weekly CWC RCRA Inspection Checklisi

Fac:lltyIModule <~/ ‘ : ' Tlme7;"/ _ Déte:,é,?/./o

alnspectio

Lighting is adeguate to comp!ete mspeotlon (where appli Cab!e)

Marker-barricades (chain barricades, chain-link fences, marker
posts, etc.) around facility/module are intact and in good condition.
Facility/module ground postings are mtact unobscured, ieglble and

in good condition?

Containment curbing and flooring is free of scratches that penetrate
to the concrete, cracks, or gaps and is sufficiently impervious to
contain leaks, spills, and accumulated rainfall (where applicable)?

1 c/
,
et
3 B
.
4
//

Facility/module is generally dry. There is no standing and/or
unexpected water or snow accumulation in or around
facility/module?

| Aisle space between rows of containers appears to be at least 36
inches? [FHA Key #10]

.~ | other damage/deterioration (where possible to inspect).[TSR 5.6.4.b]

Container integrity is not compromised by punctures, dents,
penetrating scratches, loose lids, bulging, excessive corrosion or

| (where possible to inspect)?

Containers are closed , are stored in a manner which will not rupture
the containers or cause them to leak , and show no evidence of
 spillage or leakage, such as moisture on the sides or underneath

| ventilation system (such as, clogging of NucFils).

Container top does not have excessive buildup of dirt/debris that
would possibly interfere with the proper operation of the drum’s

9 T condition (where possible to inspect)?

Container marking/labeling is intact, unobscured, legible and in good

.

Third-tier drums are banded horizontally with metal band.
(single drum banded to pallet) [TSR 5.6.4.a] '

Comments/Observations: SW?’/ Lt <

Operator (print/sign/date/fine); MICHAEL KIEHN %{/ S g —
FWS (print/sign/date): é")j/«k( 7\//(/% Brad Siettenc 3 7 s

NEIC VP0928E01

Page 17 of 308 ) Hanford Federal Facility

Before each use, ensure this copy is the most current version.



Appendix P

Rev. 7, Chg. 2 SW-040-043 Page 32 of 60
Inspect CWC & Miscellaneous Buildings

Published:Date: 01/07/10 - : : Effective Date: 01/07/10

Appendix A - Weekly CWC RCRA Inspection Checklist

‘ Time:S'grO Date/ip?/—/0r ‘

Facmty/Module S 2

ealnspection

1 / . | Lighting is adequate to complete mspectlon (where apphcable)

Marker-barricades (chain barricades, chain-link fences, marker
posts, etc.) around facility/module are intact and in good condition.

| Facility/module ground postings are lntact unobscured Ieglble and-
in good condition?

\

- | Containment curbing and flooring is free of scratches that penetrate
3 to the concrete, cracks, or gaps and is sufficiently impervious to
contain leaks, spills, and accumulated rainfall (where applicable)?

\

’ Facility/module is generally dry. There is no standing and/or.
4 unexpected water or snow accumulation in or around
o facility/module?

5 , Aisle space between rows of containers appears to be at least 36
.~ | inches? [FHA Key #10]

Container integrity is not compromised by punctures, dents,
6 penetrating scratches, loose lids, bulging, excessive corrosion or
other damage/deterioration (where possible to inspect).[TSR 5.6.4.b]

\

Containers are closed , ‘are stored in a manner which will not rupture
the containers or cause them to leak , and show no evidence of
spillage or leakage, such as moisture on the sides or underneath
(where possible fo mspect)

Container top does not have excessive buildup of dxrt/debns that
would possibly interfere with the proper operation of the drum'’s

Container marking/labeling is.intact, unobscured legible and in good

/
.~ | ventilation system (such as, clogging of NucFils). '
.~ | condition (where possible to inspect)?

i 10 ‘ | Third-tier drums are banded horizontally with metal band.
| (single drum banded to pallet) [TSR 5.6.4.a] '

| Comments/Observations: §%7//4) (b”q??((/"

Z. P
Operator (print/sign/dafeflime)~ MWA—E—L K‘EHNWWM/@ Proo

FWS ( printlsign/date):b/ S VAN T BradSietene Z il o

NEIC VP0928E01 . Page 18 of 308 : Hanford Federal Facility

Before each use, ensure this copy s the most current version.



Appendix P

Rev. 7, Chg. 2 SW-040-043 Page 32 of 60

Inspect CWC & Mlsce!laneous Buildings
Published Date: 01/07/10 Effective Date: 01/07/10

Appendlx A - Weekly CWC RCRA lnspectlon Checklist

Facility/Module: < &/- 3

' TlmeS}'(b ~ Date,éj//&' .

1 T nghtmg is adequate to complete mspeotlon (where applicable)?

Marker-barricades (chain barricades, chain-link fences, marker
posts, etc.) around facility/module are intact and in good condition.

, Facility/module ground postings are mtaot unobscured leglbie and
Pl in good condition?

‘ | Containment curbing and flooring is free of scratches that penetrate
3 | to the concrete, cracks, or gaps and is sufficiently impervious to
+—"| contain leaks, spills, and accumulated rainfall (where applicable)?
Facility/module is generally dry. There is no standing and/or -

| 4 unexpected water or snow accumulation in or around

L facility/module?

Axsle space between rows of containers appears to be at least 36
hes? [FHA K 1

Container integrity is not compromised by punctures, dents,
6 - penetrating scratches, loose lids, bulging, excessive corrosion or
' other damage/deterioration (where possible to inspect).[TSR 5.6.4.h]

Containers are closed , are stored in a manner which will not rupture
the containers or cause them to leak , and show no evidence of
| spillage or leakage, such as moisture on the sides or underneath
,/ (where possible o inspect)?
Container top does not have excessive buildup of dirt/debris that
would possibly interfere with the proper operation of the drum'’s
.~ | ventilation system (such as, clogging of NucFils).
s

I\

‘Container marking/labeling is intact, unobscured legible and in good
condition (where possible to inspect)?

10 ; Third-tier drums are banded horizontally with metal band.
: <~ | (single drum banded to pallet) [TSR 5.6.4v.a]

| Comments/Observations: /

e 7
Operator (print/sign/datgffime): /-M‘CH?‘ﬁ,LﬂKléH% f%% L L Sros
FWS (print/sign/date):. O\‘)/J/ “7[\//(.« C Brad Slettone ,/7 ;//,) ‘

NEIC VP0928E01 Page 19 of 308 Hanford Federal Facility

Before each use, ensure this copy is the most current version.



Appendix P

Rev.7,Chg. 2 SW-040-043 Page 32 of 60

Inspect CWC & Miscellaneous Buildings
Published Date: 01/07/10 Effective Date: 01/07/10

Appendix A - Weekly CWC RCRA Inspection Checklist

Facility/Module: /=¢ /%~ Time: 1 3.'29  Datef/$/C
# | Yes. | No | N/A | Arealnspection
1 |- Lighting is adequate to complete inspection (where applicable)?

Marker-barricades (chain barricades, chain-link fences, marker
posts, etc.) around facility/module are intact and in good condition.

5 Facility/module ground postings are intact, unobscured, legible and
. in good condition?

Containment curbing and flooring is free of scratches that penetrate
3  to the concrete, cracks, or gaps and is sufficiently impervious to
/ contain leaks, spills, and accumulated rainfall (where applicable)?

Facility/module is generally dry. There is no standing and/or
4 B unexpected water or snow accumulation in or around

yd facility/module?

5 Aisle space between rows of containers appears {o be at least 36
.~ | inches? [FHA Key #10]

# | Yes | No | N/A | Container Inspection

Container integrity is not compromised by punctures, dents,

6 penetrating scratches, loose lids, bulging, excessive corrosion or

pd other damage/deterioration (where possible to inspect).[TSR 5.6.4.b]

Containers are closed , are stored in a manner which will not rupture
the containers or cause them to leak , and show no evidence of

/ spillage or leakage, such as moisture on the sides or underneath
e (where possible to inspect)?
Container top does not have excessive buildup of dirt/debris that
8 | would possibly interfere with the proper operation of the drum’s
e ventilation system (such as, clogging of NucFils).
9 Container marking/labeling ig intact, unobscured, legible and in good
/ condition (where possible to inspect)?
Third-tier drums are banded horizontally with metal band.
10 / {single drum banded to pallet) [TSR 5.6.4.a]

Comments/Observations:

V7

. - / .
Operator (print/sign/date/fifme). /MICHAED KIEH 2L LS rC 12,2
FWS (print/sign/date). 4. . VL Brad Skettens. 1/ 2/ [ /o

Femford-FederrReetity

Before each use, ensure this'copy Is the most current version.




Appendix P -

Rev. 7, Chg. 2 SW-040-043 Page 32 of 60

Inspect CWC & Miscellaneous Buildings
Published Date: 01/07/10 ' Effective Date: 01/07/10

Appendix A - Weekly CWC RCRA Inspection Checklist

Facility/Module: FI2IS Time /¢ ' 32 " Date: /-/$/0
# | Yes | No | N/A | Area Inspection
1 | o~ Lighting is adequate to complete inspection (where applicable)?

Marker-barricades (chain barricades, chain-link fences, marker
posts, etc.) around facility/module are intact and in good condition.

2 , Facility/module ground postings are intact, unobscured, legible and
e in good condition?
Containment curbing and flooring is free of scratches that penetrate
3 Lto the concrete, cracks, or gaps and is sufficiently impervious to

,/ contain leaks, spills, and accumulated rainfall (where applicable)?
Facility/module is generally dry. There is no standing and/or

4 unexpected water or snow accumulation in or around
facility/module?

Aisle space between rows of containers appears to be at least 36
inches? [FHA Key #10]

# | Yes | No | N/A | Container Inspection

, Container integrity is not compromised by punctures, dents,

6 penetrating scratches, loose lids, bulging, excessive corrosion or
other damage/deterioration (where possible to inspect).[TSR 5.6.4.b]
| Containers are closed , are stored in a manner which will not rupture
the containers or cause them to leak , and show no evidence of
spillage or leakage, such as moisture on the sides or underneath
(where possible to inspect)?

Container top does not have excessive buildup of dirt/debris that
would possibly interfere with the proper operation of the drum’s
ventilation system (such as, clogging of NucFils).

Container marking/labeling is intact, unobscured, legible and in good
condition (where possible to inspect)?

Third-tier drums are banded horizontally with metal band.

10 / ‘(single drum banded to pallet) [TSR 5.6.4.a]

Comments/Observations:
7

: . L s
Operator (print/sign/datefiime): /‘MICHREL KIERN. 7/ 4, # 2 /-/F/C /% 32
FWS (print/sign/date). ()5 V T/ L T BradSlettend 5/7" /.

N\

\

ANANE AN\

Frarfore-Federatraeity

Before each use, ensure this copy is the most current version.




Appendix P

Rev. 7, Chg. 2 SW_040_043 Page 32 of 60

Inspect CWC & Miscellaneous Buildings
Published Date: 01/07/10 Effective Date: 01/07/10

Appendix A - Weekly CWC RCRA Inspection Checklist

Facility/Module:JJZ(_~ Time:/%/ /S~  Date //5/C
# | Yes | No | N/A | Area Inspection

—

1 L Lighting is adequate to complete inspection (where applicable)?
Marker-barricades (chain barricades, chain-link fences, marker
5 posts, etc.) around facility/module are intact and in good condition.
Facility/module ground postings are intact, unobscured, legible and
i in good condition? ‘

Containment curbing and flooring is free of scratches that penetrate
3 to the concrete, cracks, or gaps and is sufficiently impervious to
| contain leaks, spills, and accumulated rainfall (where applicable)?

Facility/module is generally dry. There is no standing and/or

4 , unexpected water or snow accumulation in or around
,/ facility/module?
5  Aisle space between rows of containers appears to be at least 36
.~ | inches? [FHA Key #10]

# | Yes | No | N/A | Container Inspection

: Container integrity is not compromised by punctures, dents,

6 ' penetrating scratches, loose lids, bulging, excessive corrosion or
e other damage/deterioration (where possible to inspect).[TSR 5.6.4.b]
Containers are closed , are stored in a manner which will not rupture
the containers or cause them to leak , and show no evidence of
spillage or leakage, such as moisture on the sides or underneath
(where possible o inspect)?

Container top does not have excessive buildup of dirt/debris that

8 would possibly interfere with the proper operation of the drum’s
ventilation system (such as, clogging of NucFils).

Container marking/labeling is intact, unobscured, legible and in good
condition (where possible to inspect)?

Third-tier drums are banded horizontally with metal band.

10 / (single drum banded to pallet) [TSR 5.6.4.a]

Comments/Observations:

Y 2. pa
Operator (print/signidate/five): MICHAEL KEWN 7 o4 /o o /4810 ¥/
FWS (print/sign/date): L >,.J/ ‘4}///% Brad Slettens ;/ - ,/ )

\

N\ N

2

i s : g CRSRIRT
NEIC VPUSZoe01 Before each use, ensure@iaeaddyakINS most current version. Hanford Federal Facility



Appendix P

Rev. 7, Chg. 2

SW-040-043 Page 32 of 60

Inspect CWC & Miscellaneous Buildings
Published Date: 01/07/10

Effective Date: 01/07/10

Appendix A - Weekly CWC RCRA Inspection Checklist

Facility/Module: 72D

Time: /& O " Date: /~/5>/0C

#

Yes

No

N/A

Area Inspection

1

=

e

Lighting is adequate to complete inspection (where applicable)?

v

Marker-barricades (chain barricades, chain-link fences, marker
posts, etc.) around facility/module are intact and in good condition.
Facility/module ground postings are intact, unobscured, legible and
in good condition?

//

Containment curbing and flooring is free of scratches that penetrate
to the concrete, cracks, or gaps and is sufficiently impervious to
contain leaks, spills, and accumulated rainfall (where applicable)?

o~

Facility/module is generally dry. There is no standing and/or
unexpected water or snow accumulation in or around
facility/module?

Aisle space between rows of containers appears to be at least 36
inches? [FHA Key #10]

Yes

No

N/A

Container Inspection

Container integrity is not compromised by punctures, dents,
penetrating scratches, loose lids, bulging, excessive corrosion or
other damage/deterioration (where possible to inspect).[TSR 5.6.4.b]

Containers are closed , are stored in a manner which will not rupture
the containers or cause them to leak , and show no evidence of
spillage or leakage, such as moisture on the sides or underneath
(where possible to inspect)?

Container top does not have excessive buildup of dirt/debris that
would possibly interfere with the proper operation of the drum’s
ventilation system (such as, clogging of NucFils).

Container marking/labeling is intact, unobscured, legible and in good
condition (where possible to inspect)?

10

e

Third-tier drums are banded horizontally with metal band.
(single drum banded to pallet) [TSR 5.6.4.a]

Comments/Observations:

V1

‘ P / pa,
Operator(print/signlda}ét)me): WCHAE%EHNW%/ /O S

FWS (printlsignldate):@,wl\/ 73//(/&767&2\,, Brad Slettens l/z, [s0

R e s i
NEIC VP0928E01

Before each use, ensure BA9@a3/k 398 most current version.




Appendix P

Rev. 7,Chg. 2

SW-040-043 Page 32 of 60

Inspect CWC & Miscellaneous Buildings
Published Date: 01/07/10 - : Effective Date: 01/07/10

Appendix A - Weekly CWC RCRA Inspection Checklist

Facility/Module;/= 2=~

_Time /#/& _ Date:///ﬁ-/’a _

nghtmg is adequate ‘:o complete mspectnon (where apphcab(e)?

| Facility/module ground postings are mtao‘c unobscured, legible and

Marker-barricades (chain barricades, chain-link fences, marker
posts, etc.) around facility/module are intact and in good condition.

in good condition?

/ contain leaks, spills, and accumulated rainfall (where applicable)?.

Containment curbing and flooring is free of scratches that penetrate
_to the concrete, cracks, or gaps and is sufficiently impervious to

e

Facility/module is generally dry. There is no standing and/or
unexpected water or snow accumulation in or around
facility/module?

51 .~ |inches? [FHA Key #10]

Aisle space between rows of containers appears o be at least 36

Container mtegr:ty is not compromised by punctures dents
penetrating scratches, loose lids, bulging, excessive corrosion or
other damage/deterioration (where possible to inspect).[TSR 5.6.4.b]

Containers are closed , are stored in a mariner which will not rupture
the containers or cause them to leak , and show no evidence of
spillage or leakage, such as moisture on the sides or underneath
(where possible {o inspect)? :

| ventilation system (such as, clogging of NugcFils).

Container top does not have excessive buildup of dirt/debris that
would possibly interfere with the proper operation of the drum's

Container marking/labeling is intact, unobscured, legible and in good-
condition (where possible to inspect)? )

NACDN A

101 : / (single drum banded to pallet) [TSR 5.6.4.a]

Third-tier drums are banded horizontally with metal band.

1 Comments/Observations:

Ve

: / L e
Operator (print/sign/datg/fime): MCHAEL KIEHN, 277 - "L o e

FWS (print/sign/date):

NEIC VPOO23EN1

{(,7,.\7’% 7(\//(/& Brad Sisltene ,/7,{//0

Pm of 308 Hanford deprw

Before each use, ensure this copy is the most current version.



Appendix P

Rev. 7, Chg. 2 SW-040-043 Page 32 of 60
Inspect CWC & Miscellaneous Buildings
Published Date: 01/07/10 - o Effective Date: 01/07/10

Appendix A - Weekly CWC RCRA Inspection Checklist

_Timeser//  Datefgzio

1 |, Lighting is adequate to complete inspection (where applicable)?
’ Marker-barricades (chain barricades, chain-link fences, marker
posts, etc.) around facility/module are intact and in good condition.

2 B Facility/module ground postings are mtac’c unobscured, legible and
e in good condition?
' Containment curbing and flooring is free of scratches that penetrate
3 B to the concrete, cracks, or gaps and is sufficiently impervious to
| contain leaks, spills, and accumulated rainfall (where applicable)?
Facility/module is generally dry. There is no standing and/or
| 4 ' unexpected water or snow accumulation in or around
el facility/module? :
5 Aisle space between rows of containers appears to be at least 36
, ~Tinches? [FHA Key #10]

Container integrity is not compromised by punctures, dents,
6 penetrating scratches, loose lids, bulging, excessive corrosion or
| other damage/deterioration (where possible to inspect).[TSR 5.6.4.b]
Containers are closed , are stored in a manner which will not rupture
the containers or cause them to leak , and show no evidence of
spillage or leakage, such as moisture on the sides or underneath
(where possible to inspect)?
Container top does not have excessive buildup of dirt/debris that
would possibly interfere with the proper operation of the drum’s
ventilation system (such as, clogging of NucFils).
Container marking/labeling is intact, unobscured, legible and in good
condition (where possible to inspect)? '
| 10 | Third-tier drums are banded horizontally with metal band.

(single drum banded to pallet) [TSR 5.6.4.a]

Comments/Observations: S4ne7 vy WoHer olve A= pae

\\\ NN

. ) Z
Operator (printisign/datéRme). MICHARL KEWNZZ o 7 2~ 7 tonre g2y

FWS (print/sign/date): &:ZL;)/\X VWAL BradShetene 7"/ 29[ 70
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Appendix P

Rev. 7, Chg. 2 SW-040-043 Page 32 of 60
Inspect CWC & Miscellaneous Buildings |
Published Date: 01/07/10 - Effective Date: 01/07/10

Appendix A - Weekly CWC RCRA Inspection Checkiis‘r

FamhtylModule S/% 1;2 Tlme 53-/3 ’ Date:/rﬂ77,/a

1 / ' ‘ Lrghtlng is adequate to complete rnspectlon (where applicable)?

Marker-barricades (chain barricades, chain-link fences, marker

posts, etc.) around facility/module are intact and in good condition.

| Facility/module ground postings are mtact unobscured, legible and

i in good condition?

: Containment curbing and flooring is free of scratches that penetrate

3 ' to the concrete, cracks, or gaps and is sufficiently impervious to

| contain leaks, spills, and accumulated rainfall (where applicable)?

Facility/module is generally dry. There is no standing and/or -

1 4 unexpected water or snow accumulation in or around

.~ facility/module?

5 Aisle space between rows of containers appears to be at least 36
.~ Tinches? [FHA Key #10]

, Container integrity is not compromised by punctures, dents,
6 , penetrating scratches, loose lids, bulging, excessive corrosion or

~ other damage/deterioration (where possible to inspect).[TSR 5.6.4.b]
Containers are closed , are stored in a manner which will not rupture
the containers or cause them to leak , and show no evidence of
spillage or leakage, such as moisture on the sides or underneath
(where possible to inspect)?
Container top does not have excessive buildup of dirt/debris that
would possibly interfere with the proper operation of the drum'’s
ventilation system (such as, clogging of NucFils).
Container marking/labeling is intact, unobscured legible and in good
condition (where possible to inspect)?

it 10 Third-tier drums are banded horizontally with metal band.
(single drum banded to pallet) [TSR 5.6.4.a] ‘
Comments/Observations: §7éwz// W her e Fr pium

\\;\, N

} ra ’a
Operator (print/sign/datelime). MICHAELKIEWN 27 -~ 2 7 ' o5 o £/
FWS (print/sign/date). k5 > (WA A= BradSkliens ‘/.Lc; [1o
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Appendix P

Rev. 7, Chg. 2 SW-040-043 Page 32 of 60

Inspect CWC & Miscellaneous Buildings
Published Date: 01/07/10 : Effective Date: 01/07/10

Appendix A - Weekly CWC RCRA Inspection Checklist

ility/Module, S 4/- 2 ‘ Time:?’/‘7 Date://m??:_/a
No |} Rete T o5 ‘
1 ,./ Lighting is adequate to complete mspec’non (where applicable)?

' Marker-barricades (chain barricades, chain-link fences, marker
posts, etc.) around facility/module are intact and in good condition.
, Faclhty/module ground postings are mtact unobscured, legible and
/ in good condition?
Containment curbing and flooring is free of scratches that penetrate
3 to the concrete, cracks, or gaps and is sufficiently impervious to
.~ | contain leaks, spills, and accumulated rainfall (where applicable)?
, Facility/module is generally dry. There is no standing and/or
4 unexpected water or snow accumulation in or around
e facility/module? - ,
Aisle space between rows of containers appears to be at least 36
inches? [FHA Key #10]

Container integrity is not compromised by punctures, dents,
penetrating scratches, loose lids, buiging, excessive corrosion or
other damage/deterioration (where possible to inspect).[TSR 5.6.4.b]

Containers are closed , are stored in a manner which will not rupture
the containers or cause them to leak , and show no evidence of
spillage or leakage, such as moisture on the sides or underneath
(where possible to inspect)?

Container top does not have excessive buildup of dirt/debris that
would possibly interfere with the proper operation of the drum's
ventilation system (such as, clogging of NucFils).

Container marking/labeling is.intact, unobscured, legible and in good
condition (where possible to inspect)?

Third-tier drums are banded horizontally with metal band.

(single drum banded to pallet) [TSR 5.6.4.a]

Comments/Observations:

Operator(prmt/stgn/date/ﬂi?‘e MIWAELWHW ///:?7/& Sz
FWS (print/sign/date): LY /] L Brad Sleftene / rell /o

110

\\\\ N EN
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Appendix P

Rev. 7, Chg. 2

SW-040-043 | Page 32 of 60

Inspect CWC & Miscellaneous Buildings

Published Date: 01/07/10 Effective Date: 01/07/10

Appendix A - Weekly CWC RCRA inspection Checklist

L /4 i 'Time:f;‘,’gj‘ _ Date:/;,?}/a -

1spection

Lighting is adequate to comp!ete inspection (where applicable)?

Marker-barricades (chain barricades, chain-link fences, marker
5 posts, etc.) around facility/module are intact and in good condition,
L Facility/module ground postings are intact, unobscured, legible and

in good condition?

Containment curbing and flooring is free of scratches that peneirate

3 to the concrete, cracks, or gaps and is sufficiently impervious to
/ contain leaks, spills, and accumulated rainfall (where applicable)?
Facility/module is generally dry. There is no standing and/or
4 - unexpected water or snow accumulation in or around
W facility/module?
5 Ais!e space between rows of containers appears to be at least 36

Container integrity is not compromised by punctures, dents,
penetrating scratches, loose lids, bulging, excessive corrosion or
other damage/deterioration (where possible to inspect).[TSR 5.6.4.b]

Containers are closed , are stored in a manner which will not rupture
the containers or cause them to leak , and show no evidence of
spillage or leakage, such as moisture on the sides or underneath
(where possible to inspect)?

Container top does not have excessive buildup of drrt/debrs that
would possibly interfere with the proper operation of the drum’s
ventilation system (such as, clogging of NucFils).

Container marking/labeling is intact, unobscured, legible and in good
condifion (where possible to inspect)?

10

Third-tier drums are banded horizontally with metal band.
(single drum banded to pallet) [TSR 5.6.4.a]

Comments/Observations:

4 p
Operator (print/sign/date/fitye): M‘WéAELNE;,H’\{/// s L i o, e

FWS (print/sign/date). ()~ X’ —U(/(_ A Hrad Sleffone )Z?OJ//O

NEIC VP0928E01

Page 28 of 308 . Hanford Federal Facility
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Appendix P

Rev. 7, Chg. 2 SW-040-043 Page 32 of 60
Inspect CWC & Miscellaneous Buildings
Published Date: 01/07/10 - : Effective Date: 01/07/10

Appendix A - Weekly CWC RCRA Inspection Checklist
Facility/Module: /~/ /<
7 ' e nspectlon

1 / Lighting is adequate to complete mspectlon (where applicable)?

Marker-barricades (chain barricades, chain-link fences, marker

posts, etc.) around facifity/module are intact and in good condition,

| Facility/module ground postings are mtac‘c unobscured, legible and

] .| in good condition?

: Containment curbing and flooring is free of scratches that penetrate

3 o to the concrete, cracks, or gaps and is sufficiently impervious to

,/ contain leaks, spll!s and accumulated rainfall (where applicable)?

Facility/module is generally dry. There is no standing and/or -

14 B unexpected water or snow accumulation in or around

e facility/module?

5 Alsle space between rows of containers appears to be at least 36
e “inches? [FHA Key #10]

Time:‘%'“"qg"l Date:/:,;’g:_/g B

Container integrity is not compromised by punctures, dents,
penetrating scratches, loose lids, bulging, excessive corrosion or
other damage/deterioration (where possible to inspect).[TSR 5.6.4.b]
Containers are closed , are stored in a manner which will not rupture
the containers or cause them to leak , and show no evidence of
spillage or leakage, such as moisture on the sides or underneath
(where possible to inspect)? -
Container top does not have excessive buildup of dirt/debris that
would possibly interfere with the proper operation- of the drum'’s
ventilation system (such as, clogging of NucFils),
Container marking/labeling is.intact, unobscured, legible and in good
condition (where possible to inspect)?
gt 0 /Third-tier drums are banded horizontally with metal band.

1 » ,~| (single drum banded to pallet) [TSR 5.6.4.a]

Comments/Observations: /%

N

NN

Opetrator (print/sign/datejfinie): N@HAE“(;EHNWE A é: Lo e ST

FWS (printisignidate): />~ IXASf— bradSetene _)/29/ /0
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Appendix P

Rev. 7, Chg. 2 SW-040-043 | Page 32 of 60

Inspect CWC & Miscellaneous Buildings
Published Date: 01/07/10 . Effective Date: 01/07/10

Appendix A - Weekly CWC RCRA Inspection Checklist
L
: pect

1 ,,/ | Lighting is adequate to complete mspecﬂon (where applicable)?
Marker-barricades (chain barricades, chain-link fences, marker
posts, etc.) around facility/module are intact and in good condition.

| Facility/module ground postings are mtact unobscured, legible and
. in good condition?

' ‘ - | Containment curbing and flooring is free of scratches that penetrate
3 to the concrete, cracks, or gaps and is sufficiently impervious to

. — contain leaks, spills, and accumulated rainfall (where applicable)?
Facility/module is generally dry. There is no standing and/or -

4 unexpected water or snow accumulation in or around

1~ facility/module?

Alsle space between rows of containers appears to be at least 36
hes? [FHA K

- Time: S' 37 Date/7io

Facmty/Module

Container integrity is not compromised by punctures, dents, |
B penetrating scratches, loose lids, bulging, excessive corrosion or
e other damage/deterioration (where possible to inspect).[TSR 5.6.4.b]
Containers are closed , are stored in a manner which wil not rupture
the containers or cause them to leak , and show no evidence of
spillage or leakage, such as moisture on the sides or underneath
T (where possible to inspect)?

Container top does not have excessive buildup of dirt/debris that

8 ’ would possibly interfere with the proper operation of the drum’s
ventilation system (such as, clogging of NucFils).

Container marking/labeling is intact, unobscured legible and in good
condition (where possible to inspect)?

Third-tier drums are banded horizontally with metal band.

00 ,_~| (single drum banded to pallet) [TSR 5.6.4.a]

| Comments/Observations:
M

~ - P
Operator (print/sign/dateﬁfﬁnwp‘f;ﬁﬁw‘ e Sz

FWS (print/sign/date): &) Brad Sletien

N
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Appendix P

Rev. 7, Chg. 2 SW-040-043 Page 32 of 60
Inspect CWC & Miscellaneous Buildings
Published Date: 01/07/10 - Effective Date: 01/07/10

Appendix A - Weekly CWC RCRA Inspection Checkhst
Facnllty/Module FIZD Time:?”/3 _ Date:/—,?’CP—/a
0 -ea Inspection’ " R
1 ,/ Lighting is adequate to complete mspectlon (where applicable)?

Marker-barricades (chain barricades, chain-link fences, marker
posts, etc.) around facility/module are intact and in good condition.

2 ‘ P - | Facility/module ground postings are mtact unobscured, legible and
.~ ~ in good condition?
o . Containment curbing and flooring is free of scratches that penetrate
3 ' | to the concrete, cracks, or gaps and is sufficiently impervious to

,/ contain leaks, sprlls and accumulated rainfall (where applicable)?
Facility/module is generally dry. There is no standing and/or

1 4 B unexpected water or snow accumulation in or around
.~ facility/module? :
5  Aisle space between rows of containers appears to be at least 36
.~ | inches? [FHA Key #10

, Container integrity is not compromised by punctures, dents,
8 : penetrating scratches, loose lids, bulging, excessive corrosion or
/ other damage/deterioration (where possible to inspect).[TSR 5.6.4.b]

Containers are closed , ‘are stored in @ manner which will not rupture
the containers or cause them to leak , and show no evidence of

7 spillage or leakage, such as moisture on the sides or underneath

- (where possible to inspect)?
Container top does not have excessive buildup of dirt/debris that

8 I ' would possibly interfere with the proper operation of the drum's
yd | ventilation system (such as, clogging of Nuthls)

g L Container marking/labeling is.intact, unobscured legible and in good
/ condition (where possible to inspect)?

T ' ‘ Third-tier drums are banded horizontally with metal band.
0] ,/ (single drum banded to pallet) [TSR 5.6.4.a]

| Comments/Observations: Scwre of~ Me Forps om Mo boxer pe<g”

Q'ffﬂé’/f eﬂ/ Peree— 719 e i’tl/ Gé/&?ge'y& - ff(“& '79 Cepl PC
/ F72 2 / Z/:/J/LA

Operator (print/sign/date/fjme): I)M?HAEHKIEHN%%I/%/ jreso O
FWS (print/sign/date). ﬁ\_,v,l/ 7(/ /L( 7’67%— Brad Sleftefie ! 29 / /05
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Appendix P

Rev. 7, Chg. 2 SW-040-043 Page 32 of 60

Inspect CWC & Miscellaneous Buildings
Published Date: 01/07/10 ' Effective Date: 01/07/10

Appendix A - Weekly CWC RCRA lnspectlon Checkilist

FacmtyIModule FEE Tlme 2’5‘7 | Date:/—;;a:./d“

eanspectio R

Lighting is adequate to complete mspec’non (where applicable)?

Marker-barricades (chain barricades, chain-link fences, marker

posts, etc.) around facility/module are intact and in good condition.

Facility/module ground postings are lntact unobscured, legible and

] : in good condition?

Containment curbing and flooring is free of scratches that penetrate

3 to the concrete, cracks, or gaps and is sufficiently impervious to

.~ contain leaks, spills, and accumulated rainfall (where applicable)?.

Facility/module is generally dry. There is no standing and/or

4 ] unexpected water or snow accumulation in or around

| facility/module?

5 i  Aisle space between rows of containers appears to be at least 36
.~ |inches? [FHA Key #10]

Container integrity is not compromised by punctures, dents,

6 : penetrating scratches, loose lids, bulging, excessive corrosion or
other damage/deterioration (where possible to inspect).[TSR 5.6.4.b]
Containers are closed , are stored in a manner which will not rupture
the containers or cause them to leak , and show no evidence of

_ spillage or leakage, such as mmsture on the sides or underneath
(where possible to inspect)?

Container top does not have excessive buildup of dirt/debris that
would possibly interfere with the proper operation of the drum’s

{ ventilation system (such as, clogging of NucFils).

. - | Container marking/labeling is intact, uncbscured, legible and in good
condition (where possible to inspect)? '

I 10 Third-tier drums are banded horizontally with metal band.
: / (single drum banded to pailet) [TSR 5.6.4.a]

-| Comments/Observations:
V7 =

A
Operator (print/sign/dateftime). MICHABLKIEWN, 777 =7 2~ 7 rone, s

FWS (print/sign/date): &, \/ ITXYA SFSA=_  Braisktens 1/219/ /0
T AN Y C i

\

ANIANAN
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Appendix P

Rev. 7, Chg. 3 ; SW-040-043 : Page 32 of 60
Inspect CWC & Miscellaneous Buildings
Published Date: 01/29/10 ‘ | Effective Date: 01/29/10

Appendix A - Weekly CWC RCRA Inspection Checklist

Facility/Module: <" 47 / Time: % Date, J-¢4/
dnspection.. . = ..~ T
Lighting is adequate to complete inspection (where applicable)?
Marker-barricades (chain barricades, chain-link fences, marker
5 posts, etc.) around facility/module are intact and in good condition.
Facility/module ground postings are intact, unobscured, legible and
in good condition?
Containment curbing and flooring is free of scratches that penetrate
3 to the concrete, cracks, or gaps and is sufficiently impervious to
contain leaks, spills, and accumulated rainfall (where applicable)?
' Facility/module is generally dry. There is no standing and/or
4 unexpected water or snow accumulation in or around
] facility/module? '
5 //:\isle space between rows of containers appears to be at least 36
inches? [FHA Key #10]
e P!
Container integrity is not compromised by punctures, dents,
penetrating scratches, loose lids, bulging, excessive corrosion or

\

\

Containers are closed , are stored in a manner which will not rupture
the containers or cause them to leak , and show no evidence of
spillage or leakage, such as moisture on the sides or underneath

/ (where possible to inspect)?

Container top does not have excessive buildup of dirt/debris that
8 would possibly interfere with the proper operation of the drum’s
: | / ventilation system (such as, clogging of NucFils). '
| Container marking/labeling is intact, unobscured, legible and in good

¢~ | other damage/deterioration (where possible to inspect).[TSR 5.6.4.b]

S ¢~ | condition (where possible to inspect)?
10 - Third-tier drums are banded horizontally with metal band.
/ (single drum banded to pallet) [TSR 5.6.4.a] '

Comments/Observations:gfgfw,/%f. wg%r e A pcroiq

/ .
Operator (printls’ign/da@/ﬁm{)ﬁ MIGHAEL KIE”HW/ = e (Bre
FWS (print/sign/date):(-gL)ﬁ)( 7,(/ X_ & L~ Brad Slettens 2 / H / /O

Hanford Federal Facility
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Appendix P

‘Rev. 7,Chg. 3 SW_040_043 ‘ Page 32 of 60

Inspect CWC & Miscellaneous Buildings
Published Date 01/29/10 . Effective Date: 01/29/10

Appendix A - Weekly CWC RCRA Inspection Checklist

Facility/Module: /~/2 /% __Time; /0,,?5" Date:,,?- Fro

Lighting is adequate to comple’ce mspect!on (where apphcable)

Marker-barricades (chain barricades, chain-link fences, marker
posts, etc.) around facility/module are intact and in good condition,

' Facility/module ground postings are intact, unobscured, legible and
e in good condition? :

Containment curbing and flooring is free of scratches that penetrate
3 ‘ | tothe concrete, cracks, or gaps and is sufficiently impervious to
2~ | contain leaks, spills, and accumulated rainfall (where applicable)?

Facility/module is generally dry. There is no standing and/or
4 unexpected water or snow accumulation in or around
e facility/module?

Alsle space between rows of contamers appears to be at least 36

Container integrity is not compromised by punctures, dents,
3] penetrating scratches, loose lids, bulging, excessive corrosion or
] other damage/deterioration (where possible to inspect)[TSR 5.6.4. b]

Containers are closed , are stored in @ manner which will not rupture
the containers or cause them to leak , and show no evidence of

L spillage or leakage, such as mmsture on the sides or underneath
/ (where possible to inspect)?
Container top does not have excessive buildup of dirt/debris that
8 would possibly interfere with the proper operation of the drum’s
e ventilation system (such as, clogging of NucFils).
9 . | Container marking/labeling is intact, unobscured, legible and in good
T condition (where possible to inspect)?
10 Third-tier drums are banded horizontally with metal band.
o (single drum banded to pallet) [TSR 5.6.4.a]

Comments/Observations:

V

Operator (print/sign/datéltime)) MIQI}AEL KIEHN %A//‘/Z / D Rro, fo o8
FWS (print/sign/date): W 7(/%«7%\_, Brad Sisttene ’L/ Y / [0
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Appendix P

"Rev. 7,Chg. 3 SW 040 043 | . Page 32 of 60

Inspect CWC & M:scellaneous Buuldmgs
Published Date: 01/29/10 , : ‘ Effective Date 01/29/10

Appendix A - Weekly CWC RCRA Inspection Checklist

11, / Lxghtmg is adequate to complete mspectlon (where apphcable)

Marker-barricades (chain barricades, chain-link fences, marker
posts, etc.) around facility/module are intact and in good condition.

Time: S» 55" A Date:é?.gyo

2 ' Facility/module ground postings are intact, unobscured, legible and
e in good condition?
Containment curbing and ﬂoormg is free of scratches that penetrate
3| to the-concrete, cracks, or gaps and is sufficiently imperious to

,//contam leaks, spms and accumulated rainfall (where applicable)?
Facility/module is generally dry. There is no standing and/or

4 , unexpected water or snow accumulationin or around
facility/module? :

Alsle space between rows of containers appears to be at least 36
“inches? [FHA Key #10]

Container integrity is not compromised by punctures, dents,

6 penetrating scratches, loose lids, bulging, excessive corrosion or
T other damage/deterioration (where possible to inspect).[TSR 5.6.4.b]
Containers are closed , are stored in a manner which will not rupture
the containers or cause them to leak , and show no evidence of
spillage or leakage, such as moisture on the sides or underneath
(where possible to inspect)?

: Container top does not have excessive buildup of dirt/debris that

8 would possibly interfere with the proper operation of thedrum’s
ventilation system (such as, clogging of NucFils).

Container marking/labeling is intact, unobscured, legible and in good
condition {where possible to inspect)?

Third-tier drums are banded horizontally with metal band.

10 ,/ (single drum banded to paliet) [TSR 5.6.4.a]

Comments/Observations: /

Operator (print/sign/datéltime].) MICHAEL Kl;Hy//&,%/é/ / D 2/C, g s
FWS (print/sign/date): hWﬁ&/ (/., Brad Sleftene '2// L / /D

\

N N
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Appendix P

Rev.7,Chg. 3 SW-040-043 : Page 32 of 60
Inspect CWC & Miscellaneous Buildings |
Published Date: 01/29/10 . o Effective Date: 01/29/10

Appendix A - Weekly CWC RCRA Inspection Checklist

Tlme 9//1 __Date: ,? 2~

, sction::. e
nghtmg is adequate to complete mspectlon (where apphcable)'?

Marker-barricades (chain barricades, chain-link fences, marker

posts, etc.) around facility/module are intact and in good condition.

Facility/module ground postings are intact, unobscured, legible and

.~ in good condition?

Containment curbing and flooring is free of scratches that penetrate

3 to the concrete, cracks, or gaps and is sufficiently impervious to

.~ contain leaks, spills, and accumulated rainfall (where applicable)?

. Facility/module is generally dry. There is no standing and/or

4 unexpected water or snow accumulation-in or around

1 facility/module?

5 | Aisle space between rows of contalners appears to be at least 36

inches? [FHA Key #10]

Container integrity is not compromised by punctures, dents,
6 penetrating scratches, loose lids, bulging, excessive corrosion or
e other damage/deterioration (where possible to inspect).[TSR 5.6.4.b]

Containers are closed , are stored in a manner which will not rupture
the containers or cause them to leak , and show no evidence of

/ L spillage or leakage, such as moisture on the sides or underneath

] (where possible to inspect)?
Container top does not have excessive buildup of dirt/debris that

8 ; would possibly interfere with the proper operation of thedrum’s
/ ventilation system (such as, clogging of NucFils).

9 P Container marking/labeling is intact, unobscured, legible and in good
/ condition (where possible to inspect)?

10 Third-tier drums are banded horizontally with metal band.

/ (single drum banded to pallet) [TSR 5.6.4.a]

i

Comments/Observations:

A :
Operator (print/sign/dafe/time) WICHABL KlEHNyé/'é et f/;{‘ _ro-eyry
FWS (print/sign/date): h “7~5< 7(/L % Brad Sfeffeng L{ L / 1)
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Appendix P

‘Rev. 7,Chg. 3 SW- 040_043 Page 32 of 60

inspect CWC & Mlscellaneous Bunldmgs
Published Date: 01/29/10 ‘ Effective Date 01/29/10

Appendix A - Weekly CWC RCRA inspection Checklist

TlmeQ ,? 5 Date;a?- /0

nghtmg is adequate to complete mspeotnon (where appilcabie)
Marker-barricades (chain barricades, chain-link fences, marker
posts, etc.) around facility/module are intact and in good condition.
C Facility/module ground postings are intact, unobscured, legible and
e in good condition?

Containment curbing and flooring is free of scratches that penetrate
3 _to the-concrete, cracks, or gaps and is sufficiently i impervious to
/ contain leaks, spills, and accumulated rainfall (where applicable)?

Facility/module is generally dry. There is no standing and/or
4 ; unexpected water or snow accumulation in or around

/ facility/module?
' Aisle space between rows of contamers appears to be af least 36

5 | o~ inches? [FHA Key #10]

Container integrity is not compromised by punctures, dents,
6 penetrating scratches, loose lids, bulging, excessive corrosion or
7 other damage/deterioration (where possible to inspect).[TSR 5.6.4.b]

Containers are closed , are stored in a manner which will not rupture
the containers or cause them to leak , and show no evidence of

‘ / L spillage or leakage, such as moisture on the sides or underneath
d (where possible to inspect)?
: ' Container top does not have excessive buildup of dirt/debris that
8 / would possibly interfere with the proper operation of the drum’s
; ventilation system (such as, clogging of NucFils). :
9 i | Container marking/labeling is intact, unobscured, legible and in good
e condition (where possible to inspect)?
Third-tier drums are banded horizontally with metal band.
10 / (single drum banded to pallet) [TSR 5.6.4.a]
Comments/Observations: Pf '
' \ui/

el oo A{w w 1D-00

Operator (print/sign/date/fiine). WHCHAEL )(!EHNW/ %Aﬂ/ / ol PrC Do
FWS (print/sign/date): QL;%J( _7!/ /c'/b(;:__,_ Brad Slefteps L/ L// /0
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Appendix P

Rev.7,Chg. 3 SW_040_043 _ Page 32 of 60

Inspect CWC & M!scel!aneous Buildings
Published Date: 01/29/10 ‘ Effective Date: 01/29/10

Appendix A - Weekly CWC RCRA Inspection Checklist

/__’—'/25"' Tlmegéz _ Datez?

1 / Lighting is adequate to complete mspec’non (where apphoab!e)

' Marker-barricades (chain barricades, chain-link fences, marker
; posts, etc.) around facility/module are intact and in good condition.
o Facility/module ground postings are intact, unobscured, legible and
] in good condition?
Containment curbing and flooring is free of scratches that penetrate
3 _to the concrete, cracks, or gaps and is sufficiently impervious to
.~ | contain leaks, spills, and accumulated rainfall (where applicable)?

Facility/module is generally dry. There is no standing and/or
4 . unexpected water or snow accumulation in or around
i facility/module?

5 | Aisle space between rows of oontamers appears to be at least 36
| .~ | inches? [FHA Key #10]

Container integrity is not compromised by punctures, dents,
6 i , penetrating scratches, loose lids, bulging, excessive corrosion or
,/ other damage/deterioration (where possible to inspect).[TSR 5.6.4.b]

Containers are closed , are stored in a manner which will not rupture
| the containers or cause them to leak , and show no evidence of

7 - spillage or leakage, such as moisture on the sides or underneath

e (where possible to inspect)?
: ' Container top does not have excessive buildup of dlrt/debns that

8 would possibly interfere with the proper operation of the drum’s
/ ventilation system (such as, clogging of NucFils).

9 ‘ Container marking/labeling is intact, unobscured, legible and in good
e condition (where possible to inspect)?

10 .| Third-tier drums are banded horizontally with metal band.

/ (single drum banded to pallet) [TSR 5.6.4.a]

Comments/Observations:

V Z ot

Operator (print/sign/dateffime)~MIGHAEL KlEH};’(%W L D270 m
FWS (print/sign/date): zhk—;ﬂk/ N Brad Sletiens 27/ o
1
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Appendix P

"Rev. 7,Chg. 3 SW-040-043 | Page 32 of 60

Inspect CWC & Miscellaneous Buildings
Published Date: 01/29/10 . | ‘ Effective Date: 01/29/10

Appendix A - Weekly CWC RCRA Inspection Checklist’
A Time:/// 7 5”' Date:éi P~C

1 e Lighting is adequate to complete mspec’uon (where apphcable)

Marker-barricades (chain barricades, chain-link fences, marker

posts, etc.) around facility/module are intact and in good condition.

' - Facility/module ground postings are intact, unobscured, legible and

e in good condition?

Containment curbing and flooring is free of scratches that penetrate

3 to the-concrete, cracks, or gaps and is sufficiently impervious to

| contain leaks, spills, and accumulated rainfall (where applicable)?

Facility/module is generally dry. There is no standing and/or
: unexpected water or snow accumulation-in or around

/ _ facmty/module?

5 ‘ Aisle space between rows of contamers appears to be at least 36
o~ inches? [FHA Key #10]

Facility/Nlodul

; Container integrity is not compromised by punctures, dents,
8 penetrating scratches, loose lids, bulging, excessive corrosion or
other damage/deterioration (where possible to inspect).[TSR 5.6.4.b]

Containers are closed , are stored in a manner which wil not rupture
the containers or cause them to leak , and show no evidence of
spillage or leakage, such as mozsture on the sides or underneath
(where possible to inspect)?

Container top does not have excessive buildup of d;rt/debns that
would possibly interfere with the proper operation of the drum’s
ventilation system (such as, clogging of NucFils).

Container marking/labeling is intact, unobscured, legible and in good
condition (where possible to inspect)?

Third-tier drums are banded horizontally with metal band.
(single drum banded to pallet) [TSR 5.6.4.a]

Comments/Observations:

Operator (print/sign/dafd/time)y “MICHAEL KIEH%/%/ DR foios
FWS (print/sign/date)X ). 78/)(/5@(1 Brad Steffene \ 0 \ (0

10

\\\\ \
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Appendix P

‘Rev. 7,Chg. 3 SW_040_043 : Page 32 of 60

Inspect CWC & M:scellaneous Buildings
Published Date; 01/29/10 . » Effective Date: 01/29/10

Appendix A - Weekly CWC RCRA Inspection Checklist

Tlme /?/ﬁ Datey»9/0

Lxghtmg is adequate to complete mspectlon (where apphcable)

Marker-barricades (chain barricades, chain-link fences, marker
posts, etc.) around facility/module are intact and in good condition.
' Facility/module ground postings are intact, unobscured, legible and
e in good condition?
Containment curbing and flooring is free of scratches that penetrate
3 _ to the concrete, cracks, or gaps and is sufficiently impervious to
/ contain leaks, spills, and accumulated rainfall (where applicable)?
. Facility/module is generally dry. There is no standing and/or

4 L unexpected water or snow accumulahon in or around
/ , facmty/module’?

Aisle space between rows of contamers appears to be at least 36
inches? [FHA Key #10]

Container integrity is not compromised by punctures, dents,
6 penetrating scratches, loose lids, bulging, excessive corrosion or
other damage/deterioration (where possible fo inspect).[TSR 5.6.4.b]

Containers are closed , are stored in a manner which will not rupture
the containers or cause them to leak , and show no evidence of
spillage or leakage, such as moisture on the sides or underneath
(where possible to inspect)?

Container top does not have excessive buildup of dirt/debris that
would possibly interfere with the proper operation of the drum’s
ventilation system (such as, clogging of NucFils).

Container marking/labeling is intact, unobscured, legible and in good
condition (where possible to inspect)?

Third-tier drums are banded horizontally with metal band.
(single drum banded to pallet) [TSR 5.6.4.a]

Comments/Observattons

Operator (prmt/sngn/datpﬁﬁme) fMlCHI}ﬁL KIEHN/%’/ % //f/ 280 ACTe

FWS (print/sign/date). k) 52X 7| l\//(/@(\—;%? Brad St 5 \ v |/

10

\\\\ \
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Appendix P

- Rev.7,Chg. 3 SW-040-043 | Page 32 of 60

Inspect CWC & Mlscenaneous Buildings
Published Date: 01/29/10 : Effective Date: 01/29/10

Appendix A - Weekly CWC RCRA Inspection Checklist

Facility/Module: <47~ 2 ___ _ Time //,a/o | ‘Date:,j‘ 2947 1

1 / nghtlng is adequate to comp!ete mspeo‘uon (Where apphcable)

Marker-barricades (chain barricades, -chain-link fences, marker
posts, etc.) around facility/module are intact and in good condition.

‘ Facility/module ground postings are intact, unobscured, legible and
/ in good condition?

Containment curbing and flooring is free of scratches that penetrate
3 to the concrete, cracks, or gaps and is sufficiently impervious to
/ contain leaks, spills, and accumulated rainfall (where applicable)?
Facility/module is generally dry. There is no standing and/or

4 - unexpected water or snow accumulatlon in or around

/ _ facility/module?

| Aisle space between rows of contamers appears to be at least 36
inches? [FHA Key #10]
a ;s

Container integrity is not compromised by punctures, dents,
8 penetrating scratches, loose lids, bulging, excessive corrosion or
other damage/deterioration (where possible to inspect).JTSR 5.6.4.b]

Containers are closed , are stored in a manner which will not rupture
the containers or cause them to leak , and show no evidence of
spillage or leakage, such as moisture on the sides or underneath
(where possible to inspect)?

Container top does not have excessive buildup of dlrt/debns that
would possibly interfere with the proper operation of the drum’s

o
8
: 1/ ventilation system (such as, clogging of NucFils).

Container marking/labeling is intact, unobscured, ieg!ble and in good
condition (where possxb!e to inspect)?

Third-tier drums are banded ’honzontally with metal band.
.~ | (single drum banded fo pallet) [TSR 5.6.4.a]

Comments/Observations:

Operator (print/sign/date/time)™ MICHAEL KIEHM%'/M 2 Lre e

FWS (print/sign/date): WW%A—/\LM Brad Slefiens 2.\ |\ o
A N

10

N
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Appendix P

‘Rev.7,Chg. 3 SW_040 043 f Page 32 of 60

Inspect CWC & Mlscellaneous Buildings
Published Date: 01/29/10 . Effective Date 01/29/10 -

Appendix A - Weekly CWC RCRA Inspection Checklist

Facility/Module: /~ /2 /% __Time: 9 ;47 _ Dateg 7,

1 / nghtmg is adequate to comp!ete mspec’non (where apphcable)
‘ Marker-barricades (chain barricades, chain-link fences, marker

posts, etc.) around facility/module are intact and in good condition.

- -Facility/module ground postings are intact, unobscured, legible and
e in good condition?

Containment curbing and flooring is free of scratches that penetrate
3 ' 1o the concrete, cracks, or gaps and is sufficiently impervious to
/ contain leaks, spills, and accumulated rainfall (where applicable)?
Facility/module is generally dry. There is no standing and/or
unexpected water or snow accumulation in or around
e facility/module?
5 ‘ isle space between rows of contamers appears to be at least 36

_ inches? [FHA Key #10]

Container integrity is not compromised by punctures, dents,

8 penetrating scratches, loose lids, bulging, excessive corrosion or
other damage/deterioration (where possible to inspect).[TSR 5.6.4.b]
Containers are closed , are stored in a manner which will not rupture
the containers or cause them to leak , and show no evidence of
spillage or leakage, such as moisture on the sides or underneath
(where possible to inspect)?

Container top does not have excessive buildup of dirt/debris that
would possibly interfere with the proper operation of the drum’s
ventilation system (such as, clogging of NucFils).

- Container marking/labeling is intact, unobscured, legible and in good
condition (where possible to inspect)?

10 Third-tier drums are banded horizontally with metal band.
/ (single drum banded to pallet) [TSR 5.8.4.a]

Comments/Observations:

/ — :
Operator (pnntlsngnldafﬁeﬁ(lme [\M‘CWL K‘EHW/ X e Slbo
FWS (print/sign/date); bw /)K(L(?‘C‘/‘l L VAT S

\

NN
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Appendix P

Rev. 7, Chg. 3 SW-040-043 , Page 32 of 60
Inspect CWC & Miscellaneous Buildings
Published Date: 01/29/10 ‘ 4 ' Effective Date: 01/29/10

Appendix A - Weekly CWC RCRA Inspection Checklist

Facility/Module: /=4 j< Time:/a; @ Date A?.///a

~ inspection . . N

nghtlng is adequate to complete mspectlon (Where apphcable)

Marker-barricades (chain barricades, chain-link fences, marker

posts, etc.) around facility/module are intact and in good condition.

‘ Facility/module ground postings are mtact unobscured, legible and

.~ __|in good condition?

Containment curbing and flooring is free of scratches that penetrate

3 | $o the concrete, cracks, or gaps and is sufficiently impervious to

.~ | contain leaks, spills, and accumulated rainfall (where applicable)?

Facility/module is generally dry. There is no standing and/or

unexpected water or snow accumulat;on in or around

.~ facility/moduie?

5‘ | Aisle space between rows of contamers appears to be at least 36
L Cinches? [FHA Key #10]

Container integrity is not compromised by punctures, dents,

6 penetrating scratches, loose lids, bulging, excessive cormrosion or
: / other damage/deterioration (where possible to inspect).[TSR 5.6.4.b]
Containers are closed , are stored in a manner which will not rupture |

the containers or cause them to leak , and show no evidence of
spillage or leakage, such as moisture on the sides or underneath
(where possible to inspect)?
Container top does not have excessive buildup of dxrt/debns that
would possibly interfere with the proper operation of the drum’s
ventilation system (such as, clogging of NucFils).
Container marking/labeling is intact, unobscured, legible and in good
condition (where possible to inspect)?
10 | Third-tier drums are banded horizontally with metal band.

' ,/ (single drum banded to pallet) [TSR 5.6.4.a]

Comments/Observations: ;

NN

Operator (print/sign/datgftime). MICHAEL K'EH%@% o, soe?
FWS (print/sign/date): b\j/vx/ 7& /(/&B{i_ Brad Sletiene ,2‘\\ l o
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Appendix P

Rev. 7, Chg. 3 SW-040-043 Page 32 of 60
Inspect CWC & Miscellaneous Buildings
Published Date: 01/29/10 : : Effective Date: 01/29/10
Appendix A - Weekly CWC RCRA inspection Checklist
Facility/Module: /~ /¢ _ ‘ Time:/a ’/3‘ Date,:;é //40

\rea‘inspection

Lighting is adeguate to comp!ete mspectxon (where apphcable)

Marker-barricades (chain barricades, chain-link fences, marker
posts, etc.) around facility/module are intact and in good condition.
Facility/module ground postings are intact, unobscured, legible and
in good condition?

| to the concrete, cracks, or gaps and is sufficiently impervious to

Containment curbing and flooring is free of scratches that penetrate

contain leaks, spills, and accumulated rainfall (where applicable)?

Facility/module is generally dry. There is no standing and/or
unexpected water or snow accumulatlon in or around
facility/module?

| Aisle space between rows of containers appears to be at least 36
mches’? [FHA Key #10]

’ Contamer mtegrtty is not compromised by punctures dents

penetrating scratches, loose lids, bulging, excessive corrosion or
other damage/deterioration (where possible to inspect).[TSR 5.6.4.b]

\

Containers are closed , are stored in & manner which will not rupture
the containers or cause them to leak , and show no evidence of
spillage or leakage, such as moisture on the sides or underneath
(where possible to inspect)?

\

Container top does not have excessive buildup of dlrt/debrzs that
would possibly interfere with the proper operation of the drum’s
ventilation system (such as, clogging of NucFils).

9 -

Container marking/labeling is intact, unobscured, legible and in good
condition (where possible to inspect)?

10 /

- | Third-tier drums are banded horizontally with metal band.

(single drum banded to pallet) [TSR 5.6.4.a]

Comments/Observations:

VY

- yd
Operator (print/sign/dateitime): ). (MICHAEL K‘EHW%M L o ‘A3

FWS (print/sign/date):

h\ﬁ/‘% ,}\//(/L7€7€:/ Brad Sleftens Zih]le

NEIC VP0928E01
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Appendix P

"Rev.7,Chg. 3 SW 040_043 , Page 32 of 60
Inspect CWC & M:scellaneous Buildings |

Published Date: 01/29/10 . : Effectlve Date: 01/29/10

Appendix A - Weekly CWC RCRA Inspection Checklist

Facility/Module: /=/< D | __Time: 5/ 55“/ | Date;_g’_ /)70

11, nghtmg is adequate to complete mspectnon (where apphcable}

‘ Marker-barricades (chain barricades, chain-link fences, marker
posts, etc.) around facility/module are intact and in good condition.
Facility/module ground postings are intact, unobscured, legible and
1l in good condition? :
Containment curbing and fiooring is free of scratches that penetrate
3 | to the-concrete, cracks, or gaps and is sufficiently impervious to
.| contain leaks, spills, and accumulated rainfall (where applicable)?
Facility/module is generally dry. There is no standing and/or
4 B unexpected water or snow accumukaﬂon in or around

/ facmty/module’? :
’  Aisle space between rows of contamers appears to be at least 36
inches? [FHA Key #10]

Container integrity is not compromised by punctures dents
6 i penetrating scratches, loose lids, bulging, excessive corrosion or
| other damage/deterioration (where possible to inspect).[TSR 5.6.4.b]

Containers are closed , are stored in a manner which will not rupture
the containers or cause them to leak , and show no evidence of

7 | spillage or leakage, such as moisture on the sides or underneath
el (where possible to inspect)?
' Container top does not have excessive buildup of dirt/debris that
8 3 would possibly interfere with the proper operation of the drum’s
g ventilation system (such as, clogging of NucFils).
9 B | Container marking/labeling is intact, unobscured, legible and in good
/ condition (where possible to inspect)?
10 | Third-tier drums are banded horizontally with metal band.
/ (single drum banded to pallet) [TSR 5.6.4.a]

Comments/Observations: S open ifew #* (0-002

Operator (print/sign/dateftime): Pﬁ\CHAFﬁ r‘}mh%%{,,/f%// N A
FWS (printisign/date): &) >~ ] VL AA— BradSletene 2 \ v | (0
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Appendix P

Rev.7,Chg. 3 | SW-040-043 Page 32 of 60

Inspect CWC & Miscellaneous Buildings
Published Date: 01/29/10 ' . Effective Date: 01/29/10

Appendix A - Weekly CWC RCRA Inspection Checklist

Facility/Module; /’//25' Time: 7"53’ Dateoz //~/O
VInspection.. 5 s

Lfghtmg is adequate to oomp!ete mspect:on (where appl;cable)

Marker-barricades (chain barricades, chain-iink fences, marker

posts, etc.) around facility/module are intact and in good condition.

‘ Facility/module ground postings are intact, unobscured, legible and

e in good condition?

Containment curbing and flooring is free of scratches that penetrate

3 , - | fothe concrete, cracks, or gaps and is sufficiently impervious to

.~ | contain leaks, spills, and accumulated rainfall (where applicable)?

. Facility/module is generally dry. There is no standing and/or

4 unexpected water or snow accumulation in or around

iy famllty/module'?

5 | Aisle space between rows of contamers appears to be at least 36
,_~Tinches? [FHA Key #10]

spectio

Contamer integrity is not compromised by punctures dents
8 penetrating scratches, loose lids, bulging, excessive corrosion or
e other damage/deterioration (where possible to inspect).[TSR 5.6.4.b]

Containers are closed , are stored in a manner which will not rupture
the containers or cause them to leak , and show no evidence of

, / spillage or leakage, such as moisture on the sides or underneath
/ (where possible to inspect)?
Container top does not have excessive buildup of dirt/debris that
8 B would possibly interfere with the proper operation of the drum’s
pd ventilation system (such as, clogging of NucFils).
9 - Container marking/labeling is intact, unobscured, legible and in good
/ condition (where possible to inspect)?

10 | Third-tier drums are banded horizontally with metal band.
' ,/ (single drum banded to pallet) [TSR 5.6.4.a]

Comments/Observations: '
/7////‘/

Operator (print/sign/date/fite): WCHAEF‘}(’EHNW/}%//Q_///G 9,52;,

FWS (print/signidate): ) D~X ")V LA~ BeREw o0 1,
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Appendix P

Rev.7,Chg. 3 SW-040-043 Page 32 of 60

Inspect CWC & Miscellaneous Buildings
Published Date: 01/29/10 Effective Date: 01/29/10

Appendix A - Weekly CWC RCRA Inspection Checklist

Facility/Module: WRsA4 cwe 54 ] Time: 0 2750 Date: 07§ i1 )0
1 |V Lighting is adequate to complete inspection (where applicabie)?
Marker-barricades (chain barricades, chain-link fences, marker
> \/ posts, etc.) around facility/module are intact and in good condition.
Facility/module ground postings are intact, unobscured, legible and

in good condition?
Containment curbing and flooring is free of scratches that penetrate

3 \/ to the concrete, cracks, or gaps and is sufficiently impervious to
contain leaks, spills, and accumulated rainfall (where applicable)?
Facility/module is generally dry. There is no standing and/or

4 \/ unexpected water or snow accumulation in or around
facility/module?

5 % Aisle space between rows of containers appears to be at least 36

inches? [FHA Ke ___! #10]

Contamer mtegnty is not compromised by punctures, dents,
penetrating scratches, loose lids, bulging, excessive corrosion or
other damage/deterioration (where possible to inspect).[TSR 5.6.4.b]

Containers are closed , are stored in a manner which will not rupture
the containers or cause them to leak , and show no evidence of
spillage or leakage, such as moisture on the sides or underneath
(where possible to inspect)?

\/ Container top does not have excessive buildup of dirt/debris that

would possibly interfere with the proper operation of the drum'’s
ventilation system (such as, clogging of NucFils).

Container marking/labeling is intact, unobscured, legible and in good
condition (where possible to inspect)?

10 \/ Third-tier drums are banded horizontally with metal band.
(single drum banded to pallet) [TSR 5.6.4.a]

Comments/Observations:

i [k
Operator (print/sign/date/time). /= WW?&LN/%W&‘%’) ©2,3D /)17 ) /0
FWS (printisign/date): [ 5tw /5 [~ 7,/2’4//0 /27
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Appendix P

Rev. 7, Chg. 3 SW-040-043 Page 32 of 60

Inspect CWC & Miscellaneous Buildings
Published Date: 01/29/10 Effective Date: 01/29/10

Appendix A - Weekly CWC RCRA Inspection Checklist

Facility/Modulesu/s# cwe SsA2- Time: 02hls”  Date:2-/7-/D

1 " | Lighting is adequate to complete inspection (where applicable)?
Marker-barricades (chain barricades, chain-link fences, marker
5 i/ posts, etc.) around facility/module are intact and in good condition.

Facility/module ground postings are intact, unobscured, legible and
in good condition?

Containment curbing and flooring is free of scratches that penetrate
3 l/ to the concrete, cracks, or gaps and is sufficiently impervious to
contain leaks, spills, and accumulated rainfall (where applicable)?
Facility/module is generally dry. There is no standing and/or

4 Q/ unexpected water or snow accumulation in or around
facility/module?

Aisle space between rows of containers appears to be at least 36
inches? [FHA Key #10]

sontain pectio
Container integrity is not compromised by punctures, dents,
penetrating scratches, loose lids, bulging, excessive corrosion or
other damage/deterioration (where possible to inspect).[TSR 5.6.4.b]
Containers are closed , are stored in @ manner which will not rupture
the containers or cause them to leak , and show no evidence of
spillage or leakage, such as moisture on the sides or underneath
(where possible to inspect)?

Container top does not have excessive buildup of dirt/debris that
would possibly interfere with the proper operation of the drum'’s
ventilation system (such as, clogging of NucFils).

Container marking/labeling is intact, unobscured, legible and in good
condition (where possible to inspect)?

Third-tier drums are banded horizontally with metal band.

(single drum banded to pallet) [TSR 5.6.4.a]

Comments/Observations:
W/

Operator (print/signldate/time):E/M*w il /4 [Valle pti 2/17/ip
FWS (print/sign/date):  [/\J{ Szv ./~ (A7 ,4{{\ /it 57

NANINEENIE

10
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Appendix P

Rev.7,Chg. 3 SW-040-043 Page 32 of 60

Inspect CWC & Miscellaneous Buildings
Published Date: 01/29/10 Effective Date: 01/29/10

Appendix A - Weekly CWC RCRA Inspection Checklist

Facility/Module: 2/2 o-w A cwe §A2 Time:©G/20 Date:

1 / Lighting is adequate to complete inspection (where applicable)?
Marker-barricades (chain barricades, chain-link fences, marker
posts, etc.) around facility/module are intact and in good condition.
;/ Facility/module ground postings are intact, unobscured, legible and
in good condition?
Containment curbing and flooring is free of scratches that penetrate
3 v to the concrete, cracks, or gaps and is sufficiently impervious to
4
V

contain leaks, spills, and accumulated rainfall (where applicable)?
Facility/module is generally dry. There is no standing and/or
unexpected water or snow accumulation in or around
facility/module?

Aisle space between rows of containers appears to be at least 36
inc’heg? [FHA Ke ‘#um

f

Container integrity is not compromised by punctures, dents,
6 : e penetrating scratches, loose lids, bulging, excessive corrosion or
other damage/deterioration (where possible to inspect).[TSR 5.6.4.b]

Containers are closed , are stored in a manner which will not rupture
7 . the containers or cause them to leak , and show no evidence of

; 4 spillage or leakage, such as moisture on the sides or underneath
(where possible to inspect)?
Container top does not have excessive buildup of dirt/debris that
.8 }/ | would possibly interfere with the proper operation of the drum’s
ventilation system (such as, clogging of NucFils).

Container marking/labeling is intact, unobscured, iegible and in good

9 v condition (where possible to inspect)?
10 Third-tier drums are banded horizontally with metal band.
k (single drum banded to pallet) [TSR 5.6.4.a]

Comments/Observations:

SHg hczﬁ bag/b :

Rem«wupcﬁ
 Ngpectins B SA-D
ber '\NI/L‘ 4 zv/w/ (0

Operator (print/sign/date/time): = Wy i /%/(iwx/\w Wikos 0520 2-17-/p
FWS (print/sign/date): [/(/125"2{)//7 7 ZZ//ZM /173 2/-2»4;/ /0
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Appendix P

Rev. 7, Chg. 3 SW-040-043 Page 32 of 60

Inspect CWC & Miscellaneous Buildings
Published Date: 01/29/10 Effective Date: 01/29/10

Appendix A - Weekly CWC RCRA Inspection Checklist

e |
Facility/Module: £ R P (£ Fes,fn e "'ZbF*ZF‘)Tlme EESS Date; 2~/ & - 29V

1 v’ | Lxghtlng is adequate to complete inspection (where applicable)?
Marker-barricades (chain barricades, chain-link fences, marker
posts, etc.) around facility/module are intact and in good condition.
/ Facility/module ground postings are intact, unobscured, legible and
in good condition?

' Containment curbing and flooring is free of scratches that penetrate
3 \/ to the concrete, cracks, or gaps and is sufficiently impervious to
contain leaks, spills, and accumulated rainfall (where applicable)?

Facility/module is generally dry. There is no standing and/or
\/ unexpected water or snow accumulation in or around
facility/module?

\/ Aisle space between rows of containers appears to be at least 36
inches? {FHA Key #10]

Contamer mtegrlty is not compromised by punctures, dents,
penetrating scratches, lcose lids, bulging, excessive corrosion or
N4 other damage/deterioration (where possible to inspect).[TSR 5.6.4.b]

Containers are closed , are stored in a manner which will not rupture
the containers or cause them to leak , and show no evidence of

[6)]

7 / spillage or leakage, such as moisture on the sides or underneath
(where possible to inspect)?
Container top does not have excessive buildup of dirt/debris that

8 / would possibly interfere with the proper operation of the drum’s
ventilation system (such as, clogging of NucFils).

9 \/ Container marking/labeling is intact, unobscured, legible and in good

: condition (where possible to inspect)?
10 / Third-tier drums are banded horizontally with metal band.

(single drum banded to pallet) [TSR 5.6.4.a]
Comments/Observations:
RCRA ope~m (femn ijff /O— o3 BA» TATpS

Operator (print/sign/date/ime) /@‘)m/mw\/ Z-/%-2.0,0 /0 29,

FWS (prmt/sngn/date oo DN FF— / Brad Siettens / /2,\( L
N/
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Appendix P

‘Rev. 7,Chg. 3 SW-040-043 Page 32 of 60

Inspect CWC & Miscellaneous Buildings
Published Date: 01/29/10 . | Effective Date: 01/29/10

Appendix A - Weekly CWC RCRA Inspection Checklist’

’ Tirhe:/é"/;/‘" Date:j4}o

1 | nghtmg is adequate to comp!ete mspeo‘clon (where apphcable)
Marker-barricades (chain barricades, chain-link fences, marker
posts, etc.) around facility/module are intact and in good condition.

~ Facility/module ground postings are intact, unobscured, legible and
" in good condition?
Containment curbing and flooring is free of scratches that penetrate
3 , to the concrete, cracks, or gaps and is sufficiently impervious to
| contain leaks, spills, and accumulated rainfall (where applicable)?
Facility/module is generally dry. There is no standing and/or

unexpected water or snow accumulation in or around
d facility/module?

Aisle space between rows of contamers appears to be at least 36
inches? [FHA Key #10]

Container mtegﬁty is not compromised by punctures, dents,
6 penetrating scratches, loose lids, bulging, excessive corrosion or
other damage/deterioration (where possible to inspect).[TSR 5.6.4.b]
Containers are closed , are stored in a manner which will not rupture
the containers or cause them to leak , and show no evidence of
spillage or leakage, such as mmsture on the sides or undemeath
(where possible to inspect)?

Container top does not have excessive buildup of dirt/debris that
would possibly interfere with the proper operation of the drum’s
ventilation system (such as, clogging of NucFils).

Container marking/labeling is intact, unobscured, legible and in good
condition (where possible to inspect)?

Third-tier drums are banded horizontally with metal band.

(single drum banded to pallet) [TSR 5.6.4.a]

Comments/Observations:

Operator (print/sign/date/timel MICHAEL K!EHW//JZ% M 2 220, /V/_S
FWS (printsign/date): (g X TN T ™ pudsetens 71 <[ /0

\

10

NN N \
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Appendix P

Rev. 7, Chg. 3 SW-040-043 : Page 32 of 60

Inspect CWC & Miscellaneous Buildings
Published Date: 01/29/10 ‘ Effective Date: 01/29/10

Appendix A - Weekly CWC RCRA Inspection Checklist

Facility/Module:' S 47 %

Tlme/é’/;;f?g/ Date/;?,?:)
ection .
11, Lighting is adequate to complete mspectlon (where appllcable)

Marker-barricades (chain barricades, chain-link fences, marker
posts, etc.) around facility/module are intact and in good condition.
L Facility/module ground postings are intact, unobscured, legible and

/ | in good condition?
o

Containment curbing and flooring is free of scratches that penetrate
to the concrete, cracks, or gaps and is sufficiently impervious to
contain leaks, spills, and accumulated rainfall (where applicable)?
Facility/module is generally dry. There is no standing and/or
4 unexpected water or show accumulatlon in or around
e facility/module?
: Aisle space between rows of containers appears to be at least 36
inches? [FHA Key #10] ;

Container integrity is not compromised by punctures, dents,
6 | penetrating scratches, loose lids, bulging, excessive corrosion or
/ other damage/deterioration (where possible to inspect).[TSR 5.6.4.b]
Containers are closed , are stored in a manner which will not rupture
the containers or cause them to leak , and show no evidence of
spillage or leakage, such as moisture on the sides or underneath
/ (where possible to inspect)?

Container top does not have excessive buildup of dirt/debris that

- 8 would possibly interfere with the proper operation of the drum’s

' / ventilation system (such as, clogging of NucFils).

Container marking/labeling is intact, unobscured, legible and in good

9 / condition (where possible to inspect)?
10 - Third-tier drums are banded horizontally with metal band.
/ (single drum banded to pallet) [TSR 5.6.4.a]

Comments/Observations:

N/

Operator (print/sign/datgRime). MCHAEL WEHW/%/ DS AT
FWS (print/sign/date): ‘K‘j\?f»-x 7&//(,&5&:._ Brad Sleftene f L\, 0
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Rev. 7, Chg. '3 SW-040-043 Page 32 of 60

Inspect CWC & Miscellaneous Buildings
Published Date: 01/29/10 . Effective Date: 01/29/10

Appendix A - Weekly CWC RCRA Inspection Checklist

Facility/Module: _% {/0} Y Time: /‘%@o Date: ;& Q.S’:),a:e
# | Yes | Area'lnspection. -
Lighting is adequate to complete mspectlon (where apphcab!e)

v/
Marker-barricades (chain barricades, chain-link fences, marker
5 \/ posts, etfc.) around facility/module are intact and in good condition.

Facility/module ground postings are intact, unobscured, legible and

in good condition? -

@ Containment curbing and flooring is free of scratches that penetrate

3 / to the concrete, cracks, or gaps and is sufficiently impervious to
2 contain leaks, spills, and accumulated rainfall (where applicable)?

Facility/module is generally dry. There is no standing and/or
unexpected water or snow accumulatlon in or around
facility/module?

Aisle space between rows of containers appears to be at least 36
inches? [FHA Key #10] ;

penetrating scratches, loose lids, bulging, excessive corrosion or
other damage/deterioration (where possible to inspect).[TSR 5.6.4.b]
Containers are closed , are stored in a manner which will not rupture
the containers or cause them to leak , and show no evidence of
spillage or leakage, such as moisture on the sides or underneath
(where possible to inspect)?

Container top does not have excessive buildup of dirt/debris that
would possibly interfere with the proper operation of the drum'’s
ventilation system (such as, clogging of NucFils).

9 \/ Container marking/labeling is intact, unobscured, legible and in good
condition (where possible to inspect)?

Third-tier drums are banded horizontally with metal band.

(single drum banded to pallet) [TSR 5.6.4.a]

- Comments/Qbservations: Sz gpey g 7 OFC Vf .
v @”\’7(3 (oDY LRt ngy cvdd Crund LT Creating @)(QW,
]ﬂaw VV‘ u } \,OL Wu«’(/\ VW CD(QA«,@,G % %) (Cj

/ Contalner mtegnty is not compromzsed by punctures dents

10

FWS (print/sign/date). 0. 5./ ™ Lf&\’t-ﬁl—«' “rad Slettene / Qflb\l

add o Ceuc fLo LM :~- S Pw\/ Q[OW
D S@ H o )A{L\A;»Jr Eja\ .]/\( ,)C“'\O'l g\/b//w!f
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Appendix P

Rev. 7, Chg. 3 | SW-040-043 Page 32 of 60
Inspect CWC & Miscellaneous Buildings

Published Date: 01/29/10 . Effective Date: 01/29/10

Appendix A - Weekly CWC RCRA Inspection Checklist

Facmty/Module' /7% Time:/j/j- W Date: ¢ yg//o
S: | Area Inspection L L
Lighting is adequate to oomplete mspect:on (where apphcabte)
Marker-barricades (chain barricades, chain-link fences, marker
posts, etc.) around facility/module are intact and in good condition.
) Facility/module ground postings are intact, unobscured, legible and
,./ in good condition?
Containment curbing and flooring is free of scratches that penetrate
3 to the concrete, cracks, or gaps and is sufficiently impervious to
/ contain leaks, spills, and accumulated rainfall (where applicable)?
Facility/module is generally dry. There is no standing and/or
4 L unexpected water or snow accumulation in or around
pdn facility/module?
5 | Aisle space between rows of containers appears to be at least 36

| / inches? [FHA Key #10] _
| vinspection . . o e
Contamer integrity is not comprom!sed by punotures dents
6 penetrating scratches, loose lids, bulging, excessive corrosion or
yd other damage/deterioration (.Where possible to inspect).[TSR 5.6.4.b]
Containers are closed , are stored in a manner which will not rupture
the containers or cause them to leak , and show no evidence of

/ , spillage or leakage, such as moisture on the sides or underneath
[/ (where possible to inspect)?
Container top does not have excessive buildup of dirt/debris that
B | would possibly interfere with the proper operation of the drum’s
7 ventilation system (such as, clogging of NucFils).
9 P Conta;ner marking/labgling ig intact, unobscured, legible and in good
o condition (where possible to inspect)?
Third-tier drums are banded horizontally with metal band.
10 / (single drum banded to pallet) [TSR 5.6.4.a]

Comments/Observations:

/4

PV 2 ot B 1N Z 2
Operator (print/sign/dateffiimen M‘,CHAE%' KiE % = 2(/f S A o e
FWS (print/sign/date): WVK&UC _ Brad Sletione 7/[/25/ 0
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Appendix P

Rev. 7,Chg. 3

Published Date: 01/29/10

SW-040-043 Page 32 of 60

Inspect CWC & Miscellaneous Buildings

Effective Date: 01/29/10

Appendix A - Weekly CWC RCRA Inspection Checklist

| Area’lnspection

Time:/()”go Date ‘;(7 37;/-/0

Lighting is adequate to complete mspeotlon (Where apphcable)

Marker-barricades (chain barricades, chain-link fences, marker
posts, etc.) around facility/module are intact and in good condition.
Facility/module ground postings are intact, unobscured, legible and
in good condition?

e

Containment curbing and flooring is free of scratches that penetrate
to the concrete, cracks, or gaps and is sufficiently impervious to
contain leaks, spills, and accumulated rainfall (where applicable)?

Facility/module is generally dry. There is no standing and/or
unexpected water or snow accumulation in or around
facility/module?

Aisle space between rows of containers appears to be at least 36

hes? [FHA Key #1 0] _

Contamer mtegrtty is not compromxsed by punctures dents

penetrating scratches, loose lids, bulging, excessive corrosion or
other damage/deterioration (where possible to inspect).[TSR 5.6.4.b]

N

Containers are closed , are stored in @ manner which will not rupture
the containers or cause them to leak , and show no evidence of
spillage or leakage, such as moisture on the sides or underneath
(where possible to inspect)?

Container top does not have excessive buildup of dirt/debris that
would possibly interfere with the proper operation of the drum’s
ventilation system (such as, clogging of NucFils).

pd
9|,

Container marking/labeling is intact, unobscured, legible and in good
condition (where possible to inspect)?

10

pd

Third-tier drums are banded horizontally with metal band.
(single drum banded to pallet) [TSR 5.6.4.a]

Comments/Observations:

V

Operator (print/sign/date/time);, MIGHAEL KIEHN Z77 %/%/;/ R 2 A=)

NEIC VP0928E01

FWS (prmtISIgn/date)&\’DX )WL Brad Slettene 7,[ 2/

Page 57 of 308 Hanford Federal Facility




Appendix P
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Inspect CWC & Miscellaneous Buildings
Published Date: 01/29/10 v | Effective Date: 01/29/10

Appendix A - Weekly CWC RCRA Inspection Checklist

Time: /ﬁ /f' A Date ;/%/o

1 , nghtlng is adequate to complete mspect:on (Where apphcable)

Marker-barricades (chain barricades, chain-link fences, marker
posts, etc.) around facility/module are intact and in good condition.

‘ ' Facility/module ground postings are intact, unobscured, legible and
yd | in good condition? |

Containment curbing and flooring is free of scratches that penetrate
3 to the concrete, cracks, or gaps and is sufficiently impervious to
,/ contain leaks, spills, and accumulated rainfall (where applicable)?

Facility/module is generally dry. There is no standing and/or

4 unexpected water or snow accumulation‘in or around

/ facility/module?

' Aisle space between rows of contamers appears to be at least 36

° B — (/ ? [FHA Key #10]

Container mtegrity is not compromised by punctures, dents,
6 . penetrating scratches, loose lids, bulging, excessive corrosion or
p / other damage/deterioration (where possible to inspect).[TSR 5.6.4.b]

Containers are closed , are stored in a manner which will not rupture
the containers or cause them to leak , and show no evidence of

/ spillage or leakage, such as moisture on the sides or underneath

pd (where possible to inspect)?
» Container top does not have excessive buildup of dirt/debris that
-8 A would possibly interfere with the proper operation of the drum’s

/ ventilation system (such as, clogging of NucFils).

9 Container marking/labeling is intact, unobscured, legible and in good
/ condition (where possible to inspect)?

10 Third-tier drums are banded horizontally with metal band.

,/ (single drum banded to pallet) [TSR 5.6.4.a]

Comments/Observations:

Za

Operator (prmt/sngnldatefﬁme 'CHA/EFK‘E /% / P
FWS (print/sign/date). { 7>\ 2V Brad Slpltene *2/ 2 S/
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Appendix P
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SW-040_043 Page 32 of 60

Inspect CWC & Miscellaneous Buildings
Published Date: 01/29/10

Effective Date: 01/29/10

Appendix A - Weekly CWC RCRA Inspection Checklist

2D

Facility/Module:

Tlme/j /7 ‘ Dateé’//—/d‘f J

rea’inspection

Lighting is adequate to comp!ete mspec’uon (where apphcable)

Marker-barricades (chain barricades, chain-link fences, marker
posts, etc.) around facility/module are intact and in good condition.
Facility/module ground postings are intact, unobscured, legible and
in good condition?

Containment curbing and flooring is free of scratches that penetrate
_to the concrete, cracks, or gaps and is sufficiently impervious to

contain leaks, spills, and accumulated rainfall (where applicable)?

Facility/module is generally dry. There is no standing and/or
unexpected water or snow accumulation-in or around
facility/moduie?

;Alsle space between rows of containers appears to be at least 36

Container integrity is hot compromised by punctures, dents,

penetrating scratches, loose lids, bulging, excessive corrosion or _
other damage/deterioration (where possible to inspect).[TSR 5.6.4.b]

Containers are closed , are stored in a manner which will not rupture
the containers or cause them to leak , and show no evidence of
spillage or leakage, such as moisture on the sides or underneath
(where possible to inspect)?

Container top does not have excessive buildup of dirt/debris that
would possibly interfere with the proper operation of the drum’s
ventilation system (such as, clogging of NucFils),

NN

Container marking/labeling is intact, unobscured, legible and in good
condition (where possible to inspect)? .

10

e

. Third-tier drums are banded horizontally with metal band.

(single drum banded to patlet) [TSR 5.6.4.a]

Comments/Observations: <22 e (TR 2 o2

Operator (print/sign/datgftime)™MICHAEL K'EHW/’ e

FWS (print/sign/date): bbn)( %L)E{—- Brad Sitiene "z/z/\\ I/J

NEIC VP0928E01
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Rev. 7, Chg. 3 ' SW_040_043 | Page 32 of 60

Inspect CWC & Miscellaneous Buildings
Published Date: 01/29/10 . | Effective Date: 01/29/10

Appendix A - Weekly CWC RCRA Inspection Checklist

e fRE | Time:/ 227 Date:,?ﬂ,,{?y/a
_Area’lnspection k ' o
Lighting is adequate to complete mspectlon (where apphcable)’?

Marker-barricades (chain barricades, chain-link fences, marker
posts, etc.) around facility/module are intact and in good condition.

. ‘ Facility/module ground postings are intact, unobscured, legible and
,/ in good condition?
Containment curbing and flooring is free of scratches that penetrate
3 Lto the concrete, cracks, or gaps and is sufficiently impervious to
.| contain leaks, spills, and accumulated rainfall (where applicable)?

Facility/module is generally dry. There is no standing and/or
4 unexpected water or snow accumulation in or around
et facility/module?

5 Aisle space between rows of contalners appears to be at least 36
¢ inches? [FHAKey #10]

Container integrity is not compromised by punctures, dents,
6 I penetrating scratches, loose lids, bulging, excessive corrosion or
,,/ other damage/deterioration (where possible to inspect).[TSR 5.6.4.b]

Containers are closed , are stored in a manner which will not rupture
the containers or cause them to leak , and show no evidence of

/ : spillage or leakage, such as moisture on the sides or underneath
e (where possible to inspect)?
Container top does not have excessive buildup of dirt/debris that
"8 would possibly interfere with the proper operation of the drum’s
v ventilation system (such as, clogging of NucFils).
9 Container marking/labeling is intact, unobscured, legible and in good
,5/ condition (where possible to inspect)?
Third-tier drums are banded horizontally with metal band.
10 / (single drum banded to pallet) [TSR 5.6.4.a]

Comments/Observations:

V7 a

Operator (print/sign/date/fime): MCHA/E} Km“%—;}é W R A AN
FWS (print/sign/date): ”b L%X 7(/ Lm Brad Siptiene ’L/ 25 /
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Inspect CWC & Miscellaneous Buildings
Published Date: 01/29/10 : | Effective Date: 01/29/10

Appendix A - Weekly CWC RCRA Inspection Checklist

Time:} X'G/ Date. 2-//C
Inspection .. -

Facility/Module: <" 472 /
Jo

1 Lighting is adequate to complete inspection (where applicable)?
Marker-barricades (chain barricades, chain-link fences, marker
posts, etc.) around facility/module are intact and in good condition.
Facility/module ground postings are intact, unobscured, legible and
in good condition?
Containment curbing and flooring is free of scratches that penetrate
to the concrete, cracks, or gaps and is sufficiently impervious to
contain leaks, spills, and accumulated rainfall (where applicable)?
Facility/module is generally dry. There is no standing and/or
> unexpected water or snow accumulation in or around
facility/module?
| Aisle space between rows of containers appears to be at least 36
inches? [FHA Key #10]
in
Container integrity is not compromised by punctures, dents,
penetrating scratches, loose lids, bulging, excessive corrosion or
other damage/deterioration (where possible to inspect).[TSR 5.6.4.b]
Containers are closed , are stored in a manner which will not rupture .
the containers or cause them to leak , and show no evidence of
spillage or leakage, such as moisture on the sides or underneath
(where possible to inspect)?
Container top does not have excessive buildup of dirt/debris that
would possibly interfere with the proper operation of the drum’s
ventilation system (such as, clogging of NucFils).
Container marking/labeling is intact, unobscured, legible and in good
condition (where possible to inspect)?
Third-tier drums are banded horizontally with metal band.
(single drum banded to pallet) [TSR 5.6.4.a]

Comments/Observations:

il Z
Operator(printls‘ignldate}ﬁme):(MlCHfufithEHW% / 3o f3ael
FWS (print/sign/date). O )X X A7, Brad Sstiens '.%t/ o

AN

5 /
/

10

NIAVAA
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inspect CWC & Mlscellaneous Buﬂdmgs
Published Date: 01/29/10 . Effective Date: 01/29/10

Appendix A - Weekly CWC RCRA Inspection Checklist

Facility/Module:” < & % Time. /305 Datez/ro |
e rea’lnspection.. . . '
1 [,/ nghtmg is adeguate to complete mspectlon (Where apphcable)

| Marker-barricades (chain barricades, chain-link fences, marker
posts, etc.) around facility/module are intact and in good condition.

2 Facility/module ground postings are intact, unobscured, legible and
e in good condition?
Containment curbing and flooring is free of scratches that penetrate
3 _ to the concrete, cracks, or gaps and is sufficiently impervious to
.~ contain leaks, spills, and accumulated rainfall (where applicable)?
Facility/module is generally dry. There is no standing and/or
4 B unexpected water or snow accumulation in or around
] facility/module?
5 : Aisle space between rows of contamers appears to be at least 36
| .~"| inches? [FHA Key #10]

‘| Container integrity is not compromised by punctures, dents,
B8 penetrating scratches, loose lids, bulging, excessive corrosion or
other damage/deterioration (where possible to inspect).[TSR 5.6.4.b]
Containers are closed , are stored in a manner which will not rupture
the containers or cause them to leak , and show no evidence of
spillage or leakage, such as moisture on the sides or underneath
(where possible to inspect)?

Container top does not have excessive buildup of dirt/debris that
would possibly interfere with the proper operation of the drum'’s

L
2~ | ventilation system (such as, clogging of NucFils).

Container marking/labeling is intact, unobscured, legible and in good
condition (where possible to inspect)?

 Third-tier drums are banded horizontally with metal band.
(single drum banded to pallet) [TSR 5.6.4.a]

Comments/Observations:

10

V7

Operator (print/sign/dat&ﬁme): /WCH?X’Y %GE'W 72
FWS (printsign/date): ) o~ )\ A
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Inspect CWC & Miscellaneous Buildings

Published Date: 01/29/10 , Effective Date: 01/29/10

Appendix A - Weekly CWC RCRA Inspection Checklist

A | Arealnspection Py
Lighting is adequate to complete rnspec’uon (where applrcable)

Marker-barricades (chain barricades, chain-link fences, marker
posts, etc.) around facility/module are intact and in good condition.
| Facility/module ground postings are intact, unobscured, legible and
/ in good condition?

Containment curbing and flooring is free of scratches that penetrate
3 | to the concrete, cracks, or gaps and is sufficiently impervious to
.~ contain leaks, spills, and accumulated rainfall (where applicable)?
Facility/module is generally dry. There is no standing and/or

4 L unexpected water or snow accumulation in or around

/ facility/module?

| Aisle space between rows of containers appears to be at least 36
inches? [FHA Key #10] :

FacmtylModule' Time: /3 /s Date: 2,_/.-/0

Contamer mtegrrty is not compromlsed by punctures dents
penetrating scratches, loose lids, bulging, excessive corrosion or
other damage/deterioration (where possible to inspect).[TSR 5.6.4.b]
Containers are closed , are stored in a manner which will not rupture
the containers or cause them fo leak , and show no evidence of
spillage or leakage, such as moisture on the sides or underneath
(where possible to inspect)?

Container top does not have excessive buildup of dirt/debris that
would possibly interfere with the proper operation of the drum’s
ventilation system (such as, clogging of NucFils).

Container marking/labeling is intact, unobscured, legible and in good
condition (where possible to inspect)?

Third-tier drums are banded horizontally with metal band.

(single drum banded to pallet) [TSR 5.6‘4.a]

Comments/Observations: — —
\/ (//3( - W(’ F LVaN Ol/(/ e \og G)L &’L{ Lutk —’/e\?’l//jj’é gﬁf }
/;s c\, iéxl'“ 'I\"""fi . 7~ \vq TR {/\'“L‘V hoN {)W&

Operator (print/sign/date/time): MICH/\)ELKIEW //// e (2 s

FWS (printisign/date): 09, X 1 X L “DradSEEE /) I{a

9

10

\\\ NN \
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Inspect CWC & Miscellaneous Buildings
Published Date: 01/29/10 : | : Effective Date: 01/29/10

Appendix A - Weekly CWC RCRA Inspection Checklist

/:/2/4_ | | Time:/éfi?;s*‘, Date:}/~/0

FapilitylModw

1 | .~ ‘ Ltghtlng is adequate to comp!ete mspectnon (where appl:cable)
' Marker-barricades (chain barricades, chain-link fences, marker
posts, etc.) around facility/module are intact and in good condition.

‘ Facility/module ground postings are intact, unobscured, legible and
e in good condition? v

Containment curbing and flooring is free of scratches that penetrate
3 ' Lto the concrete, cracks, or gaps and is sufficiently impervious to
/ contain leaks, spills, and accumulated rainfall (where applicable)?
Facility/module is generally dry. There is no standing and/or

4 unexpected water or snow accumulation in or around

pan facility/module?

5 Aisle space between rows of containers appears to be at least 36
.~ | inches? [FHA Key #10]

, Contalner lntegrlty is not compromised by punctures dents
B . penetrating scratches, loose lids, bulging, excessive corrosion or
other damage/deterioration (where possible to inspect).[TSR 5.6.4.b]

Containers are closed , are stored in a manner which will not rupture
the containers or cause them to leak , and show no evidence of
spillage or leakage, such as moisture on the sides or underneath

/
/ (where possible to inspect)?
pd
/

Container top does not have excessive buildup of dirt/debris that
would possibly interfere with the proper operation of the drum’s
ventilation system (such as, clogging of NucFils).

Container marking/labeling is intact, unobscured, legible and in good
condition (where possible to inspect)?

10 Third-tier drums are banded horizontally with metal band.
/ (single drum banded to pallet) [TSR 5.6.4.a]

Comments/Observations:
/Lz%

Operator (printlsign/date//{ me): CHAEL }()EHN%
FWS (print/sign/date): A) . 7 /([ ¢ ~SE

/M/ Z/ve S BET
BradSlettens 2/~ [, »
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Inspect CWC & Mlscellaneous Buudlngs

Published Date: 01/29/10

Effectlve Date 01/29/10'

Appendix A - Weekly CWC RCRA Inspection Checklist

_ Tlme /&7 // Date: S/~ O

nghtmg is adequate to comp!ete mspectton (Where apphcable)’?

Marker-barricades (chain barricades, chain-link fences, marker
posts, etc.) around facility/module are intact and in good condition.
Facility/module ground postings are mtact unobscured, legible and
in good condition?

Containment curbing and flooring is free of scratches that penetrate

to the-concrete, cracks, or gaps and is sufficiently impervious to
contain leaks, spills, and accumulated rainfall (where applicable)?

Facility/module is generally dry. There is no standing and/or
unexpected water or snow accumulatlon in or around
facmty/module'?

‘inches? [FHA Key #10]

Aisle space between rows of contamers appears to be at least 36

\

Container integrity is not compromised by punctures, dents,
penetrating scratches, loose lids, bulging, excessive corrosion or :
other damage/deterioration (where possible to inspect).[TSR 5.674.b]

Containers are closed, are stored in a manner which will not rupture
the containers or cause them to leak , and show no evidence of
spillage or leakage, such as moxsture on the sides or underneath
(where possible to inspect)?

Container top does not have excessive buildup of dirt/debris that
would possibly interfere with the proper operation of the drum'’s
ventilation system (such as, clogging of NucFils).

9

NN N

Container marking/labeling is intact, unobscured, legible and in good
condition (where possible to inspect)?

10 , /

- Third-tier drums are banded horizontally with metal band.

(single drum banded to pallet) [TSR 5.6.4.a]

Comments/Observations:

y/ie

FWS (print/sign/date):

Operator(prmtlsxgnldateljxme W&H E&l W/ %/ 3/7/0//y//

o)X

Brad Sleltene - /7/ // -
. [4 '
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Inspect CWC & Miscellaneous Buildings |
" Published Date: 01/29/10 g | Effective Date: 01/29/10

Ap;ﬁendix A - Weekly CWC RCRA Inspection Checklist

PR

~ Tlme /3 5“?-* Dete: 3-//0

nghtmg is adequate to comp!ete snspecﬂon (where applxcab!e)

Marker-barricades (chain barricades, chain-link fences, marker

posts, etc.) around facility/module are intact and in good condition.

Facility/module ground postings are intact, unobscured, legible and

in good condition?

‘Containment curbing and flooring is free of scratches that penetrate

3 to the-concrete, cracks, or gaps and is sufficiently impervious to

/ contain leaks, spills, and accumulated rainfall (where applicable)?

_ Facility/module is generally dry. There is no standing and/or

4 | : » unexpected water or snow accumula‘uon in or around

facnllty/module’?

5 ' | Aisle space between rows of containers appears to be at least 36
| .—~Tinches? [FHA Key #10]

Container integrity is not compromised by punctures, dents,
6 penetrating scratches, loose lids, bulging, excessive corrosion or
,/ other damage/deterioration (where possible to inspect).[TSR 5.6.4.b]

Containers are closed , are stored in a manner which will not rupture
the containers or cause them 1o leak , and show no evidence of

/ L spillage or leakage, such as moisture on the sides or underneath

e (where possible to inspect)?-
Container top does not have excessive buildup of dlrt/debns that

8 . would possibly interfere with the proper operation of the drum’s
e ventilation system (such as, clogging of NucFils).

9 3 Container marking/labeling is intact, unobscured, legible and in good
prd condition (where possible to inspect)?

10 | Third-tier drums are banded horizontally with metal band.

: / (single drum banded to pallet) [TSR 5.6.4.a]

Comments/Observations:
7 2 ,
Operator (print/sign/datejtime). MICHAEL KIEHN(AH#,;, _— .

FWS (print/sign/date): LL_%)( YV A A _ DradSleffens ( 2 o
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Inspect CWC & Miscellaneous Buildings
Published Date: 01/29/10 , ' Effective Date: 01/29/10

Appendix A - Weekly CWC RCRA Inspection Checklist

Facility/Module: /=< D T|me/_2 ;‘/92 ___ Date g.-/yo

1|, Lighting is adequate to complete mspectlon (where applzcab!e)

Marker-barricades (chain barricades, chain-link fences, marker
posts, etc.) around facility/module are intact and in good condition.

' Facility/module ground postings are intact, unobscured, legible and
e in good condition?
Containment curbing and flooring is free of scratches that penetrate
3 to the concrete, cracks, or gaps and is sufficiently impervious to
.~ contain leaks, spxlis and accumulated rainfall (where applicable)?
Facility/module is generally dry. There is no standing and/or
4 unexpected water or show accumu!a’uon in or around
2~ facility/module?

Alsle space between rows of containers appears to be at least 36
hes? [FHA Key #10

Container integrity is not compromised by punctures, dents,
6 penetrating scratches, loose lids, bulging, excessive corrosion or
other damage/deterioration (where possible to inspect).[TSR 5.6.4.b]
Containers are closed , are stored in a manner which will not rupture
the containers or cause them to leak , and show no evidence of
spillage or leakage, such as moisture on the sides or underneath
(where possible to inspect)?

Container top does not have excessive buildup of dlrt/debrls that
8 . would possibly interfere with the proper operation of the drum’s
ventilation system (such as, clogging of NucFils).
L Container marking/labeling is intact, unobscured, legible and in good
condition (where possible to inspect)?
10 | Third-tier drums are banded horizontally with metal band.

/ (single drum banded to pallet) [TSR 5.6.4.a]

Comments/Observations:SF & open sfem 7 (0002

\

\ |

ANEAN

Operator (print/sign/dafa/time)-~. MICHAEL KIE"’W/’ % / 23-/ro 4 1355
FWS (printlsign/date):bjw% I A DradSleffens = (/«. e

NEIC VP0928E01 Page 67 of 308 Hanford Federal Facility




Appendix P

Rev. 7, Chg. 3

SW_040_043 B Page 32 of 60

Inspect CWC & Miscellaneous Buildings

Published Date: 01/29/10

Effective Date: 01/29/10

Appendix A - Weekly CWC RCRA lnspection Checklist

 TIRE

Tlme/'g g/ . Date:3~/~

. A; o

Lighting is adequate to complete mspectnon (where apphcable)

Marker-barricades (chain barricades, chain-link fences, marker
posts, etc.) around facility/module are intact and in good condition.
Facility/module ground postings are intact, unobscured, legible and
in good condition?

Containment curbing and flooring is free of scratches that penetrate
_to the concrete, cracks, or gaps and is sufficiently impervious to
contain leaks, spills, and accumulated rainfall (where applicable)?

Facility/module is generally dry. There is no standing and/or
unexpected water or snow accumulatlon in or around
facility/module?

Arsle space between rows of contamers appears to be at least 36

Container integrity is not compromised by punctures, dents,
penetrating scratches, loose lids, bulging, excessive corrosion or
other damage/deterioration (where possible to inspect).[TSR 5.6.4.b]

Containers are closed , are stored in a manner which will not rupture
the containers or cause them to leak , and show no evidence of
spillage or leakage, such as moisture on the sides or underneath
{(where possible to inspect)?

Container top does not have excessive buildup of dirt/debris that
would possibly interfere with the proper operation of the drum’s
ventilation system (such as, clogging of NucFils).

Container marking/labeling is intact, unobscured, legible and in good
condition (where possible to inspect)?

10 /

Third-tier drums are banded horizontally with metal band.
(single drum banded to pallet) [TSR 5.6.4.a]

Comments/Observations:

wx

Operator (print/sign/date/fimp): M‘W”‘“} w',// 2

» / 3“/YO /2:?/ }

FWS (print/sign/date):

D)X |

Brad Slettene «5(/) 1,0
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Inspect CWC & Miscellaneous Buildings ‘
Published Date: 01/29/10 . I Effective Date: 01/29/10

Appendix A - Weekly CWC RCRA Inspection Checklist

| Facility/Module; <" £72 / Time: ] $'67  Date.3 //-/0

pection: .. . oo
1. ] Lighting is adequate to complete inspection (where applicable)?
Marker-barricades (chain barricades, chain-link fences, marker
9 posts, etc.) around facility/module are intact and in good condition.

' Facility/module ground postings are intact, unobscured, legible and
e in good condition?
Containment curbing and flooring is free of scratches that penetrate
3 to the concrete, cracks, or gaps and is sufficiently impervious to
- contain leaks, spills, and accumulated rainfall (where applicable)?
Facility/module is generally dry. There is no standing and/or
4 unexpected water or snow accumulation in or around
yan facility/module? ‘
5 Aisle space between rows of containers appears to be at least 36

, inches? [FHA Key #10].

vy

, Container integrity is not compromised by punctures, dents,
6 penetrating scratches, loose lids, bulging, excessive corrosion or
.~ | other damage/deterioration (where possible to inspect).[TSR 5.6.4.b]
| Containers are closed , are stored in @ manner which will not rupture
7 the containers or cause them to leak , and show no evidence of
spillage or leakage, such as moisture on the sides or underneath
.~ | (where possible to inspect)?
Container top does not have excessive buildup of dirt/debris that
| wouid possibly interfere with the proper operation of the drum’s
.~ | ventilation system (such as, clogging of NucFils).
/

Container marking/labeling is intact, unobscured, legible and in good
condition (where possible to inspect)?
10 Third-tier drums are banded horizontally with metal band.

' / (single drum banded to pallet) [TSR 5.6.4.a]

Comments/Observations: ( ‘
| W

7 l
Operator (print/sign/date/tifie): M{QHAEE}QEHW% S ze [aa7
FWS (print/sign/date): {’/)k?n)( ANXNA S t—_ Brad Sletiene w;'/, 210
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‘Rev.7,Chg. 3 ‘ SW_040_043 S Pagek32 of 60 |

Inspect CWC & Mlscellaneous Buildings

Published Date: 01/29/10 , , Effectlve Date: 01/29/10

Appendix A - Weekly CWC RCRA lnspection Checklist

Facility/Module: <4/ 2

Time: / 5*0‘7’ | Da’ceZ //o*

nghtmg is. adequate to complete mspectlon (where apphcabte)

Marker-barricades (chain barricades, chain-link fences, marker
5 posts, etc.) around facility/module are intact and in good condition.
C ’ Facility/module ground postings are intact, unobscured, legible and

in good condition?

3 to the concrete; cracks, or gaps and is sufficiently impervious to
contain leaks, spills, and accumulated rainfall (where apphoabte)

Containment curbing and flooring is free of scratches that penetrate -

Facility/module is generally dry. There is no standing and/or
4 unexpected water or snow aocumulatuon in or around

7 » facmty/module’?
‘ | Aisle space between rows of contamers appears to be at teast 36

: ' Contamer lntegrxty is not compromised by punctures dents
5] penetrating scratches, loose lids, bulging, excessive corrosion or

, | other damage/deterioration (where possible to inspect).[TSR 5.6.4.b]

Containers are closed | are stored in @ manner which will not rupture
7 | the containers or cause them to leak , and show no evidence of
: spillage or leakage, such as moisture on the sides or underneath

(where possible to lnspect)

Container top does not have excessive buildup of dtrt/debns that
would possibly interfere with the proper operation of the dium's
ventilation system (such as, clogging of NucFils).

Container marking/labeling is intact, unobscured, legible and in good

10 Third-tier drums are bandedkhonzontatly with metal band.
(single drum banded to pallet) [TSR 5.6.4.a]

-
9 , / condition (where possible to inspect)?

Cemments/Observations: /V/%

Operator (print/sign/datgftime): /MlCHAXELKIEH by / B | 1RO

FWS (pnnt/sugn/date h\“}v‘( ’7&//( — Brad Sletiene 3,//7_/ P
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‘Inspect CWC & Mlsce!!aneous Buildings

Published Date: 01/29/10 Effec‘tlve Date: 01/29/10

Appendix A - Weekly CWC RCRA Inspection Checkl‘ist

Time: j2'00  Date:g

1 |, Lighting is adequate to complete inspection (where applicable)?
Marker-barricades (chain barricades, chain-link fences, marker
5 : posts, etc.) around facility/module are intact and in good condition.
' Facility/module ground postings are intact, unobscured, legible and
.~ | in good condition?
Containment curbing and flooring is free of scratches that penetrate
3 | fo the concrete, cracks, or gaps and is sufficiently impervious to
.~ | contain leaks, spills, and accumulated rainfall (where applicable)?
' Facility/module is generally dry. There is no standing and/or
4 ‘ unexpected water or snow accumulatton in or around
iy facility/moduie? :
5 ‘ Aisle space between rows of oontalners appears to be at least 36
\ . mches?‘ [FHA Ke #10].

Con‘calner mtegnty'ts not compromised by punctures dents,
6 penetrating scratches, loose lids, bulging, excessive corrosion or
other damage/deterioration (where possible to inspect).[TSR 5.8.4.b]
Containers are closed , are stored in a manner which will not rupture |
the containers or cause them to leak , and show no evidence of
spillage or leakage, such as moisture on the sides or underneath

(where possible to inspect)? -
Container top does not have excessive buildup of dlrt/debns that
would possibly interfere with the proper operation of the drum'’s

/
el
| ventilation system (such as, clogging of NucFils).
e

Container marking/labeling is intact, unobscured, legible and in good
condition (where possible to inspect)?
 Third-tier drums are banded horizontally with metal band,

10 .~ | (single drum banded to paliet) [TSR 5.6.4.2]
Comments/Observations: /
/V/%/Mé ) /(”“M’ A 1 (”}:7 This s "’”V“’\ A
\)l% > l/\-‘—/( \0/6-6\ &%)‘f‘\'\f}f’&}"q /)i/&_goiu«x\ ‘/“Nv lze_e\,\ e S" C(

A Q\&/\r . V0L Ao @ LEe “"

S TLZ‘KJ&CL’—(’H« j?i S/i}} {(;}XQC"’J/V“’{(ma W‘ Lﬁ&(f
Operator (print/sign/datéltime)y MICWE}.K!EHW S o, 1300
FWS (printisign/date){) ‘> )}/ \é(;/, Brad Sletisne _ 3//2./ /0

\c.,—\cr"

5
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'Rev.7,Chg. 3 SW 040_043 Page 32 of 60
Inspect CWC & M!scellaneous Buildings
Published Date: 01/29/10 v ‘ Effective Date 01/29/10

Appendix A - Weekly CWC RCRA Inspection Checklist

Facility/Module: /~/ /% __Time: /00 Date: 2-/g-/o _‘

1 1, | Lighting is adeguate to complete inspection (where applicab‘le)?
’ Marker-barricades (chain barricades, chain-link fences, marker
posts, etc.) around facility/module are intact and in good condition.

2 Facility/module ground postings are intact, unobscured, legible and
T in good condition?
Containment curbing and flooring is free of scratches that penetrate
3 : to the concrete, cracks, or gaps and is sufficiently i impervious to

/ contain leaks, spills, and accumulated rainfall (where applicable)?
' Facility/module is generally dry. There is no standing and/or

4 unexpected water or snow accumula’non in or around

i facility/module?

| Alsle space between rows of contamers appears to be at least 36
"inches? FHA Key #1

Container integrity is not compromised by punctures, dents,

6 penetrating scratches, loose lids, bulging, excessive corrosion or
. | other damage/deterioration (where possible to inspect).[TSR 5.6.4.b]
Containers are closed , are stored in a manner which will not rupture
the containers or cause them to leak , and show no evidence of

7 : spillage or leakage, such as moisture on the sides or underneath

| (where possible to mspect)
: ‘ : Container top does not have excessive buildup of dlrt/debrls that

8 | would possibly interfere with the proper operation of the drum'’s
e ventilation system (such as, clogging of NucFils).

9 L Container marking/labeling is intact, unobscured, legible and in good
/ condition (where possible to inspect)?

- | Third-tier drums are banded horizontally with metal band.
10 | (single drum banded to pallet) [TSR 5.6.4.a]

Comments/Observations:

V

Operator (print/sign/datéjtime): ~MICHAEL K!EHW % /g/ /2 PO [ C
FWS {print/sign/date); 77\—)”/3\/ 7 /\//(/L/Vl/\\“ Brad Slettene "7/ 21 (o
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Appendix P

"Rev. 7, Chg. 3

SW-040_043 ‘ Page 32 of 60

Inspect CWC & Miscellaneous Buildings

Effective Date: 01/29/10

Published Date: 01/29/10

Appendix A - Weekly CWC RCRA Inspection Checklist

Tlme 5} 2/ Date: gﬂ/@“ -

Lighting is adequate to complete mspectlon (Where apphcabie)

Marker-barricades (chain barricades, chain-link fences, marker
posts, etc.) around facility/module are intact and in good condition.
Facility/module ground postings are intact, unobscured, legible and
in good condition?

Containment curbing and flooring is free of scratches that penetrate

to the-concrete, cracks, or gaps and is sufficiently impervious to
contain leaks, spills, and accumulated rainfall (where applicable)?

Facility/module is generally dry. There is no standing and/or
unexpected water or snow accumulation in or around
facility/module?

)

Aisle space between rows of contalners appears to be at least 36

' penetrating scratches, loose lids, bulging, excessive corrosion or

hes? [FHA Key #10

Container integrity is not compromised by punctures, dents,

other damage/deterioration (where possible to inspect).[TSR 5.6.4.b]

Containers are closed', are stored in a manner which will not rupture
the containers or cause them to leak , and show no evidence of
spillage or leakage, such as moisture on the sides or underneath

(where possible to inspect)?

e

Container top does not have excessive buildup of dlrt/debrls that
would possibly interfere with the proper operation of the drum's
ventilation system (such as, clogging of NucFils).

9

e

L

Container marking/labeling is intact, unobscured, legible and in good
condition (where possible to inspect)?

10

| Third-tier drums are banded horizontally with metal band.

p

(single drum banded to pallet) [TSR 5.6.4.a]

Comments/Observations:

V7

Operator (print/sign/datgffime) /\{VHCHAELKIEHMWM//%/Z Fvero |27/

FWS (print/sign/date): b\“)/J{ L ﬁ\//qf — Brad Slefiens 'f’>/ (2 / /o
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Appendix P

Rev. 7,Chg. 3

" Published Date: 01/29/10

SW-040-043 o Page 32 of 60

Inspect CWC & Miscellaneous Buildings

Effective Date; 01/29/10

Apbendix A - Weekly CWC RCRA Inspection Checklist

Facility/Module; F/?Cﬂ/ Tlme% 'c/g”’ Date: 5;7“/04

Lighting is adequate ‘co complete mspectlon (where apphcab!e)

Marker-barricades (chain barricades, chain-link fences, marker
posts, etc.) around facility/module are intact and in good condition.
Facility/module ground postings are intact, unobscured, legible and
in good condition?

| -Containment curbing and flooring is free of scratches that penetrate

to the concrete, cracks, or gaps and is sufficiently impervious to
contain leaks, spills, and accumulated rainfall (where applicable)?

Facility/module is generally dry. There is no standing and/or
unexpected water or snow accumukatlon in or around
facmty/module'?

Container integrity is not compromised by punctures, dents,

Axsle space between rows of contalners appears to be at least 36

penetrating scratches, loose lids, bulging, excessive corrosion or
other damage/deterioration (where possible to inspect).[TSR 5.6.4.b]

Containers are closed , are stored in a manner which will not rupture
the containers or cause them to leak , and show no evidence of
spillage or leakage, such as moisture on the sides or undemea’ch
(where possible to mspeot)

Container top does not have excessive buildup of dsrt/debns that
would possibly interfere with the proper operation of the drum’s
ventilation system (such as, clogging of NucFils).

pal
o | ~

Container marking/labeling is intact, unobscured, legible and in good
condition (where possible to inspect)?

10

Third-tier drums are banded horizontally with metal band.
(single drum banded to pallet) [TSR 5.6.4.a]

Comments/Obser\V/ations:

Y/

Operator(prmtlmgn/da;;e”pm{\MSCl;lﬁELKIEHk\é/W'/M 7 /7/ / ore 51 S,_,'

FWS (print/sign/date); ) (X 7£/)< A Frad Sieffene 7//,, / /0

NEIC VP0928E01
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"‘Rev. 7,Chg. 3 SW_040_043 ; Page 32 of 60
lnspect CWC & M:scellaneous Bu:ldmgs '
Published Date: 01/29/10 . . : Effectlve Date 01/29/10

Appendix A - Weekly CWC RCRA inspection Checklist

T:me ‘7’ ’/gl—* | Date:§~/0~/0

Ltghtmg is adequate to complete mspectlon (where appilcable)

Marker-barricades (chain barricades, chain-link fences, marker

5 | : posts, etc.) around facility/module are intact and in good condition.
S : Facility/module ground postings are intact, unobscured, legible and

in good condition?

Containment curbing and flooring is free of scratches that penetrate

3 | to the concrete, cracks, or gaps and is suffi iciently impervious to

/ contain leaks, spills, and accumulated rainfall (where apphcabie)

' Facility/module is generally dry. There is no standing and/or

4 unexpected water or snow accumula‘aon in or around

i facmtylmoduie’?

| Aisle space between rows of contamers appears to be at least 36

' ‘Contamer mtegnty is not oompromrsed by punctures dents
6 ] penetrating scratches, loose lids, bulging, excessive corrosion or
e other damage/deterioration (where possible to inspect).[TSR 5.6.4.b]

Containers are closed , are stored in a manner which will not rupture
the containers or cause them to leak , and show no evidence of

, [ spillage or leakage, such as moisture on the sides or underneath
| (where possible to mspect)
: ' Container top does not have excessive buildup of dlrt/debns that
8 j would possibly interfere with the proper operation of the drum'’s
e ventilation system (such as, clogging of NucFils).
g . ' Container marking/labeling is intact, unobscured, legible and in good
d condition (where possible to inspect)?
10 | Third-tier drums are banded horizontally with metal band.
.~ | (single drum banded to pallet) [TSR 5.6.4.a]

Comments/Observations: SE& ope  i'Fanr F (0-00F

Operator(prmt/s:gn/dat time). [MlCH}(E;,KiEHN(Mﬁ//y/gJC, VA
FWS (print/sign/date): @/K ,\///z/ (A Brad Sletiens 77//—‘,///0
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Rev.7,Chg. 3 SW-040-043 : Page 32 of 60
Inspect CWC & Miscellaneous Buildings |
Published Date: 01/29/10 . 4 : Effective Date: 01/29/10

Appendxx A - Weekly CWC RCRA lnspect:on Checkhst

Tlme:?-j"/’ »_ Date 2/

Lighting is adequate to complete mspectson (where apphcabie)

Marker-barricades (chain barricades, chain-link fences, marker
posts, etc.) around facility/module are intact and in good condition.

2 N N Facility/module ground postings are intact, unobscured, legible and
el in good condition?
Containment curbing and flooring is free of scratches that penetrate
3 to the concrete, éracks, or gaps and is sufficiently impervious to

l/’contain leaks, spills, and accumulated rainfall (where applicable)?

‘ Facility/module is generally dry.- There is no standing and/or
4 - | unexpected water or snow accumulaﬂon in or around

el facility/module?
: Aisle space between rows of contamers appears to be at lnast 36

Container integrity is not compromised by'p'unctures, dents,
6 i penetrating scratches, loose lids, bulging, excessive corrosion or
] other damage/deterioration (where possible to inspect).[TSR 5,6.4.b]
Containers are closed , are stored in a manner which will not rupture
7 : the containers or cause them to leak , and show no evidence of

1 : spillage or leakage, such as moisture on the sides or underneath

| {(where possible to inspect)?

- Container top does not have excessive buildup of dtrt/debns that

8 would possibly interfere with the proper operation of the drum’s

' ventilation system (such as, clogging of NucFils).

Container marking/labeling is intact, unobscured, legible and in good
condition (where possible to inspect)?

Third-tier drums are banded horizontally with metal band.

10 | (single drum banded to pallet) [TSR 5.6.4.a]

Comments/Observations:
VZa
Operator ( pnntlsngnlda!;ékxme [MlCHAQEI,,KlEHQ’"%/ //}7{ / oo ,9

FWS (print/sign/date). ’@:7“)\ S( -7%1._’ Brad Sletiene '5//2.//0
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Rev. 7, Chg. 3 SW-O 40-043 Page 32 of 60

Inspect CWC & Miscellaneous Buildings
Published Date: 01/29/10 Effective Date: 01/29/10

Appendix A - Weekly CWC RCRA Inspection Checklist

Facility/Module: ZA- | Time:/?’// Date,_%/?/o
# | Yes |.No | NIA | Area Inspection “

1 i Lighting is adequate to complete mspectxon (where appllcable)

Marker-barricades (chain barricades, chain-link fences, marker
posts, etc.) around facility/module are intact and in good condition.
Facility/module ground postings are intact, unobscured, legible and
in good condition?

Containment curbing and flooring is free of scratches that penetrate
to the concrete, cracks, or gaps and is sufficiently impervious to

Facility/module is generally dry. There is no standing and/or
unexpected water or show accumulation in or around

e
e contain leaks, spills, and accumulated rainfall (where applicable)?
e facility/module?

_ Aisle space between rows of containers appears to be at least 36
inches? [FHA Key #1 O]

‘Containerinspection:

Container integrity is not compromised by punctures dents
penetrating scratches, loose lids, bulging, excessive corrosion or
other damage/deterioration (where possible to inspect).[TSR 5.6.4.b]

Containers are closed , are stored in a manner which will not rupture
the containers or cause them to leak , and show no evidence of
spillage or leakage, such as moisture on the sides or underneath
(where possible to inspect)?

Container top does not have excessive buildup of dirt/debris that
would possibly interfere with the proper operation of the drum’s
ventilation system (such as, clogging of NucFils).

Container marking/labeling is intact, unobscured, legible and in good

9 condition (where possible to inspect)?

Third-tier drums are banded horizontally with metal band.

10 (single drum banded to pallet) [TSR 5.6.4.a]

\\\ v N \

Comments/Observations:
V/ a

Ay,
Operator(prmt!s;gnldatgftgme),\ MICHAEL KlEHMW L o sy

FWS (printisign/date): oo I/ AL 7" BradSietene ) ip | /o
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Appendix P

Rev. 7, Chg. 3 SW-040-043 Page 32 of 60

Inspect CWC & Miscellaneous Buildings
Published Date: 01/29/10 Effective Date: 01/29/10

Appendix A - Weekly CWC RCRA Inspection Checklist

Facility/Module: S4 2 Time., /" /%" Date: 2220
#:| Yes | No | N/A |Arealnspection - =~ B
1 | Lighting is adequate to complete inspection (where applicable)?
Marker-barricades (chain barricades, chain-link fences, marker
5 posts, etc.) around facility/module are intact and in good condition.
Facility/module ground postings are intact, unobscured, legible and
e in good condition?
Containment curbing and flooring is free of scratches that penetrate
3 . to the concrete, cracks, or gaps and is sufficiently impervious to
/ contain leaks, spills, and accumulated rainfall (where applicable)?
Facility/module is generally dry. There is no standing and/or
4 unexpected water or snow accumulation in or around
e facility/module?
L Aisle space between rows of containers appears to be atleast 36
2 o~ | inches? [FHA Key #10]
# |'Yes | No'| N/A | Containerinspection. . - . . . .. ,
Container integrity is not compromised by punctures, dents,
6 penetrating scratches, loose lids, bulging, excessive corrosion or
/ other damage/deterioration (where possible to inspect).[TSR 5.6.4.b]
Containers are closed , are stored in a manner which will not rupture
7 the containers or cause them to leak , and show no evidence of
‘ spillage or leakage, such as moisture on the sides or underneath
/ (where possible to inspect)?
Container top does not have excessive buildup of dirt/debris that
8 would possibly interfere with the proper operation of the drum’s
' / ventilation system (such as, clogging of NucFils).
9 Container marking/labeling is intact, unobscured, legible and in good
/ condition (where possible to inspect)?
10 Third-tier drums are banded horizontally with metal band.
/ (single drum banded to pallet) [TSR 5.6.4.a]
Comments/Observations:
‘ L .
Operator (print/sign/datéitimey MICHAEL KIEHM’M /% S 20 e
FWS (print/sign/date). s@\b~)< /( l/ /\/<7€72,L._, Brad Sleftene >/ /,(/;’ =)
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Appendix P

Rev. 7, Chg. 3

Published Date: 01/29/10

SW-040-043 Page 32 of 60

Inspect CWC & Miscellaneous Buildings

Effective Date: 01/29/10

Appendix A - Weekly CWC RCRA Inspection Checklist

Facility/Module: ‘;*?a(/

#71 Yes

No

N/A

Time, /57 O Date;J- /22

Area Inspection

1

Lighting is adequate to complete inspection (where applicable)?

Marker-barricades (chain barricades, chain-link fences, marker
posts, etc.) around facility/module are intact and in good condition.
Facility/module ground postings are intact, unobscured, legible and
in good condition?

\

Containment curbing and flooring is free of scratches that penetrate
to the concrete, cracks, or gaps and is sufficiently impervious to
contain leaks, spills, and accumulated rainfall (where applicable)?

prd

Facility/module is generally dry. There is no standing and/or
unexpected water or snow accumulation in or around
facility/module?

NI

| Aisle space between rows of contalners appears to be at least 36
| inches? [FHA Key #10]

# | Yes

No

Z
>

| Container: Inspec’uon

Container integrity is not compromnsed by punctures dents,
penetrating scratches, loose lids, bulging, excessive corrosion or
other damage/deterioration (where possibie to inspect) [TSR 5.6.4.b]

Containers are closed , are stored in a manner which will not rupture
the containers or cause them to leak , and show no evidence of
spillage or leakage, such as moisture on the sides or underneath
(where possible to inspect)?

Container top does not have excessive buildup of dirt/debris that
would possibly interfere with the proper operation of the drum’s
ventilation system (such as, clogging of NucFils).

9

Container marking/labeling is intact, unobscured, legible and in good
condition (where possible to inspect)?

10

DN NN

Third-tier drums are banded horizontally with metal band.
(single drum banded to pallet) [TSR 5.6.4.a]

Comments/Observations:

Za

Operator (print/sign/dateltime).. MIGHAEL K%EHW& % - 2 o2 S

FWS (printsign/date). D=~ 1/ L~ BradSietlens | i
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Appendix P

Rev. 7, Chg. 3 SW-040-043 Page 32 of 60

Inspect CWC & Miscellaneous Buildings
Published Date: 01/29/10 Effective Date: 01/29/10

Appendix A - Weekly CWC RCRA Inspection Checklist

Facility/Module: sA4CFRA ) Time:?f 74 Date: 5’-’—/81/0
#| Yes |:No | N/A .| Area Inépection - )
1 yd Lighting is adequate to complete lnspec‘aon (where apphoable)’?

Marker-barricades (chain barricades, chain-link fences, marker
posts, etc.) around facility/module are intact and in good condition.

2 B Facility/module ground postings are intact, unobscured, legible and
7 in good condition?
Containment curbing and flooring is free of scratches that penetrate
3 ‘ to the concrete, cracks, or gaps and is sufficiently impervious to

/ contain leaks, spills, and accumulated rainfall (where applicable)?

Facility/module is generally dry. There is no standing and/or

4 - unexpected water or snow accumulation in or around
facility/module?

| Aisle space between rows of containers appears to be at least 36

‘ o mches’? [FHA Key 10]

# |'Yes | No | N/A | Containerinspection: N

Container integrity is not compromlsed by punctures dents

6 penetrating scratches, loose lids, bulging, excessive corrosion or
e other damage/deterioration (where possible to inspect).[TSR 5.6.4.b]
Containers are closed , are stored in a manner which will not rupture
the containers or cause them to leak , and show no evidence of
spillage or leakage, such as moisture on the sides or underneath
(where possible to inspect)?

Container top does not have excessive buildup of dirt/debris that
would possibly interfere with the proper operation of the drum'’s

//
,/ | ventilation system (such as, clogging of NucFils).

\

Container marking/labeling is intact, unobscured, legible and in good

9 condition (where possible to inspect)?

10 Third-tier drums are banded horizontally with metal band.
p / (single drum banded to pallet) [TSR 5.6.4.a]

Comments/Observations:

g L
Operator (print/sign/date/time). MISHAEL KlEH%%/ 3o SreE
FWS (print/sign/date): QoY VL~ bradSietiene ighe
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Appendix P

Rev. 7, Chg. 3 SW-O 40_0 43 Page 32 of 60

Inspect CWC & Miscellaneous Buildings
Published Date: 01/29/10 Effective Date; 01/29/10

Appendix A - Weekly CWC RCRA Inspection Checklist

Facility/Module: FRE Time?’a?,g Date 3 S8/
#:| Yes | No | N/A | Area Inspection- = '
1 1; Lighting is adequate to complete inspection (where apphoabte)’?

Marker-barricades (chain barricades, chain-link fences, marker
posts, etc.) around facility/module are intact and in good condition.
) Facility/module ground postings are intact, unobscured legible and
1 in good condition?

| Containment curbing and flooring is free of scratches that penetrate
3 | to the concrete, cracks, or gaps and is sufficiently impervious to
.~ | contain leaks, spills, and accumulated rainfall (where applicable)?

Facility/module is generally dry. There is no standing and/or
4 L. unexpected water or snow accumulation in or around
| facility/module?

5 _Aisle space between rows of containers appears to be at least 36
.~ | inches? [FHA Key #1 01

# |Yes.| No'| N/A | Containerinspection:

Container integrity is not compromlsed by punctures dents
8 penetrating scratches, loose lids, bulging, excessive corrosion or
other damage/deterioration (where possible to inspect).JTSR 5.6.4.b]

Containers are closed , are stored in a manner which will not rupture
the containers or cause them to leak , and show no evidence of
spillage or leakage, such as moisture on the sides or underneath
(where possible to inspect)?

Container top does not have excessive buildup of dirt/debris that
would possibly interfere with the proper operation of the drum'’s

Container marking/labeling is intact, unobscured, legible and in good

condition (where possible to inspect)?

e

|

/ ventilation system (such as, clogging of NucFils).
9 / '

10 | Third-tier drums are banded horizontally with metal band.
. (single drum banded to pallet) [TSR 5.6.4.a]

Comments/Observations:

M

i
Operator (print/sign/date/time): MICHAEL KIEHM y R0t o R

FWS (printisign/date). o)X 1/ L OC— ~ BradSklene ™ <140
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Appendix P

“Rev. 7,Chg. 3 SW-040-043 Page 32 of 60

Inspect CWC & Miscellaneous Buildings
Published Date: 01/29/10 - Effective Date: 01/29/10

Appendix A - Weekly CWC RCRA Inspection Checklist

Facility/Module: FRC Time:f%’gg/ ' Date: /50
#: | Yes | No | NIA || Area Inspection R
1 | Lighting is adequate to comp!ete inspection (where applicable)?

Marker-barricades (chain barricades, chain-link fences, marker
posts, etc.) around facility/module are intact and in good condition.
Facility/module ground postings are intact, unobscured, legible and
e in good condition?

Containment curbing and flooring is free of scratches that penetrate
3  to the concrete, cracks, or gaps and is sufficiently impervious to
,_— contain leaks, spills, and accumulated rainfall (where applicable)?

Facility/module is generally dry. There is no standing and/or
4 »” unexpected water or snow accumulation in or around

,/ facility/module?
| Aisle space between rows of containers appears to be at least 36

/ inches? [FHA Key #10]
# | Yes | No'| N/A | Contai ion::

Contalner mtegrlty is not compromlsed by punctures dents,
6 » penetrating scratches, loose lids, bulging, excessive corrosion or
other damage/deterioration (where possible to inspect).[TSR 5.6.4.b]

Containers are closed , are stored in a manner which will not rupture
the containers or cause them to leak , and show no evidence of
spillage or leakage, such as moisture on the sides or underneath
(where possible to inspect)?

Container top does not have excessive buildup of dirt/debris that
would possibly interfere with the proper operation of the drum's

/
1/ ventilation system (such as, clogging of NucFils).

Container marking/labeling is intact, unobscured, legible and in good
condition (where possible to inspect)?

10 -Third-tier drums are banded horizontally with metal band.
/ (single drum banded to pallet) [TSR 5.6.4.a]

Comments/Observations:
V-

Operator (print/sign/date/time),~, MmHAELKIEHN%ﬂ/ L Bsvo  Tos—
FWS (print/sign/date). 0.5~ [/ L O~ BrdSetre (g0
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Appendix P

Rev.7,Chg. 3

Published Date: 01/29/10

SW-040-043 Page 32 of 60

Inspect CWC & Miscellaneous Buildings

Effective Date: 01/29/10

Appendix A - Weekly CWC RCRA Inspection Checklist

Fac:htylModuie:

R 38

Yes "

~No

N/A |

FK D Time:7’§/§f/ | .Davte: 3-/5 0

-Area Inspection

1

./ |

Lighting is adequate to complete inspection (where applicable)?

o

| Marker-barricades (chain barricades, chain-link fences, marker

posts, etc.) around facility/module are intact and in good condition.
Facility/module ground postings are intact, unobscured, legible and
in good condition?

/

Containment curbing and flooring is free of scratches that penetrate

_to the concrete, cracks, or gaps and is sufficiently impervious to

contain leaks, spills, and accumulated rainfall (where applicable)?

Facility/module is generally dry. There is no standing and/or
unexpected water or snow accumulation in or around
facility/module?

 Alsle space between rows of containers appears to be at least 36
inches? [FHA Key #10]

| Yes |

ONIAC

‘Ci

tainer:nspection::

/

Container integrity is not compromlsed by punctures dents
penetrating scratches, loose lids, bulging, excessive corrosion or
other damage/deterioration (where possible to inspect).[TSR 5.6.4.b]

Containers are closed , are stored in a manner which will not rupture
the containers or cause them to leak , and show no evidence of
spillage or leakage, such as moisture on the sides or underneath
(where possible to inspect)?

Container top does not have excessive buildup of dirt/debris that
would possibly interfere with the proper operation of the drum'’s
ventilation system (such as, clogging of NucFils).

9

Container marking/labeling is intact, unobscured, legible and in good
condition (where possible to inspect)?

10

e

L-Third-tier drums are banded horizontally with metal band.

(single drum banded to pallet) [TSR 5.6.4.a]

Commentlebservations:bf(;k Ueniet [0 -oc7 Somt Fnps on bexes rsodYpleccscl .

{

J—

Vi
Operator (print/sign/dateftime)~ MW{% /;Z/”/ 3 s
FWS (print/signidate): “0-o— 1/ Brad Sletiene Skl o
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Appendix P

Rev. 7, Chg. 3 SW-040-043 Page 32 of 60

Inspect CWC & Miscellaneous Buildings
Published Date: 01/29/10 Effective Date: 01/29/10

Appendix A - Weekly CWC RCRA Inspection Checklist

Facility/Module: fIZE TimeQ'gC/ ‘ Date 5 /»/a
#:| Yes | No | N/A :| Area Inspection.
1 / Lighting is adequate to complete inspection (where apphcable)’7

Marker-barricades (chain barricades, chain-link fences, marker
posts, etc.) around facility/module are intact and in good condition.

2 L Facility/module ground postings are intact, unobscured, legible and
yd in good condition?
Containment curbing and flooring is free of scratches that penetrate
3 | to the concrete, cracks, or gaps and is sufficiently impervious to

.~ | contain leaks, spills, and accumulated rainfall (where applicable)?
Facility/module is generally dry. There is no standing and/or

4 » unexpected water or snow accumulation in or around
facility/module?

5 | Aisle space between rows of containers appears to be at least 36

7 / mches’? [FHA Key #10]

# | Yes:| No | NI/A |Contdinerinspection: e .

Container integrity is not compromlsed by punctures dents
penetrating scratches, loose lids, bulging, excessive corrosion or
other damage/deterioration (where possible to inspect).[TSR 5.6.4.b]
Containers are closed , are stored in a manner which will not rupture
the containers or cause them to leak , and show no evidence of
spillage or leakage, such as moisture on the sides or underneath
(where possible to inspect)?

Container top does not have excessive buildup of dirt/debris that
would possibly interfere with the proper operation of the drum’s
ventilation system (such as, clogging of NucFils).

- Container marking/labeling is intact, unobscured, legible and in good
condition (where possible to inspect)?

10 _Third-tier drums are banded horizontally with metal band.
/ (single drum banded to pallet) [TSR 5.6.4.a]

Comments/Observations:

\

NN N

Z
Operator (print/sign/date/time);~ i, ¢ / ¢
FWS (print/sign/date): bb% 7\ BradSlefiere L |\&/o
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Appendix P

'Rev. 7, Chg. 3 SW 040- 043 ' _ Page 32 of 60

Inspect CWC & Mlscellaneous Buildings
Published Date: 01/29/10 5 : Effective Date: 01/29/10

Apbendix A - Weekly CWC RCRA Inspection Checklist

Timeste/ Date:2.9¢~ 0

Facility/Module: <" 47 /

1 / Lighting is adequate to complete inspection (where applicable)?

' Marker-barricades (chain barricades, chain-link fences, marker
posts, etc.) around facility/module are intact and in good condition.
Facility/module ground postings are intact, unobscured, legible and
in good condition?

Containment curbing and flooring is free of scratches that penetrate
3 to the concrete, cracks, or gaps and is sufficiently impervious to
contain leaks, spills, and accumulated rainfall (where applicable)?
Facility/module is generally dry. There is no standing and/or
unexpected water or snow accumulation in or around
facmty/module'?

Alsle space between rows of contamers appears to be at teast 36

\

N\

_ ‘| Container integrity is not compromised by punctures, dents,
6 penetrating scratches, loose lids, bulging, excessive corrosion or
.~ | other damage/deterioration (where possible to inspect).[TSR 5.6.4.b]
| Containers are closed , are stored in a manner which will not rupture
7 the containers or cause them to leak , and show no evidence of

: spillage or leakage, such as moisture on the sides or underneath
(Where possible to inspect)?

Container top does not have excessive buildup of dart/debrs that
would possibly interfere with the proper operation of the drum’s
ventilation system (such as, clogging of NucFils).

/
9 / ‘Container marking/labeling is intact, unobscured, legible and in good

condition (where possible to inspect)?
Third-tier drums are banded horizontally with metal band.
(single drum banded to pallet) [TSR 5.6.4.a]

Comments/Observations:

10

V

Operator(prmt/sngnldate//ﬂme /MlCI-mELKlEHW/ / L 2a5/0 g,y/
FWS (print/sign/date); ‘ObAX 1 '\/K/Jb(i_, Brad Slefiene / 20 / /o
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Appendix P

"Rev. 7, Chg. 3 » SW-040-043 ‘ : Page 32 of 60
Inspect CWC & Miscellaneous Buildings
Published Date: 01/29/10 ) ‘ Effective Date: 01/28/10

Appendix A - Weekly CWC RCRA Inspection Checkiist

Facility/Module: < 4% Time: . 9/«;/ | Date::%,?scm

1 1, ~ Lighting is adequate to complete mspec‘uon (Where apphcable)
‘ Marker-barricades (chain barricades, chain-link fences, marker
posts, etc.) around facility/module are intact and in good condition.
Facility/module ground postings are intact, unobscured, legible and
W in good condition?
Containment curbing and flooring is free of scratches ’chat penetrate -

i to the -concrete, cracks, or-gaps and is sufficiently impervious to
/ contain leaks, spills, and accumulated rainfall (where applicable)?
el

Facility/module is generally dry. There is no standing and/or
unexpected water or snow accumulatton in or around
facmty/modute’?

5 : | Alsle space between rows of oontamers appears to be at least 36
inches? [FHA Key #10]

Container integrity is not compromised by punctures, dents,
6 penetrating scratches, loose lids, bulging, excessive corrosion or
, .~ | other damage/deterioration (where possible to inspect).[TSR 5.6.4.b]
Containers are closed , are stored in a manner which will not rupture
7 : the containers or cause them to leak , and show no evidence of
1 : spillage or leakage, such as moisture on the sides or underneath
.~ | (where possible to mspect)
Container top does not have excessive buildup of dlrt/debns that

| would possibly interfere with the proper operation of the drum’s
.~ | ventilation system (such as, clogging of NucFils).
-

Container marking/labeling is intact, unobscured, legible and in good
condition (where possible to inspect)?

10 _ | Third-tier drums are banded horizontally with metal band.
,/ (single drum banded to pallet) [TSR 5.6.4.a]

Comments/Observat;ons
a

Operator (prmtlssgn/date/tl,me M\tCHAEt).KiEH‘/ 2;44-5'/// 2. 9500 r%‘/
FWS (print/sign/date): "\\\ ,N_/ /U//</(/""““,c‘__ Brad Sletiene 3/25, /b
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Appendix P

Rev. 7, Chkg. 3 | SW-040~043 : Page 32 of 60

Inspect CWC & Miscellaneous Buildings
Published Date: 01/29/10 ‘ ‘Effective Date: 01/28/10

Appendix A - Weekly CWC RCRA Inspection Checklist

Facility/Module: < 47~ 2 , . TxmeSr- //7 . Date ;925':'/0

11,7 Lighting is adequa‘ce to compiete mspectlon (where apphcable)
‘ Marker-barricades (chain barricades, chain-link fences, marker
5 : posts, etc.) around facility/module are intact and in good condition.

S  Facility/module ground postings are intact, unobscured, legible and
.~ | in good condition?
Containment curbing and flooring is free of scratches that penetrate
3 | to the concrete, cracks, or gaps and is sufficiently impervious to
.~ | contain leaks, spills, and accumulated rainfall (where applicable)?
: Facility/module is generally dry. There is no standing and/or
4 : unexpected water or snow aooumulatlon in or around

/ , facmty/module’?
'  Aisle space between rows of contamers appears to be at least 36
inch

: Container integrity is not compromised by punctures, dents,
6 penetrating scratches, loose lids, bulging, excessive corrosion or
other damage/deterioration (where possible to inspect).[TSR 5.6.4.h]
Containers are closed , are stored in a manner which will not rupture
7 the containers or cause them to leak , and show no evidence of

: , spillage or leakage, such as moisture on the sides or underneath

(where possible to inspect)? '

‘Container top does not have excessive buildup of dlrt/debns that
would possibly interfere with the proper operation of the drum’s
‘ventilation system (such as, clogging of NucFils).
Container marking/labeling is intact, unobscured, legible and in good
condition (where possible to inspect)?
_Third-tier drums are banded horizontally with metal band,

(single drum banded to pallet) [TSR 5.6.4.a]
Comments/Observations:

I\

10

\\\, \

W

Operator (print/sign/date/tifhe): PM‘CV’AFLK‘EHW ,f;/?//s~ e, S
FWS (printisign/date): 1. >._Y ) V o pradSleiens ) [ogl/0
[~y 1 3
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‘Rev. 7, Chg. 3 SW 040 043 : Page 32 of 60
inspect CWC & Mrscellaneous Bunldmgs
Published Date: 01/29/10 . Effective Date 01/29/10

Appendix A - Weekly CWC RCRA Inspection Checklist

LD

Facility/Module:

Txme//j?? , Date:;;,,:gﬁ/p

1 | .~ ' . Lighting is adequate to comp{ete mspec’caon (Where apphcab!e)

[ Marker-barricades (chain barricades, chain-link fences, marker

5 : posts, etc.) around facility/module are intact and in good condition.
' : Facility/module ground postings are intact, unobscured, legible and

| in good condition?

' Containment curbing and flooring is free of scratches that penetrate

3 ' _to the concrete, cracks, or gaps and is sufficiently impervious to

contain leaks, spills, and accumulated rainfall (where applicable)?

Facility/module is generally dry. There is no standing and/or

4 i unexpected water or snow accumula’uon in or around

7 . facility/module? :

Alsle space between rows of contamers appears to be at least 36

8 > penetratmg scratches, loose lids, bulglng, excessive corros;on or
other damage/deterioration (where possible to inspect).[TSR 5.6.4.b]

Containers are closed , are stored in a manner which will not rupture
the containers or cause them to leak , and show no evidence of
spillage or leakage, such as moisture on the sides or underneath ;
(where possible to inspect)?

Container top does not have excessive buildup of dxrt/debns that
would possibly interfere with the proper operation of the drum’s

/
/
/ . ventilation system (such as, clogging of NucFils).

Container marking/labeling is intact, unobscured, legible and in good
condition (where possible to inspect)?

10 _Third-tier drums are banded horizontally with metal band.
.~ (single drum banded to pallet) [TSR 5.6.4.]
Comments/Observations: SE& ¢z Foy ™ (0-003

_ ) ‘
Operator(prmt/mgn/dateitnne )/ MIGHAEL KlEHW/ 220 L7
FWS (print/sign/date); Ao~ V/(x/uk—»—-d Brad Sletiene ", /2,77//()
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Appendix P

‘Rev. 7,Chg. 3 SW-040-043 4 Page 32 of 60
Inspect CWC & Miscellaneous Buildings |

Published Date: 01/29/10 . Effective Dafe:,01/29/’f0

Appendix A - Weekly CWC RCRA Inspection Checklist

Txme///W’ ‘ Date 3;’

1 ,/’ Lighting is adéequate to oomplete mspection (Where apphcable)

Marker-barricades (chain barricades, chain-link fences, marker

posts, etc.) around facility/module are intact and in good condition.
C Facility/module ground postings are intact, unobscured legible and

/ in good condition?

Containment curbing and flooring is free of scratches that penetrate

3 to the concrete, cracks, or gaps and is sufficiently i impervious to

/ contain leaks, spi“s, and accumulated rainfall (where applicable)?

A Facility/module is generally dry. There is no standing and/or

4 ‘ unexpected water or snow accumulatlon in or around

pdan facmty/module'P
Alsle space between rows of contamers appears to be at least 36

‘| Container integrity is not compromised by p‘u'ncture‘s, dents,

6 _ penetrating scratches, loose lids, bulging, excessive corrosion or ‘
other damage/deterioration (where possible to inspect).[TSR 5.6.4.b]
Containers are closed , are stored in a manner which will not rupture
the containers or oause them to leak , and show no evidence of
spillage or leakage, such as moisture on the sides or underneath
(where possible to mspect) -

Container top does not have excessive buildup of dxrt/debrs that
would possibly interfere with the proper operation of the drum’s

/
2
/ : | ventilation system (such as, clogging of NucFils).

Container marking/labeling is intact, unobscured, legible and in good
condition (where possible to mspect)

10 Third-tier drums are banded horizontally with metal band.
| .~ (single drum banded fo pallet) [TSR 5.6.4.2]

Comments/Observatlons
V7 o

| | s |
Operator (print/sign/date/time): [MlC%EF K%%/ el N B
FWS (printisign/date): Q5. T/ ATSCT ~— BudSktene 5/, ./,
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Appendix P

‘Rev. 7,Chg. 3 SW 040_043 _ Page 32 of 60

Inspect CWC & Mlscellaneous Buildings
Published Date: 01/29/10 ‘ Effectlve Date 01/29/10

Appendix A - Weekly CWC RCRA Inspection Checklist
Vil 2 7

1 |, ' | Lighting is adequate to complete inspection (where applicable)?

‘ Marker-barricades (chain barricades, chain-link fences, marker
posts, etc.) around facility/module are intact and in good condition.
Facmty/module ground postings are intact, unobscured, legible and
in good condition?

Containment curbing and flooring is freey of scratches that penetrate
3 ' to the-concrete, cracks, or gaps and is sufficiently impervious to
/ contain leaks, spills, and accumulated rainfall (where applicable)?
Facility/module is generally dry. There is no standing and/or

4 unexpected water or snow accumulation‘in or around

/ s faCIlltylmodule’P
_}Alsle space between rows of contaxners appears to be at least 36

Facility/Module: Time, /<7722 | Date: 2720

| Container integrity is not compromised by punctures, dents,
6 penetrating scratches, loose lids, bulging, excessive corrosion or
‘ other damage/deterioration (where possible to inspect).[TSR 5.6.4.b]

Containers are closed , are stored in a manner which will not rupture
the containers or cause them to leak , and show no evidence of
spillage or leakage, such as moisture on the sides or underneath
(where possible to mspect)

Container top does not have excessive buildup of d!rt/debrls that
would possibly interfere with the proper operation of the drum’s

/
e
/ . | ventilation system (such as, clogging of NucFils).

Container marking/labeling is intact, unobscured, legible and in good
condition (where possible to inspect)?

10 - | Third-tier drums are banded horizontally with metal band.
/ (single drum banded to pallet) [TSR 5.6.4.a]

Comments/Observations:

Operator (prmt/sngn/date}tlme ,\mlpﬂAELKlEW ,& /% / ZJ,?/& b (P
FWS (print/sign/date). 09~ ’]&//(/L)%f::\ Brad Slattene ;/L'b /, B

9
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Appendix P

"Rev.7, Chg. 3 SW-040-0 43 Page 32 of 60
Inspect CWC & M!scellaneous Buildings
Published Date: 01/29/10 : Effectxve Date 01/29/10 -

Apbendix A - Weekly CWC RCRA Inspection Checklist

Facility/Module: /=i |< ;_ __ Time: ////? _Date2-72/0

1 | Lighting is adequate to complete mspec’clon (where apphcable)

’ Marker-barricades (chain barricades, chain-link fences, marker -

posts, etc.) around facility/module are intact and in good condition.

C Facility/module ground postings are |ntact unobscured, legible and

[l in good condition?

Containment curbing and flooring is free of scratches that penetrate

3 to the concrete, cracks, or gaps and is sufficiently impervious to

' .~ contain leaks, spills, and accumulated rainfall (where applicable)?

Facility/module is generally dry. There is no standing and/or

4 | . unexpected water or snow accumulation: in or around

/ ‘ facmty/modu!e’?

5’ ' Aisle space between rows of contamers appears to be at least 36

“inches? FHA Key #10

| ‘| Container integrity is not compromised by punctures, dents,
6 ] penetrating scratches, loose lids, bulging, excessive corrosion or
other damage/deterioration (where possible to inspect).[TSR 5.6.4.b]

Containers are closed’, are stored in a manner which will not rupture
the containers or cause them to leak , and show no evidence of -
spillage or leakage, such as motsture on the sides or undemeath

o | (where possible to inspect)?
N

Container top does not have excessive buildup of dsrt/debrss that
would possibly interfere with the proper operation of the drum’s
ventilation system (such as, clogging of NucFils).

Container marking/labeling is intact, unobscured, legible and in good
condition (where possible to inspect)?

10 Third-tier drums are banded horizontally with metal band.
,/ (single drum banded to pallet) [TSR 5.8.4.a]

Comments/Observations:

Operator (prmt/s:gn/da;ee{tlmef)\ MICHAEL KIEHI\W //é/// Za?;z/o /¢/9
FWS (print/sign/date): ): O ~X B VM{::\ Brad Slatiene “3/7;5 /[ .
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Appendix P

Rev.7,Chg. 5 SW-040-043 3 "Page 32 of 60

Inspect CWC & Miscellaneous Burldmgs
" Published Date: 01/29/10 ‘ » Effective Date: 01/29/10

Appendix A - Weekly CWC RCRA Inspection Checklist

ez bz e

1|1, Lighting is adequate to‘comp!ete inspection (where applicable)?
i Marker-barricades (chain barricades, chain-link fences, marker
posts, etc.) around facility/module are intact and in good condition.

2 L Facility/module ground postings are intact, unobscured, legible and
/ in good condition?
‘Containment curbing and flooring is free of scratches that penetrate
3  to the-concrete, cracks, or gaps and is sufficiently impervious to

,/ contain leaks, spills, and accumulated rainfall (where applicable)?
_ Facility/module is generally dry. There is no standing and/or
4 | - ' unexpected water or snow accumula’uon in or around

/ , facmty/module’?

5 Aisle space between rows of contamers appears to be at least 36
|~ inches? [FHA Key #10

Container integrity is not compromised by punctures, dents,

6 | » penetrating scratches, loose lids, bulging, excessive corrosion or
/ other damage/deterioration (where possible o inspect).[TSR 5.6.4.b]
Containers are closed , are stored in a manner which will not rupture
the containers or cause them to leak , and show no evidence of

P spillage or leakage, such as moisture on the sides or undemeath
(where possible to mspect)

Container top does not have excessive buildup of dlr‘:/debrzs that
would possibly interfere with the proper operation of the drum’s

/ ventilation system (such as, clogging of NucFils).

Container marking/labeling is intact, unobscured, legible and in good
condition (where possible to inspect)?

10 Third-tier drums are banded horizontally with metal band.
: / (single drum banded to pallet) [TSR 5.6.4.a]

Comments/Observations:

9

o~

' T o
Operator (print/sign/date/imejs MIGHAEL KIERY, 27 % 2 2zee S
FWS (printisign/date) Q5. ’U{W BradSletene [, , [
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Appendix P

Rev. 7, Chg. 3 SW-040-043 Page 32 of 60

Inspect CWC & Miscellaneous Buildings
Published Date: 01/29/10 Effective Date: 01/29/10

Appendix A - Weekly CWC RCRA Inspection Checklist

Facility/Module,_ S &7« / Time&* 2o Date: 2 22 ,/C
# | Yes | No | N/A | Area Inspection
1 1.~ Lighting is adequate to complete inspection (where applicable)?

Marker-barricades (chain barricades, chain-link fences, marker
posts, etc.) around facility/module are intact and in good condition.
Facility/module ground postings are intact, unobscured, legible and
in good condition?

\

Containment curbing and flooring is free of scratches that penetrate
3 , to the concrete, cracks, or gaps and is sufficiently impervious to
contain leaks, spills, and accumulated rainfall (where applicable)?

\

Facility/module is generally dry. There is no standing and/or
4 unexpected water or snow accumulation in or around
facility/module?

 Aisle space between rows of containers appears to be at least 36
inches? [FHA Key #10]

(631
\ \

# | Yes | No | N/A | Container Inspection

Container integrity is not compromised by punctures, dents,
6 penetrating scratches, loose lids, buiging, excessive corrosion or
other damage/deterioration (where possible to inspect).[TSR 5.6.4.b]

Containers are closed , are stored in a manner which will not rupture
the containers or cause them to leak , and show no evidence of
spillage or leakage, such as moisture on the sides or underneath
(where possible to inspect)?

Container top does not have excessive buildup of dirt/debris that
would possibly interfere with the proper operation of the drum'’s
ventilation system (such as, clogging of NucFils).

Container marking/labeling is intact, unobscured, legible and in good
condition (where possible to inspect)?

Third-tier drums are banded horizontally with metal band.

10 (single drum banded to pallet) [TSR 5.6.4.a]

NASA A

Comments/Observations:

gjé/"?{a /e ;‘;” 2«.’,»’//1 C’»UCF%C'//-

Operator (print/sign/datg/tjme)~ MICHAEL KIEHN[W/%/ 2 %m0 30

FWS (print/sign/date): O%A/ /[ \/,Q,J@(L/—— Hrad Sleftere /7 o//,y

~=NEIC.VR0928E04 Page.93.6£.308

Before each use, ensure this copy is the most current version.




Appendix P

‘Rev. 7,Chg. 3 - SW-040-043 ' : Page 32 of 60
Inspect CWC & Miscellaneous Buildings
Published Date: 01/29/10 | Effective Date: 01/20/10

Appendix A - Weekly CWC RCRA Inspection Checklist

Facility/Module: S &/ 2 | Time S22 Date: 3.282/C

1 | ,.~7 Lighting is adequate to complete inspection (where applicable)?

' Marker-barricades (chain barricades, chain-link fences, marker

5 posts, etc.) around facility/module are intact and in good condition.

Facility/module ground postings are intact, unobscured, legible and

' in good condition?

Containment curbing and flooring is free of scratches that penetrate -

3 to the concrete, cracks, or gaps and is sufficiently impervious to

I contain leaks, spills, and accumulated rainfall (where apphcab!e}

Facility/module is generally dry. There is no standing and/or

4 ’ unexpected water or snow accumulation in or around

i facility/module? .
Aisle space between rows of oontamers appears to be at least 36

“inches? [FHA Ke #10]. _

\

\

| Container mtegrlty is not compromised by punctures dents

6 penetrating scratches, loose lids, bulging, excessive corrosion or

" other damage/deterioration (where possible to inspect).[TSR 5.6.4.b]
Containers are closed | are stored in a manner which will not rupture
.| the containers or cause them to leak , and show no evidence of
 spillage or leakage, such as moisture on the sides or underneath
(where possible to mspect)

Container top does not have excessive buildup of dlrt/debrss that
would possibly interfere with the proper operation of the drum's

/
/
.-/. ventilation system (such as, clogging of NucFils).
1/

Container marking/labeling is intact, unobscured, legible and in good
condition (where possible to inspect)?

| Third-tier drums are banded horizontally with metal band.

(single drum banded to pallet) [TSR 5.6.4.a]

Comments/Observations:

gfé&//%’y Frcei s o s

Operator (prmtlmgnldaﬂtlme,)\ m{};AEL K)EH%M////)/ Py S
FWS (print/sign/date): ’Q\7 /U(/CUCC——— Brad Sleltens. ~, />0 / )

10
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Appendix P

Rev.7,Chg. 3

Published Date: 01/29/10

SW‘ 040 043 Page 32 of 60
Inspect CWC & M:scellaneous Buﬂdmgs '

Appendix A - Weekly CWC RCRA Inspection Checklist

Tlme‘g‘\;7 _ Date 25__;?:/3

Effectlve Date: 01/29/10

Lxghtmg is adequate to Complete mspec‘uon (where appltcable)

Marker-barricades (chain barricades, chain-link fences, marker
posts, etc.) around facility/module are intact and in good condition.
Facility/module ground postings are intact, unobscured, legible and

,_—Tin good condition?

to the concrete, cracks, or gaps and is sufficiently impervious to
,_—Tcontain leaks, spills, and accumulated rainfall (where appl:cab}e)'?

Facility/module is generally dry. There is no standing and/or
unexpected water or snow accumu!atxon in or around
factllty/moduie?

Aisle space between rows of contamers appears to be at least 36
mches’? FH

Containment curbing and flooring is free of scratches ’chat penetrate

Container integrity is not compromised by punctures, dents,
penetrating scratches, loose lids, bulging, excessive corrosion or

,~| other damage/deterioration (where possible to inspect).[TSR 5.6.4.b]

the containers or cause them to leak , and show no evidence of
| spillage or leakage, such as moisture on the sides or underneath

/ (Where possible to inspect)?

Container top does not have excessive buildup of dzrt/debns that
would possibly interfere with the proper operation of the drum's
‘ventilation system (such as, clogging of NucFils).

10

Third-tier drums are banded horizontally with metal band.
(single drum banded to pallet) [TSR 5.6.4.a]

Comments/Observations:

Za

| Operator (print/sign/date/iime): /*MICWLK!EHWM/?//QQ/ i

FWS (prmt/srgn/date QA 7] VW’ Brad Siettens % / 010

NEIC VP0928E01

Page 95 of 308 Hanford Federal Facility

Containers are closed , are stored in a manner which will not rupture

Container marking/labeling is intact, unobscured, legible and in good

e
.~ | condition (where possible to inspect)?




Appendix P

‘Rev. 7,Chg. 3 SW 040 043 , Page 32 of 60

Inspect CWC & Mrscellaneous Buildings
Published Date: 01/29/10 : Effectxve Date 01/29/10

Appendvix A - Weekly CWC RCRA Inspection Checklist

Facility/Module: /~/2 /% | TlmeQ;;F—— Date:jg»g/'- JO

1 |, | Lighting is adequate to compiete mspec‘uon (Where apphcable)

Marker-barricades (chain barricades, chain-link fences, marker
posts, etc.) around facility/module are intact and in good condition.

2 oL Facility/module ground postings are intact, unobscured, legible and
rd in good condition?
‘ Containment curbing and flooring is free of scratches that penetrate
3 ‘ _to the concrete, cracks, or gaps and is sufficiently impervious to

.~ contain leaks, spms and accumulated rainfall (where appllcable)

Facility/module is generally dry. There is no standing and/or

4 ) unexpected water or snow accumulation in or around
i facility/module?

| Aisle space between rows of contamers appears to be at !east 36
inches? [FHA Key #1 0] :

Container integrity is not compromised by punctures dents
6 penetrating scratches, loose lids, bulging, excessive corrosion or
; / other damage/deterioration (where possible to inspect).[TSR 5.6.4.b]

Containers are closed , are stored in a manner which will not rupture
the containers or cause them to leak , and show no evidence of -

1 7 spillage or leakage, such as moisture on the sides or underneath
L (where possible to inspect)?
: Container top does not have excessive buildup of dxrt/debrts that
8 | would possibly interfere with the proper operation of the drum'’s

ventilation system (such as, clogging of NucFils).
Container marking/labeling is intact, unobscured, legible and in good

\

9 ,- ; | condition (where possible to inspect)?
10 Third-tier drums are banded horizontally with metal band.
,/ (single drum banded to pallet) [TSR 5.6.4.a]

Comments/Observations:

i

pa ‘
e 220 S
BradSleflene o/ /, /0

Operator (print/sign/dateftime): N paic
FWS (print/sign/date). b«\j)/ 4 1
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Appendix P

‘Rev.7,Chg. 3 SW-040-043 Page 32 of 60
Inspect CWC & Miscellaneous Buildings
Published Date: 01/29/10 . Effective Date: 01/29/10

Appendix A - Weekly CWC RCRA Inspection Checklist

Facility/Module: /=3 I< | : Time, 47 /5§ Date3-:3// 0

Lighting is adequate to complete inspection (where applicable)?
Marker-barricades (chain barricades, chain-link fences, marker
posts, etc.) around facility/module are intact and in good condition.

2 S Facility/module ground postings are m’cact unobscured, legible and
el in good condition?
Containment curbing and flooring is free of scratches that penetrate
3 ‘ “to the concrete, cracks, or gaps and is sufficiently impervious fo

/ contain leaks, spills, and accumulated rainfall (where applicable)?
Facility/module is generally dry. There is no standing and/or

4 o unexpected water or snow accumulatzon in or around

e facility/module?

 Aisle space between rows of contamers appears to be at least 36
“inches? [FHA Ke

“| Container integrity is not compromised by punctures, dents,

6 B penetrating scratches, loose lids, bulging, excessive corrosion or
prd other damage/deterioration (where possible to inspect).[TSR 5.6.4.b]
Containers are closed , are stored in a manner which will not rupture '
the containers or cause them to leak , and show no evidence of

_ [ spillage or leakage, such as moisture on the sides or underneath
gl (where possible to inspect)?
, ' Container top does not have excessive buildup of dlrt/debns that
8 would possibly interfere with the proper operation of the drum’s
e ventilation system (such as, clogging of NucFils).
9 Container marking/labeling is intact, unobscured, legible and in good
prd condition (where possible to inspect)? ‘
0 | Third-tier drums are banded horizontally with metal band.
1 / (single drum banded to pallet) [TSR 5.6.4.a]

Comments/Observations:

V7

7

Operator ( prmt/s:gn/daﬂnme /\m&CM'AELK‘EHW% / _}3/,/0 S S

FWS (printisign/date): O X | XL e~ Brad Sktene u[ile
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Appendix P

"Rev. 7, Chg. 3. SW 040_043 ‘ Page 32 of 60
inspect CWC & Mlscellaneous Buildings
" Published Date: 01/29/10 . Effectwe Date: 01/29/10

Appendix A - Weekly CWC RCRA Inspection Checklist

odule: F?ff’/ﬂ

Time:/(f-‘bg 5 Date 3/

L;ghtmg is adequate to compie‘ce mspec‘uon (Where apphcable)

Marker-barricades (chain barricades, chain-link fences, marker
posts, etc.) around facility/module are intact and in good condition.

2 C Facility/module ground postings are intact, unobscured, legible and
el in good condition?
‘Containment curbing and flooring is free of scratches that penetrate
3 to the-concrete, cracks, or gaps and is sufficiently impervious to

.—| contain leaks, spills, and accumulated rainfall (where applicable)?

. Facility/module is generally dry. There is no standing and/or
4 | unexpected water or snow accumula‘uon in or around
pdn facility/module?

Aisle space between rows of oontamers appears to be at least 36

‘ Container integrity is not compromised by punctures, dents,
6 i penetrating scratches, loose lids, bulging, excessive corrosion or
e other damage/deterioration (where possible to inspect).[TSR 5.6.4.b]
Containers are closed , are stored in a manner which will not rupture
2 the containers or cause them to leak , and show no evidence of

, : spillage or leakage, such as moisture on the sides or undemeath
(where possible to mspect) :

: Container top does not have excessive buildup of dlrt/debns that

8 would possibly interfere with the proper operation of the drum's

\

s ventilation system (such as, clogging of NucFils).
9 B Container marking/labeling is intact, unobscured, legible and in good
/ condition (where possible fo inspect)?
Third-tier drums are banded horizontally with metal band.
10 , /,/ (single drum banded to pallet) [TSR 5.6.4.a]

Commenis/Observations:

e

Operator ( pnnt]sngnlda;zémme )~ MICHAEL KIEHW 4 /%/ / 2o oz T |
FWS (print/sign/date): ’\Ob < 7] V/K C@(—— Brad Sletiene 1| f £9)
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Appendix P

"‘Rev.7,Chg. 3 SW-040-043 . Page 32 of 60
Inspect CWC & stce!laneous Buildings
Published Date: 01/29/10 : : Effectlve Date 01/29/10

Appendix A - Weekly CWC RCRA Inspection Checklist

Tlme /ﬁ ( / Date: 53""?/ c

1|, ' ' Lighting is adequate to comp!ete mspectxon (where apphcable)

Marker-barricades (chain barricades, chain-link fences, marker
posts, etc.) around facility/module are intact and in good condition.

2 L Facility/module ground postings are intact, unobscured, legible and
= in good condition?
Containment curbing and flooring is free of scratches that penetrate
3 « ' to the concrete, cracks, or gaps and is sufficiently impervious to

.~ | contain leaks, spills, and accumulated rainfall (where applicable)?

Facility/module is generally dry. There is no standing and/or
4 B unexpected water or snow accumula’uon in or around
ey fagility/module?

5 ' Atsie space between rows of oontamers appears to be at least 36
_ : FHA» e #

Container mtegnty is not compromised by punctures, dents,
8 | penetrating scratches, loose lids, bulging, excessive corrosion or
/ other damage/deterioration (where possible to inspect).[TSR 5.6.4.b]

the containers or cause them to leak , and show no evidence of

Containers are closed , are stored in a manner which will not rupture |

7 b spillage or leakage, such as moisture on the sides or underneath
L, (where possible fo mspect)
‘ Container top does not have excessive buildup of dtrt/debrs that
8 would possibly interfere with the proper operation of the drum'’s
yrd ventilation system (such as, clogging of NucFils).
9 oL ' Container marking/labeling is intact, unobscured, legible and in good
,/ condition (where possible to inspect)?
10 Third-tier drums are banded horizontally with metal band.
.~ | (single drum banded to pallet) [TSR 5.6.4.a]

Comments/Observations: S&&~ opcr  iFem T (o-003

2240 The ’/"c—w?o-r ftroe. bocen neythe v AOOZ
CLOSE 00T 1 10-pox T2 /) /12

Operator (print/sign/date/fime). A MICHAELKIEHIYM M / Z-re /0();/

FWS (print/sign/date); ( (ﬂﬂ V ‘//54/'67&‘__.,_, Brad Sleitenc "f{ [0
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Appendix P

Rev.7,Chg. 3 SW-040-043 . Page 32 of 60
Inspect CWC & Miscellaneous Buildings
Published Date: 01/29/10 ‘ | ' ~ Effective Date: 01/29/10

Appendix A - Weekly CWC RCRA lnspection Checklist

Facility/Module: /~/C & T,megz//n bz 30 J

Lighting is adequate to complete mspec‘uon (where apphcable)

Marker-barricades (chain barricades, chain-link fences, marker
posts, etc.) around facility/module are intact and in good condition.

2 R Facility/module ground postings are intact, unobscured, legible and
e in good condition?
Containment curbing and flooring is free of scratches that penetrate
-3 | to the concrete, cracks, or gaps and is sufficiently impervious to

.~ | contain leaks, spills, and accumulated rainfall (where applicable)?
: Facility/module is generally dry.- There is no standing and/or
4 i unexpected water or snow accumulation in or around
iy facility/module? :
5 Alisle space between rows of containers appears to be at leasi 36
| ~Tinches? [FHA Key #10]

| Container integrity is not compromised by punctures, dents,
8 penetrating scratches, loose lids, bulging, excessive corosion or
other damage/deterioration (where possible to inspect).]TSR 5.6.4.b]
Containers are closed , are stored in a manner which wil not rupture
7 ‘ the containers or cause them to leak , and show no evidence of

: spillage or leakage, such as moisture on the sides or underneath
| {(where possible to mspect)
Container top does not have excessive buildup of dlrt/debns that

\

8 would possibly interfere with the proper operation of the drum’s
ventilation system (such as, clogging of NuckFils). -
g Container marking/labeling is intact, unobscured, legible and in good

NS

condition (where possible to inspect)?
10 Third-tier drums are banded horizontally with metal band.
/ (single drum banded to pallet) [TSR 5.6.4.a]

Comments/Observations:

V7 4

Operator (print/sign/date/fime); ~ MIGHAEL KlEHW ,,;,»ﬁ{ % / B-Blrey Grgr”
FWS (print/sign/date): )75 7 Vﬂm Brad Slettene "ﬁ{e!/o
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Appendix P

' Rev. 7,Chg. 3 SW 040_043 . Page 32 of 60
Inspect CWC & M!scellaneous Buildings
Published Date 01/29/1 0 ‘ ~ Effective Date: 01/29/10

Appendix A - Weekly CWC RCRA Inspection Checklist

sze/g/ja Date:%%/o

L~ nghtmg is adequate to complete mspeotlon (where apphcable)

Marker-barricades (chain barricades, chain-link fences, marker
posts, etc.) around facility/module are intact and in good condition.

2 I Facility/module ground postings are intact, unobscured, ieglble and
prd in good condition? ~
Containment curbing and flooring is free of scratches that penetrate
3 ' to the concrete, cracks, or gaps and is sufficiently impervious to

.~ | contain leaks, spllls and accumulated rainfall (where apphcab!e)

Facility/module is generally dry. There is no standing and/or

unexpected water or snow accumulation in or around

i facility/module?

5 | Aisle space between rows of contamers appears to be at least 36
: inches? [FHA Key #10]

: Container mtegnty is not compromised by punctures dents,

6 » penetrating scratches, loose lids, bulging, excessive corrosion or
e other damage/deterioration (where possible to inspect).[TSR 5.6.4.b]
Containers are closed , are stored in a manner which will not rupture
the containers or cause them to leak , and show no evidence of |

[ ] - | spillage or leakage, such as moisture on the sides or underneath

e (where possible to inspect)?

; ' : Container top does not have excessive buildup of dart/debrls that

8 | . would possibly interfere with the proper operation of the drum’s

: ,/ : ventilation system (such as, clogging of NucFils).
9 ) | Container marking/labeling is intact, unobscured, legible and in good

| condition (where possible to inspect)?
10 / Third-tier drums are banded horizontally with metal band.
{single drum banded to pallet) [TSR 5.6.4.a]

Comments/Observations:

VY

Operator (prmt/mgnlda,fé/txm% MICHAEL KE)‘*WM /,f/ e = /;»W
FWS (print/sign/date): ﬁjd{ 1 J/ % Brad Slettene L// (Q/ D)

NEIC VP0928E01 Page 101 of 308 Hanford Federal Facility
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Appendix P

'Rev.7,Chg. 3 SW_040_043 . Page 32 of 60
lnspect CWC & M!scellaneous Buildings
Published Date: 01/29/10 . Effec’clve Date 01/29/10

Apbendix A - Weekly CWC RCRA Inspection Checklist

RIS  Time}3:20  Date# o

Lighting is adequate to complete inspection (where applicable)?

Marker-barricades (chain barricades, chain-link fences, marker

5 posts, etc.) around facility/module are intact and in good condition.
C Facility/module ground postings are mtact unobscured, legible and

in good condition?

Containment curbing and flooring is free of scratches that penetrate

3 | | to the concrete, cracks, or gaps and is sufficiently impervious to

,/ contain leaks, spills, and accumulated rainfall (where applicable)?

Facility/module is generally dry. There is no standing and/or

4 . unexpected water or snow accumulatlon in or around

1 facility/module?

Aisle space between rows of contamers appears to be at least 36

o mch»es’? FHA Ke #1 0]

N/ATiContaineninspection

"| Container integrity is not compromised by punctures, dents,

6 penetrating scratches, loose lids, buiging, excessive corrosion or

/ other damage/deterioration (where possible to inspect).[TSR 5.6.4.b]

Containers are closed', are stored in a manner which wil not rupture |

the containers or cause them to leak , and show no evidence of

, 7 : spillage or leakage, such as moisture on the sides or underneath
7 (where possible to inspect)?
: Container top does not have excessive buildup of dnrt/debns that
. would possibly interfere with the proper operation of the drum’s
/ ventilation system (such as, clogging of NucFils).
g . | Container marking/labeling is intact, unobscured, legible and in good
/ condition (where possible to inspect)?
10 Third-tier drums are banded horizontally with metal band.
.~ | (single drum banded to pallet) [TSR 5.6.4.a]

Comments/Observations:,

7 4

‘ / £ p :
Operator (prmt/sngn/datemme )~ RMCHAEL KlEH% T o i /220
FWS (print/sign/date): @b’“{ 7(/&(./ Brad Sletiens [,// /P/ /0
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" Published Date: 01/29/10 : Effectlve Date: 01/29/10

. Appendix A - Weekly CWC RCRA Inspection Checklist

Facilit IModule‘ F/?Cﬂ/ Time: ig/é _ Dateé/sz/a

1 Ty, / ' Lighting is adequate to oompiete mspec’uon (where apphoabie)’P

Marker-barricades (chain barricades, chain-link fences, marker
posts, etc.) around facility/module are intact and in good condition.

2 o Facility/module ground postings are intact, unobscured, legible and
el in good condition?
‘Containment curbing and flooring is free of scratches that penetrate
3 to the-concrete, cracks, or gaps and is sufficiently impervious to

e contain leaks; spills, and accumulated rainfall (where applicable)?
Facility/module is generally dry. There is no standing and/or

: ' unexpected water or snow accumu!atlon in or around

1 facility/module?

Aisle space between rows of contalners appears o be at least 36
lnches’? [FHA Key #10]

‘| Container mtegrtty is not compromised by punctures dents
8 penetrating scratches, loose fids, bulging, excessive corrosion or
el other damage/deterioration (where possible to inspect).[TSR 5.6.4.b]
Containers are closed , are stored in a manner which will not rupture
7 the containers or cause them to leak , and show no evidence of

: spillage or leakage, such as moisture on the sides or undemeath
(where possible to mspect)
- Container top does not have excessive buildup of dxrt/debrls that
8 ; would possibly interfere with the proper operation of the drum’s
yd ventilation system (such as, clogging of NucFils).
9 Container marking/labeling is intact, unobscured, legible and in good

/ | condition (where possible to inspect)?

Third-tier drums are banded horizontally with metal band.

10 | (single drum banded to paliet) [TSR 5.6.4.a]
Comments/Observations:

X

VY a8

Operator (print/sign/dateftime). M‘WAELK‘Enj%/ a,é////z/l Hze 42 /{
FWS (print/sign/date): Ob% ’U( el Brad Slefiene ’///9 /o
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Appendix P
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Inspect CWC & Miscellaneous Buildings
Published Date: 01/29/10 . B : Effective Date: 01/2910 -

Apbendix A - Weekly CWC RCRA inspection Checklist

Facility/Module: /~/< D

Time:/3'¢7 _ Dategi=ro

1 |, ' . Lighting is adequate to complete inspection (where applicable)?
Marker-barricades (chain barricades, chain-link fences, marker
posts, etc.) around facility/module are intact and in good condition.
Facility/medule ground postings are intact, unobscured, legible and
in good condition?

Containment curbing and flooring is free of scratches that penetrate
3 ‘ to the concrete, cracks, or gaps and is sufﬂcxenﬂy impervious to
.~ | contain leaks, spills, and accumulated rainfall (where applicable)?

' Facility/module is generally dry. There is no standing and/or

4 unexpected water or snow accumulatlon in or around

,g,/ o facmty/moduie’? :

Aisle space between rows of contamers appears to be at least 36

' Con’camer mtegnty is not compromised by punctures dents,
6 penetrating scratches, loose lids, bulging, excessive corrosion or
o other damage/deterioration (where possible to inspect).[TSR 5.6.4.b]
Containers are closed , are stored in a manner which will not rupture |
7 - : the containers or cause them to leak , and show no evidence of

- spillage or leakage, such as moisture on the sides or underneath
(where possible fo inspect)?

Container top does not have excessive buildup of dxrt/debns that
8 would possibly interfere with the proper operation of the drum’s

\

v ventilation system (such as, clogging of NucFils).

g . Container marking/labeling is intact, unobscured, legible and in good
-~ condition (where possible to inspect)?

10 | Third-tier drums are banded horizontally with metal band.

| .~ | (single drum banded to pallet) [TSR 5.6.4.a]

Comments/Observations:

K

Operator(prmt/s:gnidatq/tmm /}W‘CHAE‘WNE'"ZJW / /ﬁ/ )/ 4/71/0 /2
FWS (print/sign/date); 9~ }/ X Braus’;letten“ ;,// o
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Appendix P
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Inspect CWC & Mzscellaneous Buildings |
Published Date: 01/29/10 : Effective Date 01/29/10

Appendix A - Weekly CWC RCRA Inspection Checklist

‘ Tlme /%J?’ Date:d,%f;z/c

11, / L!ghtmg is adequate to complete mspec’uon (where apphoable
' Marker-barricades (chain barricades, chain-link fences, marker
9 posts, etc.) around facility/module are intact and in good condition.
S Facility/module ground postings are intact, unobscured, legible and
in good condition?
Containment curbing and flooring is free of scratches that penetrate
-3 | to the concrete, cracks, or gaps and is sufficiently impervious to
/ contain leaks, spills,‘ and accumulated rainfall (where applicable)?
, Facility/module is generally dry.- There is no standing and/or
4 unexpected water or snow accumula’non in or around

pday facility/module?
' Ars!e space between rows of oontamers appears to be at least 36

Contamer integrity is not compromised by punctures, dents
6 penetrating scratches, loose lids, bulging, excessive corrosion or
other damagey/deterioration (where possible to inspect).[TSR 5.6.4. b]
Containers are closed , are stored in a manner which will not rupture
the containers or cause them to leak , and show no evidence of
spillage or leakage, such as moisture on the sides or underneath
(where possible to mspect)

Container top does not have excessive buildup of dlrt/debns that
would possibly interfere with the proper operation of the drum’s

/
: / : | ventilation system (such as, clogging of NucFils).

Container marking/labeling is intact, unobscured, legible and in good
condition (where possible to inspect)?

10 | Third-tier drums are banded horizontally with metal band.
/ (single drum banded to paliet) [TSR 5.6.4.a]

Comments/Observations:

Operator (print/sign/daté/time)/™ MISZ'F)AEL KIEHN, 27 - 4/4!‘{/,/7/@ -
FWS (print/sign/date). <O . Y T~ Brad Sleiens  of/ ¢ //p
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Appendix P

‘Rev. 7, Chg. 3 - SW-040 043 Page 32 of 60
Inspect CWC & Mrscellaneous Buildings
Published Date: 01/29/M10 : - Effectlve Date 01/29/10-

Appendix A - Weekly CWC RCRA Inspection Checklist

Facility/Module: <" 4% / Time §'¢e> Dates sz o

LR N L TR

11, Lighting is adequate to complete inspection (where applicable)?
‘ Marker-barricades (chain barricades, chain-link fences, marker
5 posts, etc.) around facility/module are intact and in good condition.
' Facility/module ground postings are intact, unobscured, legible and
in good condition?
Containment curbing and flooring is free of scratches that penetrate
3 to the concrete, cracks, or gaps and is sufficiently impervious to
/ contain leaks, spills, and accumulated rainfall (where applicable)?
Facility/module is generally dry. There is no standing and/or
4 : unexpected water or snow accumuiatlon in or around
facmty/modu!e?
Alsle space between rows of contamers appears to be at least 36

_ Container integrity is not compromised by punctures, dents,

6 . penetrating scratches, loose lids, bulging, excessive corrosien or

other damage/deterioration (where possible to inspect).[TSR 5.6.4.b]

| Containers are closed , are stored in a manner which will not rupture
the containers or cause them to leak , and show no evidence of

spillage or leakage, such as mo;sture on the sides or undemeath

(where possible to inspect)?

Container top does not have excessive buildup of dlrt/debns that

would possibly interfere with the proper operation of the drum’s

/
.~~~ | ventilation system (such as, clogging of NucFils).
pradl
c/

Container marking/labeling is intact, unobscured, legible and in good
condition (where possible to inspect)?
Third-tier drums are banded horizontally with metal band,

‘r(singie drum banded to pallet) [TSR 5.6.4.a]
Comments/Observations:

10

VW s
Operator(print/s‘ign/d‘atﬁ:’ltlme,)\ WCHAEL%/ A ?5‘-59'

FWS (print/sign/date): »~V WL G BradSlettene | o[ /o
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"Rev.7,Chg. 3 : SW 040_043 ' ; Page 32 of 60
Inspect CWC & Mnscellaneous Buﬂdlngs
Published Date: 01/29/10 ‘ : Effective Date 01/29/10

Appendlx A - Weekly CWC RCRA Inspection Checkhst

T!me9¢7c’7 ___ Datezoyo

Lighting is adeduate to comple’ce mspec’uon (where applicable)?
Marker-barricades (chain barricades, chain-link fences, marker
5 posts, etc.) around facility/module are intact and in good condition.
S Faclhty/modute ground postmgs are intact, unobscured, legible and
1 in good condition?
' ‘ Containment curbing and flooring is free of scratches that penetrate
3 P to the concrete, cracks, or gaps and is sufficiently impervious to
.~ contain leaks, spills, and accumulated rainfall (where applicable)?
Facility/module is generally dry. There is no standing and/or
4 unexpected water or snow accumutatlon in or around
el facm’ty/moduie?
: | Aisle space between rows of contalners appears to be at least 36
: {m\smamif.%hu '
. ‘| Container integrity is not compromised by punctures, dents
8 penetrating scratches, loose lids, bulging, excessive corrosion or
“other damage/deterioration (where possible to inspect).[TSR 5.8.4.b]
Containers are closed , are stored in a manner which will not rupture
.| the containers or cause them to leak , and show no evidence of
spillage or leakage, such as moisture on the sides or underneath
(where possible fo inspect)?
Container top does not have excessive buildup of dtrt/debrls that
would possibly interfere with the proper operation of the drum’s

e
/
.~ | ventilation system (such as, clogging of NucFils).
/
o

| Container marking/labeling is intact, unobscured, legible and in good
condition (where possible to inspect)?

| Third-tier drums are banded horizontally with metal band.
(single drum banded to pallet) [TSR 5.6.4.a]

Comments/Observations:

10

V4

Operator (print/sign/date/tipae): ,MiCHAEL KlEHW %” — v, oo
FWS (print/sign/date): Vo, V 1 ﬁ//L = au Sitene ) = // P
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Appendix P

‘Rev. 7,Chg. 3

SW-O4O 043 ) Page 32 of 60

Inspect CWC & stcellaneous Buildings

Effectlve Date 01/29/10

Published Date: 01/29/10

Appendix A - Weekly CWC RCRA Inspection Checklist

TlmeQ ﬂf ‘ Date:é’%/

Facilit /Modu!e' f/?—

Lighting is adequate to compiete mspec’uon (where apphcabi )? B

1‘//

| Facility/module ground postings are intact, unobscured, legible and

Marker-barricades (chain barricades, chain-link fences, marker
posts, etc.) around facility/module are intact and in good condition.

in good condition?

Containment curbing and flooring is free of scratches that penetrate
to the concrete, cracks, or gaps and is sufficiently impervious to
“contain leaks, spills, and accumulated rainfall (where applicable)?

Facility/module is generally dry. There is no standing and/or
unexpected water or snow accumulatlon in or around
facnllty/module’?

,,,,,,,,

‘ Confamer mtegnty is not compromised by punctures, dents

Aisle space between rows of containers appears to be at [east 36
mc‘wes’? “[FHA' ey #1

penetrating scratches, loose lids, bulging, excessive corrosion or
other damage/deterioration (where possible to inspect).[TSR 5.6.4.b]

|

/

Containers are closed , are stored in a manner which will not rupture
the containers or cause them to leak , and show no evidence of
spillage or leakage, such as moisture on the sides or underneath
(where possible to inspect)?

.

Container top does not have excessive buildup of dtrt/debns that
would possibly interfere with the proper operation of the drum'’s
ventilation system (such as, clogging of NucFils). '

Container marking/labeling is intact, unobscured, legible and in'good
condition (where possible to inspect)?

10

e

_Third-tier drums are banded horizontally with metal band.

(single drum banded to pallet) [TSR 5.6.4.a]

Comments/Observations:

WV i

Operator (printlsi‘gn/date;}m;ne MlC}:gAEL K'E%/ A’Z/ S sse Por

FWS (print/sign/date):

\/ VL — Brad Slettene - L(//? //O
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‘Rev.7,Chg. 3 SW_040_043 - Page 32 of 60

Inspect CWC & Miscellaneous Buildings
Published Date: 01/29/10 , Effective Date: 01/29/10

Appendix A - Weekly CWC RCRA Inspection Checklist

Tlme/a /c"f } Date:‘f/'»/»/;f/&

1 W Li ghtlnq is adequate to oomplete mspec‘uon (Where apphcable)
‘ Marker-barricades (chain barricades, chain-link fences, marker
5 posts, etc.) around facility/module are intact and in good condition.

' Facility/module ground postings are intact, unobscured, legible and

ydan in good condition? :

Containment curbing and flooring is free of scratches that penetrate
3 L to the concrete, cracks, or gaps and is sufficiently impervious to
/ contain leaks, spills, and accumulated rainfall (where applicable)?
Facility/module is generally dry. There is no standing and/or
4 : unexpected water or snow accumulation in or around
pdan facility/module? |
Alsie space between rows of contamers appears to be at least 36

‘| Container integrity is not compromised by punctures, dents,
penetrating scratches, loose lids, bulging, excessive corrosion or
other damage/deterioration (where possible to inspect).[TSR 5.6.4.b]

Containers are closed , are stored in a manner which will not rupture
the containers or cause them to leak , and show no evidence of
spillage or leakage, such as moisture on the sides or underneath
(where possible to inspect)?

Container top does not have excessive buildup of d|rt/debrts that
would possibly interfere with the proper operation of the drum's
ventilation system (such as, clogging of NucFils).

Container marking/labeling is intact, unobscured, legible and in good
condition {(where possible to inspect)?

Third-tier drums are banded horizontally with metal band.

(single drum banded to pallet) [TSR 5.6.4.a]

Comments/Observaﬁons:
Y7/

Operator (print/sign/date/time). MIC;)!AEL K‘EWﬁ,@/fh %/ L esrsvie o
FWS (print/sign/date): 'QbNV NV BradSkettens H\ <1

o

VAN \,\

10
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Appendix P

'Rev. 7,Chg. 3 : SW-040 043 ' . Page 32 of 60
Inspect CWC & M!scel!aneous Buxldmgs |
Published Date: 01/29/10 . Effectnve Date 01/29/10

Appendix A - Weekly CWC RCRA Inspection Checklist

Facility/Module: <47 % . __Timeyrgs—  Datest i

Lighting is adequate to complete inspection (where applicable)?

Marker-barricades (chain barricades, chain-link fences, marker

5 posts, etc.) around facility/module are intact and in good condition.
' Facility/module ground postings are intact, unobscured, legible and

/ R in good condition?

Containment curbing and flooring is free of scratches that penetrate -

3 to the concrete, cracks, or gaps and is sufficiently impervious to

contain leaks, spills, and accumulated rainfall (where applicable)?

Facility/module is generally dry. There is no standing and/or

unexpected water or snow accumutatlon in or around

facmty/moduke'? :

Aisle space between rows of contamers appears to be at !east 36

N

5
s e
o [ Contameninspe
‘| Container mtegnty is not compromised by punctures, dents,
8 penetrating scratches, loose lids, bulging, excessive corrosion or

/ other damage/deterioration (where possible to inspect).[TSR 5.6.4.b]

' Containers are closed , are stored in a manner which will not rupture '
2 : .| the containers or cause them to leak , and show no evidence of

: spillage or leakage, such as moisture on the sides or underneath

// (where possible to inspect)?
i Container top does not have excessive buildup of dlrt/debrxs that
8 would possibly interfere with the proper operation of the drum's
ventilation system (such as, clogging of NucFils).
Container marking/labeling is intact, uncbscured, legible and in good

° ,,/ condition (where possible fo inspect)?

AThzrd -tier drums are banded horizontally with metal band,
(single drum banded to pallet) [TSR 5.6.4.a]

Comments/Observations:

10

Y

Operator (print/sign/dateltime). ~ WPCTIAEL K“"f}}’%;// / g e g )_
FWS (print/sign/date): 'DSA( /k W Brad Slettene Wil
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Inspect CWC & stceﬂaneous Buildings | '
Published Date: 01/29/10 , = Effec‘ave Date: 01/29/10°

Appendix A - Weekly CWC RCRA Inspection Checklist

Tmep sz DateFSsve

Lighting is adequate to complete inspection (where applicable)?
Marker-barricades (chain barricades, chain-link fences, marker
5 : posts, etc.) around facility/module are intact and in good condition.
o Faciﬁty/module ground postings are intact, unobscured, legible and
_~"|in good condition?
Containment curbing and flooring is free of scratches tha‘c penetrate
3 | to the concrete, cracks, or gaps and is sufficiently impervious to
|~ contain leaks, spxlls and accumuiated rainfall (where applicable)?
e Facility/module is generally dry. There is no standing and/or
4 , unexpected water or snow acoumu!atlon in or around
/ : facmty/modu!e’? -
' Aisle space between rows of contalners appears to be at Ieast 36
| 1 inches? FriA Key #10]

; ' Confamer mtegrtty is not compromised by punctures, dents,
B _penetrating scratches, loose lids, bulging, excessive corosion or
,/ other damage/deterioration (where possible to inspect).[TSR 5.6.4.b]
Containers are closed , are stored in a manner which will not rupture
7 : the containers or cause them to leak , and show no evidence of -

- v | spillage or leakage, such as moisture on the sides or underneath
(where possible to inspect)? “
Container top does not have excessive buildup of dlrt/debrls that
would possibly interfere with the proper operation of the drum’s
ventilation system (such as, clogging of NucFils).

Container marking/labeling is intact, unobscured, legible and in good

T
9 / condition (where possible to inspect)?

Third-tier drums are banded horizontally with metal band.
(single drum banded to pallet) [TSR 5.6.4.a]

Comments/Observations:

10

/4

Operator (print/sign/daténime); /~MICRAEL KtEHW’ M i sorst
FWS (print/sign/date): () O\ (¥ AT~ BradSleliene \\ / S'/i
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SW 040-043 - Page 32 of 60

Inspect CWC & Mlscellaneous Buildings

Pubhshed Date: 01/29/1 0

Eﬁectlve Date; 01/29/10

Appendix A - Weekly CWC RCRA Inspection Checklist

VT

Time%. ';?é’ Dategzez o

‘ nghtmg is adequa‘ce to compiete mspeo’uon (where apphcabie}

Marker-barricades (chain barricades, chain-link fences, marker
posts, etc.) around facility/module are intact and in good condition.
Faczllty/module ground postings are intact, unobscured, legible and
in good condition?

]

Containment curbing and flooring is free of scratches that penetrate

"contain leaks, spills, and accumulated rainfall (where applicable)?

to the concrete, cracks, or gaps and is sufficiently impervious to

Facility/module is generally dry. There is no standing and/or
unexpected water or snow accumulationin or around
faolllty/module’?

Alsle space between rows of contamers appears to be at least 36
“inches? [FHA Key #10]

Kokl

Container integrity is not compromised by punctures, dents,
penetrating scratches, loose lids, bulging, excessive corrosion or
other damage/deterioration (where possible to inspect).[TSR 5.6.4.b]

Containers are closed , are stored in a manner which will not rupture
the containers or cause them to leak , and show no evidence of -
spillage or leakage, such as moisture on the sides or undemnath
(where possible to inspect)?

Container top does not have excessive buildup of dlrt/debns that
would possibly interfere with the proper operation of the drum’s
ventilation system (such as, clogging of NucFils).

Container marking/labeling is intact, unobscured, legible and in good
condition (where possible to inspect)?

10 /

Third-tier drums are banded horizontally with metal band.
{(single drum banded to paliet) [TSR 5.6.4.a]

Comments/Observations:

W

Operator (print/sign/date/time); (NICHAEL KIEHW/ 7 é M =

FWS (print/sign/date);

OO N TJCTCC T 7wk [ o
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‘Rev. 7,Chg. 3 SW 040_043 Page 32 of 60
lnspect CWC & Mlscellaneous Bun!dmgs |
Published Date:. 01/29/10 . Effectxve Date: 01/29/10 -

Appendix A - Weekly CWC RCRA Inspection Checklist

Facility/Moduie; /”/ZB - Tlme§>;{70 ‘ Date,é//%/@

1 e Lighting is adequate to complete mspect:on (where applzcable)

Marker-barricades (chain barricades, chain-link fences, marker
“posts, etc.) around facility/module are intact and in good condition.

2 R Facility/module ground postings are m’cact unobscured, legible and
)y in good condition?
Containment curbing and flooring is free of scratches that penetrate
3| to the-concrete, cracks, or gaps and is sufficiently impervious to

. ~| contain leaks, spills, and accumulated rainfall (where applicable)?
: Facility/module is generally dry. There is no standing and/or

4 - unexpected water or snow accumuia‘uon in or around

1 facility/module?

| Aisle space between rows of contaxners appears to be at least 36
mches’7 [FHA Ke #1 0]

) Contamer integrity is not compromised by punctures dents,

6 penetrating scratches, loose lids, bulging, excessive corrosion or
,/ other damage/deterioration (where possible to inspect).[TSR 5.6.4.b]
Containers are closed, are stored in a manner which will not rupture '
the containers or cause them to leak , and show no evidence of

, [ i spillage or leakage, such as moisture on the sides or underneath
d | (where possible to inspect)?
: ' Container top does not have excessive buildup of dlrt/debns that
8 | would possibly interfere with the proper operation of the drum’s
s ventilation system (such as, clogging of NucFils).
g , | Container marking/labeling is intact, unobscured, legible and in good
/ condition (where possible to inspect)?
Third-tier drums are banded horizontally with metal band.
10 .~ | (single drum banded to pallet) [TSR 5.6.4.a]

Comments/Observations:

VY

Operator(pnntlsngnldate/ }ne [MICHI;:ELKIEH' i~ St oo

FWS (print/signidate) o> U7 V Jova CE . iSetene Yl o
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Inspect CWC & Miscellaneous Buildings
" Published Date: 01/29/10 ‘ : Effective Date: 01/29/10

Appendix A - Weekly CWC RCRA Inspection Checklist

:“F?L“’; _ TimeG¥23%  DategLgs o

Lighting is adequate to complete inspection (where applicable)?
Marker-barricades (chain barricades, chain-link fences, marker
posts, etc.) around facility/module are intact and in good condition.

2 S Facility/module ground postings are intact, unobscured, legible and
e in good condition?
‘Containment curbing and flooring is free of scratches that penetrate
3 to the-concrete, cracks, or gaps and is sufficiently impervious to

.~ | contain leaks, spills, and accumulated rainfall (where applicable)?
Facility/module is generally dry. There is no standing and/or

4 | B unexpected water or snow aocumuiatron in or around
ey facility/module?
5 ‘ | Alisle space between rows of contamers appears to be at least 36
| .~ inches? [FHA Key #10]

'| Container integrity is not compromised by punctures, dents,
6 penetrating scratches, loose lids, bulging, excessive corrosion or
other damage/deterioration (where possible o inspect).[TSR 5.6.4.b]

Containers are closed , are stored in a manner which will not rupture
- the containers or cause them to leak , and show no evidence of
: spillage or leakage, such as moisture on the sides or undemeath

(where possible to inspect)?

: Container top does not have excessive buildup of d;rt/debns that
8 would possibly interfere with the proper operation of the drum’s
ventilation system (such as, clogging of NucFils).

Container marking/labeling is intact, unobscured, legible and in good
condition (where possible to inspect)?

10 | Third-tier drums are banded horizontally with metal band.
/ (single drum banded to pallet) [TSR 5.6.4.a]

Comments/Observations:

Operator (print/sign/datefime):. MlCﬂAEL KlEHE% M/ / st Srza
FWS (print/sign/date): bS,)( “\/W( Drad SIenens "(//r/ p

3

N

\ N\

NEIC VP0928E01 Page 114 of 308 Hanford Federal Facility

Before each use, ensure this copy is the most current version.




Appendix P

‘Rev.7,Chg. 3 | SW 040_043 _ Page 32 of 60

Inspect CWC & Mrscellaneous Bunldmgs
Published Date: 01/29/10 . : Effective Date 01/29/10

Apbendix A - Weekly CWC RCRA Inspection Checklist

Facility/Module: /< D | Time:g{"@vf B Dateé//y/u

s 4-<

1 1, ‘ Lxghtlng is adequate to complete mspectton (Where apphcable)

Marker-barricades (chain barricades, chain-fink fences, marker
posts, etc.) around facility/module are intact and in good condition.

2 L Facility/moedule ground postings are intact, unobscured, legible and
. in good condition?
Containment curbing and flooring is free of scratches that penetrate
3 ‘ to the concrete, cracks, or gaps and is sufficiently impervious to

_~"| contain leaks, spills, and accumulated rainfall (where applicable)?
’ Facility/module is generally dry. There is no standing and/or

4 | unexpected water or snow accumulaﬂon in or around

7 , facility/module’?

_Aisle space between rows of contamers appears to be at least 36
inches? [FHA Key #10]

Container integrity is not compromised by punctures, dents,
B penetrating scratches, loose lids, bulging, excessive corrosion or
e other damage/deterioration (where possible to inspect).[TSR 5.6.4.b]
Containers are closed , are stored in a manner which will not rupfure '
7 ' : the containers or cause them to leak , and show no evidence of

: spillage or leakage, such as moisture on the sides or underneath
| (where possible to mspeot)

' Container top does not have excessive buildup of dtrt/debns that
8 ‘ would possibly interfere with the proper operation of the drum's
- ventilation system (such as, clogging of NucFils).
g 4 ' Container marking/labeling is intact, unobscured, legible and in good
e condition (where possible to inspect)?

Third-tier drums are banded horizontally with metal band.
..~ | (single drum banded to pallet) [TSR 5.6.4.a]

Comments/Observations:

10°

W~

Operator(prmtls;gn/dateff‘me ). ~MICHAEL KiEHI\g/%/ A /g; < ‘/-/V Lo
FWS (print/sign/date): @\)m(( /U(m P yl, o
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Appendix P

"Rev.7,Chg. 3 SW 040 043 . Page 32 of 60
Inspect CWC & Mlscellaneous Buxldmgs |
Published Date: 01/29/10 . Effective Date: 01/29/10

Appendix A - Weekly CWC RCRA Inspection Checklist
mICE"
11, Lighting is adeguate to complete mspeo‘uon (where appllcable)

Marker-barricades (chain barricades, chain-link fences, marker
posts, etc.) around facility/module are intact and in good condition.

_Facility/Modul

| Txmegg'/ - Date-’7//¢/0 %

: ‘m*s-f s

2 o Facility/module ground postings are intact, unobscured, legible and
| in good condition?
Containment curbing and flooring is free of scratches that penetrate
3 to the concrete, cracks, or gaps and is sufficiently impervious to

/ contain leaks, spllls and accumulated rainfall (where applroabie)

A Facility/module is generally dry.- There is no standing and/or
4 unexpected water or snow accumulation in or around
| | facility/module? :

Alsle space between rows of contalners appears to be at !east 36

' Contamer mtegmty is not compromised by punctures dents,

6 g penetrating scratches, loose lids, bulging, excessive corrosion or
L~ other damage/deterioration (where possible to inspect).[TSR 5.6.4.b]
Containers are closed , are stored in a manner which will not rupture
the containers or cause them to leak , and show no evidence of

! / : spillage or leakage, such as moisture on the sides or underneath
P / | {where possible to inspect)?
. ‘ Container top does not have excessive buildup of dxr’t/debns that
8 would possibly interfere with the proper operation of the drum’s
: / L “ventilation system (such as, clogging of NucFils).
g Container marking/labeling is intact, unobscured, legible and in good
e condition (where possible to inspect)?
10 Third-tier drums are banded horizontally with metal band.
/ (single drum banded ’to pallet) [TSR 5.6.4.a]

Comments/Observat:ons

VY an

Operator (print/sign/datekime) MlﬁH,{\EL K‘EH)%M g //,7/¢40 S 5/

FWS (print/sign/date): b\j”.\{ 7)/ A O BradSkene  u|, /o
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Appendix P

"Rev. 7,Chg. 3 | ; SW 040_043 | _ Page 32 of 60

Inspect CWC & Mascellaneous Buildings
Published Date: 01/29/10 . Effectxve Date: 01/29/10-

Appendix A - Weekly CWC RCRA Inspection Checklist

Time:C)f’as"‘”‘ , Date 427(}

Facility/Module: <42 /

1 1, Lighting is adequate to compiete mspectson (where apphcable)
‘ Marker-barricades (chain barricades, chain-link fences, marker
5 ‘posts, etc.) around facility/module are intact and in good condition.

; o Facility/module ground postings are intact, unobscured, legible and
in good condition? '
Containment curbing and flooring is free of scratches that penetrate
3 B to the concrete, cracks, or gaps and is sufficiently impervious to
contain leaks, spills, and accumulated rainfall (where applicable)?
Facility/module is generally dry. There is no standing and/or
4 : unexpected water or snow accumulation in or around
facility/module?
5 | Alsle space between rows of containers appears to be at least 36
, inches? [FHA Key #10]

\

\

\

. Container integrity is not compromised by punctures, dents,

6 penetrating scratches, loose lids, bulging, excessive corrosion or
other damage/deterioration (where possible to inspect).[TSR 5.6.4.b]
Containers are closed , are stored in a manner which will not rupture
the containers or cause them to leak , and show no evidence of
spillage or leakage, such as moss’cure on the sides or undemeath
(where possible to inspect)?

Container top does not have excessive buildup of dxrt/debrrs that
would possibly interfere with the proper operation of the drum’s
ventilation system (such as, clogging of NucFils).

Container marking/labeling is intact, unobscured, legible and in good
condition (where possible to inspect)?

Third-tier drums are banded horizontally with metal band.

(single drum banded to pallet) [TSR 5.6.4.a]

Comments/Observations:

10

\\\ \ N

Zan
EL_K‘EH:J / Z :
Operator (print/sign/date/time): /\N“CHA,, WM TR PO

FWS (print/sign/date). 27 YV O — pradSkere {24 (7O
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Appendix P

‘Rev. 7,Chg. 3 | : SW 040_043 ’ A Page 32 of 60

Inspect CWC & Mlscenaneous Buﬂdmgs
Published Date: 01/29/10 : ; Effectlve Date 01/29/10

Appendix A - Weekly CWC RCRA Inspection Checklist

Tlme9 (77

11, .~ nghtlng is adequate to complete |nspec’uon (where apphcab!e)

' Marker-barricades (chain barricades, chain-link fences, marker
posts, etc.) around facility/module are intact and in good condition.
Facility/module ground postings are intact, unobscured, legible and
in good condition?

Containment curbing and flooring is free of scratches that penetrate
3 to the concrete, cracks, or gaps and is sufficiently impervious to
contain leaks, spills, and accumulated rainfall (where applicable)?
Facility/module is generally dry. There is no standing and/or

4 unexpected water or snow accumulat!on in or around
faclhty/module'? :

Aisle space between rows of contalners appears to be at least 36
inches? FHA

\

N

N

Container integrity is not compromised by punctures, dents;
6 penetrating scratches, loose lids, bulging, excessive corrosion or
other damage/deterioration (where possible o inspect).[TSR 5.6.4.b]

Containers are closed , are stored in a manner which will not rupture
the containers or cause them to leak , and show no evidence of
spillage or leakage, such as moisture on the sides or underneath
(where possible to inspect)?

Container top does not have excessive buildup of dirt/debris that
would possibly interfere with the proper operation of the drum'’s
ventilation system (such as, clogging of NucFils).

Container marking/labeling is intact, unobscured, legible and in good
condition (where possible to inspect)?

Third-tier drums are banded horizontally with metal band.
(single drum banded to pallet) [TSR 5.6.4.a]

Cemments/Observations:
V7 4

Operator (print/sign/date/fime)/ ) MICHAEL KIE,H&(M W <L G4 G 9(/7
FWS (print/sign/date); *ijl( VEAx BradSktene  /y2//0

10

\\\ NN
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Appendix P

'ReQ. 7, Chg. 3 SW 040 043 Page 32 of 60

Inspect CWC & Mlscellaneous Bu:ldmgs
Published Date: 01/29/10 . : Effective Date: 01/29/10

Appendix A - Weekly CWC RCRA Inspection Checklist

-{;/43 _ ; Time:@jv’/g “ ‘ Date:é@ﬁ;/&

Lighting is adequate to complete mspec‘mon (where apphcable)

Marker-barricades (chain barricades, chain-link fences, marker

5 : posts, etc.) around facility/module are intact and in good condition.
s Facility/module ground postings are intact, unobscured, legible and

in good condition?

Containment curbing and flooring is free of scratches that penetrate

3 | to the concrete, cracks, or gaps and is sufficiently impervious to

,/ contain leaks, spi!ls, and accumulated rainfall (where applicable)?

: Facility/module is generally dry. There is no standing and/or

4 2 unexpected water or snow accumu!at!on in or around

;/ . faczhty/module’)

| Aisle space between rows of contamers appears to be at ieast 36

inches? [FHA Key #10'

; Container integrity is not compromised by punctures, dents,

6 | penetrating scratches, loose lids, bulging, excessive corrosion or
other damage/deterioration (where possible to inspect).[TSR 5.6.4.b]
Containers are closed , are stored in a manner which will not rupture |
the containers or cause them to leak , and show no evidence of
spillage or leakage, such as moisture on the sides or underneath
(where possible to inspect)? '

Container top does not have excessive buildup of dlrt/debns that
would possibly interfere with the proper operation of the drum’s

/
/
/ ventilation system (such as, clogging of NucFils).
/

Container marking/labeling is intact, unobscured, legible and in good
condition (where possible to inspect)?

| Third-tier drums are banded horizontally with metal band.
(single drum banded to pallet) [TSR 5.6.4.a]

Comments/Observations:

10

Wf-

Operator (print/sign/datglfime).. MIGHAEL KIEHW W ,,//m/o , Quz
FWS (print/sign/date): )Gi?AJ/ 1 X)C«?"vfj___,_ Brad Sleftene \/{( 7/7/{ )
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Appendix P

"Rev. 7, Chg. 3

SW 040.043 R Page 32 of 80

Inspect CWC & M;scellaneous Bundmgs
Published Date: 01/29/10

Effectlve Date 01/29/10

Appendix A - Weekly CWC RCRA Inspection Checklist

Lighting is adequate to complete mspectlon (where apphcab!e)

TxmeCPg’Z Date:¢W0 l

) Marker-barricades (chain barricades, chain-link fences, marker
5 posts, etc.) around facility/module are intact and in good condition.

Facility/module ground postings are intact, unobscured, legible and
in good condition? :

Containment curbing and flooring is free of scratches that penetrate

3 . to the concrete, cracks, or gaps and is sufficiently impervious to
,/ contain leaks, spills, and accumulated rainfall (where apphcable)
Facility/module is generally dry. There is no standing and/or
4 unexpected water or snow accumulat!on in or around
/ facxhty/module7
5 Aisle space between rows of contamers appears to be at least 36

inches? [FHA Key #10]

Container integrity is not compromised by punctures, dents,
penetrating scratches, loose lids, bulging, excessive corrosion or
other damage/deterioration (where possible to inspect).[TSR 5.6.4.b]

Containers are closed , are stored in a manner which will not rupture
the containers or cause them to leak , and show no evidence of
spillage or leakage, such as morsture on the sides or undemeath
(where possible to mepect)

Container top does not have excessive buildup of dxrt/debns that
would possibly interfere with the proper operation of the drum’s
ventilation system (such as, clogging of NucFils).

Container marking/labeling is intact, unobscured, legible and in good
condition (where possible to inspect)?

10

P

Third-tier drums are banded horizontally with metal band.
(single drum banded to pallet) [TSR 5.6.4.a]

Comments/Observations:

Operator (print/sign/datgitime) M!C,HAEL KIEW% S ssoe, 9 =

FWS (print/sign/date); L D~X_ }/W/L,_ Brad Sleftens {Ll{ [O

NEIC VP0928E01
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Appendix P

"Rev.7,Chg. 3 SW_040_043 Page 32 of 60
Inspect CWC & M!scellaneous Buildings
Published Date: 01/29/10 . Effective Date 01/29/10

Appendix A - Weekly CWC RCRA Inspection Checklist

11, Lnghtmg is adequate to complete mspec‘uon (where apphcable)

Marker-barricades (chain barricades, chain-link fences, marker
posts, etc.) around facility/module are intact and in good condition.

Tlme/y/y : Date{//Q/O

2 o Facility/module ground postings are intact, unobscured, legible and
e in good condition?
Containment curbing and flooring is free of scratches that penetrate
3 | to the -concrete, cracks, or gaps and is sufficiently impervious to

.~ | contain leaks, spills, and accumulated rainfall (where applicable)?
Facility/module is generally dry. There is no standing and/or

4 o unexpected water or snow accumulahon in or around

| facility/moduie?

Aisle space between rows of contamers appears to be at leas’c 38
inches? [FHA Key #10]

“| Container integrity is not compromised by punctures, dents,
6 penetrating scratches, loose lids, bulging, excessive corrosion or
] other damage/deterioration (where possible to inspect).[TSR 5.6.4.b]
Containers are closed’, are stored in a manner which will not rupture
7 the containers or cause them to leak , and show no evidence of

, : spillage or leakage, such as moisture on the sides or undemeath
P _ | {(where possible to inspect)?

: Container top does not have excessive buildup of dxrt/debns that

8 | would possibly interfere with the proper operation of the drum’s

: / ventilation system (such as, clogging of NucFils),

/

Container marking/labeling is intact, unobscured, legible and in good
condition (where possible to inspect)?

10 Third-tier drums are banded horizontally with metal band.
/ (single drum banded to pallet) [TSR 5.6.4.a]

Comments/Observations:

Operator {print/sign/datéltime)~ MICHAEL KlEjﬂM//A;/% / LS ety
FWS (print/sign/date): D M\ 1 )(f(,(j%/* Brad Slnﬂer M ( -2 (/c)
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Appendix P

"Rev.7,Chg. 3 SW_040 043 Page 32 of 60
Inspect CWC & Mascel!aneous Buildings | ‘
" Published Date: 01/29/10 . Effectlve Date: 01/29/10

Appendix A - Weekly CWC RCRA Inspection Checkiist

ity/Module: F/?(’; Time:/‘%&é/ __ Date: 7/?’/0

/ Ltghtmg is adequate to complete mspec’non (where apphoable)?

Marker-barricades (chain barricades, chain-link fences, marker

5 posts, etc.) around facility/module are intact and in good condition.
o Facility/module ground postings are intact, unobscured, legible and

,/ in good condition?

‘Containment curbing and flooring is free of scratches that penetrate

3 | to the-concrete, cracks, or gaps and is sufficiently impervious fo

/ contain leaks, spills, and accumulated rainfall (where applicable)?

A Facility/module is generally dry. There is no standing and/or

4 : unexpected water or snow accumu!a’uon in or around

ey facility/module?

Aisle space between rows of contalners appears to be at least 36

inches? [FHA Key #10°

Container integrity is not compromised by punctures, dents,
6 penetrating scratches, loose lids, bulging, excessive corrosion or
,// other damage/deterioration (where possible o inspect).[TSR 5.6.4.b]
Containers are closed , are stored in a manner which will not rupture
the containers or cause them to leak , and show no evidence of

. / = spillage or leakage, such as moisture on the sides or underneath
,/ (where possible to inspect)?
: ' Container top does not have excessive buildup of dlrt/debns that
8 , would possibly interfere with the proper operation of the drum’s
,/ ventilation system (such as, clogging of NucFils).
9 I | Container marking/labeling is intact, unobscured, legible and in good
e condition (where possible to inspect)?
Third-tier drums are banded horizontally with metal band.
10 .~ | (single drum banded to pallet) [TSR 5.6.4.a]

Comments/Observations:

VY

Operator (print/sign/date/time): M%HAWHM/M / sH2C /g/@”/
FWS (print/sign/date). Q)X J/ SO BadSkllens /42
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Appendix P

‘Rev. 7,Chg. 3

Published Date: 01/29/10

SW-040-043 e

Inspect CWC & M:sce!laneous Buudmgs

Effectwe Date 01/29/10

Appendix A - Weekly CWC RCRA Inspection Checklist

Time:/@’/?" Date: V/Q o

Lighting is adequate to complete mspectlon (where appltcab!e

)?
Marker-barricades (chain barricades, chain-link fences, marker
5 posts, etc.) around facility/module are intact and in good condition.

Facility/module ground postings are intact, unobscured, legible and
in good condition?

Containment curbing and flooring is free of scratches that penetrate

3 ' to the concrete, cracks, or gaps and is sufficiently impervious to
.-/ contain leaks, spills, and accumulated rainfall (where applicable)?
‘ Facility/module is generally dry. There is no standing and/or
4 unexpected water or snow accumulatlon in or around

faclhty/module'?

- Aisle space between rows of containers appears to be at least 36

inches? [FHA Key #10]

Container integrity is not compromised by punctures, dents,
penetrating scratches, loose lids, bulging, excessive corrosion or
other damage/deterioration (where possible to inspect).[TSR 5.6.4.b]

Containers are closed , are stored in a manner which will not rupture
the containers or cause them to leak , and show no evidence of
spillage or leakage, such as moisture on the sides or undemeath
(where possible to inspect)?

Container top does not have excessive buildup of dirt/debns that
would possibly interfere with the proper operation of the drum'’s
ventilation system (such as, clogging of NucFils).

NN

Container marking/labeling is intact, unobscured, legible and in good
condition (where possible to inspect)?

10

]

Third-tier drums are banded horizontally with metal band.
(single drum banded to pallet) [TSR 5.6.4.a]

Comments/Observations:

VY

Operator(prmtlsngn/dai;e){tlme)'\ M‘?HAELWM S /0//?’

FWS (print/signidate). 105 X YA O pradSletiens U [ 22 /0

NEIC VP0928E01
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Appendix P

Rev. 7, Chg. 3

SW-040-043 Page 32 of 60

Inspect CWC & Miscellaneous Buildings
Published Date: 01/29/10

Effective Date: 01/29/10

Appendix A - Weekly CWC RCRA Inspection Checklist

Facility/Module: F22=" Time/o /& Date: 4442/ ¢

#

Yes

No

N/A

Area Inspection

1

,

Lighting is adequate to complete inspection (where applicable)?

L

e

Marker-barricades (chain barricades, chain-link fences, marker
posts, etc.) around facility/module are intact and in good condition.
Facility/module ground postings are intact, unobscured, legible and
in good condition?

Containment curbing and flooring is free of scratches that penetrate
to the concrete, cracks, or gaps and is sufficiently impervious to
contain leaks, spills, and accumulated rainfall (where applicable)?

Y

Facility/module is generally dry. There is no standing and/or
unexpected water or snow accumulation in or around
facility/module?

| Aisle space between rows of containers appears to be at least 36

inches? [FHA Key #10]

Yes

No

N/A

Container Inspection

Container integrity is not compromised by punctures, dents,
penetrating scratches, loose lids, bulging, excessive corrosion or
other damage/deterioration (where possible to inspect).[TSR 5.6.4.b]

Containers are closed , are stored in a manner which will not rupture
the containers or cause them to leak , and show no evidence of
spillage or leakage, such as moisture on the sides or underneath
(where possible to inspect)?

Container top does not have excessive buildup of dirt/debris that
would possibly interfere with the proper operation of the drum’s
ventilation system (such as, clogging of NucFils).

ANIANEEANEA

Container marking/labeling is intact, unobscured, legible and in good
condition (where possible to inspect)?

10

e

Third-tier drums are banded horizontally with metal band.
(single drum banded to pallet) [TSR 5.6.4.a]

Comments/Observations:

&

pd 2_,
Operator (print/sign/date/fime). ~MICHAEL KIEHWMM Ler v o

FWS (print/sign/date);. < Dk’ 7‘ /f ==l Buat Seere /'LI )

NEIC VP0928E01
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Appendix P

‘Rev. 7,Chg. 3 SW_040_043 _ Page 32 of 60
Inspect CWC & Miscellaneous Buildings | |
Published Date: 01/29/10 . : Effective Date: 01/29/10 -

Apbendix A - Weekly CWC RCRA Inspection Checklist

| Eacility/Module: _C/% / : Txme/a? 5‘7 | Date%,77~/o

Lighting is adequate to compiete mspectlon (vvhere apphcable)

Marker-barricades (chain barricades, chain-link fences, marker
‘posts, etc.) around facility/module are intact and in good condition.

2 ' ‘ Facility/module ground postings are intact, unobscured, legible and
1 | in good condition?
Containment curbing and flooring is free of scratches that penetrate
3 | to the concrete, cracks, or gaps and is sufficiently impervious to

.~ contain leaks, spills, and accumulated rainfall (where applicable)?
Facility/module is generally dry. There is no standing and/or
unexpected water or snow accumuiation in or around

pdan facility/module?

| Aisle space between rows of containers appears to be at least 36

mches? FHA Key #10]

o ' Contamer integrity is not compromised by punctures dents,
6 penetrating scratches, loose lids, bulging, excessive corrosion or
other damage/deterioration (where possible fo inspect).[TSR 5.6.4.b]
| Containers are closed , are stored in a manner which will not rupture
the containers or cause them to leak , and show no evidence of
spillage or leakage, such as moisture on the sides or underneath
(where possible to inspect)?
Container top does not have excessive buildup of d!rt/debrfs that
would possibly interfere with the proper operation of the drum's

.~ | ventilation system (such as, clogging of NucFils).
e

Container marking/labeling is intact, unobscured, legible and in good
condition (where possible o inspect)?

Third-tier drums are banded horizontally with metal band.

(single drum banded to pallet) [TSR 5.6.4.a]

Comments/Observations:

10

. &
Operator (print/sign/dateffjme)~ MICHAEL KlEHQ’%/M " i rmo e

FWS (print/sign/date); Q& ,(//(/L?b{\ Hrad Sletfene 1// ;/5// V)
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'Rev.7,Chg. 3 : SW 040_043 , Page 32 of 60
inspect CWC & Mlscellaneous Buﬂdmgs |
Published Date: 01/29/10 . Effective Date 01/29110-

Appendix A - Weekly CWC RCRA Inspection CheckKlist

J Tlme /3 O/ _ Date:»/f/»,,??/o }

(Facmt /Module:” S 4 %

11, Lighting is adequatn to complete mspacﬂon (where apphcable)
‘ " | Marker-barricades (chain barricades, chain-link fences, marker
5 posts, etc.) around facility/module are intact and in good condition.
' Facility/module ground postings are intact, unobscured, legible and
el in good condition?
Containment curbing and flooring is free of scratches that penetrate -
to the concrete, cracks, or gaps and is sufficiently impervious to
el contain leaks, spills, and accumulated rainfall (where applicable)?
/

Facility/module is generally dry. There is no standing and/or
unexpected water or snow acoumuiatlon in or around
facmty/module? :

Alsie space between rows of oontamers appears to beat least 30
_[FHA K #1_0

' | Container integrlty is not compromised by punctures, dents,
8 penetrating scratches, loose lids, bulging, excessive corrosion or
other damage/deterioration (where possible to inspect).[TSR 5.6.4.b]
Containers are closed , are stored in a manner which will not rupture:
.| the containers or cause them to leak , and show no evidence of
spillage or leakage, such as moisture on the sides or underneath
(where possible to inspect)?

Container top does not have excessive buildup of dlrt/debns that
would possibly interfere with the proper operation of the drum'’s

e
.~ | ventilation system (such as, clogging of NucFils).
e

| Container marking/labeling is intact, unobscured, legible and in good
condition (where possible to inspect)?

Third-tier drums are banded horizontally with metal band.

(single drum banded to pallet) [TSR 5.6.4.a]

Comments/Observaftions:

10

o

Operator (prinsign/datelfime) \MIGHAEL K'EHW;%{/%// szoto /3
FWS (print/sign/date): bkﬁ/\)( /\VK/ \b( Brad & inﬁmc "{/7 V/ /0
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Appendix P

| "Rev. 7,Chg. 3 SW 040 043 . Page 32 of 60
Inspect CWC & Mrscellaneous Bundxngs
Published Date: 01/29/10 . Effective Date: 01/29/10

Appendix A - Weekly CWC RCRA Inspection Checklist

| Facility/Module: <47~ 2 | _Time)3'J& ~ Dategl @z o

e T S T A T N NN -

1 Lighting is adequate to complete inspection (where applicable)?
‘ Marker-barricades (chain barricades, chain-link fences, marker _
9 . posts, etc.) around facility/module are intact and in good condition.
- : Facility/module ground postings are intact, unobscured, legible and
.~ in good condition?
‘ Containment curbing and flooring is free of scratches that penetrate
3 ' to the concrete, cracks, or gaps and is sufficiently impervious to
.~ | contain leaks, spills, and accumulated rainfall (where applicable)?
A Facility/module is generally dry. There is no standing and/or
4 unexpected water or snow accumu!a’non in or around

/ . facility/module? :
Aisle space between rows of contamers appears to be at Ieas‘z 36

5 - inches? [FHA Key #10]
/

'| Container integrity is not compromised by punctures, dents,
penetrating scratches, loose lids, bulging, excessive corrosion or
other damage/deterioration (where possible to inspect).[TSR 5.8.4.b]
Containers are closed , are stored in a manner which will not rupture
7 the containers or cause them to leak , and show no evidence of
: , spillage or leakage, such as moisture on the sides or underneath
.~ | (where possible to inspect)?
Container top does not have excessive buildup of dlrt/debrss that
| would possibly interfere with the proper operation of the drum’s
.~ | ventilation system (such as, clogging of NucFils).
L

Container.marking/labeling is intact, unobscured, legible and in good
condition (where possible to inspect)?

Third-tier drums are banded horizontally with metal band.

10 ' .~ | (single drum banded to pallet) [TSR 5.6.4.a]

Comments/Observations:; /

. ) / . ‘
Operator (prmt/sngn/dat time): ,’WCW}’@'-#K‘EH 7 /%4,//{ G [/
FWS (print/sign/date): ). %,J/ /} V/K/ Brad Slefiens VL/Z/(///:)
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Appendix P

"Rev.7,Chg. 3

SWV 040- 043 o Page 32 ofso

Inspect CWC & Mlscellaneous Buildings

Published Date: 01/29/10

Effective Date 01/29/10

Apbendix A - Weekly CWC RCRA lnspection Checklist

» Tlme /«3 /7 ’ Date é/ﬁ?—;?/a

Lighting is adequate to complete mspectlon (where app[;oab!n) ’

Marker-barricades (chain barricades, chain-link fences, marker
posts, efc.) around facility/module are intact and in good condition.
Facility/module ground postings are intact, unobscured, legible and
in good condition?

to the concrete, cracks, or gaps and is sufficiently | impervious to

Containment curbing and flooring is free of scratches tha’z penetrate

contain leaks, spills, and accumulated rainfall (where applicable)?

Facility/module is generally dry. There is no standing and/or
unexpected water or snow acoumulatlon in or around
faollsty/moduie'?

 Aisle space between rows of contamers appears to be at least 36
| inches? [FHA

y#

Container integrity is not compromised by punctures, dents,
penetrating scratches, loose lids, bulging, excessive corrosion or
other damage/deterioration (where possible to inspect)[TSR 5.6.4.b]

Containers are closed , are stored in a manner which will not rupture
the containers or cause them fo leak , and show no evidence of
spillage or leakage, such as moisture on the sides or undemeath
(where possible to mspec’c)

Container top does not have excessive buildup of dlrt/debns that
would possibly interfere with the proper operation of the drum’s
ventilation system (such as, clogging of NucFils).

N NN

Container marking/labeling is intact, unobscured, legible andin good
condition (where possible to inspect)?

10 /

Third-tier drums are banded horizontally with metal band.
(single drum banded to pallet) [TSR 5.6.4.a]

Comments/Observations:

wh-

Operator (print/sign/date/fime): M‘PHA?}-K‘EHW M soze /2/77

FWS (print/sign/date).

S \/‘)( &,}{/(’—tt_/ Brad Blettens | %/7,5//

NEIC VP0928E01

Page 128 of 308 Hanford Federal Facility




Appendix P

‘Rev.7,Chg. 3

Published Date: 01/29/10

SW-040-043 Page 32 o160

Inspect CWC & Miscellaneous Buildings

Effective Date: 01/29/10

Appendix A - Weekly CWC RCRA Inspection Checklist

Facility/Module:

7K IR ' f T*me/‘/ &5’% Date:%y%/o

nghtmg s adequate to complete mspechon (where appitcable)

Marker-barricades (chain barricades, chain-link fences, marker
posts, etc.) around facility/module are intact and in good condition.
Facility/module ground postings are intact, unobscured, legible and
in good condition?

Containment curbing and flooring is free of scratches that penetrate
to the -concrete, cracks, or gaps and is sufficiently impervious to
contain leaks, spills, and accumulated rainfall (where applicable)?

Facility/module is generally dry. There is no standing and/or
unexpected water or snow accumu[atzon in or around
facility/module?

penetrating scratches, loose lids, bulging, excessive corrosion or

Aisle space between rows of contamers appears to be at least 36

Container integrity is not. compromzsed by punctures, dents

other damage/deterioration (where possible to inspect)[TSR 5.6.4.h]

Containers are closed, are stored in a manner which will not rupture
the containers or cause them to leak , and show no evidence of
spillage or leakage, such as moisture on the sides or undemea’ch
(where possible fo mspect)

e
-
e

Container top does not have excessive buildup of dirt/debns that
would possibly interfere with the proper operation of the drum's
ventilation system (such as, clogging of NucFils).

°

Container marking/labeling is intact, unobscured, legible and in good
condition (where possible to inspect)?

10

e

Third-tier drums are banded horizontally with metal band.
(single drum banded to pallet) [TSR 5.6.4.a]

Comments/Observations:

7

Operator (print/sign/datefiime)./ " MICHAEL KIEHN Z

v GEIR L AT

FWS (prmt/sxgn/date QBA)( “U(/Q =

Brad Slefiens "f/ L&/\/ (O

NEIC VP0928E01
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Appendix P

Rev.7,Chg. 3 SW 040_043 v _Page 32 of 60
Inspect CWC & stcellaneous Buildings |
" Published Date: 01/29/10 . Effective Date: 01/29/10

Appendix A - Weekly CWC RCRA Inspection Checklist

Facility/Module: /~/2(_ __ Time /t//? _ Dateé’/m

'''''

1 ,/ nghtmg is adequate to oompie‘re mspectron (where apphcabfe)
Marker-barricades (chain barricades, chain-link fences, marker
posts, etc.) around facility/module are intact and in good condition.

2 L Facility/module ground postings are intact, unobscured, legible and
.~ in good condition? ' ‘

- Containment curbing and flooring is free of scratches that penetrate

3 to the concrete, cracks, or gaps and is sufficiently impervious to

/ contain leaks, spills, and accumulated rainfall (where apphcable)

. : | Facility/module is generally dry. There is no standing and/or
4 | unexpected water or snow accumula’uon in or around

pdan facmty/module’?
Aisle space between rows of contamers appears to be at least 36

' Container mtegrlty is not compromlsed by punctures dents
8 L penetrating scratches, loose lids, bulging, excessive corrosion or
,/ other damage/deterioration (where possible to inspect).[TSR 5.6.4.b]
Containers are closed , are stored in a manner which will not rupture
7 : the containers or cause them to leak , and show no evidence of

: spillage or leakage, such as moisture on the sides or underneath
(where possible to inspect)?-
« Container top does not have excessive buildup of drrt/aebrrs that
8 would possibly interfere with the proper operation of the drum's
ventilation system (such as, clogging of NucFils).
Container marking/labeling is intact, unobscured, legible and in good
condition (where possible to inspect)?
Third-tier drums are banded horizontally with metal band.

10 | | (single drum banded to pallet) [TSR 5.6.4.3]
Comments/Observations:

Operator (print/sign/datg/time): /\MICHAEL KIEHK//K%// e yay
FWS (print/sign/date): Jﬁk},_/ V\Y/K,Jb% Bragd Sieiiene ”//7/;///0

\

\

9

N
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Appendix P

Rev.7,Chg. 3 SW 040 043 . Page 32 0of 60
Inspect CWC & Miscellaneous Bu;ldmgs | ‘
Published Date: 01/29/10 . ' : Effective Date: 01/29/10

Appendix A - Weekly CWC RCRA Inspection Checklist

T!me13’75>“ _Date:d/»’

nghtmg is adequate to complete mspectlon (Where apphcable)

Marker-barricades (chain barricades, chain-link fences, marker

posts, etc.) around facility/module are intact and in good condition.

1 L Facility/module ground postings are intact, unobscured, legible and
| in good condition? ‘

Containment curbing and flooring is free of scratches that penstrate

3 ' to the concrete, cracks, or gaps and is sufficiently impervious to

/ contain leaks, spills, and accumulated rainfall (where applicable)?

Facility/module is generally dry. There is no standing and/or

4 unexpected water or snow accumula’non in or around

. . facility/module?

5 ‘ Alsle space between rows of contamers appears to be at !east 36
, . A mches’? [FHA Key #10

| Container integrity is not compromised by punctures dents,
B | penetrating scratches, loose lids, bulging, excessive corrosion or
other damage/deterioration (where possible to inspect).[TSR 5.6.4.b]

Containers are closed , are stored in a manner which will not rupture
the containers or cause them to leak , and show no evidence of
spillage or leakage, such as moisture on the sides or underneath
{where possible o mspect)

: ‘ Container top does not have excessive buildup of dxrt/debrzs that
8 would possibly interfere with the proper operation of the drum's
ventilation system (such as, clogging of NucFils).
Container marking/labeling is intact, unobscured, legible and in good
condition (where possible to inspect)?
Third-tier drums are banded horizontally with metal band.

10 / (single drum banded to pal!et) [TSR 5.6.4.a]

Comments/Observatlons ;
Vi

Operator (prmt/s;gnldat{\imeﬂ M'%‘AEL NW% %/ /;7;%7 /,Z =

FWS (print/sign/date); "QKDVS( /,\/ Srad Sletiena L//’Z,(///z)

NN

N\
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Appendix P

Rev.7,Chg. 3 | SW_040_043 : Page 32 of 60
Inspect CWC & stcellaneous Buildings
Published Date: 01/29/10 : . : Effective Date: 01/29/10

Appendix A - Weekly CWC RCRA Inspection Checklist

_ﬁFacxhty/Module. =1 _ Tlmejg g/ - Date:d/—ﬂ/o

1 / L:ghtmg is adequate to oomplete mspectlon (where appltcable)

Marker-barricades (chain barricades, chain-link fences, marker
posts, etc.) around facility/module are intact and in good condition.

2 R T Facility/module ground postings are intact, unobscured, legible and
1 in good condition? '
Containment curbing and flooring is free of scratches that penetrate
3 , to the concrete, cracks, or gaps and is sufficiently imparvious to

| contain leaks, spills, and accumulated rainfall (where applicable)?
‘ Facility/module is generally dry. There is no standing and/or

4 unexpected water or snow accumulatlon in or around

pday facility/module? ‘ :

Aisle space between rows of containers appears to be at least 36
inches? [FHA Key #10]

‘| Container integrity is not compromised by punctures, dents,
8 penetrating scratches, loose lids, bulging, excessive corrosion or
e other damage/deterioration (where possible to inspect).[TSR 5.6.4.b]

Containers are closed , are stored in a manner which wifl not rupture
the containers or cause them to leak , and show no evidence of

7 - spillage or leakage, such as moisture on the sides or underneath

,/ (where possible to mspect) :
I Container top does not have excessive buildup of dtrt/debns that

8 | would possibly interfere with the proper operation of the drum’s
/ : ‘ventilation system (such as, clogging of NucFils).

9 Container marking/labeling is intact, unobscured, legible and in good
,/ condition (where possible to inspect)?

10 Third-tier drums are banded horizontally with metal band.

/ (single drum banded to pallet) [TSR 5.6.4. a]

Comments/Observa’cxons

yy &

Operator (print/sign/datefiime): K\M[Q_%L K!EB@W %‘//}:/ S22 L 22)
FWS (print/sign/date): /@ SV VA T G setens V/’L,?//d

NEIC VP0928E01 Page 132 of 308 Hanford Federal Facility




Appendix P

"Rev.7,Chg. 3 | SW 040 043 | Page 32 of 60

Inspect CWC & M:scellaneous Buildings
Published Date: 01/29/10 : : Effectlve Date: O1/29/10~

Appendix A - Weekly CWC RCRA Inspection Checklist

Facility/Module: <&~ /- Txme/’«;/ [ S/ Date: Ly o
1 ) .Lxghtmg is adequate to completn mspec‘uon (Where apphcabie)

' Marker-barricades (chain barricades, chain-link fences, marker

5 posts, etc.) around facility/module are intact and in good condition.

v Facility/module ground postings are intact, unobscured, legible and
| in good condition?

Containment curbing and flooring is free of scratches that penetrate
3 to the concrete, cracks, or gaps and is sufficiently impervious to
contain leaks, spills, and accumulated rainfall (where applicable)?
Facility/module is generally dry. There is no standing andior

4 unexpected water or snow accumulatuon in or around
facility/module? '

Alsle space between rows of containers appears to be at least 36

N

\

\

, Con‘camer mtegr:ty is not comprom;sed by punctures dents

6 | penetrating scratches, loose lids, bulging, excessive corrosion or

other damage/deterioration (where possible to inspect).[TSR 5.6.4.b]

| Containers are closed , are stored in a manner which will not rupture
the containers or cause them to leak , and show no evidence of

| spillage or leakage, such as moisture on the sides or undemeath

(where possible to inspect)?

Container top does not have excessive buildup of dtrt/debns that

| would possibly interfere with the proper operation of the drum’s

el
/
/ ventilation system (such as, clogging of NucFils).

‘Container marking/labeling is intact, unobscured, legible and in good
condition (where possible to inspect)?

Third-tier drums are banded horizontally with metal band.

(single drum banded to pallet) [TSR 5.6.4.3]

Comments/Observations:

10

Operator (prmtlsngn/date/qne MICM;U i ,ﬁ%zé% L e 4Tl
FWS (print/sign/date): /QEAJ(/)(/WL BradSlettene o ((a/ [0
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Appendix P

"Rev.7,Chg. 3 : SW 040 043 . Page 32 of 60
!nspect CWC & Mtscellaneous Buxldmgs
Published Date: 01/29/10 : Effecttve Date: 01/29/10

Appendix A - Weekly CWC RCRA Inspection Checklist

Facility/Module: S &% 2 _ Timesls  Daterd<oo

11, .~ Lighting is adeguate to complete inspection (where applicable)?
Marker-barricades (chain barricades, chain-link fences, marker
5 posts, etc.) around facility/module are intact and in good condition.
Facility/module ground postngs are intact, unobscured, legible and

i in good condition?
; , Containment curbing and flooring is free of scratches tha‘( penetrate
3 B to the concrete, cracks, or gaps and is sufficiently-impervious to
el contain leaks, spills, and accumulated rainfall (where apphoabln)
Facility/module is generally dry. There is no standing and/or
4 unexpected water or snow accumutataon in or around
. facility/module?

: | Aisle space between rows of contamers appears to be at leas‘c 36

L m« o ,wm.

’ Contamer mtegrzty is not compromtsed by punotures dents,
8 | penetrating scratches, loose lids, bulging, excessive corrosion or
,/ other damage/deterioration (where possible to inspect).[TSR 5.6.4.b]
‘Containers are closed , are stored in a manner which will not rupture |
- - | the containers or cause them to leak , and show no evidence of
, : | spillage or leakage, such as mmsture on the sides or underneath
py / (where possible to mspect)
| - Container top does not have excessive buildup of dsrt/dAbns that
8 _would possibly interfere with the proper operation of the drum’s
’ / ventilation system (such as, clogging of NucFils).

Contamer marking/labeling is intact, unobscured, legible and in good

SRR

° U p / condition (where possibie to inspect)?
10 Third-tier drums are banded horizontally with metal band.
’ / (single drum banded to pallet) [TSR 5.6.4.2]

Comments/Observations:

Vi an

Operator (prmt!sxgnlda‘gﬁume MlﬁP’AELKIW// <o /,/;///gm—?
FWS (print/sign/date): @b VW_/ Brad Sleftene 57(5//0
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Appendix P

"Rev. 7,Chg. 3 SW 040 043 ‘ Page 32 of 60
Inspect CWC & M!scellaneous Buildings ‘
Published Date: 01/29/10 . : Effective Date: 01/29/10-

Apbendix A - Weekly CWC RCRA Inspection Checklist

Facility/Module: < &7~ 2 __TimerZrr—  Dateigemrc |

1 e Lighting is adeguate to complete inspection (where applicable)?
' ' Marker-barricades (chain barricades, -chain-link fences, marker
9 : posts, etc.) around facility/module are intact and in good condition.
' : Factllty/module ground postings are intact, unobscured, legible and -
_~—1in good condition?
Containment curbing and flooring is free of scratches that penetrate
3 ' | to the concrete, cracks, or gaps and is sufficiently impervious to
/ contain leaks, sers and accumulated rainfall (where applicable)?
: Facility/module is generally dry. There is no standing and/or
4 _ unexpected water or snow accumulatlon in or around
pdan facility/module?
 Aisle space between rows of contalners appears to be at least 36
mches7 {FHA‘_K #10°

: ‘ Contamer integrity is not comprom:sed by punctures den‘cs
6 penetrating scratches, loose lids, bulging, excessive corosion or
.~ | other damage/deterioration (where possible o inspect).[TSR 5.6.4.b]
Containers are closed , are stored in a manner which will not rupture
2 the containers or cause them to leak , and show no evidence of

: , spillage or leakage, such as moisture on the sides or underneath
o~ | (where possible to inspect)? :
: Container top does not have excessive buildup of durt/debrzs that
8 | would possibly interfere with the proper operation of the drum'’s
.~ | ventilation system (such as, clogging of NucFils).
Container marking/labeling is intact, unobscured, legible and in good

0 .. .~ condition (where possible to inspect)?
10 Thlrd tier drums are banded horizontally with metal band.
,/ (single drum banded to pallet) [TSR 5.6.4.a]

Comments/Observations:

N

Operator (print/sign/dateffime). ~ MIGHAEL K'EW%’ / AS—
FWS (printisign/date): Qo [/{ O BradSeiee /¢ [/ /0
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Appendix P

"'Rev.7,Chg. 3

SW-040-043 T

Inspect CWC & Mtscellaneous Buildings

Eﬁectlve Date: 01/29/10

Published Date: 01/29/10

Apbendix A - Weekly'C_WC RCRA Inspection Checklist

e Tmescy  bamsow

Facility/Module:
K/%§r4

| Lighting is adequate to complete inspection (where applicable)?

Marker-barricades (chain barricades, chain-link fences, marker
posts, etc.) around facility/module are intact and in good condition.
Facility/module ground postings are intact, unobscured, legible and
in good condition?

Containment curbing and flooring is free of scratches that penetrate
 to the concrete, cracks, or gaps and is sufﬂcrent!y impervious to
 contain leaks, spilis, and accumulated rainfall (where applicable)?

Facility/module is generally dry. There is no standing and/or
unexpected water or snow accumula‘uon in or around
facm’cy/module'?

Container integrity is not compromised by punctures, dents,

Alsle space between rows of contamers appears to be at least 36

penetrating scratches, loose lids, bulging, excessive corrosion or
other damage/deterioration (where possible to inspect).[TSR 5.8.4.b]

\

Containers are closed , are stored in @ manner which will not rupture
the containers or cause them to leak , and show no evidence of °
spillage or leakage, such as moisture on the sides or underneath
(where possible to mspect)

Container top does not have excessive buildup of dlrt/debrts that
would possibly interfere with the proper operation of the drum'’s
ventilation system (such as, clogging of NucFils).

N

Container marking/labeling is intact, unobscured, legible and in good
condition (where possible fo inspect)?

10 /

Third-tier drums are banded horizontally with metal band.
(single drum banded to pallet) [TSR 5.6.4.a]

Comments/Observations:

A

' / 2 -
Operator (print/sign/dateffime):(\ MICHAEL KIEH) 27 > 2~ 7 v 575

FWS (print/sign/date):;

NEIC VP0928E01

QJ\A)/'/{V LU~ BradSkiene  <tiofpp
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Appendix P

"Rev.7,Chg. 3

Pubhshed Date: 01/29/1 0

SW 040-043 | Page 32 of 80

lnspect CWC & M!scelianeous Buildings

-Effective Date: 01/29/10

Apbendix A - Weekly CWC RCRA Inspection Checkiist

K = ‘ - _ Time:/az:v;;’g Date:gijz,/a

Facility/Module:

Lightmg is adequate to compiete lnspeotlon (where apphcable)

‘Facility/module ground postings are xntact unobscured, legible and

Marker-barricades (chain barricades, chain-link fences, marker
posts, etc.) around facility/module are intact and in good condition.

in good condition?

Containment curbing and flooring is free of scratches that penetrate
to the concrete, cracks, or gaps and is sufficiently impervious to
contain leaks, spills, and accumulated rainfall (where applicable)?

Facility/module is generally dry. There is no standing and/or
unexpected water or snow accumulat!on in or around
facility/module?

| inches? FHA Ke #10]

’ penetrating scratches, loose fids, bulging, excessive corrosion or

Aisle space between rows of contamers appears to be at least 36

Container mtegrlty is not compromised by puno‘cures dents,

other damage/deterioration (where possible to inspect).[TSR 5.6.4.b]

Containers are closed, are stored in @ manner which will not rupture
the containers or cause them to leak , and show no evidence of
spillage or leakage, such as moisture on the sides or underneath
(where possible to inspect)?

Container top does not have excessive buildup of dirt/debris that
would possibly interfere with the proper operation of the drum’s
ventilation system (such as, clogging of NucFils).

9

NN

Container marking/labeling is intact, unobscured, legible and in good
condition (where possible to inspect)?

10

e

Third-tier drums are banded horizontally with metal band.
(single drum banded to pallet) [TSR 5.6.4.a]

Commen’cs/Observations:_

Ve

Operator (prmt/s:gn/dazﬂtlms,f)\ WCHAEL K'EHWW Sy Jforda

NEIC VP0928E01

FWS (print/sign/date) @\7 = BradSkefene = o/
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Appendix P

Rev.7,Chg. 3 SW 040 043 Page 32 of 60
Inspect CWC & Mlscellaneous Buildings |
" Published Date: 01/29/10 . Effectlve Date: 01/29/10 -

Appendix A - Weekly CWC RCRA Inspection Checklist

i

Facility/Module: F/C(_ Time: /oo / Date: 5>/ &

Lighting is adequate to complete inspection (where applicable)?
Marker-barricades (chain barricades, chain-link fences, marker
posts, etc.) around facility/module are intact and in good condition.

2 L Facility/module ground postings are intact, unobscured, legible and
, .~ in good condition?
Containment curbing and flooring is free of scratches that penetrate
3 : to the concrete, cracks, or gaps and is sufficiently impervious to

.~ | contain leaks, spills, and accumulated rainfall (where applicable)?

. ‘| Facility/module is generally dry. There is no standing and/or
4 1 L unexpected water or snow accumulatson in or around
ey facility/module?
5 ‘ X | Aisle space between rows of con’zamers appears to be at least 36
M | mches? [FHA Key #101

' Contamer integrity is not compromised by'pUnctures dents,

8 i penetrating scratches, loose lids, bulging, excessive corrosion or
/ other damage/deterioration (where possible to inspect).[TSR 5.6.4.b]
Containers are closed , are stored in a manner which will not rupture |
7 the containers or cause them to leak , and show no evidence of

: spillage or leakage, such as moisture on the sides or undemeath
(where possible to mspect)
: Container top does not have excessive buildup of dm/debns that
8 would possibly interfere with the proper operation of the drum's
ventilation system (such as, clogging of NucFils).
Container marking/labeling is intact, unobscured, legible and in good
condition (where possible to inspect)?
Third-tier drums are banded horizontally with metal band.

10, / (single drum banded to pallet) [TSR 5.6.4.a]

Comments/Observations:

Operator (print/sign/datgiime), MICHAEL KEEHN«’%,,// / % / S0 | /@/,?—f
FWS (print/sign/date); )QH)(\\/ T Pm Sietene  =7,0/ 0

\

NN
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Appendix P

B Rev.7,Chg. 3 SW 040 043 : Page 32 of 60
Inspect CWC & Mlscellaneous Bundmgs ‘
Published Date: 01/29/10 . : : Effectlve Date 01/29110 -

Appendix A - Weekly CWC RCRA Inspection Checklist

Facility/Module: /—/< D Time: 2 7€ . Dates7rof

1 / Lighting is adequate to complete inspection (where applicable)?
' Marker-barricades (chain barricades, chain-link fences, marker
posts, etc.) around facility/module are intact and in good condition.

2 | R P Facility/module ground postings are intact, unobscured, legible and
e in good condition?
Containment curbing and flooring is free of scratches that penetrate
3 ' to the concrete, cracks, or gaps and is sufﬂmently impervious to

.~ contain leaks, spills, and accumulated rainfall (where applicable)?
Facility/module is generally dry. There is no standing and/or

4 L - | unexpected water or snow accumulatuon in or around

/ . facmty/module?

Arsie space between rows of contamers appears to be at inast 36

ottt
'| Container integrity is not compromised by punctures, dents,
6 | penetrating scratches, loose lids, bulging, excessive corrosion or
/ other damage/deterioration (where possible to inspect).[TSR 5.6.4.h]
Containers are closed , are stored in a manner which will not rugture
the containers or cause them to leak , and show no evidence of

7 a spillage or leakage, such as moisture on the sides or underneath
.~ (where possible to inspect)? ‘
: Container top does not have excessive buildup of dtrt/debns that
8 , would possibly interfere with the proper operation of the drum’s
e ventilation system (such as, clogging of NucFils).
9 . ' Container marking/labeling is intact, unobscured, legible and in good
/ condition (where possible to inspect)?
10 Third-tier drums are banded horizontally with metal band.
| (single drum banded to pallet) [TSR 5.6.4.a]

Commentlebservatlons
A

Operator (prmtlsxgnidaﬂt:m;é) MICHAEL KJEHW%/ % / st BT |
FWS (print/sign/date). @ij v] V/@L//(/C Brad Slettens Ny / /9/ (0
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Appendix P

'Rev.7,Chg. 3 A SW 040 043 . Page 32 of 60
inspect CWC & M:scellaneous Buildings
Published Date: 01/29/10 ' . . Effective Date: 01/29/10

Appendix A - Weekly CWC RCRA Inspection Checklist

Time:C}*’/ﬂb/ Date:s?—7/o

*.«"ri»; o

1 1,7~ Lighting is adaquate to oomplete mspectlon (vvhere apphcabie)

Marker-barricades (chain barricades, chain-link fences, marker
posts, etc.) around facility/module are intact and in good condition.

2 L Facility/module ground postings are intact, unobscured, legible and
. in good condition?
Containment curbing and flooring is free of scratches that penetrate
3 , to the concrete, cracks, or gaps and is sufficiently impervious to

.~ | contain leaks, spills, and accumulated rainfall (where applicable)?

: Facility/module is generally dry. There is no standing and/or

4 ' unexpected water or snow accumu!ation in or around

dy facility/module?

Alsle space between rows of contamers appears to be at least 36
mches’? [FHA Key #10]

' Contalner integrity is not compromised by punctures dents,
8 ! penetrating scratches, loose lids, bulging, excessive corrosion or
, / other damage/deterioration (where possible to inspect)JTSR 5.6.4.b]
Containers are closed , are stored in a manner which will not rupture
the containers or cause them tfo leak , and show no evidence of

/ ' spillage or leakage, such as moisture on the sides or underneath
d " | (where possible to inspect)?
: ' Container top does not have excessive buildup of dirt/debns that
8 , . | would possibly interfere with the proper operation of the drum'’s
/ : ventilation system (such as, clogging of NucFils).
9 Container marking/labeling is intact, unobscured, legible and in good
/, condition (where possible to inspect)?
10 Third-tier drums are banded horizontally with metal band.
/ (single drum banded to pallet) [TSR 5.6.4.a]

Comments/Observatlons

Za

Operator (print/sign/dateftime): MIGHAEL KEWW sm2rp D5
FWS (print/sign/date): bSM)/'I VA ot Brad Skettens g/ /o] /0
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Appendix P

Rev.7,Chg. 4 SW-040-043 Page 29 of 57

Inspect CWC & Miscellaneous Buildings

Published Date: 5/7/10 tffective Date: 5/7/10

Appendix A - Weekly CWC RCRA Inspection Checklist

Facility/Module: <&/ Time: /(7 .2/ Date:s=/3v
# | Yes | No | N/A | Area Inspection
1.0, Lighting is adequate to complete inspection (where applicable)?

Marker-barricades (chain barricades, chain-link fences, marker
posts, etc.) around facility/module are intact and in good condition.
Facility/module ground postings are intact, unobscured, legible and
e in good condition?

Containment curbing and flooring is free of scratches that penetrate
to the concrete, cracks, or gaps and is sufficiently impervious to
contain leaks, spills, and accumulated rainfall (where applicable)?
Facility/module is generally dry. There is no standing and/or

4 unexpected water or snow accumulation in or around
facility/module?

Aisle space between rows of containers appears to be at least 36
inches? [FHA Key #10]

Space between inside waste array zones is > 12 ft and free of
combustibles. [TSR 5.6.4.g]

Container Inspection

Container integrity is not compromised by punctures, dents,

7 ' penetrating scratches, loose lids, bulging, excessive corrosion or
other damage/deterioration (where possible to inspect).[TSR 5.6.4.b]
Containers are closed , are stored in a manner which will not rupture
the containers or cause them to leak , and show no evidence of
spillage or leakage, such as moisture on the sides or underneath
(where possible to inspect)?

Container top does not have excessive buildup of dirt/debris that
would possibly interfere with the proper operation of the drum's
ventilation system (such as, clogging of NucFils).

Container marking/labeling is intact, unobscured, legible and in good
condition (where possible to inspect)?

Third-tier drums are banded horizontally with metal band.

{(single drum banded to pallet) [TSR 5.6.4.a]

Comments/Observations:
Zan

pal
Operator (print/sign/date/fime): ~ MIEHAEL KiEH%M/SZ/}{O 1.2y
FWS (print/sign/date): Q>/~J( B VL%__, Brad Slatens S’/ /%//a

&%)

\

\

\ N

<
>

# | Yes | No

10

1

VAN NN
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Appendix P

'Rev. 7, Chg. 4 SW-040-043 Page 29 of 57
Inspect CWC & Miscellaneous Buildings

Published Date: 5/7/10 Effective Date: 5/7/10

Appendix A - Weekly CWC RCRA Inspection Checklist

Facility/Module: S g~ 2. Time/o 5 Date: 53/2 /&
# | Yes | No | N/A | Area Inspection
11, Lighting is adequate to complete inspection (where applicable)?

Marker-barricades (chain barricades, chain-link fences, marker

posts, etc.) around facility/module are intact and in good condition.

Facility/module ground postings are intact, unobscured, legible and

e in good condition?

Containment curbing and flooring is free of scratches that penetrate

3 to the concrete, cracks, or gaps and is sufficiently impervious to

contain leaks, spills, and accumulated rainfall (where applicable)?

Facility/module is generally dry. There is no standing and/or

4 unexpected water or snow accumulation in or around

e facility/module?

5 Aisle space between rows of containers appears to be at least 36
.~ | inches? [FHA Key #10]

6 Space between inside waste array zones is > 12 ft and free of
_~"| combustibles. [TSR 5.6.4.]

# | Yes | No | N/A | Container Inspection

Container integrity is not compromised by punctures, dents,

7 penetrating scratches, loose lids, bulging, excessive corrosion or
,/ other damage/deterioration (where possible to inspect).[TSR 5.6.4.b]
Containers are closed , are stored in a manner which will not rupture
the containers or cause them to leak , and show no evidence of

| spillage or leakage, such as moisture on the sides or underneath
(where possible to inspect)?

Container top does not have excessive buildup of dirt/debris that
would possibly interfere with the proper operation of the drum’s
ventilation system (such as, clogging of NucFils).

Container marking/labeling is intact, unobscured, legible and in good
condition (where possible to inspect)?

Third-tier drums are banded horizontally with metal band.

{(single drum banded to pallet) [TSR 5.6.4.a]

Comments/Observations:

N

11

pd

e
10 /
e

VY
Operator (print/sign/daté/time): [ MI@QELKIEHWWS‘/%/O ) oL

FWS (print/sign/date): b\t}”)( 7)(/(/057@_—/ Brad Sletiere S’//%//o

[
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Appendix P

‘Rev. 7, Chg. 4 SW-040-043 Page 29 of 57
Inspect CWC & Miscellaneous Buildings

Published Date: 5/7/10 Effective Date: 5/7/10

Appendix A - Weekly CWC RCRA Inspection Checklist

Faciiity/Module:S/fz"B Time/O. 2o Date. 52/ gvo
# | Yes | No | N/A | Area Inspection
1 Lighting is adequate to complete inspection (where applicable)?

Marker-barricades (chain barricades, chain-link fences, marker
posts, etc.) around facility/module are intact and in good condition.
Facility/module ground postings are intact, unobscured, legible and
in good condition?

Containment curbing and flooring is free of scratches that penetrate
3 : to the concrete, cracks, or gaps and is sufficiently impervious to
,/ contain leaks, spills, and accumulated rainfall (where applicable)?

Facility/module is generally dry. There is no standing and/or
4 » unexpected water or snow accumulation in or around

e facility/module?

Aisle space between rows of containers appears to be at least 36
inches? [FHA Key #10]

Space between inside waste array zones is > 12 ft and free of
combustibles. [TSR 5.6.4.9]

# | Yes | No | N/A | Container Inspection

Container integrity is not compromised by punctures, dents,
7 penetrating scratches, loose lids, bulging, excessive corrosion or
other damage/deterioration (where possible to inspect).[TSR 5.6.4.b]

Containers are closed , are stored in a manner which will not rupture
the containers or cause them to leak , and show no evidence of
spillage or leakage, such as moisture on the sides or underneath
(where possible to inspect)?

Container top does not have excessive buildup of dirt/debris that
would possibly interfere with the proper operation of the drum’s
ventilation system (such as, clogging of NucFils).

Container marking/labeling is intact, unobscured, legible and in good
condition (where possibie to inspect)?

Third-tier drums are banded horizontally with metal band.

(single drum banded to pallet) [TSR 5.6.4.a]

Comments/Observations:
VY i

Ay
Operator(print/signldayéXtime)'(\MPW&KBEHW/g/‘ng L e

e

\

6

\ N\

10

1

NN NN

<
)

FWS (print/sign/date): ) >’ / ( A X" " buadSlgiens T//”;/(/D
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Appendix P

Rev. 7, Chg. 4 SW-040-043 Page 29 of 57
Inspect CWC & Miscellaneous Buiidings

Published Date: 5/7/10 Effective Date: 5/7/10

Appendix A - Weekly CWC RCRA Inspection Checklist

Facility/Module: / /Z/f" Time. /g7 fes Date: £~ /2/ ¢
# | Yes | No | N/A | Area Inspection
1 L// Lighting is adequate to complete inspection (where applicable)?

Marker-barricades (chain barricades, chain-link fences, marker
posts, etc.) around facility/module are intact and in good condition.

2 , Facility/module ground postings are intact, unobscured, legible and
/ in good condition?
Containment curbing and flooring is free of scratches that penetrate
3 to the concrete, cracks, or gaps and is sufficiently impervious to

/ contain leaks, spills, and accumulated rainfall (where applicable)?
Facility/module is generally dry. There is no standing and/or
4 unexpected water or snow accumulation in or around
facility/module?
Aisle space between rows of containers appears to be at least 36
inches? [FHA Key #10]
6 Space between inside waste array zones is > 12 ft and free of
.| combustibles. [TSR 5.6.4.9] :
# | Yes | No | NJA | Container Inspection
Container integrity is not compromised by punctures, dents,
7 penetrating scratches, loose lids, bulging, excessive corrosion or
other damage/deterioration (where possible to inspect).[TSR 5.6.4.b]
Containers are closed , are stared in a manner which will not rupture
the containers or cause them to leak , and show no evidence of
spillage or leakage, such as moisture on the sides or underneath
(where possible to inspect)?
Container top does not have excessive buildup of dirt/debris that
would possibly interfere with the proper operation of the drum’s
ventilation system (such as, clogging of NucFils).
Container marking/labeling is intact, unobscured, legible and in good
condition (where possible to inspect)?
11 Third-tier drums are banded horizontally with metal band.
/ {single drum banded to pallet) [TSR 5.6.4.a]

Comments/Observations: ///

ad Z
Operator (print/sign/date/timeg),  BICHAEL KIEH %M/Q’/ﬁ/o (55|
FWS (print/signidate); O\ TV B DradSleitene </ { A

\

N

10

NN N
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Appendix P

Rev. 7, Chg. 4 SW-040-043 Page 29 of 57

Inspect CWC & Miscelianeous Buildings

Published Date: 5/7/10 Effective Date: 5/7/10

Appendix A - Weekly CWC RCRA Inspection Checklist

Facility/Module: &~ £ J3 Time: [ 3.7/ Date: £ /4,6
# | Yes | No | N/A | Area Inspection
1 iy Lighting is adequate to complete inspection (where applicable)?

Marker-barricades (chain barricades, chain-link fences, marker
posts, etc.) around facility/module are intact and in good condition.
Facility/module ground postings are intact, unobscured, legible and
/ in good condition?
Containment curbing and flooring is free of scratches that penetrate
to the concrete, cracks, or gaps and is sufficiently impervious to
/ contain leaks, spills, and accumulated rainfall (where applicable)?
Facility/module is generally dry. There is no standing and/or
4 L unexpected water or snow accumulation in or around
pd facility/module?
Aisle space between rows of containers appears to be at least 36
inches? [FHA Key #10] 4
Space between inside waste array zones is > 12 ft and free of
combustibles. [TSR 5.6.4.g]
# | Yes | No | N/A | Container Inspection
Container integrity is not compromised by punctures, dents,
7 penetrating scratches, loose lids, bulging, excessive corrosion or
| other damage/deterioration (where possible to inspect).[TSR 5.6.4.b]
Containers are closed , are stored in a manner which will not rupture
the containers or cause them to leak , and show no evidence of
spillage or leakage, such as moisture on the sides or underneath
(where possible to inspect)?
Container top does not have excessive buildup of dirt/debris that
9 would possibly interfere with the proper operation of the drum’s
ventilation system (such as, clogging of NucFils).
Container marking/labeling is intact, unobscured, legible and in good
condition (where possible to inspect)?
11 Third-tier drums are banded horizontally with metal band.

.~ | (single drum banded to pallet) [TSR 5.6.4.a]

Comments/Observations:

(6]

NI

\

e
10|

e

| Operator (print/sign/datg/time), MICHAEL KIEHY
FWS (print/sign/date): 0~ '\X

ra

ey
2 e 30/)

Brad Slettens <[ ,, J/o
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Appendix P

Rev. 7, Chg. 4 SW-040-043 Page 29 of 57
Inspect CWC & Miscellaneous Buildings

Published Date: 5/7/10 Effective Date: 5/7/10

Appendix A - Weekly CWC RCRA Inspection Checklist

Facility/Module: /:/Z : Time: } ./ 47 Date: £~ /~C
# | Yes | No | N/A | Area Inspection
1 Lighting is adequate to complete inspection (where applicable)?

Marker-barricades (chain barricades, chain-link fences, marker
posts, etc.) around facility/module are intact and in good condition.

2 ] Facility/module ground postings are intact, unobscured, legible and
e in good condition?
Containment curbing and tlocring is free of scratches that penetrate
3 to the concrete, cracks, or yaps and is sufficiently impervious to

,/ contain leaks, spills, and accumulated rainfall (where applicable)?

Facility/module is generally dry. There is no standing and/or
4 unexpected water or snow accumulation in or around

e facility/module?

Aisle space between rows of containers appears to be at least 36

> | inches? [FHA Key #10]

Space between inside waste array zones is > 12 ft and free of
combustibles. [TSR 5.6.4.g]
# | Yes | No | N/A | Container Inspection

Container integrity is not compromised by punctures, dents,
7 penetrating scratches, loose lids, bulging, excessive corrosion or
other damage/deterioration (where possible to inspect).[TSR 5.6.4.b]

-Containers are closed , are stored in a manner which will not rupture
the containers or cause them to leak , and show no evidence of

\

81 » spillage or leakage, such as moisture on the sides or underneath
/ (where possible to inspect)?

‘ Container top does not have excessive buildup of dirt/debris that

9 L would possibly interfere with the proper operation of the drum'’s
,/ ventilation system (such as, clogging of NucFils).

10 Container marking/labeling is intact, unobscured, legible and in good
,/ condition (where possible to inspect)?

11 | Third-tier drums are banded horizontally with metal band.
.| (single drum banded to pallet) [TSR 5.6.4.a]

Comments/Observations:
A’/’//¢

Opera‘cor(prmtlsxgnldatg&lme %LKIEH}(%// ,,, /%//Q/K/O [ 255

FWS (print/sign/date): Brad Sleitens s/ |0
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Appendix P

Rev. 7, Chg. 4 SW-040-043 Page 29 of 57
Inspect CWC & Miscellaneous Buildings

Published Date: 5/7/10 Effective Date: 5/7/10

Appendix A - Weekly CWC RCRA Inspection Checklist

Facility/Module: /7’| ) Time /7 0 Date. &S/ / O
# | Yes | No | N/A | Area Inspection
1 / Lighting is adequate to complete inspection (where applicable)?

Marker-barricades (chain barricades, chain-link fences, marker
posts, etc.) around facility/module are intact and in good condition.
Facility/module ground postings are intact, unobscured, legible and
,/ in good condition?

Containment curbing and flooring is free of scratches that penetrate
3 to the concrete, cracks, or gaps and is sufficiently impervious to
/ contain leaks, spills, and accumulated rainfall (where applicable)?

Facility/module is generally dry. There is no standing and/or
4 i unexpected water or snow accumulation in or around

e facility/module?

Aisle space between rows of containers appears to be at least 36
.~ | inches? [FHA Key #10]

5 | Space between inside waste array zones is > 12 ft and free of
.~ | combustibles. [TSR 5.6.4.g]

# | Yes | No | N/A | Container Inspection

Container integrity is not compromised by punctures, dents,
7 penetrating scratches, loose lids, bulging, excessive corrosion or
[ other damage/deterioration (where possible to inspect).[TSR 5.6.4.b]

Containers are closed , are stored in a manner which will not rupture
the containers or cause them to leak , and show no evidence of

(83

8 spillage or leakage, such as moisture on the sides or underneath
/ (where possible to inspect)?

A Container top does not have excessive buildup of dirt/debris that

9 would possibly interfere with the proper operation of the drum’s
yd ventilation system (such as, clogging of NucFils).

10 Container marking/labeling is intact, unobscured, legible and in good
,/ condition {(where possible to inspect)?

11 Third-tier drums are banded horizontally with metal band.

.~ | (single drum banded to pallet) [TSR 5.6.4.a]

Comments/Observations:

yd
2 L oo froe

Operator (print/sign/dateg/timer
BradSleiens s/ / /o

FWS (print/sign/date): 6\3)( "[
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Appendix P

Rev. 7, Chg. 4 SW-040-042 Page 29 of 57

Inspect CWC & Miscellaneous Buildings

’ Published Date: 5/7/10 Effective Date: 5/7/10

Appendix A - Weekly CWC RCRA Inspection Checklist

Facility/Module: /{',ZL—r Time:/Z. SO Date: /4,0
# | Yes | No | N/A | Area Inspection
1 ,// Lighting is adequate to complete inspection (where applicable)?

Marker-barricades (chain barricades, chain-link fences, marker
posts, etc.) around facility/module are intact and in good condition.
Facility/module ground postings are intact, unobscured, legible and
e in good condition?

Containment curbing and flooring is free of scratches that penetrate
3 to the concrete, cracks, or gaps and is sufficiently impervious to
.~ | contain leaks, spills, and accumulated rainfall (where applicable)?

Facility/module is generally dry. There is no standing and/or
4 unexpected water or snow accumulation in or around
facility/module?
Aisle space between rows of containers appears to be at least 36
inches? [FHA Key #10]
Space between inside waste array zones is > 12 ft and free of
combustibles. [TSR 5.6.4.g]
# | Yes | No | N/A | Container Inspection
Container integrity is not compromised by punctures, dents,
7 penetrating scratches, loose lids, bulging, excessive corrosion or
other damage/deterioration (where possible to inspect).[TSR 5.6.4.b]
Containers are closed , are stored in a manner which will not rupture
the containers or cause them to leak , and show no evidence of
spillage or leakage, such as moisture on the sides or underneath
(where possible to inspect)?
Container top does not have excessive buildup of dirt/debris that
would possibly interfere with the proper operation of the drum’s
ventilation system (such as, clogging of NucFils).
Container marking/labeling is intact, unobscured, legible and in good
condition (where possible to inspect)?
11 Third-tier drums are banded horizontally with metal band.

/ (single drum banded to pallet) [TSR 5.6.4.a]

Comments/Observations:

N

N\

\ N\

10

NN NN

/.

2 PR
Operator (print/sign/dafeltimey, WICHAELKEWN.ZZ ~ 7 27" 7 . =~ 5o
FWS (print/sign/date): b\.){ /\X/L‘%———« Brad Sleftens g/([{,o

NEIC VP0928E01 Page 148 of 308 Hanford Federal Facility

Before each use, ensure this copy is the most current version.




Appendix P

//

~Rev. 7,Chg. 4 SW-040-043 Page 29 of 57
Inspect CWC & Miscellaneous Buildings
Published Date: 5/7/10 Effective Date: 5/7/10
Appendix A - Weekly CWC RCRA Inspection Checklist
Facility/Module: < /- / » Time.c;;yz | Date:g/?yc
~# | Yes | No | NJA | Arealnspection ‘
11,7 Lighting is adequate to complete mspectxon (where apphcable)
Marker-barricades (chain barricades, chain-link fences, marker
5 posts, etc.) around facility/module are intact and in good condition.’
’ Facility/module ground postings are intact, unobscured, Iegib!e and
el in good condition?
Containment curbing and flooring is free of scratches that penetrate
3 to the concrete, cracks, or gaps and is sufficiently impervious to

contain leaks, spills, and accumulated rainfall (where applicable)?

|

Facility/module is generally dry. There is no standing and/or
unexpected water or snow aocumula’uon in or around
facility/module?

Aisle space between rows of containers appears to be at least 36

Space between inside waste array zones is > 12 ft and free of

.~ | inches? [FHA Key #10]
| combustibles. [TSR 5.6.4.¢]

Yes

No

N/A | Container Inspection

Container integrity is not comprom|sed by punctures dents
penetrating scratches, loose lids, bulging, excessive corrosion or
| other damage/deterioration (where possible to inspect).[TSR 5.6.4.b]

Containers are closed , are stored in a manner which will not rupture
the containers or cause them to leak , and show no evidence of
. spillage or leakage, such as moisture on the sides or underneath

/ (where possible to inspect)?

Container top does not have excessive bu1ldup of dirt/debris that
would possibly interfere with the proper operation of the drum’s
/ ventilation system (such as, clogging of NucFils).

10

Container marking/labeling is intact, unobscured, legible and in good
/ condition (where possible to inspect)?

11

Third-tier drums are banded horizontally with metal band.

Comments/Observations:

/ (single drum banded to pallet) [TSR 5.6.4.a]

VY7 i

Operator (print/sign/dateftime); MIBHA KEHW% L SErore Ds

FWS (print/sign/date): %/vv 7 VL Brad Slatieng S"/,Z O//D

NEIC VP0928E01
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Appendix P

Rev. 7, Chg. 4

SW-040-043 Page 29 o 57

Inspect CWC & Miscellaneous Buildings

Published Date: 5/7/10

Effective Date: 5/7/10

Appendix A - Weekly CWC RCRA Inspection Checklist

Facility/Module: < #- 2

- # | Yes

No

N/A

Time<? ’/5” Date: ¢S ¢
Area Inspection. ‘ :

1, -

Lighting is adequate fo complete mspectlon (where applicable)?

\

Marker-barricades (chain barricades, chain-link fences, marker
posts, etc.) around facility/module are intact and in good condition.
Facility/module ground postings are intact, unobscured, legible and
in good condition?

\

Containment curbing and flooring is free of scratches that penetrate
to the concrete, cracks, or gaps and is sufficiently impervious to
contain leaks, spills, and accumulated rainfall (where applicable)?

\

Facility/module is generally dry. There is no standing and/or
unexpected water or snow accumulation in or around
facility/module?

Aisle space between rows of containers appears to be at least 36
inches? [FHA Key #10]

=

Space between inside waste array zones IS 2 12 ftand free of
combustibles. [TSR 5.6.4.9]

s |'No

CNIA

‘Container mspection

Container integrity is not compromised by punotures dents
penetrating scratches, loose lids, bulging, excessive corrosion or
other damage/deterioration (where possible to inspect).[TSR 5.6.4.b]

| spillage or leakage, such as moisture on the sides or underneath

Containers are closed , are stored in a manner which will not rupture
the containers or cause them to leak , and show no evidence of

(where possible to inspect)?

Container top does not have excessive buildup of dirt/debris that
would possibly interfere with the proper operation of the drum’s
ventilation system (such as, clogging of NucFils).

10

/
e
o
o

| condition (where possible to inspect)?

Container marking/labeling is intact, unobscured, legible and in good

11

o

Third-tier drums are banded horizontally with metal band.
(single drum banded to pallet) [TSR 5.6.4.a]

' Comments/Observations:

b

Operator {print/sign/dateftime) /\M‘CW\E{-K‘EW zﬁ / &G Py

FWS (print/sign/date): @b,vl( /(/f/ ¢ T Brad Slettena S"/z&//a
{ .
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Appendix P

Rev. 7, Chg. 4

SW-040-043 | Page 29 of 57

Inspect CWC & Miscellaneous Buildings

" Published Date: 5/7/10

Effective Date: 5/7/10

Appendix A - Weekly CWC RCRA Inspection Checklist

Facility/Module

# | Yes

zNO

< K-z ' TlmeQ ;?C/ , Datezs‘/é}f/o

' Area’Inspection

CNIA

11 .~

Lighting is adequate to complete inspection (Where applicable)?

/

 Facility/module ground postings are intact, unobscured, legible and

Marker-barricades (chain barricades, chain-link fences, marker
posts, etc.) around facility/module are intact and in good condition.

in good condition?

—

Containment curbing and flooring is free of scratches that penetrate
to the concrete, cracks, or gaps and is sufficiently impervious to
“contain leaks, spills, and accumulated rainfall (where applicable)?

Facility/module is generally dry. There is no standing and/or
unexpected water or snow accumulation in or around
facility/module?

Aisle space between rows of containers appears to be at least 36
inches? [FHA Key #10]

Space between inside waste array zones is > 12 ft and free of
combustibles. [TSR 5.6.4.4]

# Yes

No |

Container Inspection

Container integrity is not compromised by punctures, dents,
penetrating scratches, loose lids, bulging, excessive corrosion or
other damage/deterioration (where possible to inspect).JTSR 5.6.4.b]

Containers are closed , are stored in a manner which will not rupture
the containers or cause them to leak , and show no evidence of
spillage or. Ieakage such as mo:sture on the sides or underneath
(where possible to inspect)?

Container top does not have excessive buildup of dirt/debris that
would possibly interfere with the proper operation of the drum’s
ventilation system (such as, clogging of NucFils).

10

Container marking/labeling is intact, unobscured, legible and in good
condition (where possible to inspect)?

11

NN \%\\

Third-tier drums are banded horizontally with metal band.

| Comments/Observations:

(single drum banded to pallet) [TSR 5.6.4.a]

Y Zan

Operator (print/sign/date{time)) M@%EL KIEHWW S Do D50/

FWS (prmt/mgnldate

QS/X 5( X/(/ Brad Sletieng S /Z?//o
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Appendix P

Rev. 7, Chg. 4

SW-040-043 ‘ Page 29 of 57

Inspect CWC & Miscellaneous Buildings

Published Date: 5/7/10

Effective Date: 5/7/10

Appendix A - Weekly CWC RCRA Inspection Checklist

Facility/Module: /= /< /& Time/c o7 Date. £~/¢vo

#

Yes

“No

N/A -

Area Inspectlon

1

e

Lighting is adequate to complete inspection (where applicable)?

/

Marker-barricades (chain barricades, chain-link fences, marker
posts, etc.) around facility/module are intact and in good condition.
Facility/module ground postmgs are intact, unobscured, legible and
in good condition?

Containment curbing and flooring is free of scratches that penetrate
to the concrete, cracks, or gaps and is sufficiently impervious to
contain leaks, spills, and accumulated rainfall (where applicable)?

A

Facility/module is generally dry. There is no standing and/or
unexpected water or snow accumulation in or around
facility/module?

Aisle space between rows of containers appears to be at least 36
inches? [FHA Key #10]

Space between inside waste array zones is > 12 ft and free of
combustibles. [TSR 5.6.4.g]

| No |

‘Container Inspection

Container integrity is not compromised by punctures, dents
penetrating scratches, loose lids, bulging, excessive corrosion or
other damage/deterioraﬁon (where possible to inspect).[TSR 5.6.4.b]

Containers are closed , are stored in a manner which will not rupture
the containers or cause them to leak , and show no evidence of
spillage or leakage, such as moisture on the sides or underneath
(where possible to inspect)?

Container top does not have excessive buildup of dirt/debris that
would possibly interfere with the proper operation of the drum'’s
ventilation system (such as, clogging of NucFils).

10

N NN

Container marking/labeling is intact, unobscured, legible and in good
condition (where possible to inspect)?

11

e

Third-tier drums are banded horizontally with metal band.
(single drum banded to pallet) [TSR 5.6.4.a]

| Comments/Observations:

Y

Operator (print/sign/date/fime). ~MICHAEL KIEHP 227 ,;4/ %// sS¥Pro |, [0 0T

FWS (print/sign/date):

GO~ 1 J(Wv Brad Siefiene & /e
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Appendix P

Rev. 7,Chg. 4 SW-040-043 | Page 29 of 57
Inspect CWC & Miscellaneous Buildings

Published Date: 5/7/10 Effective Date: 5/7/10

Appendix A - Weekly CWC RCRA Inspection Checklist

Facility/Module: /~/’ )< Tlme‘? 37 Date:ﬁ‘?@/o
# | Yes | No .| N/A | Area Inspection’ X
1 / Lighting is adequate to complete mspec’uon (where applicable)?

Marker-barricades (chain barricades, chain-link fences, marker
posts, etc.) around facility/module are intact and in good condition.

2 L Facility/module ground postings are intact, unobscured, legible and
e in good condition?
Containment curbing and flooring is free of scratches that penetrate
3 | to the concrete, cracks, or gaps and is sufficiently impervious to

.~ | contain leaks, spills, and accumulated rainfall (where applicable)?
Facility/module is generally dry. There is no standing and/or
4 unexpected water or snow accumulation in or around
facility/module?
Aisle space between rows of containers appears to be at least 36
_~"|inches? [FHA Key #10]
6 Space between inside waste array zones is > 12 ft and free of
,/ combustibles. [TSR 5.6.4. g]
# | Yes | No | N/A | Container Inspection o :
Container integrity is not compromlsed by punctures, dents,
7 L penetrating scratches, loose lids, bulging, excessive corrosion or
other damage/deterioration (where possible o inspect).[TSR 5.6.4.b]
Containers are closed , are stored in a manner which will not rupture
the containers or cause them to leak , and show no evidence of
spillage or leakage, such as moisture on the sides or underneath
(where possible to inspect)?
Container top does not have excessive buildup of dirt/debris that
would possibly interfere with the proper operation of the drum’s
ventilation system (such as, clogging of NucFils).
Container marking/labeling is intact, unobscured, legible and in good
condition {where possible to inspect)?
11 Third-tier drums are banded horizontally with metal band.
,/ (single drum banded to pallet) [TSR 5.6.4.a]

Comments/Observations:
/V//f

. AN
| Operator (print/sign/datérntime)n 'Wc*&AELK'EW/ 5T PR
FWS (print/signidate). \Q > NV X OC=——  BrudSee o/ -/ »

\

10

NN NN
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Appendix P

Rev. 7, Chg. 4 SW 040 043 Page 29 of 57
Inspect CWC & Miscellaneous Bulldmgs

Published Date: 5/7/10 Effective Date: 5/7/10

Appendix A - Weekly CWC RCRA Inspection Checklist

Facility/Module: Z &€ Tim69 ’5’0 Date:§/ /o
# | Yes | No | N/A | Area Inspection- ‘ ‘
1 / Lighting is adequate to complete mspect!on (Where applicable)?

Marker-barricades (chain barricades, chain-link fences, marker
posts, etc.) around facility/module are intact and in good condition.

2 L Facility/module ground postings are intact, unobscured, legible and
,,/ in good condition?
Containment curbing and flooring is free of scratches that penetrate
3 _to the concrete, cracks, or gaps and is sufficiently impervious to

,/ contain leaks, spills, and accumulated rainfall (where applicable)?

, Facility/module is generally dry. There is no standing and/or
4 unexpected water or snow accumulation in or around
facility/module?
Aisle space between rows of Contamers appears to be at least 36
.~ |inches? [FHA Key #10]
6 | Space between inside waste array zones is > 12 ft and free of
; / combustibles. [TSR 5.6. 4 g]
# | Yes | No | N/A | Containerinspection = .
Container integrity is not compromssed by punctures dents,
7 g penetrating scratches, loose lids, bulging, excessive corrosion or
other damage/deterioration (where possible to inspect).[TSR 5.6.4.b]

Containers are closed , are stored in a manner which will not rupture
the containers or cause them to leak , and show no evidence of
spillage or leakage, such as moisture on the sides or underneath
(where possible to inspect)?

Container top does not have excessive buildup of dirt/debris that
would possibly interfere with the proper operation of the drum’s
ventilation system (such as, clogging of NucFils).

Container marking/labeling is intact, unobscured, legible and in good
condition (where possible to inspect)?

11 Third-tier drums are banded horizontally with metal band.
/ (single drum banded to pallet) [TSR 5.6.4.a]

Commentlebservatlons
W

Operator (print/sign/datgitime)™ MIGHAEL KIEDSZ M/?/Pyo o
FWS (print/sign/date): }Qbe —W/Q,Z:‘@(i;, Brad Sleiene g/,g///o

N\

10

ANIANEE AN
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Appendix P

Rev. 7, Chg. 4

SW-040-043 Page 29 of 57

Inspect CWC & Miscellaneous Buildings

Published Date: 5/7/10

Effective Date: 5/7/10

Appendix A - Weekly CWC RCRA Inspection Checklist

Facility/Module: /~/Z )

Time. /o' 2¢C Date.s~s»/0

#

Yes

No

N/A

Area Inspection -

1

e

Lighting is adequate to complete inspection (where apphcable)’7

o

Marker-barricades (chain barricades, chain-link fences, marker
posts, etc.) around facility/module are intact and in good condition.
Facility/module ground postings are intact, unobscured, legible and
in good condition?

Containment curbing and ﬂoormg is free of scratches that penetrate
to the concrete, cracks, or gaps and is sufficiently impervious to
contain leaks, spills, and accumulated rainfall (where applicable)?

Facility/module is generally dry. There is no standing and/or
unexpected water or snow accumulation in or around
facility/module? ‘

Aisle space between rows of containers appears to be at least 36
inches? [FHA Key #10]

Space between inside waste array zones is > 12 ft and free of
combustibles. [TSR 5.6.4.g]

Yes

"No |

- | Container:Inspection.

Container integrity is not compromised by punctures, dents,
penetrating scratches, loose lids, bulging, excessive corrosion or
other damage/deterioration (where possible to inspect).[TSR 5.6.4.b]

Containers are closed , are stored in a manner which will not rupture
the containers or cause them to leak , and show no evidence of
spillage or leakage, such as moisture on the SldeS or underneath
(where possible o inspect)?

Container top does not have excessive buildup of dirt/debris that
would possibly interfere with the proper operation of the drum s
ventilation system (such as, clogging of NucFils).

10

Container marking/labeling is intact, unobscured, legible and in good
condition (where possible to inspect)?

11

o

Third-tier drums are banded horizontally with metal band.
(single drum banded to pallet) [TSR 5.6.4.a]

Comments/Observatlons

W7

e
Operator (printsign/datgffime): (WICHAELKIEFDR 57 ~ &~ “ooc e vo g0

NEIC VP0928E01

| EWS (printisignidate): ). O>~X_ | A —CfF—___  BadSktne </, 10
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Appendix P

Rev.7,Chg. 4 , SW_040_043 | Page 29 of 57
Inspect CWC & Miscellaneous Buildings

Published Date: 5/7/10 Effective Date: 5/7/10

Appendix A - Weekly CWC RCRA Inspection Checklist

FacmtylModule ///2/,/ ' Time:/G‘ '/7‘ Date:cz/e-/c
# | Yes | No | N/A | Area Inspection ‘ o ;
1 / Lighting is adequate to complete inspection (where apphcable)

‘| Marker-barricades (chain barricades, chain-link fences, marker
posts, etc.) around facility/module are intact and in good condition.

2 Facility/module ground postings are intact, unobscured, legible and
| .~ in good condition?
Containment curbing and flooring is free of scratches that penetrate
3 to the concrete, cracks, or gaps and is sufficiently impervious to

/ contain leaks, spills, and accumulated rainfall (where applicable)?

Facility/module is generally dry. There is no standing and/or
4 unexpected water or snow accumulation in or around
' facility/module?
Aisle space between rows of containers appears to be at least 36

51 | inches? [FHA Key #10]
s

\

| Space between inside waste array zones is > 12 ft and free of
combustibles. [TSR 5.6.4.g]

# wYes No | N/A'| Container Inspection .

Container integrity is not compromxsed by punctures dents,
7 . penetrating scratches, loose lids, bulging, excessive corrosion or
other damage/deterioration (where possible to inspect).[TSR 5.6.4.b]
Containers are closed , are stored in a manner which will not rupture
the containers or cause them to leak , and show no evidence of
spillage or leakage, such as moisture on the sides or underneath
(where possible to inspect)?
Container top does not have excessive buildup of dirt/debris that
would possibly interfere with the proper operation of the drum’s
ventilation system (such as, clogging of NucFils).
Container marking/labeling is intact, unobscured, legible and in good
condition (where possible to inspect)?
11 . Third-tier drums are banded horizontally with metal band.

,/ (single drum banded to pallet) [TSR 5.6.4.a]

Comments/Observations:
Y/ 4

10

NN N

Operator (print/sign/datgitime): ~ MICHAEL KIEH} 27 / /;%/)/ SYEre | oD
g767¢;___

FWS (print/signidate). \Qo~% | V P Brad Slettene g_/l%//o
AS
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Appendix P

Rev.7,Chg. 4 | SW_040_043 Page 29 of 57
Inspect CWC & Miscellaneous Buildings

Published Date: 5/7/10 ‘ Effective Date: 5/7/10

Appendix A - Weekly CWC RCRA rlnspectibon Checklist

Facility/Module: 514 / , Time:[gjgc/' “Date: 5‘»?7—/6’-
~# | 'Yes |"No | NJA | Area Inspection - R N S el
1 rd Lighting is adequate to oomp!ete mspeo‘uon (Where apphcable)

Marker-barricades (chain barricades, chain-link fences, marker
posts, etc.) around facility/module are intact and in good condition.
Facility/module ground postlngs are intact, unobscured, Ieglb!e and
in good condition?

Containment curbing and flooring is free of scratches that penetrate
3 to the concrete, cracks, or gaps and is sufficiently impervious to
contain leaks, spills, and accumulated rainfall (where applicable)?
Facility/module is generally dry. There is no standing and/or
4 unexpected water or snow accumulation in or around
| facility/module?

Aisle space between rows of containers appears to be at least 36

\

I\

\

.~ | inches? [FHA Key #10]

6 Space between inside waste array zones is > 12 ft and free of
.~ combustibles. [TSR 5.6. 4.9]

# | Yes | No | N/A | Contdinerilnspection

; Container integrity is not compromlsed by punctures dents
7 penetrating scratches, loose lids, bulging, excessive corrosion or
' other damage/deterioration {(where possible to inspect).[TSR 5.6.4.b]

Containers are closed , are stored in a manner which will not rupture
the containers or cause them to leak , and show no evidence of
spillage or leakage, such as moisture on the sides or underneath
(where possible to inspect)?

Container top does not have excessive buildup of dirt/debris that
would possibly interfere with the proper operation of the drum'’s
ventilation system (such as, clogging of NucFils).

Container marking/iabeling is intact, unobscured, legible and in good
condition (where possible to inspect)?
11 /Third-tier drums are banded horizontally with metal band.

_~| (single drum banded to pallet) [TSR 5.6.4.a]

P

Comments/Observations:

\\\\

10

Operator (print/sign/datejtime): ~ MIGHAFL K'EHWZM 2 Tve (@RT

FWS (print/sign/date): W 7)(/%(7(%\_/ Brad wi?ﬂuﬂo S‘/Z ?»/ {0
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Appendix P

Rev. 7, Chg. 4 - SW-040-043 ' Page 29 of 57
| | Inspect CWC & Miscellaneous Buildings -

Published Date: 5/7/10 ' Effective Date: 5/7/10

Appendix A - Weekly CWC RCRA Inspection Checklist

Facility/Module: < 4- £ Time;/O, ’Zg"‘ Date:s*;;f-;zya
# | Yes | No | N/A |‘Area’lnspection: : ,
1 // Lighting is adequate to complete mspect;on (where apphcable)

Marker-barricades (chain barricades, chain-link fences, marker
posts, etc.) around facility/module are intact and in good condition.
Facility/module ground postings are intact, unobscured, legible and -
in good condition?

\

Containment curbing and flooring is free of scratches that penetrate
3 to the concrete, cracks, or gaps and is sufficiently impervious to
contain leaks, SpIHS and accumulated rainfall (where applicable)?

\

Facilityymodule is generally dry. There is no standing and/or
unexpected water or snow accumulation in or around
facility/module?

\

5 Aisle space between rows of containers appears to be at least 36
| , | inches? [FHA Key #10]

Space between inside waste array zones is > 12 ft and free of

6 v ‘ ,/ combustibles. [TSR564g] =
# | Yes | No'| N/A | Containerinspection: ~ . v = 7w oo

Container integrity is not compromtsed by punctures dents
7 penetrating scratches, loose lids, bulging, excessive corrosion or
.~ | other damage/deterioration (wh’ere possible to inspect).[TSR 5.6.4.b]

Containers are closed , are stored in a manner which will not rupture
the containers or cause them to leak , and show no evidence of

8 spillage or leakage, such as moisture on the sides or underneath
, | (where possible to inspect)?
: Container top does not have excessive buildup of dirt/debris that
9 | would possibly interfere with the proper operation of the drum’s
,/ ventilation system (such as, clogging of NucFils).
10 Container marking/labeling is intact, unobscured, legible and in good
_~"| condition (where possible to inspect)?

Third-tier drums are banded horizontally with metal band.

" .~ | (single drum banded to pallet) [TSR 5.6.4.a]

| Comments/Observations:

Operator (print/sign/date/time)., MICHAEL KiEHW%MZS —97sc, sz

FWS (print/sign/date): Q‘)A/ 7 S/,Q/Ufiﬁ::/ Brad Sletiens S'/z f,Lf (0
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Appendix P

Rev. 7, Chg. 4 SW-040-043 o Page 29 of 57
Inspect CWC & Miscellaneous Buildings

Published Date: 5/7/10 Effective Date: 5/7/10

Appendix A- Weekly CWC RCRA Inspection Checklist

Facility/Module: S 2 _Time /& <28 Date: S C
# | Yes | No | N/A | AreaInspection ‘
1 ,// Lighting is adequate to oomplete inspection (where applicable)?

Marker-barricades (chain barricades, chain-link fences, marker
posts, etc.) around facility/module are intact and in good condition.
_Facility/module ground postings are intact, unobscured, legible and
.~ in good condition?

Containment curbing and flooring is free of scratches that penetrate
3 | to the concrete, cracks, or gaps and is sufficiently impervious to
/ contain leaks, sp;lls and accumulated rainfall (where applicable)?

Facility/module is generally dry. There is no standing and/or

4 - | unexpected water or snow accumulahon in-or around
rd ' - | facility/module?
5 Aisle space between rows of contalners appears to be at least 36
/ inches? [FHA Key #10]

| Space between inside waste array zones |s > 12 ft and free of
.| combustibles. [TSR 5.6. 4. g]

# | Yes | No | N/A | Container Inspection , : .
Container integrity is not compromzsed by punctures dents

7 _penetrating scratches, loose lids, bulging, excessive corrosion or
,/ other damage/deteriOration (where possible to inspect).[TSR 5.6.4.b]

Containers are closed , are stored in a manner which will not rupture
the containers or cause them to leak , and show no evidence of
_spillage or leakage, such as moisture on the sides or underneath
(where possible to inspect)?

Container top does not have excessive buildup of dirt/debris that
would possibly interfere with the proper operation of the drum'’s
ventilation system (such as, clogging of NuckFils).

Container marking/labeling is intact, unobscured, legible and in good

i/
10 / condition (where possible to inspect)?

Third-tier drums are banded horizontally with metal band.
(single drum banded to pallet) [TSR 5.6.4.a]

Commentstbservations: :

1"

M

Operator (print/sign/datettime)s, MIGHAEL

FWS (print/sign/date). Q- |V

PN
Brad Sletténg < / ) :;// (O
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Appendix P

Rev.7,Chg. 4

- SW-040-043 Page 29 of 57

Inspect CWC & Miscellaneous Buildings

-Published Date: 5/7/10

Effective Date: 5/7/10

Appendix A - Weekly CWC RCRA Inspection Checklist

Facility/Module: ///2/4? Tlme /5‘/ Date:;';;/c
# | Yes | No | NIA | Areainspection = =
1 " Lighting is adequate to complete mspec‘uon (where apphcable)
Marker-barricades (chain barricades, chain-link fences, marker
5 posts, etc.) around facility/module are intact and in good condition.
L Facility/module ground postmgs are intact, unobscured, legible and
el in good condition?
Containment curbing and flooring is free of scratches that penetrate
3 to the concrete, cracks, or gaps and is sufficiently impervious to
/ contain leaks, spills, and accumulated rainfall (where applicable)?
Facility/module is generally dry. There is no standing and/or
4 | L unexpected water or snow accumulation in or around
/ facility/module?
.5 Aisle space between rows of containers appears to be at least 36
| inches? [FHA Key #10]
L Space between inside waste array zones is > 12 ft and free of
.~| combustibles. [TSR 5.6.4. ol _
 # | Yes | No.| N/A | Containerinspection - : Do |
Container integrity is.not compromlsed by punctures, dents,
7 ' penetrating scratches, loose lids, bulging, excessive corrosion or
L other damage/deterioration (where possible to inspect).[TSR 5.6.4.b]
Containers are closed , are stored in a manner which will not rupture
5 the containers or cause them to leak , and show no evidence of
spillage or leakage, such as moisture on the sides or underneath
el (where possible to inspect)?
Container top does not have excessive buildup of dirt/debris that
9 " would possibly interfere with the proper operation of the drum’s
/ ventilation system (such as, clogging of NucFils).
10 P Contg?ner marking/labgiing ig intact, unobscured, legible and in good
pd condition (where possible to inspect)?
Third-tier drums are banded horizontally with metal band.
" / (single drum banded to pallet) [TSR 5.6.4.a]
Comments/Observations: "
A—
Operator (print/sign/dateffime). N MICRAEL K!EHﬂ/%%/; S22, Proe
FWS (print/sign/date) SNX YT Brad Sletiane g‘/z,;// /o
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Appendix P

Rev. 7, Chg. 4 SW-040-043 Page 29 of 57
Inspect CWC & Miscellaneous Buildings

Published Date: 5/7/10 ‘ . Effective Date: 5/7/10

Appendix A - Weekly CWC RCRA Inspection Checklist

Facility/Module: /’/2/2 - | Time‘/'G; ’0/ ' Dateifﬁ,?%/o '
C#| Yes | :Noi| N ‘Arealnspection: . AL e
1|, ' Lighting is adequate to comple’re mspec’rron (where apphcable)

Marker-barricades (chain barricades, chain-link fences, marker
5 posts, etc.) around facility/module are intact and in good condition.
B Facility/module ground postings are intact, unobscured, legible and
el in good condition?
Containment curbing and flooring is free of scratches that penetrate
3 to the concrete, cracks, or gaps and is sufficiently impervious to
.1 contain leaks, spills, and accumulated rainfall (where applicable)?
Facility/module is generally dry. There is no standing and/or
4 L unexpected water or snow accumuratron inor around
.~ facility/module?
5 Aisle space between rows of containers appears to be at jeast 36
~ .~ | inches? [FHA Key #10]

Space between inside waste array zones is > 12 ft and free of

,/ combustibles. [TSR 5.6.4. gl
# | Yes | No-| N/A |Container Inspection.

| Container integrity is not comprom|sed by punctures dents,
7 penetrating scratches, loose lids, bulging, excessive corrosion or
e , other damage/deterioration (where possible to inspect).[TSR 5.6.4.b]

Containers are closed , are stored in a manner which will not rupture
the containers or cause them to leak , and show no evidence of

8 spillage or leakage, such as moisture on the sides or underneath

d (where possible to inspect)?
. Container top does not have excessive buildup of dirt/debris that

9 i would possibly interfere with the proper operation of the drum'’s
e ventilation system (such as, clogging of NucFils).

10 Container marking/labeling is intact, unobscured, legible and in good
e condition (where possible to inspect)?

11 Third-tier drums are banded horizontally with metal band.

//(singie drum banded to pallet) [TSR 5.6.4.a]
Comments/Observations:

o a

Operator (print/sign/dateffjme),~ WIGHAEL KlEﬁW%/fpzp_/o y=x<li

FWS (print/sign/date): /bbar-% ( (/W brad Sefiens <& / Z:/‘—/(o
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Appendix P

Rev. 7, Chg. 4 v » SW-040-043 Page 29 of 57
' Inspect CWC & Miscellaneous Buildings

Published Date: 5/7/10 | ‘Effective Date: 5/7/10

“Appendix A - Weekly CWC RCRA Inspection Checklist

Facility/Module: /C,Zf » , Time:/ay /3. Date:;—;wa :
“# 1 Yes | No'| ‘NJA | Area Inspection: ) v s Ro
1 " Lighting is adequate to comp]ete lnspectlon (where apphcable)

' Marker-barricades (chain barricades, chain-link fences, marker
5 posts, etc.) around facility/module are intact and in good condition.
Facility/module ground postings are intact, unobscured, leglble and
e in good condition?
, Containment curbing and flooring is free of scratches that penetrate
3 | to the concrete, cracks, or gaps and is sufficiently impervious to
',_/ contain leaks, spills, and accumulated rainfall (where applicable)?
Facility/module is generally dry. There is no standing and/or
4 i unexpected water or snow accumulation in or around
L~ : facxltty/module’? ~ L
5 ' Aisle space between rows of contamers appears to be at least 36
‘ .~ | inches? [FHA Key #10]
5 Space between inside waste array zones is > 12 ft and free of
: .~ combustibles. [TSR 5.6.4.9]
# | Yes | No | NIA | Container lnépeci:‘on L
Container integrity is not compromised by punctures dents
7 : penetrating scratches, locse lids, bulging, excessive corrosion or
N other damage/deterioration (where possible to inspect).[TSR 5.6.4.b]
Containers are closed , are stored in a manner which will not rupture
8 the containers or cause them to leak , and show no evidence of -
spillage or leakage, such as mmsture on the sides or underneath
i (where possible to inspect)?
Container top does not have excessive buildup of dirt/debris that
9 would possibly interfere with the proper operation of the drum’s
e ventilation system (such as, clogging of NucFils).
10 Container marking/labeling is intact, unobscured, legible and in good -
.~ condition (where possible to inspect)?

11 Third-tier drums are banded horizontally with metal band.

,_ | (single drum banded to pallet) [TSR 5.6.4.a]

Comments/Observations: : : ,

prd
Operator (print/sign/dateftime): /S WHCHAEL KIEHKZZ . orie /2" »" =250 C , st
FWS (printsign/date): (Jo- X (VLU  smisimne  </22/w
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Appendix P

Rev.7,Chg. 4 . ’ SW-040-043 ‘ - Page 29 of 57
Inspect CWC & Miscellaneous Buildings

| Published Date: 5/7/10 : ‘ _ EffectiveDate: 517110

Appendix A - Weekly CWC RCRA Inspection Checklist

Facility/Module: ,‘//ZD Tlme ?’4’/7’ Date: g‘—;,?:z/o' :
# | Yes | No | ‘NJA | AreaInspection” " . ol L
1 .~ v Lighting is adequate to complete mspectlon (where appllcable)

Marker-barricades (chain barricades, chain-link fences, marker
posts, etc.) around facility/module are intact and in good condition.
| Facility/module ground postings are intact, unobscured, leg:ble and
.~ in good condition?

: _ Containment curbing and ﬂoormg is free of scratohes that penetrate
'3 to the concrete, cracks, or gaps and is sufficiently impervious to
. —| contain leaks, spi|ls, and accumulated rainfall (where applicable)?
Facility/module is generally dry. There is no standing and/or
4 unexpected water or snow accumulation i inor around

.~ facility/module? :

Aisle space between rows of containers appears to be at Ieast 36

5 | .~ | inches? [FHA Key #10]
/

Space between inside waste array zones IS > 12 ft and free of
. combustibles. [TSR 5.6.4. g_|

# | Yes | No | N/A: | Containerlnspection. 5 fir : ,

.| Container integrity is not compromrsed by punctures dents,

7 penetrating scratches, loose lids, bulging, excessive corrosion or
e other damage/deterioration (where possible to inspect).[TSR 5.6.4.b]

Containers are closed, are stored in a manner which will not rupture
the containers or cause them to leak , and show no evidence of
spillage or leakage, such as mossture on the sides or underneath
(where possible to inspect)?

Container top does not have excessive buildup of dirt/debris that
"9 v would possibly interfere with the proper operation of the drum’s

\“

1 ventilation system (such as, clogging of NucFils).

10 ‘ i Conte?ner marking/labeling ie intact,- unobscured, legible and in good
e condition (where possible to'inspect)?

11 Third-tier drums are banded horizontally with metal band.

| (single drum banded to paliet) [TSR 5.6.4.a]
Comments/Observations: i

V=

Operator (print/sign/date/time): ~MICHAEL KIERM 27 =~ 2 " c= 95,5 Dt >

FWS (print/sign/date): ’@bJ{ MX/JP@C'\, Brad Sisieng f/z}//,p
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Appendix P

Rev. 7,Chg. 4 SW-040-043 Page 29 of 57
Inspect CWC & Miscellaneous Buildings

Published Date: 5/7/10 ‘ Effective Date: 5/7/10

Appendix A - Weekly CWC RCRA In's.pection Checklist

Facmty/Module ///Zz, Tlme?_g é ‘ Date {‘{/;7%/0
# | Yes | No | | Area'lnspection. 3 P S
1 // ‘ nghtmg is adequate to comp!e’te mspectton (Where apphcable)

Marker—bamcades (chain barricades, chain-link fences, marker
5 posts, etc.) around facility/module are intact and in good condition.
B Facility/module ground pos’cmgs are intact, unobscured, legible and
y in good condition?
Containment curbing and flooring is free of scratches that penetrate
3 - | to the concrete, cracks, or gaps and is sufficiently impervious to
,_~—| contain leaks, spills, and accumulated rainfall (where applicable)?
Facility/module is generally dry. There is no standing and/or
4 L unexpected water or snow accumulation in or around
e facility/module?
5 Aisle space between rows of containers appears to be at least 36

—Tinches? [FHA Key #10]

' Space between inside waste array zones is > 12 ft and free of

; ,,._/ combustibles. [TSR 5.6. 4 g}

| # | Yes | No | NIA | Containerinspection o

' Container integrity is not compromlsed by punctures dents,

7 : ‘| penetrating scratches, loose lids, bulging, excessive corrosaon or
i other damage/deterioration (where possible to inspect).[TSR 5.6.4.b]

Containers are closed , are stored in a manner which will not rupture
the containers or cause them to leak , and show-no evidence of

8 L spillage or leakage, such as moisture on the sides or underneath

B (where possible to inspect)?
Container top does not have excessive buildup of dirt/debris that

9 > would possibly interfere with the proper operation of the drum’s
s ventilation system (such as, clogging of NucFils).

10 “Container marking/labeling is intact, unobscured legible and in good
/ condition (where possible o inspect)?

11 | Third-tier drums are banded horizontally with metal band.

/ (single drum banded to pallet) [TSR 5.6.4.a]

Comments/Observations:

VY

Operator (print/sign/datéftime): N\ MICHAEL KIEH%MCWJO 2L
FWS (print/sign/date): Q}\/X /V/(,C/'&;( Brad Skitans
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Appendix P.

“Rev. 7’ Chg' 4 | : SWO40 043 - , Page 29 of 57‘_ v

Inspect CWC & Miscellaneous Buridmgs

Published Date: 5/7/10 S Effective Date: 5/7/10

Appendrx A- Weekly cwcC RCRA inspectlon Checklist
FacrhtylModuie 5/4 / BRI Time | 2/ 7 -‘Date. 2. 2 /g,

11 1 ' Lrghtmg is adequate to complete lnspectxon (Where apphcable)
' ' Marker-barricades (chain barricades, chain-link fences, marker -
5 : posts, etc.) around facility/module are intact and in good condition.
‘ _ Facility/module ground postings are intact, unobscured, legrble and
e in good condition?
v Containment curbing and flooring is free of scratches that penetrate
3 ‘ to the concrete, cracks, or gaps and is sufficiently impervious to
el contain leaks, spills, and accumulated rainfall (where applicable)?
. Facility/module is generally dry. There is no'standing and/or
4 | unexpected water or snow accumula’uon in or around
.~ facility/module?

5' Aisle space between rows of containers appears to be at least 36
4 | _~Tinches? [FHA Key #10] ' :

‘Space between inside waste array zones is > 12 ft and free of
.~ combustibles. [TSR'5.6.4.9]

# 4 Yes | No | NI ontdinérinspect

. Container integrity is not’ compromlsed by punctures dents
7 penetratmg scratches, loose lids, bulging, excessive corrosion or
1 ¢ _—T other damage/deterioration (where possible to inspect).[TSR 5.6.4.b]

Containers are closed , are stored in a manner which will nct rupture
8 : the containers or cause them to leak , and show no evidence of

spillage or leakage, such as moisture on the sides or underneath
/ (where possible to inspect)?

Container top does not have excessive buildup of dirt/debris that
9 would possibly interfere with the proper operation of the drum’ s
/ ventilation system (such as, clogging of NucFils). '

Container marking/labeling is intact, unobscured, legible and in good

1 10 / condition (where possible to inspect)?
1| | Third-tier drums are banded horizontally with metal band.
./ | (single drum banded to pallet) [TSR 5.6.4.a]

Comments/Observations: S g Lain Ceafer

Operator (prmt/srgn/date{trme*)‘ WMICHAEL K‘E%mﬁj//'/éy,c /3>

FWS (print/sign/date): 09 7 /t//(// CC__  Braftictng Qy/’é / [0

NEIC VP0928E01 ~-Page 165 of 308 Hanford Federal Facility

Before each use, ensure this copy is the most current version.




Appendix P

_T\"ev. 7,Chg. 4 , - SW-040-043 | v:‘ Page_29 of57A.
" ' lnspect CWC & Mlscellaneous Bundmgs o

PubhshedDate 5710 . Effective Date: 517110

Appendix A - Weekty cWC RCRA lnspectlon Checkhst

FacmtylModule 5}4 49 Txme 13,9?@ ' Date {‘,?/o
| Yes [New| s adnspection: . ey e
1 ], // | |Lightingis adequate to complete mspectxon (where apptlcable)

Marker-barticades (chain barricades, chain-link fences, marker
o | : ‘posts, etc.) around facility/module are intact and in good condition.

' | Facmty/modute ground postlngs are intact,’ unobsoured !eglb!e and”
4, .~ : in good condition?

- 1 | Containment curbing and flooring is free of scratches that penetrate
3 : : to the concrete, cracks; or gaps and is. sufficiently impervious to
i contain leaks, spills, and accumulated rainfall (where applicable)?-
' ‘Facmty/modute is generally dry. There is no standing and/or
4 ' ‘ unexpected water or snow accumulation in or around
e facility/module? :

: Aisle space between rows of containers appears to be at least 36 -

5 .~ inches? [FHA Key #10] -
6 | Space between inside waste array zones is > 12 ft and free of
_~"| combustibles. [TSR 5 6.4.9]

Container integrity is not compromised by punctures, dents,
7 ’ | penetrating scratches, loose lids, bulging, excessive corrosion or

' , | other damage/deterioration (where possible to inspect).[TSR 5.6.4.b]
Containers are closed , are stored in a manner which will not rupture
s | ; , the containers or cause them to leak , and show no evidence of

. spillage or leakage, such as mozsture on the sides or underneath
.~~~ | (where possible to inspect)? :

Container top does not have excessive buildup of dirt/debris that
9 o ' | would possibly interfere with the proper operation of the drum’ s
‘ ,/ | ventilation system (such as, clogging of NucFils).
Container marking/labeling is intact, ‘unobscured, legible and in good

10 ,/ condition (where possible to inspect)?
tt _ : Third-tier drums are banded horizontally with metal band. "
‘ ,/ (sungle drum banded to patiet) [TSR 5.6. 4. al

Comments/Observatlons SM?’ [Zz/h e Fer

Operator (print/sign/datéltimeX, W}"AE‘- K'EHW/M/ Figve (390
FWS (print/sign/date): tbn\ 7!/[/(/(/(1/ BradSielene (/~//0
{
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Appendix P

Rev. 7, Chg. 4 SW-040-043 : Page 29 of 57
Inspect CWC & Miscellaneous Buildings

Published Date: 5/7/10 Effective Date: 5/7/10

. Appendix A - Weekly CWC RCRA Inspection Checklist

Facnhty/ModuIe,\S/Q-— Time:j 3.5 5— Date:£.S./c
# | Yes | No | NJA | Arealnspection e L o
1 ,/ , Lighting is adequate to complete inspection (where applicable)?

Marker-barricades (chain barricades, chain-link fences, marker
posts, etc.) around facility/module are intact and in good condition.
Facility/module ground postings are intact, unobscured, Ieglble and
in good condition?

Containment curbing and flooring is free of scratches that penetrate
3 | to the concrete, cracks, or gaps and is sufficiently impervious to
.~ | contain leaks, spills, and accumulated rainfall (where applicable)?

Facility/module is generally dry. There is no standing and/or

4 B unexpected water or snow accumulatxon in or around

, / facility/module?

Aisle space between rows of containers appears to be at least 36
inches? [FHA Key #10]

| Space between inside waste array zones is > 12 ft and free of
combustibles. [TSR 5.6.4.g]

_# | Yes | No | N/A | Container Inspection '

Container integrity is not compromised by punctures, dents,
7 penetrating scratches, loose lids, bulging, excessive corrosion or
other damage/deterioration (where possible to inspect).[TSR 5.6.4.b]

Containers are closed , are stored in a manner which will not rupture
the containers or cause them to leak , and show no-evidence of

\

\\*

8 spillage or leakage, such as moisture on the sides or underneath
(where possible to inspect)?
' Container top does not have excessive buildup of dirt/debris that
9 would possibly interfere with the proper operation of the drum'’s
' ventilation system (such as, clogging of NucFils).
10 Container marking/labeling is intact, unobscured, Ieglble and in good

condition (where possible to inspect)?
Third-tier drums are banded horizontally with metal band.
(single drum banded to pallet) [TSR 5.6.4.a]

Comments/Observations:

11

NN R R

VY

Operator (print/sign/dateftime), MIGHAEL KIEHW///&%_////?/Q [ 255
FWS (print/sign/date); w 1 ,V KX A~ Brad Shetone (a/ =2/ /0

NEIC VP0928EO1 Page 167 of 308 Hanford Federal Facility

Before each use, ensure this copy is the most current version.




Appendix P

Rev. 7,«.Chg'. 4 . A SW 040_043 — : ; »?age 29 of 57 |

lnspect CWC & Mlscellaneous Bundmgs

‘Published Date: 5/7/10 o I L EffectweDate 517/10j

Appendix A - Weekiy CWC RCRA Inspe‘ct‘ion’ Checklist o
FacmtyIModule

/2 / Time/2'0  Dateg-2-/c
#:4] Yes | N s s

1 ,/ ' | Lighting is adequate to complete inspec’tion (where app!icable)

Marker-barricades (chain barricades, chain-link fences, marker
posts; etc. ) around facility/module are intact and in-good condition.

2 / : o Facmty/module ground postmgs are mtac‘r unobscured leglble and
e e | in good condition?

. . S Containment curbing and ﬂoormg is free of scratches that penetrate

3 ‘ v | fo the concrete; cracks, or gaps and is sufficiently i impervious to

. ,/ contain Jeaks, sprl!s and accumulated rainfall (where applicable)? -

| Facility/module is.generally dry. - There is no standmg and/or

4 o L ' * | unexpected water or snow accumulahon in or around
- - | facility/module?
U 5 I | Aisle space between rows of contamers appears to be at Ieast 36
- .~ | inches? [FHA Key #10]
| 6 ‘ Space between inside waste array zones is > 12 ﬁ and free of
- ‘ ' combustibles. [TSR 5.6.4. g] : o

Container integrity is.not compromised by 'punct,ures, dent;s,' -
7 1 - penetrating scratches, loose lids, bulging, excessive corrosion or
/ | other damage/deterioration (where possible to inspect).[TSR 5.6.4.b]

Containers are closed , are stored in a manner which will not rupture
the containers or cause them to leak , and show no evidence of

8 _ spillage or leakage, such as mmsture on the s:des or underneath
,/ | (where possible to inspect)?
: , Container top does not have excessive buildup of dirt/debris that
9 _ “would possibly interfere with the proper operation of the drum'’s
/ g ventilation system (such as, clogging-of NucFils).
10 L Container marking/labeling is intact, unobscured, legible and in good
* / condition (where possible to inspect)? ,
1 | Third-tier drums are banded horizontally with metal-band.
‘ ' / (single drum banded to pailet) [TSR 5.6.4.a]

Comments/Observatrons

/«//%

Operator (prmt/smn/date}t’ﬁle ~MICHAEL K‘EWW sz /3 oS

FWS (print/sign/date); Q(’)X ) VLL;DL Brad Zletteng (,/o///o ;
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Appendix P

Rev.7, Chg. 4 L : SW 040_043 - ‘. v , | Page 29 of 57
I Inspect CWC & Miscellaneous Buxldmgs o :

Published Date: 5710 . Effective Date: 5710

Appendix A ,-»Weekly CWC RCRA lnspecfbh Checklist

Facility/Module: /"/2/;7 7'2£ - Date S-¢tro
1 | .~ ’ nghtmg is adequate'to- complete inspection-(where- apphcabie)?
e Marker-barricades (chain barricades, chain-link fences, marker
P posts, etc.) around. facmty/module are intact and in good condition.
‘ B Facmty/modu!e ground’ postmgs are intact, unobsc:ured legible and -
e -| in good cendition? - : .
‘ ‘ Containment curbing and flooring is free of scratches that penetrate
-3 - ' to the concrete, cracks, or gaps and is sufficiently | impervious to
| ,_—~T contain leaks, spills, and accumulated rainfall (where applicable)?
' ‘ Facility/module is generally dry: There is no standing and/or’
4 1 L ’ unexpected water or snow accumulatson in or around '
e ‘ facility/module? ~
5 a | Alsle space between rows of containers appears to be at least 36
: : .~ inches? [FHA Key #10] :
- - | Space between inside waste array zones is > 12 ft and free of
L el combustlbles [TSR 5. 6 4 g] :
~# | Yes |'No‘[. ne b LR o
v ) Container integrity is not compromised by punctures, dents,
7 L penetrating scratches, loose lids, bulging, excessive corrosion or
e | other damage/detenoratxon (where pOSSIbIe to inspect).[TSR 5.6.4.b]
o Containers are closed , are stored in a manner which will not rupture
8 .| the containers or cause them to leak , and show no evidence of
. . spillage or leakage, such as moisture on the sides or underneath
pdin | (where possible to inspect)?
| Container top does not have excessive buildup of dirt/debris that -
9 would possibly interfere with the proper operation of the drum’ s
/ ventilation system (such as, clogging of NucFils).
10 ] Container marking/labeling is intact, unobscured, legible and in good
e ' condition (where possibie to inspect)? -
111 Third-tier drums are banded horizontally with metal band.
1 o / (single drum banded to pallet) [TSR 5.6.4.a]
Comments/Observatlons .
‘| Operator (print/sign/date/time): (M{CHAE)L K!EW/ £55C S 2L
FWS (printisign/date). .. (V¥ Bradsletere - o/,
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Appendix P

Rev. 7, Chg. 4 o . SW 040 043 A . . Page 29'of57_ -
- Inspect CWC & M:scellaneeus Burldmgs I

‘Pubhshed Date: 5/7/10 . L ’ Effectwe Date 5/7!10 -

. AppendtxA Week!y CWC RCRAInspectlon Checkhst - R
FacllltyIModule /C[_ZC, o : T-xme.?{/? Date é 47/0 :

1 ,/ L Ltghtlng is adequate to.complete inspection (where apphcable)’?

Marker-barricades (chain barricades, chain-link fences, marker
posts, etc.) around facility/module are intact and in-good condition.

2 B ' Facility/module ground postings are intact, unobscured, leg|b!e and -
ek in'good condition? .
1 S A Contalnment curbing and flooring is free of scratches that penetrate
3 , | to the concrete, cracks, or 'gaps and is sufficiently impervious to

/ contain leaks, spills, and accumuiated rainfall (where applicable)?

‘ k Facility/module is generally dry. There is no standing and/or
4 ' unexpected water or snow accumula‘aon in or around o

L~ facmty/module’? . :
5' . N Aisle space between rows of contamers appears to be at least 36
' ._~Tinches? [FHA Key #10] :
6 , , | Space between inside waste array. zones is > 12 ft and free of
S |~ combustibles. [TSR 5.6.4.q]

: ; Contamer m’tegrlty is not compromised by punctures, dents, .- . :
70 | penetrating scratches, loose lids, bulglng, excessive corrosion or
) other damage/deterioration (where possible to lnspect) [TSR 5.6.4.b]
Containers are closed , are stored in a manner which will not rupture
5 : the containers or cause them to leak , and show no evidence of -
B - | spillage or leakage, such as mmsture on the SldeS or underneath
R (where possible to inspect)?
Container top does not have excessive buildup of dirt/debris that -
would possibly interfere with the proper operation of the drum’s
T ventilation system (such as, clogging of NucFils).
/

Container marking/labeling is intact, unobscured, legible and in good
condition (where possible to'inspect)? '
11 , | Third-tier drums are banded ho‘rizon'ta,lly‘ with metal band.
/ (snng!e drum banded to pallet) [TSR 5.6.4.a] '
Comments/Observatlons : y .

10

‘/1/44; |

' i B :
Operator (print/sign/dafeftime)s M‘}%HAEL /// S e Do
FWS (prmt/sugn/date b%)( [ l/ %/¢7€7{:~ rad “eting f,/ Y / 0
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Appendix P

Rev. 7; Chg.4 . o SW-040-043 o ) : -Page 29"of 57,
| ~ Inspect CWC & Mrscellaneous Buildings SR

" published Date: 57710 | o | Effectrve Date: 5/7/10

Append*rx A- Weekly CWC RCRA lnspectron Checklist
D - Time:/ 329 Date: &~ 3-/0

Facnhty/Module

Lighting is adequate to complete inspection (where app!’icable)?
Marker-barricades (chain barricades, chain-fink fences, marker
_posts, etc.) around facility/module are intact and in good condition:

2 L | { Facility/module ground. postmgs are intact, unobscured iegrble and
e in good condition?
: . Containment curbing and ﬂoonng is free of scratches that penetrate
3 . | to the concrete, cracks, or'gaps and is sufficiently impervious to

,/ contain leaks, spills, and accumulated rainfall (where applicable)?
Facility/module is generally dry. There is no standing and/or

- 4 : » : unexpected water or snow aocumulatron m or around
ydain | facility/module? - : . '
5 _ - | Aisle space between rows: of containers appears fo be at least 36
25 " inches? [FHA Key #10]
5 ‘ Space between rnsrde waste array zones lS >12ftand free of
# | Yes |'No , RO
| Container integrity is not compromised by punctures, dents,
7 L . penetrating scratches, loose lids, bulging, excessive corrosion or
pd other damage/deterioration (where possible to inspect).[TSR 5.6.4.b]
Containers are closed, are stored in a manner.which will not rupture
8 : the containers or cause them to leak’, and show no evidence of
' spillage or leakage, such as moisture on the srdes or underneath
e (where possible to inspect)? -
Container top does not have excessive buildup of drrt/debrrs that
9 ‘ h would possibly interfere with the proper operation of the drum s

ventilation system (such as, clogging of NucFils).

Container marking/labeling is intact, unobscured, legible and i in good"
condition (where possible to-inspect)? '

11 Third-tier drums are banded horizontally with- metal band.
‘ ‘ / (single drum banded to pallet) [TSR 5.6.4.a]

Comments/Observations:

2
10/

Operator (print/sign/date/tine): MMCHAEL K‘EW /; 4 / .75
| FWS (print/sign/date). Q. X 7 X/(,VL/C; Brad Steliore L q/ /o
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Appendix P

R'ev. 7, Chg‘.4 - ~ SW 040_043 - o ‘Page 29 ofv57;
lnspect CWC &. Mrscellaneous Bu:ldmgs | -

Published Date: 5/7/10 o L EffectlveDate 5/7/10

Appendlx A- Week]y CWC RCRA lnspection Checkhst

ility/Module: [~ Z/;”

Lsghtrng is adequate to complete inspection (where’ applicable)?

| Marker-barricades (chain barricades, chain-link fences, marker
posts, etc.) around facility/module are intact and in good condition.

2 - | V Faollrty/module ground postrngs are intact, unobscured legible and
1. in good condition? - .

o | Containment curbing and flooring is free of scratches that penetra‘re
3.0 © | to the concrete, cracks, or gaps and is sufficiently i impervious to

. / coritain leaks, spills, and accumulated rainfall (where applicable)?
| Facility/module is generally dry.  There is no standing and/or

4 L | unexpected water-or snow accumulatlon inor around
,/ ; facility/module? :
5 ‘ : . | Alisle space between rows of containers appears to be at least 36
: : __~Tinches? [FHA Key #10]
5 C ' | Space between inside waste array zones is > 12 ft and free of

TSR564

bustibles.

, ‘Con‘ramer xntegnty is not compromrsed by punctures dents
7 A - | penetrating scratches, loose-lids, bulging, excessive corrosron or
, / other damage/deterloratron (where possible to inspect){TSR 5.6.4.b] |
Containers ‘are closed , are stored in a manner which will not rupture
s | | the containers or cause them to leak , and show-no evidence of
. - | spillage or leakage, such as moisture on the sides or underneath
(where possible to inspect)?
Container top does not have excessive buildup of dirt/debris that.
would possibly interfere with the proper operation of the drum's

, / ' ventilation system (such as, clogging of NucFils).

‘Container marking/labeling is intact, unobscured, legible and in good

10 condition (where possible foinspect)?

11 ' Third-tier drums are banded horizontally with metal band
: ,/ (single drum banded to pallet) LTSR 5.6.4, a]

Comments/Observatxons

Ve

. . / .
Operator (print/sign/datitime);~ MICHAEL KIEH Yol AD
FWS (print/sign/date): Q\j/vs( 7)(/@ (//H /D
— 8 N [
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Appendix P

»‘Rev. 7,Chg. 4 SW 040 043 - Page 29 of 57 B
' Inspect CWC & M:scellaneous Buﬂdmgs | |

, Publishe'd Date: 5/7110 ‘ ‘ . Effectlve Date 517110

Appehdix A —‘vweekly CWC RCRA 4Inspecﬁvoﬁ Checklist ' |
Facility/Module: < &7- / . Time/sorz  Dateg Po

1 ~ ' nghtlng IS adequate to complete inspection (where applicable)?

Marker-barricades (chain barricades, chain-link fences, marker
posts, etc.) around facility/module are intact and in good condition.

2 | B Facility/module ground postmgs are intact, unobscured Ieglbie and
i in good condition?
' Containment curbing and ﬂoormg is free of scratches that penetrate
3 | - to the concrete, cracks, or gaps and is sufficiently impervious to
et contain leaks, spiHs, and accumulated rainfall (where applicable)?

: : Facility/module is generally dry. There is no standing and/or
4 | L | unexpected water or snow accumulation in or around
facility/module? -

Aisle space between rows of containers appears to be at Ieast 36

\

° | | ,~linches? [FHA Key #10]
6 | » _Space between inside waste array zones is > 12 ft and free of
,/ combustlbles [TSR 5.6.4. g]

% | Yes | No [N/

: Contalner mtegnty is not compromlsed by punctures dents
7 | penetrating scratches, loose lids, bulging, excessive corrosion or
1, / other damage/deterioration (where possible to inspect).[TSR5.6.4.b]

Containers are closed , are stored in a manner which will not rupture
the containers or cause them to'leak , and show no evidence of

8 spillage or leakage, such as moisture on the sides or undemeath

/ (where possible to inspect)?
Container top does not have excessive buildup of dirt/debris that

9 would possibly interfere with the proper operation of the drum'’s
,/ ventilation system (such as, clogging of NucFils).

10 Conteiner marking/!abeiing ieintact, unobse'ured, legible and in good

1. / condition (where possible to inspect)?

11 Third-tier drums are banded horizontally with metal band.

L/ (single drum banded to pallet) [TSR 5.6.4.a]

Comments/Observations:

Vil

Operator (print/sign/date/tinfe}. MICHAEL KH;-:HM’/'

FWS (print/sign/date)\ >~ 1/ X 4" Drad Slettens
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Appendix P

‘Rev. 7,Chg. 4 ‘ SW 040 043 , . Page 29 of 57
‘ Inspect CWC & Mtscellaneous Bmldmgs |

Published Date: 5/7/10 : g Effective Date: 5/7/10

Appendix A - Weekly CWC RCRA l'ﬁspect‘ien Checklist

Facility/Module:S #- 2 Tlme /{// 'Date:é}-‘/’"?/c‘
1 # | Yes | No-| :NIA: |/Aréa‘inspection” ‘ 2 ,
1 I Lighting is adequate to comp!ete mspec‘non (where apphcable)
Marker-barricades (chain barr_lcades, chain-link fences, marker
5 : posts, etc.) around facility/module are intact and in good condition.
- Facility/module ground postmgs are intact, unobscured Iegrb!e and
/ : in good condition? - :

‘ Containment curbing and flooring is free of scratches that penetrate
to the concrete, cracks; or gaps and is sufficiently impervious to
contain leaks, sprlls and accumulated rainfall (where applicable)?
Facrllty/module is generally dry. There is no standing and/or
4 L unexpected water or snow accumulation in or around

e facility/module? |
‘ | Aisle space between rows of containers appears to be at least 36

\

| .~ |inches? [FHA Key #10]
6 ' L Space between inside waste array zones is > 12 ft and free of
| g combustibles. [TSR 5.6.4.q]

# | Yes | N

Contamer lntegrlty is not compromlsed by punctures dents
7 penetrating scratches, loose lids, bulging, excessive corrosion or
‘ / other damage/deterioration (where possible to inspect).[TSR 5.6.4. b]
Containers are closed , are stored in a manner which will not rupture
8 the containers or cause them to leak , and show no evidence of
~ Lspillage or leakage, such as moisture on the sides or underneath
/ (where possible to inspect)?
Container top does not have excessive buildup of dirt/debris that
9 ‘ ' would possibly interfere with the proper operation of the drum’s
' ventitation system (such as, clogging of NucFils).
| Container marking/labeling is intact, unobscured, legible and in good

10 ,/ condition (where possible to inspect)?

Third-tier drums are banded horizontally with metal band.
(single drum banded to pallet) [TSR 5.6.4.a]

' Comments/Observations:

11

V7 &

Operator (print/sign/datéftime), A\ﬁlCHAEL KlEMM/KWG‘ S
FWS (print/sign/date): @#’\X/(dvt/\ 2 Sietiona ¢ [ U190

NEIL VPUIZSEUT Before each use, ensure Wis Lapy 1S0e most current version, Hamora T edetat Ty




Appendix P

Rev. 7, Chg. 4

SW-040-043 Pz

Inspect CWC & Miscellaneous Buildings

Published Date: 5/7/10

- Effective Date: 5/7/10

Appen

dix A- Weekly CWC RCRA lnspectaon Checkhst

Time. /5 ¢ 2 -Date. /- ‘7'2/0 :

FacmtyIModule

Lighting is adequate to complete inspection (where appltcable)

| Marker-barricades (chain barricades, chain-link fences, marker

posts, etc.) around facility/module are intact and.in good condition.
Facmty/module ground postmgs are mtact unobscured legible and
"in good condition? :

| \

\

Containment curbing and flooring is free of scratches that penetrate
| to the concrete, cracks, or gaps and is sufﬂcaentiy impervious to
contain leaks, spills, and accumulated rainfall (where applicable)?

Facility/module is generally dry. There is no standing and/or
unexpected water or snow accumula’non in or around
facility/module? : :

| Aisle space between rows of contatners appears to be at least 36

inches? [FHA Key #10] -

Space between inside waste array zones is > 12 ft and free of
combustibles. [TSR §.6.4. g] i '

# | Yes | 'No'| N/A

:Containerinspection.

Container integrity is not compromlsed by punctures dents
penetrating scratches, loose lids, bulging,-excessive corrosion or
‘other damage/deterioration (where poss;ble to inspect).JTSR 5.6.4.b]

Containers are closed , are stored-in a manner which will not rupture
the containers or cause them to leak , and-show no evidence of
spillage or. leakage, such as moisture on the sides or undemeath
(where possible to inspect)?

Container top does not have excessive buildup of dirt/debris that
would possibly interfere with the proper operation of the drum'’s

10

Container marking/labeling is intact, unobscured, leglble and in good
condition (where possible to inspect)?

/
I/
| ventilation system (such as, clogging of NucFils).

Third-tier drums are banded horizontally with metal band.

1 ' ,/ (single drum banded to paHet) [TSR 5.6.4. a]

Comments/Observatlons

W%

Operator (printisign/date/timeT WICRREL KL /4/%/ =Sve J5a2

FWS (print/sign/date):

b%ﬂ VECEC —  Briskmens (]9//0

NEIC VP0928E01 Before each use, ensysgdiq goRyt isofe most current version. Hanford Federal Facility




_AppendixP Co

Rev.7,Chg. 4 - Aj SW 040_043 B — Page 29 of 57
| lnspect CWC & Mlscellaneous Bundmgs |

.rPubhshed Date: 5/7/10 B ' o : - Effecﬁve;Date: 5[7/10

Appendix A - Weekly CWC RCRA inspection Checklist
Facmty/Module /,/2, ,' Tlme [%'00 _ Dateé»—gl/o

#: Yes | No» £ g R B g -
1 1. o . nghtlng is adequate to complete xnspec’uon (where apphcable)

‘ Marker-barricades (chain barricades, chain-link fences, marker
‘2 posts, etc.) around facility/module are intact and in good condition.

- - | Facility/module ground postmgs are m‘caot unobscured legible and

/ -] in good condition?

; o - Containment curbing and ﬂoonng is free of scratches that penetrate
3 o Lto the concrete, cracks, or gaps and is sufficiently impervious to
/ contain leaks, spills, and accumulated rainfall (where applicable)?

‘ Facility/module is generally dry. There is no standing and/or

4 L unexpected water or show accumuiatxon inor around

/ | facility/module?

Aisle space between rows of containers appears to be at least 36,

N | inches? [FHA Key #10] |
' Space between inside waste array zones is >12 ft and free of -
‘ / combustibles. [TSR 5.6.4.9] : :

#. .| Yes | 'No nta L »
, Contamer mtegrlty is. not compromzsed by punctures dents
7 4 - penetrating scratches, loose lids, bulging, excessive corrosion or
/ other damage/deterioration (where possible to inspect).[TSR 5.6.4.b]

Containers are closed , are stored in a manner which will not rupture
8 ; . the containers or cause them to leak , and show no evidence of
spillage or leakage, such as moisture on the sides or undemeath
(where possible to inspect)?
Container top does not have excessive buildup of dirt/debris that
“would possibly interfere with the proper operation of the drum'’s

/ , | ventilation system (such as, clogging-of NucFils).

L~ Container marking/labeling is intact, unobscured, legible and in good
condition (where possible to inspect)? '

11 | Third-tier drums are banded horizontally with metal band.
| | (single drum banded to pallet) [TSR 5.6.4.a]

' Commentlebservatlons

10

7 an

Operator (prmtlmgnlda};éhtlme)‘\ MI’ZW\EL KIEH // %ﬁ/ oe
FWS (print/sign/date): 5. X “7&//(7@&_“_ Srad Sletton L/ //O

DMECMRO828501 Bagent46-64308 : eniordibedesanasilin

Before each use, ensure this copy is the most current version.




Appendix P

Rev. 7, Chg. 4 SW 040_043 , ‘ Page 29 of 57
' inspect CWC & Miscellaneous Bunldmgs | :

Published Date: 5/7/10 | ' ' - Effective Date: 5/7/10

Appendix A - Weekly CWC RCRA lnspectlon Checkhst
FacmtyIModule Fi21<  Time: ] 3'w7 - Dateé»?‘/o

1 / ‘ | nghtmg is adequate to complete inspection-(where apphcable)

Marker—barncades (chain barricades, chain-link fences, marker -
posts, etc.) around facmty/module are intact and in good condition.

v 2 » Facility/module ground pos‘ungs are mtact unobsoured legible and
i | in good condition? : :
Containment curbing and flooring is free of scratches that penetrate
-3 , ‘ | to the concrete, cracks, or gaps and is sufficiently impervious to

/ contain leaks, spills, and accumulated rainfall (where applicablie)?

v , Facility/module is generally dry. There is no standing and/or
4 4 - L unexpected water or snow accumu!a’non inor around

paii facility/module?
Aisle space between rows of containers appears to be at least 36

5 | inches? [FHA Key #10]
:/

Space between inside waste array zones is > 12 ft and free of
combusttbles [TSR 5.6. 4. g} _

5

Sontainer inspection. |t ;

» .| Container integrity is not compromlsed by punctures dents

7 _ penetrating scratches, loose lids, bulging, excessive corrosion or
e other damage/deterioration (where possible to inspect).[TSR 5.6.4. b]

Containers are closed , are stored in a manner which will not rupture

# | Yes | 'No | NI

8 , | the containers or cause them to leak , and show no evidence of
’ spillage or leakage, such as mms’cure on thesides or undemeath

e | (where possible to inspect)?
_ Container top does not have excessive buildup of dirt/debris that
9 would possibly interfere with the proper operation of the drum'’ s
prd , ventilation system (such as, clogging of NucFils).
10 Container marking/labeling is intact, unobscured, legible and in good
: ,/ condition (where possible {o inspect)?
11 Third-tier drums are banded horizontally with metal band.
' ‘ / (single drum banded to pallet) [TSR 5.6.4.a]

Comments/Observations:

p-

Operator (print/sign/daté{timey\ MICHAEL KIEHW&W/W@ 1 127
FWS (printisign/date): Q> | X AT BrdSetene (/970

NEIC. V2002850 Rageddl.cil08 reniosLhadasalEaciliy

Before each use, ensure this copy is the most current version.




; Appendlx P

Rev. 7, Chg. 4

‘Pubhshed Date 5/7/10 '

“SW- 020043 ;P‘age”.'?”’)

Inspedt CWC & Mlscellaneous Burldmgs

Effectlve Date 5/7/10 .

Appendlx A- Weekly CWC RCRA lnspectlon Checkhst

FELe.

Date ( 92/0

Ti e‘/k_g Vo

F cmtyIModule

Lighting is adequate to.complete inspection (where applicable)?

Marker-barricades (chain barricades, chain-link fences, marker
posts, etc.) around facility/module are intact and in good condition.

2 Facility/module ground postings are intact, unobscured leglbte and -
- in'good condition? .
. Containment curbing and flooring is free of scratches that penetrate
3 - | to the concrete, cracks, or gaps and is sufficiently impervious to
.~ contain leaks, spills, and accumulated rainfall (where applicable)?
Facility/module is generally dry. There is no standing and/or
4 unexpected water or snow accumulatlon in or around
e ~ facmty/module? , : :
5'_ - | Aisle-space between rows .of containers appears to be at least 36 -
. inches? [FHA Key #10] |
Space between inside waste array zones is > 12 ﬁ and free of
6 / .

ombustibles. [TSR 5.6.4.g] -

i

| other damage/deterioration (where possible to inspect).[TSR 5.6.4.b]

Container integrity is not compromised by punctures, dents, .
penetrating scratches, loose lids, bulging, excessive corrosion or

Containers are closed , are stored in a manner which will not rupture
the containers or cause them to leak , and show no evidence of
spillage or leakage, such as monsture on the S|des or underneath
(where possible to inspect)?

Container top does not have excessive buildup of dirt/debris that
would possibly interfere with the proper operation of the drum’s
ventilation system (such as, clogging of NucFils).

10

Container marking/labeling is-intact, unobscured, legible and in good -
condition (where possible to inspect)?

11

e

Third-tier drums are banded horizontally with metal band.

Commentlebservatlons

(single drum banded {o pallet) [TSR 5.6.4.a]

VY

Operator(prmt/sngnldafé/tlme;’)\ MICHAEL KIEH!{%/W//WQ B4

FWS (print/signidate). Q)" ) ¥ [ 70"~ Hrdshlene () !q//p

pApY R e
Before each use, ensiitedeid 63f 30Be most current version. Hanford Federal Faciity




- Appendix P

Rev.7,Chg. 4 - ﬂ SW-040-043 o l-' . Pag e 29 of 57 '
| lnspect CWC & Mlscellaneous Bu:ldmgs S

| APubllshed Date: 5710 " Effective Date: 57110

Appendix A- Weekly CWC RCRA lns‘pection Checklist
FacmtyIModule F/ZD , o - Time. /8.3 7 Date.c -2-C

1 / ‘ nghtmg is adequate to complete lnspeoﬂon (where applicable)?
' Marker-barricades (chain barricades, chain-link fences, marker
_posts, etc.) around facility/module are intact and in good condition.
{ | Facility/module ground postings are intact, unobsoured !eglble and
el | in good condition?
: Containment curbing and ﬂoorlng is free of scratches that penetrate
3 | to the concrete, cracks, or gaps and is sufficiently impervious to
' ' .~ | contain leaks, spills, and accumulated rainfall (where applicable)?
‘ Facility/module is general!y dry. There is no standing and/or -
4 | L : unexpected water or snow accumulation in or around ‘
e facility/module? , -
5 , ‘ Aisle space between rows. of contamers appears to be at Ieast 36
2 .~ |inches? [FHA Key #10]
6 ‘ : | Space between inside waste array zones 1s >12 ft and free of
. ‘ ,/ combustibles. [TSR 5.6.4. g} S
_# | Yes |:No | NI 5P SR CHES RS S U
Contamer ymtegr:ty is not compromised by punctures, dents,
7 penetrating scratches, loose lids, bulging, excessive corrosion or
other damage/deterioration (where possible to inspect).[TSR 5.6.4.b]
Containers are closed , are stored in a manner. which wil not rupture-
the containers or cause them to leak , and show no evidence of
: spillage or leakage, such as moxsture on the sudes or underneath
e : (where possible to inspect)? ‘
Container top does not have excessive buildup of dnrt/debrls that
9 . would possibly interfere with the proper operation of the drum’s
,/ ventilation system (such as, clogging of NucFils).
10 i Container marking/labeling is intact, unobsoured legible and in good
/ condition (where possible to inspect)? 4

11 Third-tier drums are banded horizontally with metal band.
| (single drum banded to pallef) [TSR 5.6.4.2]

Comments/Observatlons

PR

V an

Operator (print/sign/dateTime) M‘FFAEL KEHM{WP' 113 57
| FWS (print/signidate): QO [V AT wrad Slettene (f/?//b

Before each use, ensuyse éfélsl 93%1'56559 most current‘versron. " Hanford Federal Facility

NEIC VP0928E01




Appendix P

Rev.7,Chg. 4 . T SW-040-043 . A L Page 29 bf57'
- Inspect C_WC4&4Miscei-lanedus"Bfuildings,

Published Date: 5/7/10 ' : - Effective Date: 5/7/10

Appendix A - Weekly CWC RCRA Inspection Checklist
- Date:g 2o

, Facnhtlelodule ///2/, . N Time:/Z /&
L ;gw;»:N»O
1 , Lighting is adequate to complete inspection (where applicable)?
‘| Marker-barricades (chain barricades, chain-link f_e'n.ces, marker
5 posts, etc.) around facility/module are intact and in good condition.
_ _ Facmty/module ground postmgs are intact, unobscured legible and
yd in good condition? -
: Containment curbing and flooring is free of scratches that penetrate
3 B * | to the concrete, cracks, or gaps and is sufficiently impervious to
, / contain leaks, spills, and accumulated rainfall (where applicable)?
Facility/module is generally dry. There is no standing and/or
4 L unexpected water or snow accumula’uon in or around
/ facility/module? v :
5 : . | Aisle space between rows of containers appears to be at least 36
. .~ | inches? [FHA Key #10] ,
’ o Space between inside waste array zones lS >12 ﬁ and free of
| combustibles. [TSR 5.6.4.g]
# | Yes S ~ N
' , Contalner mtegrlty is not compromised by punctures dents
7 ] | penetrating scratches, loose lids, bulging, excessive corrosion or
/ / other damage/detenora’uon (where possible to inspect). [TSR 5.6.4.b]
Containers are closed , are stored in a manner which will not rupture
5 the containers or cause them to leak , and show no evidence of
: spillage or leakage, such as moisture on the sides or undemeath
/ : (where possible to mspect)’?
Container top does not have excessive buildup of dirt/debris that.
9 would possibly interfere with the proper operation of the drum's
‘ e ventilation system (such as, clogging of NucFils).
10 | Container marking/labeling is intact, unobscured legible and in good
. condition (where possible to inspect)?
11 , | Third-tier drums are banded horizontally with metal band.
| (single drum banded to pallet) [TSR 5.6.4.2]
Commentlebservatlons ' -
Y/ an
Operator (print/sign/dageftimen M}G,HAEL K‘EW/,{Q/ 1274
FWS (print/sign/date). (’D W /3 &/)C f‘&t\ ”f”’TSctMnr b cf//b :

NEAC-R0025564 4006368 saalanEedaral Eacily

Before each use, ensure ?hls copy is the most current version.




Appendix P

- Rev. 7, C‘hg.4 — , SW_040_043 , Page 29 of 57
‘ Inspect CWC & Miscellaneous Buildings | ~

Published Date: 5/7/10 ' v' - Effective Date: 5/7/10

; Appendlx A- Weekly cwc’ RCRA lnspectlon Checkiist
Facmtymnoduie-S -/

Time, /s~ .5 ‘Date. . /£.rc

1 1 . ' L!ghtlng is adequate to complete inspection (where applicable)?
‘ R Marker-barricades (chain barricades, chain-link fences, marker
9 posts, etc.) around facility/module are intact and in good condition.
‘ Faczhty/module ground postings are intact, unobscured, leglbie and
in good condition? -
‘Containment curbing and flooring is free of scratches that penetrate

3 to the concrete, cracks, or gaps and is sufficiently impervious to
Facility/module is generally dry. There is no standing and/or
4 unexpected water or snow accumu!a’non in or around

J/
/ contain leaks, spills, and accumulated rainfall (where applicable)?
1_/

| facility/module?
5' ' Aisle space between rows of containers appears to be at least 36
| 1, ~"|inches? [FHA Key #10]

i/

| Space between inside waste array zones is > 12 ﬁ and free of
combustibles. [TSR 5.6. 4‘9}; o

Contamer mtegrnty is not compromlsed by punctures dents
7 | penetrating scratches, loose lids, bulging, excessive corrosion or
| 7| other damage/deterioration '(where possible to inspect).[TSR5.6.4.b]
Containers are closed , are stored in a manner which will not rupture
8 : the containers or cause them to leak , and show no evidence of

' spillage or leakage, such as moisture on the sides or underneath
(where possible to inspect)? '
Container top does not have excessive buildup of dirt/debris that
would possibly interfere with the proper operation of the drum’ s
ventilation system (such as, clogging of NucFils). '

Container marking/labeling is intact, unobscured, 1eg1b1e and in good

L
Iy
i 10 / condition (where possible to inspect)?

Third-tier drums are banded horizontally with metal band.
(single drum banded o pallet) [TSR 5.6.4.a]

Comments/Observatlons

11

V2 annl

Operator(prmt/sxgn/datgﬂme AM!CW\ELK!E!-W/%/ frice 45T

FWS (print/sign/date): \L'}vﬁ/j/(/ (7@{\,_—/ Hrad Sictone l(//(, //0

NElg VPQ%?SEO'] Page.181.06308 Hanford Eoderal Eacility,

Before each use, ensure this copy is the most current version.




Appendix P

Rev. 7,Chg. 4 ; k o SW-040-043 o Page 29 of 57 .
“ | lnspect CWC & Mrscellaneous Burldmgs S a

Pubhshed Date 5/7/10 L o - Effective Date: 5/7/10

Appendix A - Weekly CWC RCRA Inspection Checkiist

Facmty/Moduie S}4 2 v ’ Tlme /5 5-7 ‘ Date,//{/o

: afdnspection * . 4 T e e ,
1 ,/ | |Lighting is adequa’te to cemplete mspectlon (Where appllcabie)
Marker-barricades (chain barricades, chain-link fences, marker
‘posts, etc.) around facility/module are intact and in good condition.
Facility/module ground postmgs are’intact, unobscured leglble and
in good condition?

| Containment curbing and flooring is free of scratches that penetrate
to the concrete, cracks, or gaps and is.sufficiently impervious to
contain leaks, spills, and accumulated rainfall (where applicable)?
Facility/module is generally dry. There is no standing and/or
unexpected water or snow accumulation in or around )
facility/module? :

Aisle space between rows of containers appears to be a’r least 36
inches? [FHA Key #10] ,

Space between inside waste array zones rs >12 1 and free of
combustibles. [TSR 5 64 I

“Container integrity is not compromised by punctures, dents,”
penetrating scratches, loose lids, bulging, excessive corrosion or
other damage/deterioration (where possible to inspect).[TSR 5.6.4.b]
Containers are closed , are stored in a manner which will not rupture

8 ; the containers or cause them to leak , and show no evidence of

‘ _ | spillage or leakage, such as moisture on the sides or underneath
- | ,~~ | (where possible to inspect)?
Container top does not have excessive buildup of dirt/debris that

' would possibly interfere with the proper operation of the drum’ s
' / ventilation system (such as, cloggmg of NucFils). -

/

P

Container marking/labeling is- intact, unobscured legrble and in good

10 condition (where possible to inspect)?

1 | Third-tier drums are banded horizontally with metal band.
/ (emgle drum banded to pallet) [TSR 5.6.4.a]
Comments/Observatlons

A

Operator (print/sign/datefimen MICHAEL KlEH%M ,%{// O S
FWS (print/sign/date): VoV VA~ Brad Sietiere (/10 //0

‘NEIC VP0928E01 Pg_ge 182 of 308 Hanford Federal Facility
Before each use, ensure this copy is the most current version.




Appendix P

Rev. 7, Chg. 4 SW_040_043 . - Page 29 of 57
- Inspect CWC & Mlscellaneous Buxldmgs |

' Pubhshed Date 517110 : : ' Effective Date 57110

Appendxx A Weekiy CWC RCRA lnspection Checkllst
/4 = v Dateé’ cro

Ltghtmg 1S adequate to complete mspec’uon (where apphcabie)

| Marker-barricades (chain barricades, chain-link fences, marker
9 s _ posts, etc.) around facility/module are intact and.in good condition.

. Facility/module ground postings are intact, unobsoured legible and
‘ ‘ in good condition? -

FacllxtylModule

. A - | Containment curbing and flooring is free of scratches that penetrate
3 ' _to the concrete, cracks, or gaps and is sufficiently impervious to
contain leaks, spills, and accumulated rainfall (where applicable)?
, Facility/module is generally dry. There is no standing and/or
4 | unexpected water or snow accumulatlon in or around

,./ : facility/module? , ~

g 1 Alisle space between rows of contamers appears to be at least 36

* \

.~ | inches? [FHA Key #10]
' | Space between inside waste array zones is > 12 ft and free of
e / combusttbles SR5649} T |
1 Contamer mtegrlty is not compromlsed by punctures dents
7 | o penetrating scratches, loose lids, bulging, excessive corrosion or
/ other damage/detenora‘uon (where possible to inspect).[TSR 5.6.4.b]
Coritainers are closed , are stored in @ manner which will not rupture
f 8 the containers or cause them to leak , and-show no evidence of
) spillage orleakage, such as moisture on the sxdes or undemeath
/ (where possible to inspect)?
. : Container top does not have excessive buildup of dxrt/debrls that
9 would possibly interfere with the proper operation of the drum’s
,/ ventilation system (such as, clogging of NucFils).
10 Container marking/labeling is intact, unobscured, legible and in good
/ condition (where possible to inspect)?
11 Third-tier drums are banded horizontally with metal band.
/ (single drum banded to pa(let) {TSR 5.6.4.a]

Commentlebservatlons

/;%%«

- '
Operator (print/sign/dageftime), KIEHEZ s W/l/%/o Y iwds
FWS (print/sign/date): %A/V \ o Brad Siottens 4/ /4/ /0

NES=yPe92oro Batore cach use, enaTaInE LaRy Rahe most current version. TanTora T-eaerar Tacty




Appendix P

Rev. 7,:Chg~.4 . ’, SW 040 043 ‘ : . Page 29 of 57
o ' lnspect CWC & Mlscel!aneous Bunldmgs -

Pubhshed Date 5/7/10 B . ' o - Effective Date: 5/7/10

Appendix A - Weekly CWC RCRA Inspection Checkiist

Fac:hty/Module /’/2/4“’ ‘ Time;;;'/a? . Date:é-/g./a
#:| Yes:'No sy T

spection

nghtmg is adequate to complete mspec’tlon (where apphcable)

Marker-barricades (chain barricades, chain-link fences, marker
posts; etc.) around facility/module are intact and in good condition.

2 1 | Facility/module ground postmgs are mtact unobscured legible and
i | in good condition?
, o s Containment curbing and flooring is free of scratches that penetrate
3 . v | to the concrete, cracks, or gaps and is sufficiently impervious to

| .~ contain leaks, spills, and accumulated rainfall (where applicable)? -

| Facility/module is generally dry. - There is no standing and/or

4 : ap " | unexpected water or snow accumulation in or around
e facility/module?
‘ 5 . » | Aisle space between rows.of containers appears to be at !east 36
' / inches? [FHA Key #1 0]

Space between inside waste array zones is > 12 f‘t and free of

] combustlbles [TSR 5. 6 4. g]

“#.) Yes |'No: : iel tion: . 2 I
, Contamer mtegnty is. not compromlsed by punctures dents
T penetrating scratches, loose lids, bulging, excessive corrosion or
.~ | other damage/deterioration (where possible to inspect).[TSR 5.6.4.b]

Containers are closed , are stored in a manner which will not rupture

5 the containers or cause them to leak , and show no evidence of
spillage or leakage, such as moisture on the sides or undemeath

d (where possible to inspect)?

\

Container top does not have excessive buildup of dirt/debris that
9 - would possibly interfere with the proper operation of the drum's

Container marking/labeling is intact, unobscured, legible and in good

condition (where possible to inspect)?

e : ventilation system (such as, clogging of NucFils).
10 L

»'/Thlrd -tier drums are banded horizontally with metal band.

1 ._~1 (single drum banded to pallet) [TSR 5.6.4.a] _
Comments/Observations: S ‘

Vi

Operator (print/sign/date/time),  MIGHAEL KIEH&”M g W e Ty
FWS (print/sign/date); 9~ 7 VAT~ Brar Sjettonp (p//M ‘

NEIC VP0928E01 Page 184 of 308 Hanford Federal Facility

Before each use, ensure this copy is the most current version.




_ Appendix P

‘ Re.x}.?,bhg.4 _ SW 040- 043 ‘_ - Pagezsof57 v
‘ B - Inspect CWC & Miscellaneous Burldmgs S :

Published Date: 5/7/10 S o . Effectrve Date: 57110

Appendix A ,-_Wee'kly cwe RCRA Alns‘pe:cti_r)n. Checklist
Facility/Module: =/ /=< B Time: P &% Datey, ./g/o

. nghtmg is adequate to- complete mspec’cron (where apphcable)
Marker-barricades (chain barricades, chain-link fences, marker
' posts, etc.) around’ facrhty/module are intact and in good condition.
» Facmty/module ground postmgs are intact, unobscured legible and
/ | in good condition?: :
: Containment curbing and flooring is free of scratches that penetrate
-3 _ ' _to the concrete, cracks, or gaps and is sufficiently impervious to
' / contain leaks, spills, and accumulated rainfall (where applicable)?
. ‘ Facrlrty/module is generally dry. There is no standing and/or
4 | x unexpected water or snow accumutat:on inor around '
r / | facility/module?
' Aisle space between rows of containers appears to be at least 36
inches? [FHA Key #10] ;
 Space between inside waste array zones is > 12 ft and free of
combust:bles A[TSR 5 6 4 g]

[ # [ Yes | No | N/

) Contamer lntegrlty is not compromzsed by punctures dents

7 penetrating scratches, loose lids, bulging, excessive corrosion or
| other damage/deterioration (where possible to inspect).[TSR 5.6.4. b]
' ‘ Containers are closed , are stored in a manner which will not rupture

8 o the containers or cause them to leak , and show no evidence of

, , “spillage or leakage, such as moisture on the sides or undemea‘ch
(where possible to inspect)?

Container top does not have excessive buildup of dirt/debris that
would possibly interfere with the proper operation of the drum's

e B ventilation system (such as, clogging of NucFils).
e

Container marking/labeling is intact, unobscured, legible and in godd
condition (where possible to inspect)?
11| Third-tier drums are banded horizontally with metal band.

i ' ,/ (single drum banded to pallet) [TSR 5.6.4. a]

Commentlebservatrons

g

10

Nz

Operator (print/sign/dateftime);  MICHAEL KIEH %’M//ﬁ-@ . 0%
FWS (print/sign/date): }@3”3( VIVL% 'f” Slpttona b / /S// (0

NEIC VP0928E01 A Page 185 of 308 . ' Hanford Federal Facility
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App'endix.P

Rev. 7, Chg. 4

'Pubhshed Date 5/7/10 -

TSW040043  Femaw

Inspeet CWC & stcellaneous Burldmgs

Eﬁectlve Date 5/7]10 -

Appendlx A Weekly CWC RCRA !nspectlon Checkhst

Dateé o

Facility/Module: 7~ € TimeS—'
Yés =
71 Lighting is adequate to.complete inspection (where applicable)? -
| Marker-barricades (chain barricades, chain-link fences, marker
5 posts, etc.) around facility/module are intact and in-good condition.
: , ' Facmty/module ground postings are intact, unchscured, legrble and -
el | in"good condition? ‘
. o | Containment curbing and flooring is free of scratches that penetrate
3 : | tothe concrete, cracks, or gaps and is sufficiently impervious to
/ contain leaks, spills, and accumulated rainfall (where applicable)?
~ Facility/module is generally dry. There is no standing and/or
4 s unexpected water or snow accumulatron in or around
e facility/module? - v : :
5’ - | Alsle space between rows of containers appears ‘ro be at ieast 36 -
| inches? [FHA Key #10] - :
6 _ f Space between msrde waste array zones is > 12 ft and free of
#1 Yes
- Container integrity is not compromised by punctures, dents,’ ‘
7 0. L penetrating scratches, loose lids, bulging, excessive cerrosion or
1.~ | other damage/detenoratlon (where possible to inspect).[TSR 6.6.4.b]
Containers are closed , are stored in a manner which will not rupture
5 1 ‘ the containers or cause them to leak , and show no evidence of
] sp[!iage or leakage, such as morsture on the srdes or underneath
' / (where possible to inspect)? ' :
, : Contarner top does not have excessive buildup of dirt/debris that
9 L would possibly interfere with the proper operation of the drum’s
: / ventilation system (such as, clogging of NucFils). '
w0l 4 Container marking/labeling is intact, unobscured, legible and in good -
,/ | condition (where possible to inspect)?
11 Third-tier drums are banded horizon’ta}ly. with metal band.
/ (smgie drum banded to pallet) [TSR 5.6.4.a]
Comments/Observations: ‘ - : :
VY
Operator (print/sign/date/fime)~ MJPHAEL KlEHW 42@/ /7/ / e ST
FWS (prmt/srgn/date) QS,AZ “M//K, 0576,,__ " Brag 8 Slettona & //g// O

NEIC VPQ928E01
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"Appen‘dix P

Rev. 7, Chg. 4

Inspect CWC & Mlscellaneous Bunldmgs

SW-040-043 _ reemaw

Eﬁ‘ectlve Date 51710

" Published Date: 5/7/10

Append*ii A - Weekly CWC RCRA Inspection Checklist

Time '

FacﬂxtylModuie /:ZD

spectic

Lighting is adequate to complete inspection (where applicable)?

| in good condition?

Marker-barricades (chain barricadeé, chain-link fences, marker
_posts; etc.) around facility/module are intact and in good condition.
| Facility/module ground postings are intact, unobscured, Ieg:ble and

Containment curbing and ﬂoonng is free of scratches that penetrate
to the concrete, cracks, or gaps and is sufficiently impervious to

L//cohtain leaks, spills, and accumulated rainfall (where applicable)?

Facility/module is generally dry. There is no standing and/or -
unexpected water or snow accumulation in or around
facility/module? :

Aisle space between rows of containers appears to be at ieast 36
inches? [FHA Key #10]

Space between inside waste array zones xs > 12 ft and free of

# | Yes

|:No | NI/

combustibles. [TSR 5.,6.4 g}

Container integrity is not compromised by punctures, den’cé, ]
penetrating scratches, loose lids, bulging, excessive corrosion or
other damage/deterioration (where possible to inspect).[TSR 5.6.4.b]

LS

Containers are closed, are stored in a manner which will not rupture-
the containers or cause them fo leak’, and show no evidence of
spillage or leakage, such as moisture on the s:des or underneath
(where possible to inspect)?

\

Container top does not have excessive buildup of dlrt/debns that
would possibly interfere with the proper opera‘non of the drum’s
ventilation system (such as, clogging of NucFils).

10 e

Container marking/labeling is intact, unobsoured legible and | in good
condition (where possible to'inspect)? v

11

| (single drum banded to pallet) [TSR 5.6.4.a]

Third-tier drums are banded horizontally with metal band.

Commentlebser;ations:

VY

Operator (print/sign/date/time)~ MICHAEL K}EH&M/%A&///,?'WO ek

| FWS (print/sign/date):

Qu WA Smigerre (1510

NEIC VP0928E01
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Appendix P -

Rev.7,Chg. 4 - : SW_040_043 - Page 29 of 57
lnspect CWC & Mrsce”aneous Bu1|dmgs | |

Published Date: 5/7/10 . EE - Effective Date: 5/7/10 .

Appendlx A - Weekly CWC RCRA lnspectron Checkhst
7l = TimeSs-' B 'Dateé

Lighting is adequate to comp)ete inspection (where apphcable)

| Marker-barricades (chain barricades, chain-link fences, marker
posts, etc.) around facility/module are intact and in good condition.

FacriltylModule

2 B Facility/module ground postrngs are intact, unobscured legible and
1.~ in good condition? - :
e Containment curbing and flooring is free of scratches that penetrate
3 ' * | to the concrete, cracks, or gaps and is suff iciently impervious to

/ contain leaks, spms and accumulated rainfall (where applicable)?

Facility/module is generally dry.- There is no standing and/or

4 > unexpected water-or snow accumula’uon inor around

facility/module?

5 . . | Aisle space between rows of containers appears to be at least 36

__~"|inches? [FHA Key #10]

‘ _Space between inside waste array zones is > 12 ft and free of

| combustibles. [TSR 5.6.4.g]

\

Contamer mtegnty is not Compromrsed by punctures dents
- | penetrating. scratches, loose lids, bulging, excessive corrosion or |
/ other damage/deterioration (where possible to inspect).[TSR 5.6.4.b]
Containers are closed , are stored in a manner which will not rupture
s | the containers or cause them to leak , and show no evidence of
. | spillage or leakage, such as moisture on the sides or underneath
i (where possible to inspect)?
Container top does not have excessive buildup of dirt/debris that
L would possibly interfere with the proper operation of the drum'’s
,/' ventilation system (such as, clogging of NucFils).
yd

Container marking/labeling is intact, unobscured, legible and in good

10 condition (where possible to inspect)?

11 "} Third-tier drums are banded horizontally with metal band.
- / (single drum banded to pallet) [TSR 5.6.4. a}
Comments/Observatlons

/V//%’ |

Operator (print/sign/dateftimé);, MICHAEL KiEHW/pr//'ﬁ'/// £rfve © 2o
FWS (print/sign/date): @_K;X ﬂ/}(/(ﬂ:____ Hrad Slosang ( {/Q/l {o |

NEIC VP0928E01 Page 188 of 308 Hanford Federal Facility
' Beiore each use, ensure this copy is the most current version.




Appendix P -

- Rev.7,Chg. 4 .

S’W“ 040-043 - Page29 of57. "
lnspect CWC & M:scellaneous Burldmgs ' o

" Published Date: 5/7/10 - . S ‘ Effectlve Date 5/7/10 -

Appendlx A Weekly CWC RCRA Inspectlon Checkhst

Lighting is adequate to complete inspection (where applicable)? -

Marker-barricades (chain barricades, chain-link fences, marker.
posts, etc.) around facility/module are intact and in good condition.
Facility/module ground postmgs are intact, unobsoured }egrbie and
in good condition? - .

‘Containment curbing and ﬂoormg is free of scratches ’chat penetrate
to the concrete, cracks, or gaps and is sufficiently impervious to
| contain leaks, spills, and accumulated rainfall (where applicable)?

Facility/module is generally dry. There is no standing and/or
unexpected water or snow accumulatson in or around

‘ facmty/module’? _

| Aisle space between rows of containers appears to be at Ieast 36
inches? [FHA Key #10] ‘

| Space between mstde waste array zones is > 12 ft and free of
oombus ‘bles :

TTHe b

Contamer mtegrlty is not compromtsed by punctures den’ts
penetrating scratches, loose lids, bulging, excessive corrosion or
other damage/detertoratxon (where possible to inspect). [TSR'5.6.4. b]

Containers are closed , are stored in a manner which will not rupture
the containers or cause them to leak , and show no evidence of
spillage or leakage, such.as moisture on the sides or undemeath

Container top does not have excessive buildup of dirt/debris that
Lwould possibly interfere with the proper operation of the drum's .
ventilation system (such as, clogging of NucFils).

110

Container marking/labeling is intact, unobscured, legible and in good
condition (where possible to inspect)?

11

/
/
]
/ (where possible to inspect)?
i
/

Third-tier drums are banded horizontally with metal band.

Comments/Observatlons

(single drum banded to pallet) [TSR 5.6.4. a]

Operator (print/sign/dag/time):

LS oo

FWS (print/sign/date) 1) 5~ |

bttene «(29/s0

NEIC VP0928E01

. Page 189 of 308 Hanford Federal Facility
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Appendix P

,R‘e\./.7,C}h‘g.4 - -~ SW- 040_043 o — Page 29 of 57
SR lnspect CWC&M:scelIaneous Bundmgs A

»Pubhshed Date 517110 R o . Effective Date: 5/7/10

Appendlx A- Weekly cwc RCRA Inspectlon Checkhst

FacmtyIModule S/é? ,Q _ Tlme9 ;‘". ‘ Date é,?%/a
18 Yes |iNv.

Lighting is adequate to complete tnspection (Where apphcabte)
‘Marker-bamcades (chain bamcades chain-link fences, marker

‘posts, etc.) around facmty/module are intact and in good condition.
Facmty/module ground postmgs are'intact, unobsoured legtble and”
in good condition? .

1| Containment curbing and flooring is free of scratches that penetrate

to the concrete, cracks, or gaps and is-sufficiently impervious to

contain leaks, spills, and accumulated rainfall (where. applicable)?
Facnlxty/module is generally dry. ‘There is no standing and/or

. unexpected water or snow accumulationin or around _—

facility/module? : »

: 5‘ , S Aisle space between rows of containers appears to be at least 36
5 .| inches? [FHA Key #10] | |

. ‘ Space between inside waste array zones xs > 121t and free of

' Container integrity is not compromised by punctures dents,
penetrating scratches, loose lids, bulging, excessive corrosion or
/ other damage/deterioration (where possible to inspect).[TSR 5.6.4.b]
Containers are closed , are stored in a manner which will not rupture
g | _ the containers or cause them to leak , and show no evidence of

' , spillage or leakage, such as moisture on the s&des or undemeath

C {where possible to inspect)?

Container top does not have excessive buildup of dirt/debris that
| would possibly interfere with the proper operation of the drum s
ventilation system (such as, clogglng of NucFils).

Container marking/labeling is intact, ‘unobscured, !eg ble and in good

/
/
10 ,/ condition (where possible to inspect)?

| Third-tier drums are banded horizontally with metal band.
(single drum banded to pal!et) [TSR 5.6, 4, al

' Commentlebservatlons

11

M~

“Operator (print/sign/datelimey, MICHAEL KIEHIC %/ d;?//c// 22X

FWS (print/sign/date): Q>A)< ’t \(/(A_/ Brad Slettape (p/&q//o
NEIC VP0928E01 Page 190 of 308 ‘Hanford Federal Facility
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‘ Ap-pendi){ P

Rev.7,Chg. 4 ’ : SW-040-043 o o Paée 29 éf 57
- . lnspect cwc & Mlscel!aneous Bundmgs | |

’Publlshed Date 5/7/10 B EffectlveDate 57110 |

: ‘ Appendle Weekly CWC RCRA lnspectton Checkhst
m /Module: 5 7.z i T TimeR s Date:;;y./o

1 1, .~ Lighting is adequate to complete inspection (where applicable)?
| Marker-barricades (chain barricades, chain-link fences, marker
N - | posts, ete.) around facility/module are intact and.in good condition.
S _Facility/module’ ground pos’ungs are mtact unobscured legible and
‘ ' in good condition? -
, - | Containment curbing and ﬂoormg is free of scratches that penetrate
3 | - |fothe concrete, cracks, or gaps and is suffi Clently impervious to
"contain leaks, spills, and accurulated rainfall (Where applicable)?
: Facility/module is generally dry. There is no standmg and/or
4 | L unexpected water or snow accumuiatxon m oraround
,/ ] facility/module? ‘
o  Aisle space between rows of contamers appears to be at least 36
"inches? [FHA Key #10] - _
- Space between inside waste array zones IS > 12 ft and free of :

\

Vv\

: : Contamer integrity is not compromxsed by punctures dents
penetratmg scratches, loose lids, bulging, excessive corrosion or -
other damage/detenoratlon (where possibie to inspect).[TSR 5.6.4.b] |
Containers are closed, are stored-in a manner which will not rupture |
the containers or cause them fo leak , and-show no evidence of
spillage of. feakage, such as moisture on the sides or undemeath
(where possible to inspect)?

Container top does not have excessive buildup of dirt/debris that
would possibly interfere with the proper operation of the drum’s
ventilation system (such as, clogging of NucFils),

Container marking/labeling is intact, unobscured, legible and in good
condition (where possible to inspect)?

| Third-tier drums are banded horizontally with metal band.

(single drum banded to pal)et) [TSR 5 6.4. a]

Comments/Observatlons

10

11

NN  - LB \f

e

Operator (print/sign/dageftime)~ WQHAELK!EHW Jééﬁg 2
FWS (print/sign/date): bSNS( '\V(/ =t - Brad Sletiene L 2970
¥ {

NETC=PUSZ8E0 1 Before each use, efiage 93 e8308 the most current version. . Hanford Federal Facility




Appendix- P

Rev. 7,Chg. 4 : .f , SW 040 043 | ' Page 29 of 57
‘ ‘ lnspect CWC & M!sceuaneous Buﬂdmgs -

»Pubhshed Date 5/7/10 o .' o : i . Effectlve Date 5/7/10

Appevndix A- Week_ly cweC RCRA inspection Checklist

FacxhtylModule /’2

ﬁe : L i .
Lighting is adequate to complete inspection (where applicable)?
Marker-barricades (chain barricades, chain-link fences, marker
posts, etc,) around facility/moduile are intact and in-gooed condition.

- .+ | Facility/module ground posfmgs are mtact unobscured Iegxble and
. ~1 - |- |ingood condition?
Y e Containment curbing and flooring is free of scratches that penetrate
3 ) : to the concrete; cracks, or gaps and is sufficiently i impervious fo -
' ‘ ) ,/ contain leaks, spills, and accumulated rainfall (where applicable)? -

. { | Facility/module is.generally dry. There is no standing and/or
4 L | unexpected water or snow accumulatlon in or around

, / - | facility/module?

L 5 1 | Alisle space between rows.of contamers appears to be at least 36
- ~"|inches? [FHA Key #10] .

L Space between inside waste array zones is >12 ﬁ and free of

[ | o combustibles. [TSR 5.6.4.q]

Contamer integnty-is,n'qt compromised by punctures, denté',”:.
1 penetrating scratches, loose lids, bulging, excessive cerrosion or

/ | other damage/deterioration (where possible to inspect).[TSR 5.6.4.b] |
Containers are closed , are stored in a manner which will-not rupture
8 , e the containers or cause them to leak , and show no evidence of

- spillage or leakage, such as mo:sture -on the SIdes or undemea’ch

,/ | (where possible to inspect)? '
" | Container top does nat have excessive buildup of dirt/debris that

9 P “would possibly interfere with the proper operation of the drum’s
i ‘ ventilation system (such as, clogging-of NucFils).
10 - Container marking/labeling is intact, unobscgred Ieglb&e and in good
,,/ condition (where possible to inspect)? :
1 ' |} Thirdtier drums are banded horizontally with metal band.
‘ ‘ ,/ (single drum banded to pa(!e‘c) [TSR 5.6.4. a]

Commentlebservatlons . _
» ' - i | ) . P
Operator (print/sign/dateffime}~ AEL KIEHNGZZ, o ///%/ == 72‘5/0, NEP4
FWS (print/sign/date): (O 5" ~ i) Cotiene, ¥/ 2B s0
. \d O f :

NEIC VP0928E01 Page 192 of 308 Hanford Federal Facility
Before each use, ensure this copy is the most current version.




, Appendix P

Rev. 7, Chg. 4 - SW—040 043 ’, : . , ‘ Page 29 of 57
' - Inspect CWC & Muscellaneous Bu:idlngs o :

Published Date: 5/7/10' S | L Effectxve Date: 5/7/10

-Appendix A - Weekiy CWC RCRA lnspectlon Checkhst ,
2 /2 Dateé)ﬁ/o

1 1, ' J L;ghtmg is adequate ’to comple‘ie inspection (where apphcable)
’ Marker-barricades (chain barricades, chain-link fences, marker
posts, etc.) around facility/module are intact and in good condition.
Faclhty/module ground postmgs are intact, unobscured iegxbie and
3 | in good condition? ~ ~
: , Containment curbing and flooring is free of scratohes that penetrate

-3 , | so the concrete, cracks, or gaps and is sufficiently impervious to

.~ contain leaks, spills, and accumulated rainfall (where applicable)?
’ Facility/module is generally dry. There is no standing and/or
4 1 L ' unexpected water or snow accumuiatlon in or around o
,_/ i facility/module?

5 ‘ Aisle space between rows of containers appears to be at least 36
: . / inches? [FHA Key #10] :
' ‘ Space between inside waste array zones is > 12 ft and free of

1 # | Yes | No| NI

X Contamer mtegnty is not compromxsed by punctures dents
7 - penetrating scratches, loose lids, bulging, excessive corrosion or
/ . other damage/detenoratxon (where possible to inspect). D‘SR 5.6.4. b]
1 ’ Containers are closed , are stored in a manner which will not rupture
g . the containers or cause.them to leak , and show no evidence of
R : spillage or leakage, such as moisture on the sides or undemeath
3 pdl | (where possible to inspect)?
1 Container top does not have excessive buildup of dirt/debris that
9 L would possibly interfere with the proper operation of the drum's
/ ventilation system (such as, clogging of NucFils). ‘
10 L Container marking/labeling is intact, unobscured legible and in good
1y, / condition (where possible to inspect)?
1l : Third-tier drums are banded horizontally with metal band. .
‘ o ,/ (single drum banded to pallet) {TSR 5.6.4.a]

Comments/Observatlons

o~

yd P
Operator (print/sign/date/time),~ MICHAEL K:EHW,WA?%@ L
FWS (printisignidate), @ S5 Y X AA— RASKNEE L /r2/,
) [ T

NEIC VP0928E01 Page 193 of 308 ' : Hanford Federal Facility
Before each use, ensure this copy is the most current version.




Appendix P

‘Rvev. 7,Chg. 4 S SW 040 043 '. - v‘kPage 29.of57 -
R lnspect CWC & Mlscellaneous Bu:ldmgs R

'Pubhshed Date: 5/7/10 L L EffectweDate 5/7/10 '

o AppendrxA WeeklyCWC RCRA lnspectlon Checkhst
"FacilitylModuIe. FELe. . TimeJo.go Date/" /ﬂé/a

1t |, ~ : Lrghtmg is adequate to.complete inspection (where applicable)?

Marker-barricades (chain barricades, chain-link fences, marker
posts, etc.) around facility/module are intact and in good condition.

2 % " | Facility/module ground postings are intact, unobscured fegubfe and
e : | in'good condition? ,
1 o oo Contalnment curbing and ﬂoonng is free of scratches that penetrate
3 ‘ | to the concrete, cracks, or gaps and is sufficiently impervious to

/ contain leaks, spills, and accumulated rainfall (where applicable)?

. Facility/module is generally dry. There'is no standing and/or
% ‘ unexpected water or snow accumulatlon in or around’

4
, / | facmty/module?

_Aisle-space between rows of contasners appears to be at least 36

> | o~ Tinches? [FHA Key #10]
6 ' , ,Space between inside waste array zones is > 12 ft and free of
- S R .// combustibles; {TSR 5.6.4.d] :

| : Container rn’fegrrty is not compromised by punctures, dents;. _
7 | penetrating scratches, loose lids, bulging, excessive corrosion or
,/ other damage/detenoratron (where possible to inspect), [TSR 5.6.4.b]
N Containers are closed , are stored in a manner which will not rupture
the containers or cause them to leak , and show no evidence of

81 L ‘ spmage or leakage, such as morsture on the srdes or underneath
' / {where possible to inspect)? |
' ' Contalner top does not have excessive buildup of dzrt/debns that.

9 o wolild possibly interfere with the proper operation of the drum'’s

i ventilation system (such as, cioggmg of NucFils).
1 10 2 Container marking/labeling is intact, unobscured, legible and in good -
/ » | condition (where possible toinspect)?
’ » - Third-tier drums are banded horizontally with metal band;
(single drum banded to pallet {TSR 5.6.4.a]

Comments/Observahons

A//fﬁ—#‘ |

’ /

Operator (print/sign/date/time)~ MICHAEL KIEH A/LW L2205/, foo

FWS (print/sign/date): @b,vk/ 7V ' BradSketere (/22,6
NELG.MB09223E04 wRag PRVIREY.Y L Eacil

 Before each use, ensure this copy is the most current version.




Appehdix P

'Rev.7,Chg. 4.

‘lnspect CWC & M:scenaneous Bundmgs

SW.040.043 ,pag.eA:‘ae'o.fsi

Eﬁecttve Date: 5/7/10

- lPubllshed Date 517110

Append'ik A - Weekly CWC RCRA lns‘pectivon Checkiist_ e

Facility/Module;
Lighting is adequate to complete inspection (where applicable)?
‘Marker-barricades (chain barricades, chain-link fences, marker
ol ; _posts, etc.) around facility/module are intact and in good condition,
N | Facility/module ground postmgs are intact, unobsoured Ieglble and
e in good condition?
‘ Containment curbing and ﬂoonng is free of soratches that penetrate
'3 _to the concrete, cracks, orgaps and is sufficiently impervious to .
) / contain leaks, spills, and accumulated rainfall (where applicable)?
Facility/module is generally dry. There is no standing and/or :
4 unexpected water or snow accumulation i inor around
e facility/module? _
5 ; - | Alisle space between rows. of oontamars appears to be at leas‘c 36
O . ~Tinches? [FHA Key #10] -
5 - - | Space between lns:de waste array zones |s >12 ft and free of
' Container integrity is not compromised by punctures, dents,
-7 , , penetrating scratches, loose lids, bulging, excessive corrosion or
e other damage/deterioration (where possible to inspect).[TSR 5.6.4.b]
Containers are closed , are stored in a manner.which will not rupture
8 A the containers or cause them to leak’, and show no evidence of
L spillage or leakage, such as moisture on the SldeS or undemea‘ch
: / (where possible to inspect)? '
. : Container top does not have excessive buildup of dxrt/debns that
9 ’ would possibly interfere with the proper operation of the drum'’s
,/ ) ventilation system.(such as, clogging of NucFils). o
10 o v Container marking/labeling is intact, unobscured legible and i in good.
/ condition (where possible toinspect)? ‘
11 - | Third-tier drums are banded horizontally with- metal band.
o / (single drum banded to pailef) [TSR 5.6.4. a}
Comments/Observations: o
NA—
Operator (prmt/sxgnldateltyﬁe ). /L RUCHAEL KIEHW //9'// /,%/o TR Y=Y
| FWS (prmt/s:gnldate v 5/\5/ ’\ Y/Lﬁ ___Brad Sattona Lizsllo

NETCVPUYZEEUT

Before each use, enaee th#oRbsU8 the most current version. Hanford Federal Faciity .




~ Appendix P

Rev. 7, Chg. 4

“SW-040043 T Fag oS

Inspect CWC & M:sce”aneous Buudmgs

Effectlve Date: 5/7/1 0

. Published Date: 5/7/10

‘ Facﬂut /Moduie

Appendxx A- Weekly CWC RCRA !nspecﬁon Checkhst

FRZE

1 , / f Lighting is adequate to. Qomple’te inspection (where'appﬁc:able)’? o

: | Marker-barricades (chain barricades, chain-link fences, marker =
posts, etc.) around facility/module are intact and in good condition. -

Facmty/moduie ground postmgs are intact, unobsoured legible and

in good condition? -

Containment curbing and ﬂoonng is free of scratches that penetrate

3. * Lto the concrete, cracks, or gaps and is sufﬂc;enﬂy impervious to

/ coritain leaks, spills, and accumulated rainfall (where applicable)?
| Facility/module is generally dry There is no standing and/or
4 - unexpected water-or snow accumuia’uon in or around
.~ facifity/module? :

5 | Alsle space. between rows of contamers appears to be at least 36.
. ~"|inches? [FHA Key #10]

6 Space between inside waste array zones IS >12 1t and free of

et combustibles. [TSR 5.6.4.g]

| penetrating scratches, loose:lids, bulging, excessive corrosion or

‘Container integrity is not compromised by punc‘tures dents N

other damage/deterioration (where possible to inspect).[TSR 5.6.4. b] |

Containers are closed , are stored in a manner which will not rupture
the containers or cause them to leak , and.show.no evidence of
spillage or leakage, such as moisture on the sides or undemeath
(where possible to mspect)

Container top does not have excessive buildup of dirt/debris that
would possibly interfere with the proper operation of the drum'’s
ventilation system (such as, clogging of NucFils).

10

Container marking/labeling is intact, unobscured legible and in good
condition (where possible to inspect)?

11

S/

Third-tier drums are banded horizontally with metal band.
(single drum banded to pallet) {TSR 5.8.4. a]

Commentlebservatlons

P~

Operator (print/sign/datéftime)~ MICHAEL KIEWM/_‘,{%@ YN A%

NEIC VP0928E01

FWS (print/sign/date); OHM\/ ¢] //z L.T_GjL_—_/ Brar Sintions ig/z 9/,/0

Page 196 of 308 Hanford Federal Facility

Before each use, ensure this copy is the most current version.




Appendix P -

- Rev. 7, C’hg. 4 | v ' SW_040_043 ; ; Page 29 of 57 |
- lnspect CWC & Mlscellaneous Buuldmgs | | -

Published Date: 517/10 - . o ‘ Effectlve Date 5/7/10

| Apperjdi‘x A - Weekly CWC RCRA Inspection Check_.lis't |
Facility/Module: < /& i

v Lighting is adequate to complete inspection (where applicable)?

Marker-barricades (chain barricades, chain-link fences, marker

/ ‘ posts, etc.) around facility/module are intact and in good condition.

Facility/module ground postings are intact, unobscured Ieg|b5e and

in good condition?

; , ' Containment curbing and flooring is free of scratches that penetrate
3 1. ‘ v~ | to the concrete, cracks, or gaps and is sufficiently impervious to

| contain leaks, spills, and accumulated rainfall (where applicable)?

: 1 Facility/module is generally dry. There is no standing and/or

4 \/ | unexpected water or snow accumukatlon in or around

V - | facility/module?

/ Aisle space between rows of containers appears to be at Ieast 36

inches? [FHA Key #10] '
Space between ms;de waste array zones is > 12 ft and free of
combus‘ubies ’[T R 5 6.4. g]

N

# | Yes

Contamer mtegnty is not compromzsed by punctures dents
| penetrating scratches, loose lids, bulging, excessive corrosion or
'| other damage/deterioration (where possible to inspect). [TSR 5. 6.4.b]

Containers are closed , are stored in a manner which will not rupture
\/ the containers or cause them to leak , and show no evidence of

spillage or leakage, such as moisture on the sides or underneath
(where possible to inspect)?

Container top does not have excessive buildup of dirt/debris that
would possibly interfere with the proper operation of the drum's
ventilation system (such as, clogging of NucFils). '

10 | " | Container marking/labeling is-intact, unobscured, leglble and in good
1 Lcondition (where possible to inspect)?

11 / Third-tier drums are bandedhonzontally with metal band.
4 (single drum banded to pallet) [TSR 5.6.4.a]

Comments/Observations: M/—\/ ,

Operator (prmtISIgn/date/;'lme \/,,;,\CQM ,.,_,/u_(,{
FWS (print/sign/date): {/)H

bfzelie_sive
' ™ 9//(///0

sy o

NEIC VP0928E01 Page 197 of 308 Hanford Federal Facility
Before each use, ensure this copy Is the most current version.




Appendix P

Rev. 7,Chg. 4

Pubhshed Date 5/7/10

Swod0hm “Page.zg,oflsy_‘ .

~ Inspect CWC & M;scellaneous Burldmgs

Effective’ Date 5/7/10

Appendlx A- Weekly cwc RCRA lnspectlon Checkhst

Facnhtyll\nodu!e SM Q v

* Date 5/30//0

1Y Yes Ner A,

Tlme: //99- '

Lrgh’tmg is adequate to complete mspectlon (where apphcabteﬁ

'Marker-barrrcades (chain barrrcades chain-link fences, marker
‘posts, etc.) around fac:hty/module are intact and in good condition.
Facmty/module ground postmgs are intact,” unobscured Iegxble and "~
in good condition?

Containment curbing and flooring is free of scratches that penetrate
to the concrete, cracks, or gaps and is. sufficiently impervious to
contain leaks, spills, and accumulated rainfall (where applicable)?.

Facnhty/module is generally dry. There is no standing and/or
unexpected water or snow accumulation in or around

facmty/module’?

Aisle space between rows of containers appears to be at least 36 -
inches? [FHA Key #10] - : :

Space between inside waste array zones lS >121t and free of '

‘Container integrity is net compromised by pu’nc’tures dents,
pehetrating scratches, loose lids, bulging, excessive corrosion or
other damage/deterioration (where pOSSJb!e to inspect).[TSR 5.6.4.b]

Containers are closed , are stored in a manner which will not rupture .
the containers or cause them to leak , and show no evidence of
spillage or leakage, such as moisture on the sides or undemeath

{where possible to inspect)?

Container top does not have excessive buildup of dirt/debris that
| would possibly interfere with the proper operation of the drum s
-| ventilation system (such as, clogging of NucFils). - :

ve
v’
Ve
v

10

Container marking/labeling is intact, unobscured Ieglble and in good
condition (where possible to inspect)?

T ;/

Third-tier drums are banded horlzontalty with meta! band
(smgie drum banded to pallet) [TSR 5.6. 4, a]

' Comments/Observahons

ANA-

Operator(prmtls:gnldate/nﬁe Jm Quﬁgé&, - é/?p/(’a /1%,

FWS (prmt/sxgn/date

@(/)/X 7 /\/ > pyag slerang. 9/ /Q / /2

NEIC VP0928E01

Page 198 of 308 . Hanford Federal Facility
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Appendix P

Rev. 7, Chg. 4 SW-040-043 Page 29 of 57
Inspect CWC & Miscellaneous Buildings

Published Date: 5/7/10 Effective Date: 5/7/10

Appendix A - Weekly CWC RCRA Inspection Checklist

Ep4. £op FRe .
Facility/Module: £ R F’(Jwgég £ ) Time: /0 © Date: 6/3v /70
# | Yes | No | N/A | Area Inspection -
1 v Lighting is adequate to complete inspection (where applicable)?
Marker-barricades (chain barricades, chain-link fences, marker
5 \/ posts, etc.) around facility/module are intact and in good condition.

Facility/module ground postings are intact, unobscured, legible and
in good condition?

Containment curbing and flooring is free of scratches that penetrate
3 / to the concrete, cracks, or gaps and is sufficiently impervious to
contain leaks, spills, and accumulated rainfall (where applicable)?

Facility/module is generally dry. There is no standing and/or

4 \/ unexpected water or snow accumulation in or around
facility/module?

5 \/ ' Ais!e space between rows of containers appears to be at least 36

- inches? [FHA Key #10]

5 \/ ~Space between inside waste array zones is > 12 ft and free of

combustibles. [TSR 5.6.4.g]
# | Yes | No | N/A | Container Inspection
/ Container integrity is not compromised by punctures, dents,

penetrating scratches, loose lids, bulging, excessive corrosion or
other damage/deterioration (where possible to inspect).[TSR 5.6.4.b]

. Containers are closed , are stored in a manner which will not rupture

/ the containers or cause them to leak , and show no evidence of
spillage or leakage, such as moisture on the sides or underneath

(where possible to inspect)?

.| Container top does not have excessive buildup of dirt/debris that

9 \/ would possibly interfere with the proper operation of the drum’s

' ventilation system (such as, clogging of NucFils).

10 / Container marking/labeling '3 intact, unobscured, legible and in good

condition (where possible to inspect)?
1 / Third-tier drums are banded horizontally with metal band.
(single drum banded to pallet) [TSR 5.6.4.a]

Comments/Observations:

Opcrator(prmt/sxgnldate/{n?e d/@c?m,/chwgmk,ﬁm é/,?e/m nz

FWS (print/sign/date); &\ L/?A(ﬁj/ [T~ rad Slerae 9’/02//0

NEIC VP0928E01 Before each use, ensure PRGECAEY O BBmos! current version, Hanford Federal Facility
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Appendix P

Rev. 7, Chg. SW-040-043 Page 29 of 57
Inspect CWC & Miscellaneous Buildings

Published Date: 07/06/10 Effective Date: 07/06/10

Appendix A - Weekly CWC RCRA Inspection Checklist

Facility/Module: (WRS4 Cwe 541 Time S4.4¢ Date: /- ¢-//)
# | Yes | No | N/JA | Area Inspection
1 \/ Lighting is adequate to complete inspection (where applicable)?

Marker-barricades (chain barricades, chain-link fences, marker
posts, etc.) around facility/module are intact and in good condition.
Facility/module ground postings are intact, unobscured, legible and
in good condition?

Containment curbing and flooring is free of scratches that penetrate

contain leaks, spills, and accumulated rainfall (where applicable)?

Facility/module is generally dry. There is no standing and/or
unexpected water or snow accumulation in or around

3 \/ to the concrete, cracks, or gaps and is sufficiently impervious to
\/' facility/module?

Aisle space between rows of containers appears to be at least 36

5 V' |inches? [FHA Key #10]
5 \/ Space between inside waste array zones is > 12 ft and free of
, combustibles. [TSR 5.6.4.g]
# | Yes | No | N/A | Container Inspection
Container integrity is not compromised by punctures, dents,
7 penetrating scratches, loose lids, bulging, excessive corrosion or

other damage/deterioration (where possible to inspect).[TSR 5.6.4.b]

Containers are closed , are stored in a manner which will not rupture
the containers or cause them to leak , and show no evidence of
spillage or leakage, such as moisture on the sides or underneath
(where possible to inspect)?

Container top does not have excessive buildup of dirt/debris that

ventilation system (such as, clogging of NucFils).

Container marking/labeling is intact, unobscured, legible and in good

P
Ve
'9 I/ would possibly interfere with the proper operation of the drum’s
/ condition (where possible to inspect)?

10

i/‘ Third-tier drums are bandad horizontally with metal band.

" (single drum banded to pallet) [TSR 5.6.4.a]

Comments/Observations:

Operator (print/sign/dateftime): £/, o) h{,#})gm/ﬁﬂ:m J=6=/D , $'5

FWS (print/sign/date). ") >~ | X ATET STENG '9///7\ /(o

¥

' NEIC VP0928E01 Before each use, ensure f_/;é@g%/%if@@gmst current version. Hanford Federal Facility




Appendix P

Rev.7,Chg. 5 SW-040-043 " Page 29 of 57
Inspect CWC & Miscellaneous Buildings

Published Date: 07/06/10 Effective Date: 07/06/10

Appendix A - Weekly CWC RCRA Inspection Checklist

Facility/Module: uuwvsp Cwe SAR Time: ¥ (Y5 Date:. 7-(-/))
# | Yes | No | N/A | Area Inspection
1 / Lighting is adequate to complete inspection (where applicable)?

Marker-barricades (chain barricades, chain-link fences, marker
V posts, etc.) around facility/module are intact and in good condition.
Facility/module ground postings are intact, unobscured, legible and
in good condition?

Containment curbing and flooring is free of scratches that penetrate
3 \/ to the concrete, cracks, or gaps and is sufficiently impervious to

contain leaks, spills, and accumulated rainfall (where applicable)?

Facility/module is generally dry. There is no standing and/or
unexpected water or snow accumulation in or around
facility/module?

Aisle space between rows of containers appears to be at least 36
inches? [FHA Key #10]

Space between inside waste array zones is > 12 ft and free of
combustibles. [TSR 5.6.4.¢!

# | Yes | No | N/A | Container inspection

Container integrity is not compromised by punctures, dents,
penetrating scratches, loose lids, bulging, excessive corrosion or
other damage/deterioration (where possible to inspect).[TSR 5.6.4.b]
Containers are closed , are stored in a manner which will not rupture
the containers or cause them to leak , and show no evidence of
spillage or leakage, such as moisture on the sides or underneath
(where possible to inspect)?

Container top does not have excessive buildup of dirt/debris that
would possibly interfere with the proper operation of the drum’s
ventilation system (such as, clogging of NucFils).

Container marking/labelina is intact, unobscured, legible and in good
condition (where possible to inspect)?

Third-tier drums are banded horizontally with metal band.

(single drum banded to pallet) [TSR 5.6.4.a]

Comments/Observations:

Operator (print/sign/date/inye): S/o ot Wm/{fm _ Z"'{ 72=67/D
FWS (print/sign/date): M \7,{\//{-/0@; Fled LA qv//g,‘//@

NN

10

SUN NS <

11

NEIC VP0928E01 Before each use, ensure Brig&opp isitBegnost current version. Hanford Federal Facility




Appendix P

Rev. 7,Chg. 5 SW-040-043 Page 29 of 57
Inspect CWC & Miscellaneous Buiidings

Published Date: 07/06/10 Effective Date: 07/06/10

Appendix A - Weekly CWC RCRA Inspection Checklist

FacilityiModule: £~ R P _(req fep, ere peyree) Time: J6>730> Date: 7-% - , A
# | Yes | No | N/A | Area Inspection
1 v/ Lighting is adequate to complete inspection (where applicable)?

Marker-barricades (chain harricades, chain-link fences, marker

5 . posts, etc.) around facility/module are intact and in good condition.
\/ Facility/module ground postings are intact, unobscured, legible and
in good condition?

, Containment curbing and flooring is free of scratches that penetrate

3 to the concrete, cracks, or gaps and is sufficiently impervious to

contain leaks, spills, and accumulated rainfall (where applicable)?

Facility/module is generally dry. There is no standing and/or

unexpected water or snow accumulation in or around

facility/module?

5 B Aisle space between rows of containers appears to be at least 36
v inches? [FHA Key #10]

6 \/ Space between inside waste array zones is > 12 ft and free of

combustibles. [TSR 5.6.4.g]

# | Yes | No | N/A | Container Inspection

Container integrity is not compromised by punctures, dents,

7 v ; penetrating scratches, loose lids, bulging, excessive corrosion or

other damage/deterioration (where possible to inspect).[TSR 5.6.4.b]

Containers are closed , are stored in a manner which will not rupture

the containers or cause them to leak , and show no evidence of

8 spillage or leakage, such as moisture on the sides or underneath
(where possible to inspect)?

Container top does not have excessive buildup of dirt/debris that

9 would possibly interfere with the proper operation of the drum's
‘ ventilation system (such as, clogging of NucFils).
10 . / Container marking/labeling is intact, unobscured, legible and in good
v condition (where possible to inspect)?

11 Third-tier drums are bandea horizontally with metal band.

(single drum banded to pallet) [TSR 5.6.4.a]

Comments/Observations:

Operator (print/sign/dateftime): ,&)A, S, ///,/f» /7/‘2// o//o 5o,
FWS (print/sign/date). () )X /{/W Statiade ’-9/// 2 /

NEIC VP0928E01 Before each use, ensure&g{g&gm/sft(ggsnost current version. Hanford Federal Facility




Appendix P

| Rev. 7, Chg. 5 ‘ SW_040_043 Page 29 of 57
inspect CWC & Miscellaneous Buildings ' :

Published Date: 07/06/10 Effective Date: 07/06/10

. Appendix A - Weekly CWC RCRA Inspection Checklist

FacmtylModuleS/?—/ TimeQ’/?“ : Date 7~/(/o
#| Yes | No | Nt afinspection’ -~ - -
1 Lighting is adequate {o compiete mspec’uon (where apphcable)

T

Marker-barricades (chain barricades, chain-link fences, marker
5 posts, etc.) around facility/module are intact and in good condition.
9 Facmty/module ground postings are intact, unobscured, legible and

,/ in good condition?

Containment curbing and flooring is free of scratches that penetrate

3 g : to the concrete, cracks, or gaps and is sufficiently impervious to
,/ contain leaks, spills, and accumulated rainfall (where applicable)?
, Facility/module is generally dry. There is no standing and/or
4 » v unexpected water or snow.accumulation in or around
e facility/module?

~Alsle space between rows of containers appears to be at least 36
inches? [FHA Key #10]

-8pace between inside waste array zones is > 12 ft and free of
combustibles. [TSR 5.6.4.9]

# | Yes | N

Container integrity is not compromised by. punctures, dente “
" penetrating scraiches, loose lids, bulging, excessive corrosion or
other damage/deterloratlon (where possible to inspect).[TSR 5.6.4. b]

Containers are closed , are stored in a manner which will not rupture
8 the containers or cause them to leak , and show no evidence of

‘ -spillage or leakage, such as moas’cure on the s;des or underneath
(where possible to inspect)?
Container top does not have excessive buildup of dirt/debris that
-would possibly interfere with the proper operation of the drum’s

9 .
- / ventilation system (such as, clogging of NucFils).

\' \\

10 Container marking/labeling is intact, unobscured, legible and in good
condifion (where possible to inspect)?

Third-tier drums are banded horizontally with metal band,
(single drum banded to pallet) [TSR 5.6.4.a]

Comments/Observations:

11

V7

Operator (print/sign/date/fime): "WCHAEL KEHN_ 2225, £~ = zrser D20

FWS (prmt/s;gnldate ﬁ\’D»X ’—)(/ /(/c/‘/(/\——) Brad Slefiane | [O]/ /N

NELCVPRAg22EN] Page.204.0f.308 Hanford federal Facilitx

Before each use, ensure this copy is the most current version.




Appendix P

Rev. 7,Chg. 5 ' SW 040 043 : Page 29 of 57
Inspect CWC & Miscellaneous Bundmgs

Published Date:. 07/06/10 Effective Date: 07/06/10

Appendix A - Weekly CWC RCRA Inspection Checklist

Facmty/ModuleS/%;.’z_, Time’:i%,;éa Date:';Z/é/a
# | Yes | No | NIA |/Areainspection = - :
1 / Lighting is adequate to complete mspectlon (where apphcable)

2
L

Marker-barricades (chain barricades, chain-link fences, marker
5 | posts, etc.) around facility/module are intact and in good condition.
- Facility/module ground postings are mtact unobscured, legible and

in good condition?
Containment curbing and flooring is free of scratches that penetrate
3 L~ to the concrete, cracks, or gaps and is sufficiently i impervious to

' contain leaks, spills, and accumulated rainfall (where applicable)?
Facility/module is generally dry. There is no standing and/or
e unexpected water or snow accumulation in or around
facility/module?
-Aisle space between rows of containers appears to be at least 36

> .~ inches? [FHA Key #10]

\

NN

-Space between inside waste array zones is > 12 ft and free of
combustibles. [TSR 5.6.4.9]
# | Yes [ ontainerlnspecti i
Container integrity is not compromised by punctures, dents
7 . -penetrating scratches, loose lids, bulging, excessive corrosion or
/ other damage/deterioration (where possible to inspect).[TSR 5.6.4.b]

Containers are closed , are stored in a manner which will not rupture
5 the containers or cause them to leak , and show no evidence of

’ -spillage or leakage, such as moisture on the sides or underneath

/ (where possible to inspect)?

Container top does not have excessive buildup of dirt/debris that
9 “would possibly interfere with the proper operation of the drum'’s
~ / ventilation system (such as, clogging of NucFils).
~ Container marking/labeling is intact, unobscured, legible and in good
condition (where possible to inspect)?
11 ‘ Third-tier drums are banded horizontally with metal band.
~ ‘ / (single drum banded to pallet) [TSR 5.6.4.a]

Comments/Observations:

10

VZ
Operator (print/sign/dateftime) (\S\NQHI}EL KIEH} 27 M / 2 e
}(/(/CZ:_’

FWS (prmtlsngn/date \’WW Y Hrad Slefiang Q’f/f?//o

Hanford Federal FaCiIitx

MEIC.V20022E04 Rage-205.0L, 305

Before each use, ensure this copy is the most current version.




Appendix P

Rev. 7, Chg. 5

" Published Date: 07/06/10

- SW-040-043 Page 29 of 57

Inspect CWC & Miscellaneous Buildings

Effective Date: 07/06/10

Appendix A - Weekly CWC RCRA Inspection Checklist

Facility/Module: /’2/-) TimeS# 2z &2 Date:2Z o
# | Yes | No | NIA | Arealnspection’ = o o
1 / Lighting is adequate to complete inspection (where applicable)?
Marker-barricades (chain barricades, chain-link fences, marker
5 posts, etc.) around facility/module are intact and in good condition.
Ve Facility/module ground postings are intact, unobscured, legible and
1 in good condition?
Containment curbing and flooring is free of scratches that penetrate
3 Lto the concrete, cracks, or gaps and is sufficiently impervious to
| contain leaks, spills, and accumulated rainfall (where applicable)?
Facility/module is generally dry. There is no standing and/or
4 - unexpected water or snow accumulation in or around
i facility/module?
5 -Aisle space between rows of containers appears to be at least 36
/ inches? [FHA Key #10]
-Space between inside waste array zones is > 12 ft and free of
_~"| combustibles
# Yes ner. i TP )
Contamer mtegrlty is not compromised by punotures dents,
7 N P -| penetrating scratches, loose lids, bulging, excessive corrosion or
e other damage/deterioration (where possible to inspect).[TSR 5.6.4.b]
Containers are closed , are stored in a manner which will not rupture
8 the containers or cause them to leak , and show no evidence of
’ spillage or leakage, such as moisture on the sides or underneath
/ (where possible to inspect)?
Container top does not have excessive buildup of dirt/debris that
9 would possibly interfere with the proper operation of the drum'’s
/ : ventilation system (such as, clogging of NucFils).
10 ' Container marking/labeling is intact, unobscured, legible and in good
/ condition (where possible to inspect)?
11 | Fhird-tier drums are banded horizontally with metal band.
.| (single drum banded to pallet) [TSR 5.6.4.a]
Comments/Observations:
V%
e .
Operator (print/sign/datéitime) (\MlCWEL KiEHNZM e PR
FWS (print/sign/date): b\j,\% /\(/CAJD(A Grad Sigiane 9/; /c(//[)

NEIC VP0928E01

- Before each use, ensupade/o06mf B0fe most current version, Hanford Federal Eacility




Appendix P

Rev. 7, Chg. 5 SW_040_043 Page 29 of 57
, Inspect CWC & Miscellaneous Buildings '

Published Date: 07/06/10 Effective Date: 07/06/10

Appendix A - Weekly CWC RCRA Inspection Checklist

FacrhtylModuleS/% / Time: 08/5’- Date-“?‘,;?/—/o
# | Yes | No ‘Areainspection
1 ,// Lighting is adequate to comp!ete mspectlon (where apphcable)
i Marker-barricades (chain barricades, chain-link fences, marker
5 posts, etc.) around facilityymodule are intact and in good condition.
L Facility/module ground postings are intact, unobscured, legible and
,/ in good condition?
Containment curbing and flooring is free of scratches that penetrate
3 |- = to the concrete, cracks, or gaps and is sufficiently impervious to
, contain leaks, spills, and accumulated rainfall (where applicable)?
' Facility/module is generally dry. There is no standing and/or
4 P unexpected water or snow accumulation in or around
, .~ facility/module?
5 | Aisle space between rows of containers appears to be at least 36
/ inches? [FHA Key #10}
| Space between inside waste array zones is > 12 ft and free of
.| combustibles. [TSR 5.6.4.9] ‘
# Yes N ta SR U R
Container integrify is not compromised by punctures, dents,
7 -penetrating scratches, loose lids, bulging, excessive corrosion or
/ other damage/deterioration (where possible to inspect).[TSR 5.6.4.b]
Containers are closed , are stored in @ manner which will not rupture
5 the containers or cause them to leak , and show no evidence of
‘ ‘ spillage or leakage, such as moisture on the sides or underneath
/ (where possible to inspect)?
Container top does not have excessive buildup of dirt/debris that
9 would possibly interfere with the proper operation of the drum'’s
/ ventilation system (such as, clogging of NucFils). .
10 / Qontgfner marking/labfaling ig intact, unobscured, legible and in good
condition (where possible to inspect)?
11 - Third-tier drums are banded horizontally with metal band.
/ (single drum banded to pallet) [TSR 5.6. 4, a]
Comments/Observations:
VW /4
Operator (print/sign/date/time)™ /,r'//—;gx%@ . OSIS
FWS (print/sign/date): (’7%)/ 7 ‘ 1 Slabone 72, //()

NEIC VPQ928EN1 Rage.20Z.0£.308
Before each use, ensure this copy is the most current version.




Appendix P

Rev. 7,Chg. 5 ' ‘ SW 040 043 : Page 29 of 57
Inspect CWC & Miscellaneous Bulldmgs

Published Date; 07/06/10 ' ' Effective Date: 07/06/10

Appendix A - Weekly CWC RCRA Inspection Checklist

FacmtylModuleS/% : Time: 0?525' Date:7.‘g,4/c,
| #°| Yes | No | NIA |#Areainspection” :
1 ,/ Lighting is adequate to oomptete inspection (where applicable)?

Marker-barricades (chain barricades, chain-link fences, marker
5 ‘ posts, etc.) around facility/module are intact and in good condition.
Facility/module ground postings are intact, unobscured, legible and

rd | in good condition?
Containment curbing and flooring is free of scratches that penetrate
3 L to the concrete, cracks, or gaps and is sufficiently impervious to
,/ contain leaks, spills, and accumulated rainfall (where applicable)?
Facility/module is generally dry. There is no standing and/or
4 L unexpected water or snow accumulation in or around
/ facility/module?
5 Alisle space between rows of containers appears to be at least 36
.~ |inches? [FHA Key #10]
6 ' Space between inside waste array zones is > 12 ft and free of
,/ combustibles. [TaR 5.6.4.4]
4t | Yes.

Contamer m‘cegr!ty is not compromised by punctures, dents
7 . penetrating scratches, loose lids, bulging, excessive corrosion or
other damage/deterioration (where possible to inspect).[TSR 5.6.4.b]

Containers are closed , are stored in a manner which will not rupture

8 the containers or cause them to leak , and show no evidence of
‘ _spillage or leakage, such as moisture on the sides or underneath

\

z./ (where possible to inspect)?
Container top does not have excessive buildup of dirt/debris that

9 would possibly interfere with the proper operation of the drum'’s
/ ventilation system (such as, clogging of NucFils). .

10 L Container marking/labeling is intact, unobscured, legible and in good
i/ condition (where possible to inspect)?

11 . Third-tier drums are banded horizontally with metal band.

: / (single drum banded to pallet) [TSR 5.6.4.a]

Comments/Observations:

/(//%

Operator (print/sign/dateiime)~ MICHAEL K!EHW/?)//O/ L8258

f]

FWS (prmtISIgnldate )y 5 J/W‘ Eeiidients }/2/{'10

NEIG-3H20828604 Rege:-268-0:368 HenismkhodaralEacilibe

Before each use, ensure this copy is the most current version.




Appendix P

Rev. 7,Chg. 5 . _ SW-040'043 : Page 29 of 57
Inspect CWC & Miscellaneous Buildings

Published Date: 07/06/10 Effective Date: 07/06/10

Appendix A - Weekly CWC RCRA Inspection Checklist

Facility/Module; /’,Z/) Time:g‘-, '/Z Date:zﬁ:?//o
#. | Yes | No | NJ/A: | Areallnspection. =
1 / Lighting is adequate to complete mspeotlon (where apphcabke)

Marker-barricades (chain barricades, chain-link fences, marker
posts, etc.) around facility/module are intact and in good condition.

2 , Facility/module ground postings are intact, unobscured, legible and
A in good condition?
Containment curbing and flooring is free of scratches that penetrate
3 _to the concrete, cracks, or gaps and is sufficiently impervious to

,~"| contain leaks, spills, and accumulated rainfall (where applicable)?
Facility/module is generally dry. There is no standing and/or

4 P unexpected water or snow accumulation in or around
e facility/module?
5 | Aisle space between rows of containers appears to be at least 36
/ inches? [FHA Key #10]
5 | Space between inside waste array zones is > 12 ft and free of
' .| combustibles. [TSR 5.6.4.9] |

# | Yes | No \ “Insp ik e T
Contamer mtegr;ty is not compromtsed by punctures dents
7 . - penetrating scratches, loose lids, bulging, excessive corrosion or
L, other damage/deterioration (where possible to inspect).[TSR 5.6.4.b]

‘Containers are closed , are stored in a manner which will not rupture
the containers or cause them to leak , and show no evidence of

8 A spillage or leakage, such as moisture on the sides or underneath

rd (where possible to inspect)?
' Container top does not have excessive buildup of dirt/debris that

9 would possibly interfere with the proper operation of the drum's
,/ ventilation system (such as, clogging of NucFils).

10 L Container marking/labeling is intact, unobscured, legible and in good
/ condition (where possible to znspect)

11 , Third-tier drums are banded horizontally with metal band.

/ (single drum banded to pallet) [TSR 5.6.4.a]

Comments/Observations:

Vo

Operator (print/sign/date/fine): RHICHAEL KIEH), /;z,u///' Zve e
FWS (print/sign/date): ”(9&7—-\\/73//(/ fa J'”’“"*’ ‘)*/:7/}//0

NEIC VP0928E01 Before each use, ensysghis cory isoffe most current version. Hanford Federal Facility




Appendix P

Rev.7,Chg. §

SW-040~043 Page 29 of 57
Inspect CWC & Miscellaneous Buildings ' :

Effective Date: 07/06/10

Published Date: 07/06/10

Appendix A - Weekly CWC RCRA Inspection Checklist

Facmty/ModuleS/%w/ Time:/&,;‘,{?o Date: 7;9/0
#°| Yes | No | NJ/A: | Arealnspection: = : '
1 |, .~ Lighting is adequate to complete mspectlon (where apphcab{e)
Marker-barricades (chain barricades, chain-link fences, marker
5 posts, etc.) around facility/module are intact and in good condition.
> Facility/module ground postings are intact, unobscured, legible and
/ in good condition?
Containment curbing and flooring is free of scratches that penetrate
3 to the concrete, cracks, or gaps and is sufficiently impervious to
/ _contain leaks, spills, and accumulated rainfall (where applicable)?
, Facility/module is generally dry. There is no standing and/or
4 unexpected water or snow accumulation in or around
/ facility/module?
5 L Aisle space between rows of containers appears to be at least 36
/ inches? [FHA Key #10]
//Space between inside waste array zones is > 12 ft and free of
# | Yes |'N ContainerInspection: /- L TR
Container integrity is not compromised by punctures, dents,
7 penetrating scratches, loose lids, bulging, excessive corrosion or
/ other damage/deterioration (where possible to inspect).[TSR 5.6.4.b]
Containers are closed , are stored in a manner which will not rupture
5 the containers or cause them to leak , and show no evidence of
' -spillage or leakage, such as moisture on the sides or underneath
/ (where possible to inspect)?
Container top does not have excessive buildup of dirt/debris that
9 | would possibly interfere with the proper operation of the drum's
/ ventilation system (such as, clogging of NucFils). .
10 / Qontgfner marking/labgling i§ intact, unobscured, legible and in good
condition (where possible to inspect)?
11 - Third-tier drums are banded horizontally with metal band.
/ (single drum bandedto pallet) [TSR 5.6.4.a]
Comments/Observations:
A~
’ o Pl z k
Operator (print/sign/datgiime)~MIGHAEL KIEH //’% %/ 200 o i
FWS (prmt/sxgnldate ("DHX 7(\//( = Brad Sigtene ZQ/ yo)

NEIC VP0928E01

Page 210 of 308 Hanford Federal Facility

Before each use, ensure this copy is the most current version.




Appendix P

| Rev. 7,Chg. 5 ' SW- 040_043 : Page 29 of 57
Inspect CWC & Miscellaneous Bu:ldmgs

Published Date: 07/06/10 Effective Date: 07/06/10

Appendix A - Weekly CWC RCRA Inspection Checklist

Facility/Module; S‘/4-,2, Time:/(),g;’?&’ Dater?.;;‘vg:‘»/a
# | Yes | No | NIA |:Arealnspection’ = i o
1 ,/ Lighting is adequate to complete mspect!on (where apphcable)

Marker-barricades (chain barricades, chain-link fences, marker
posts, etc.) around facilityymodule are intact and in good condition.
2 ' Facility/module ground postings are intact, unobscured, legible and
| in good condition?

Containment curbing and flooring is free of scratches that penetrate

3 L to the concrete, cracks, or gaps and is sufficiently impervious to
contain leaks, spills, and accumulated rainfall (where applicable)?
Facility/module is generally dry. There is no standing and/or

4 unexpected water or snow accumulation in or around

facility/module?

5 | Aisle space between rows of containers appears to be at least 36
/ inches? [FHA Key #10]

‘ Space between inside waste array zones is > 12 ft and free of

AN

4| Yes.|

Container integrity is not compromised by punctures, dents,

7 . penetrating scratches, loose lids, bulging, excessive corrosion or
other damage/deterioration (where possible to inspect).[TSR 5.6.4.b]
Containers are closed , are stored in @ manner which will not rupture
the containers or cause them to leak , and show no evidence of
spillage or leakage, such as moisture on the sides or underneath
(where possible to inspect)?

Container top does not have excessive buildup of dirt/debris that
would possibly interfere with the proper operation of the drum’s
ventilation system (such as, Clogging of NuckFils).

Container marking/labeling is intact, unobscured, legible and in good
condition (where possible to inspect)?

Third-tier drums are banded horizontally with metal band.

(single drum banded to pallet) [TSR 5.8.4.a]

Comments/Observations:

10

11

AN \' \

" &

Operator (print/sign/datéifime), MICH
FWS (print/sign/date): {)

/,é“///r?a/@/p SO £
2 ety [ [ 70

NEIC VP0928E01 Page 211 of 308 Hanford Federal Facility
Before each use, ensure this copy is the most current version.




Appendix P

Rev.7,Chg. 5 SW-O40~043 : Page 29 of 57
Inspect CWC & Miscellaneous Buildings

Published Date: 07/06/10 Effective Date: 07/06/10

Appendix A - Weekly CWC RCRA Inspection Checklist

Facility/Module: /’2/-) Time /o '/;2 Dater-z,;?-;,/c,
# | Yes | No | NJ/A | Arealnspection: :
1 ,// Lighting is adequate to compiete inspection (where applicable)?

Marker-barricades (chain barricades, chain-link fences, marker
posts, etc.) around facility/module are intact and in good condition.

2 Facility/module ground postings are mtact unobscured, legible and
, in good condition?
Containment curbing and flooring is free of scratches that penetrate
3 | to'the concrete, cracks, or gaps and is sufficiently impervious to

.~ contain leaks, spills, and accumulated rainfall (where applicable)?

Facility/module is generally dry. There is no standing and/or

4 9 unexpected water or snow accumulation in or around
e facility/module?
5 _Aisle space between rows of containers appears to be at least 36
.~ | inches? [FHA Key #10]

| Space between inside waste array zones is > 12 ft and free of
.~ combustibles. [TSR 5.6.4.9]

Container integrity is not compromised by punctures, dents,
7 . , penetrating scratches, loose lids, bulging, excessive corrosion or
,/ other damage/deterioration (where possible to inspect).[TSR 5.6.4. b]
Containers are closed , are stored in a manner which will not rupture
8 the containers or cause them to leak , and show no evidence of
_ spillage or leakage, such as moisture on the sides or underneath
e (where possible to inspect)?
Container top does not have excessive buildup of dirt/debris that
9 would possibly interfere with the proper operation of the drum’s
!/ ventilation system (such as, clogging of NucFils).
10 B Container marking/labeling is intact, unobscured, legible and in good
e condition (where possible to inspect)?
11 Thlrd tier drums are banded horizontally with metal band.

Pt (smgle drum banded to pallet) [TSR 5.6.4. a]

Comments/Observations:

Operator (print/sign/datgitimey, WHAELKIEH%M/z,;Wgy e

FWS (print/sign/date): JQL7,><7J/ G~ dredSkbens s 9]) 0

NEIC VPUYZeEUT Before each use, ensUr89Ri< L6S) e most current version,

POt PeterstfRasiity




Appendix P

Rev.7,Chg. 5 SW~040-043 ‘ Page 29 of 57
lnspect CWC & Miscellaneous Buildings ‘

Published Date: 07/06/10 - . Effective Date: 07/06/10

Appendix A - Weekly CWC RCRA Inspection Checklist

Facnl:tyIModuleS/%—/ Time: / 3 ¢> Date: X-3 =/ &\
#..| Yes | No |. NI& eadnspectioni -~ . T
1 | X Lighting is adequate to complete lnspectxon (where apphcable)

_‘ Marker-barricades (chain barricades, chain-link fences, marker
5 X posts, etc.) around facility/module are intact and in good condition.

Facility/module ground postings are lntact unobscured, legible and
in good condition?
Containment curbing and flooring is free of scratches that penetrate

3 X |[tothe concrete, cracks, or gaps and is sufficiently impervious to
e contain leaks, spills, and accumulated rainfall (where applicable)?

: Facility/module is generally dry. There is no standing and/or
4 | X unexpected water or snow.accumulation in or around
' facility/module?

5 ‘ Aisle space between rows of containers appears to be at least 36
| inches? [FHA Key #10]

X Space between inside waste array zones is > 12 ft and free of

# | Yies |

: Container integrity is not compromised by punctures, dents,
7 . . )\ penetrating scratches, loose lids, bulging, excessive corrosion or
other damage/deterioration (where possible to inspect).[TSR 5.6.4.b]

Containers are closed , are stored in a manner which will not rupture
g< the containers or cause them to leak , and show no evidence of

spillage or leakage, such as ‘moisture on the sides or underneath
(where possible to inspect)? :

Container top does not have excessive buildup of dirt/debris that
9 )< would possibly interfere with the proper operation of the drum'’s
ventilation system (such as, clogging ‘of NucFils).

Container marking/labeling is intact, unobscured, legible and in good

10 ‘ X condition (where possible to inspect)?
11 Third-tier drums are banded horizontally with metal band.
| ¥ | (single drum bandedto pallet) [TSR 5.6.4. al

Comments/Observations: N o [lacte $'rafe§

Operator (print/sign/date/time). &, . ﬁ( wlir, /0)// / T35 /o/ /2 S

FWS (print/sign/date); Wayne Shamnoff ?//Mﬂ A SZ/‘///D

NEIC VP0928E01 Page 213 of 308 Hanford Federal Facility

Before each use, ensure this copy. is the most current version.




Appendix P

Rev. 7,Chg. 5

SW- 040 043 Page 29 of 57

Inspect CWC & Miscellaneous Bunldmgs

Effective Date: 07/06/10

Published Date: 07/06/10

Appendix A - Weekly CWC RCRA Inspection Checklist

NEIC VP0928E01

FacuhtylModuleS,&% Time: [ c/qf Date: g-3 =7 0' .
#°) Yes | No | NI ea’ lnspectmn e SR -
1 X Lighting is adequate to complete mspectron (where apphcable)
' Marker-barricades (chain barricades, chain-link fences, marker
5 posts, etc.) around facility/module are intact and in good condition.
K Facility/module ground postmgs are intact, unobscured, legible and
in good condition?
| Containment curbing and flooring is free of scratches that penetrate
3 X | 'to the concrete, cracks, or gaps and is sufficiently impervious to
contain leaks, spills, and accumulated rainfall (where applicable)?
Facility/module is generally dry. There is no standing and/or
4 x unexpected water or snow accumulation in or around
' | facility/module?
5 X Aisle space between rows of containers appears to be at !east 36
inches? [FHA Key #10]
5 X Space between inside waste array zones is > 12 ft and free of
_# | Yes |INoi| NI
Container integrity is not compromised by punctures, dents, -
7 K | penetrating scratches, loose lids, bulging, excessive corrosion or
other damage/deterioration (where possible to inspect).[TSR 5.6.4.b]
~ | Containers are closed, are stored in a manner which will not rupture
8 X the containers or cause them to leak , and show no evidence of
spillage or leakage, such as moisture on the sides or underneath
(where possible to inspect)?
Container top does not have excessive buildup of dirt/debris that
9 A | would possibly mterfe_re with the proper operation of the drum’s
ventilation system (such as, clogging of NucFils).
10 X Container marking/labeling is intact, unobscured, legible and in good
condition (where possible to inspect)?
11 X Third-tier drums are banded horizontally with metal band.
' (single drum banded to pallet) [TSR 5.6.4.a]
Comments/Observations: No Was+ a
Operator. (prmtls:gn/date/tlme aa‘) Ch(r,, /@ y - / q-3- /¢>/ /Rt 5
FWS (print/sign/date): Z/ ‘ //4‘/1”.,,”.__../ ?’/e /Jo

Page 214 of 308 Hanford Federal Facility

Before each use, ensure this copy IS the most current version,




Appendix P

Rev.7,Chg. 5

Published Date: 07/06/10

SW-040-043 T

Inspect CWC & Miscellaneous Buildings

Effective Date: 07106/10

Appendix A - Weekly CWC RCRA Inspection Checklist

Facility/Module: fk?/‘) Time: /2.'3(5 Date ’8 3- ( o

#..| Yes | No Areailnspection: -

1 X Lighting is adequate to complete mspectlon (where apphcab!e)
Marker-barricades (chain barricades, chain-link fenoes, marker

5 X posts, etc.) around facility/module are intact and in good condition.
Facility/module ground postings are mtact unobscured, legible and
in good condition?
Containment curbing and flooring is free of scratches that penetrate

3 X to the concrete, cracks, or gaps and is sufficiently impervious to
contain leaks, spms and accumulated rainfall (where applicable)?
Facility/module is generally dry. There is no standing and/or

4 | X unexpected water or snow accumulation in or around

- facility/module?
5 X Aisle space between rows of containers appears to be at !east 36

inches? [FHA Key #10]

Space between inside waste array zones is 2 12 ft and free of
combustibles, [TSR 5.6.4.g] .

- Cr e TR T
Container integrity is not compromised by punctures, dents,
7 ‘X penetrating scratches, loose lids, bulging, excessive corrosion or
other damage/deterioration (where possible to inspect). [TSR 5.6.4.b]
Containers are closed , are stored in a manner which will not rupture
' g v the containers or cause them to leak , and show no evidence of
spillage or leakage, such as moisture on the sides or underneath
(where possible to inspect)?
' Container top does not have excessive buildup of dirt/debris that
9 X would possibly interfere with the proper operation of the drum'’s
ventilation system (such as, clogging of NucFils).
101 % Container marking/labeling is intact, unobscured, legible and in good

condition (where possible to inspect)?

11

A

Third-tier drums are banded horizontally with metal band.
(single drum banded to pallet) [TSR 5.6.4.a]

Comments/Observations:

AT

Operator (print/sign/date/time): D“,)am /oJ ¢ /%340 2% €

Waynesmm ?{ 4,, ot Ao,/{//»//ﬁ«/ 07’/ /// »

FWS (print/sign/date):

Heriordmoderakasiibn

NEIC VFUYZeEUT

Before each use, ensm\'f&ap‘f) 1$'tHe most current version,




Appendix P

| Rev. 7,Chg. 5 - SW-040-043 , Page 29 of 57
Inspect CWC & Miscellaneous Buildings ‘ :

Published Date: 07/06/10 , Effective Date: 07/06/10

Appendix A - Weekly CWC RCRA Inspection Checkiist

Facxhty/ModuleS/%— / Time:/"é’,"ac?' Date ?—w%/a
#| Yes | No | Area‘lnspection - :
1 ,/ Lighting is adequate to oomptete lnspec‘uon (where appllcab!e)
- Marker-barricades (chain barricades, chain-link fences, marker
5 posts, etc.) around facility/module are intact and in good condition.
, L Facility/module ground postings are intact, unobscured, legible and
,/ in good condition?
Containment curbing and flooring is free of scratches that penetrate
3 L ‘to the concrete, cracks, or gaps and is sufficiently impervious to
e contain leaks, spills, and accumulated rainfall (where applicable)?
o ‘ Facility/module is generally dry. There is no standing and/or
4 Ve | unexpected water or snow.accumulation in or around
.~ facility/module?
5 _Alsle space between rows of containers appears to be at least 36
.~ inches? [FHA Key #10]
5 Space between inside waste array zones is > 12 ft and free of
/ combustibles. [TSR 5.6.4.9]
# | Yes
Contamer integrity is not compromised by punctures, dents,
7 penetrating scratches, loose lids, bulging, excessive corrosion or
/ other damage/deterioration (where possible to inspect).[TSR 5.6.4.b]
Containers are closed , are stored in a manner which will not rupture
5 the containers or cause them to leak , and show no evidence of
spillage or leakage, such as moisture on the sides or underneath
/ (where posstb!e to inspect)?
Container top does not have excessive buildup of dirt/debris that
9 would possibly interfere with the proper operation of the drum's
/ ventilation system (such as, clogging of NucFils). .
10 -Container marking/labeling is intact, unobscured, legible and in good
/ condition (where possible toinspect)?
11 Third-tier drums are banded horizontally with metal band.
: ‘ z/ (smg!e drum banded to pallet) [TSR 5.6.4. aj
Comments/Observations: '
VZ o
. ' " ., ( 7 - -
Operator (print/sign/dat@}imef: ) MICHAEL K!EHW,&W’ Do o
FWS (print/sign/date): bb)( N L\//(/<76€::___,. FLeoine  oof )
) AT

NEIC VP0928E01 Page 216 of 308 Hanford Federal Facility
Before each use, ensure this copy is the most current version.




Appendix P

Rev. 7,Chg. 5 ‘ SW- 040 043 » Page 29 of 57
Inspect CWC & Miscellaneous Buﬂdmgs

Published Date: 07/06/10 ‘ Effective Date: 07/06/10

Appendix A - Weekly CWC RCRA Inspection Checklist

FacmtylModule 5/4-,?, Timei/’f'é”(;/é‘" Date:?—c;z/oz
# | Yes | No | NJA |/Arealnspection: = .
1 ,/ Lighting is adequate to complete inspection (where applicable)?

Marker-barricades (chain barricades, chain-link fences, marker
posts, etc.) around facility/module are intact and in good condition.

2 L | Facility/module ground postings are intact, unobscured, legible and
,/ in good condition? |
‘ Containment curbing and flooring is free of scratches that penetrate
3 Ve to the concrete, cracks, or gaps and is sufficiently impervious to
1 contain leaks, spi!ls, and accumulated rainfall (where applicable)?

Facility/module is generally dry. There is no standing and/or
4 L~ unexpected water or snow accumulation in or around
facility/module?

\

_Aisle space between rows of containers appears to be at least 36

5 _~Tinches? [FHA Key #10]
' | Space between inside waste array zones is > 12 ft and free of
tibl SR 5.6.4

Container integrity is not compromised by punctures, dents,
7 . -penetrating scratches, loose lids, bulging, excessive corrosion or
/ other damage/deterioration (where possible to inspect).[TSR 5.6.4.b]

Containers are closed , are stored in a manner which will not rupture
8 the containers or cause them to leak , and show no evidence of
' - spillage or leakage, such as moisture on the sides or underneath

/ (where possible to inspect)?

Container top does not have excessive buildup of dirt/debris that
9 would possibly interfere with the proper operation of the drum’s
/ ventilation system (such as, clogging of NucFils).

_Container marking/labeling is intact, unobscured, legible and in good

10 .~ | condition (where possible to inspect)?
11 _ Third-tier drums are banded horizontally with metal band,
: ‘ / (single drum banded to pallet) [TSR 5.6.4.a]

Comments/Observati'ons:

VY an

Operator (print/sign/datefime) ) BHGHAEL KIEH /2/ pe;:g,g e

FWS (print/sign/date): 5 S ) ,(\/ K S S [0
A [{

NEIC VP0928E01 Page 217 of 308 Hanford Federal Facility

Before each use, ensure this copy is the most current version.




Appendix P

Rev.7,Chg. 5

SW-040-043 Page 29 of 57

lnspect CWC & Miscellaneous Buildings

Published Date: 07/06/10 Effective Date: 07/06/10

Appendix A - Weekly CWC RCRA Inspection Checklist

Facility/Module: /= /ZP Time:/g. o Date:% rtvo

# .| Yes | No | NJA ]

Area’ Inspection: -

11,7

Lighting is adequate to Complete inspection (where applicable)?

e

Marker-barricades (chain barricades, chain-link fences, marker
posts, etc.) around facility/module are intact and in good condition.
Faciiity/module ground postings are intact, unobscured, legible and
in good condition?

,/ contain leaks, spills, and accumulated rainfall (where applicable)?

Containment curbing and flooring is free of scratches that penetrate
_to the concrete, cracks, or gaps and is sufficiently impervious to

\

Facility/module is generally dry. There is no.standing and/or
unexpected water or snow accumulation in or around ‘
facility/module?

5 | inches? [FHA Key #10]

Aisle space between rows of containers appears to be at least 36

Space between inside waste array zones is > 12 ft and free of
combustibles. [TSR 5.6.4.g]

Container integrity is not compromised by punctures, dents,
penetrating scratches, loose lids, buiging, excessive corrosion or
other damage/deterioration (where possible to inspect).[TSR 5.6.4.b]

Containers are closed , are stored in a manner which will not rupture
the containers or cause them to leak , and show no evidence of
spillage or leakage, such as moisture on the sides or underneath
(where possible to inspect)?

Container top does not have excessive buildup of dirt/debris that
would possibly interfere with the proper operation of the drum’s
ventilation system (such as, clogging of NucFils).

10

Container marking/labeling is intact, unobscured, legible and in good
condition (where possible to inspect)?

11 , /

Third-tier drums are banded horizontally with metal band.
(single drum banded to pallet) [TSR 5.6.4.a]

Comments/Observations:

WY i

Operator (prmﬁsngn/date/fﬁﬂe ): ANCHABL KIERN. Z7 / /%/// :;7///@ rao0

FWS (print/sign/date):

@SS Pe® R A

FrefeT FederaRaciiae

NEIC VFPUYZoEUT

Before each use, ens%fégp? e most curment version,



Appendix P

Rev. 7,Chg. 6 SW_040_043 ' Page 29 of 57
‘ Inspect CWC & Miscellaneous Buildings

Published Date: 08/13/10 ‘ Effective Date: 08/13/10

Appendix A - Weekly CWC RCRA Inspection Checklist
FaclhtylModuleS%/ ' 'go'

Date,’g,’;./g—;/ o __

| 1 ,,/ -| Lighting is adequate to complete inspection (where apphcabie)?

: Marker-barricades (chain barricades, chain-link fences, marker
posts, etc.) around facility/module are intact and in good condition.
Facility/module ground postings are intact, unobscured, legible and
e in good condition?

Containment curbing and flooring is free of scratches that penetrate
3 L to the concrete, cracks, or gaps andis sufficiently impervious to
i contain leaks, spills, and accumulated rainfall (where applicable)?

Facility/module is generally dry. There is no standing and/or
4 P unexpected water or snow accumulation in or around
) facility/module?
5 L Aisle space between rows of containers appears to be at least 36
_~"linches? [FHA Key #10]

L-Space between inside waste array zones is > 12 ft and free of
.| combustibles. [TSR 5.6.4. g]
# | Yes | No | NI ontainer Inspection’ -~ = e .
; Container integrity is not compromxsed by punctures dents
7 penetrating scratches, loose lids, bulging, excessive corrosion or
other damage/deterioration (where possible to inspect).[TSR 5.6.4.b]
Containers are closed , are stored in a manner which will not rupture
the containers or cause them fo leak , and show no evidence of

\

8 _spillage or leakage, such as moisture on the sides or underneath
/ (where possible to inspect)?
, Container top does not have excessive buildup of dirt/debris that
- 9 | would possibly interfere with the proper operation of the drum’s
/ ventilation system (such as, clogging of NucFils).
10 : Conte?ner marking/lab_eling is intact, unobscured, legible and in good
,/ condition (where possible to inspect)?
- Third-tier drums are banded horizontally with metal band.
1 / (single drum banded to pallet) [TSR 5.6. 4 a]

Comments/Observations:

AP

Operator (prmtlmgn/date’ljtlme)f\MIWAWWM/&%F-W /2B
FWS (print/sign/date): UUA\/ 7(/ (/LM_ Brac Sletone {:(/ /(ﬁ/ 0

Before each use, ensure tgis copy is the most current version. .
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Inspect CWC & Miscellaneous Buildings

Published Date: 08/13/10 Effective Date: 08/13/10

Appendix A - Weekly CWC RCRA Inspection Checklist

Sy~

Time; /2’ 35 Dateg»/?Jo

spectio

Lighting is adequate to complete inspection (where apphcable)

Marker-barricades (chain barricades, chain-link fences, marker
posts, etc.) around facility/module are intact and in good condition.
Facility/module ground postings are intact, unobscured, legible and
in good condition?

Containment curbing and flooring is free of scratches that penetrate
to the concrete, cracks, or gaps and is sufficiently impervious to
contain leaks, spills, and accumulated rainfall (where applicable)?

| Facility/module is generally dry. There is no standing and/or
unexpected water or snow accumulation in or around
facility/module?

_Aisle space between rows of containers appears to be at least 36

5 | | _~Tinches? [FHA Key #10]

)

L Space between inside waste array zones is > 12 ft and free of
combustibles. [TSR 5.6.4. g]

Contamer mtegnty is not compromzsed by punctures dents
penetrating scratches, loose lids, bulging, excessive corrosion or
other damage/deterioration (where possible to inspect).[TSR 5.6.4.b]

Containers are closed , are stored in a manner which will not rupture
the containers or cause them to leak , and show no evidence of
spillage or leakage, such as moisture on the sides or underneath
(where possible to inspect)?

Container top does not have excessive buildup of dirt/debris that
L would possibly interfere with the proper operation of the drum’s
ventilation system (such as, clogging of NucFils).

10

Container marking/labeling is intact, unobscured, legible and in good
condition (where possible to inspect)?

11

{NININEN \

Third-tier drums are banded horizontally with metal band.
(single drum banded to pallet) [TSR 5.6.4. a]

Comments/Observations:

VY

FWS (print/sign/date):

Operator (print/sign/datefiime) (MCHI)(E}.}(IEHW//%_/// S/ S 0 422
INLAAL

SndSiotone ¢ e ]/

INT= e WinTalaYeYel mla¥i]

& 505388 Heniert-hedeial-haciiy

Before each use, ensure this copy is the most current version.




Appendix P

Rev. 7, Chg. 6 ' SW-040-043 - - Page 29 of 57
Inspect CWC & Miscellaneous Buildings

Published Date: 08/13/10 Effective Date: 08/13/10

Appendix A - Weekly CWC RCRA Inspection Checklist
Faclllty/Moduie F/? - ,, Time/g Jg __ Date S;~/,~/o

1 ,/ Lxghtlng is adequate to complete inspection (where apphcable)’?
Marker-barricades (chain barricades, chain-link fences, marker
posts, etc.) around facility/module are intact and in good condition.
L Facility/module ground postings are intact, unobscured legible and
e in good condition?

Containment curbing and flooring is free of scratches that penetrate
3  to the concrete, cracks, or gaps and is sufficiently impervious to
.| contain leaks, spills, and accumulated rainfall (where applicable)?

| Facility/module is generally dry. There is no standing and/or
4 e | unexpected water or snow accumulation in or around
-facility/module?

isle space between rows of containers appears {o be at least 36

\

S | ,_~Tinches? [FHA Key #10] _

5 __Space between inside waste array zones is > 12 ft and free of
| .~ combustibles. [TSR564g] .

# | Yes | No |'N jon” o

Contamer mtegrlty is not comprom!sed by punctures dents

7 - penetrating scratches, loose lids, bulging, excessive corrosion or
other damage/dsterioration (where possible to inspect).[TSR 5.6.4.b]
Containers are closed , are stored in a manner which will not rupture
the containers or cause them to leak , and show no evidence of
spillage or leakage, such as moisture on the sides or underneath

L/
d | | (where possible to inspect)?
e

Container top does not have excessive buildup of dirt/debris that
- .| would possibly interfere with the proper operation of the drum’s
ventilation system (such as, clogging of NucFils).

Ve Container marking/labeling is intact, unobscured, legible and in good
condition (where possible to inspect)?

11 Third-tier drums are banded horizontally with metal band.
/ (single drum banded to pallet) [TSR 5.6.4.a]

| Comments/Observations:
V7 i

Operator(prmtISIgnldat,emme (MICHIP\ELWEHW%/MO L oo
FWS (print/sign/date): (o T A A= BrdSifene <] (- [0

10

rHEAS OB B EEY B PPN

Before each use, ensuré this copy i3 the most current version. FIamoTa T eaerat ey




Appendix P

Rev. 7,Chg. 6 » - SW_040_043 ' -Page 29 of 57
inspect CWC & Miscellaneous Buildings

Published Date: 08/13/10 ' : Effective Date: 08/13/10

‘ Appendlx A- Weekly CWC RCRA Inspection Checkhst
FacuhtylModule%/ Tlme/VVOI-- Date@ﬁg’/o
' ‘es:

L|ghtmg is adequate to complete inspection (where appllcab!e)
Marker-barricades (chain barricades, chain-link fences, marker
posts, etc.) around facility/module are intact and in good condition.
Facility/module ground postings are intact, unobscured, legible and
in good condition?

Containment curbing and flooring is free of scratches that penetrate
- to the concrete, cracks, or gaps and is sufficiently impervious to

L/
.~
/ ‘ contain leaks, spills, and accumulated rainfall (where applicable)?
/,/

Facility/module is generally dry. There is no standing and/or
»” unexpected water or snow accumulation in or around
facility/module?

5 : isle space between rows of containers appears to be at least 36
__~Tinches? [FHA Key #10] 4
6 - _Space between inside waste array zones is > 12 ft and free of
, : ,/ combustibles. [TSR 5.6.4. g]
# | Yes | No.|” e v

, Container integrity is not compromised by punctures, dents,
7 ' © penetrating scratches, loose lids, bulging, excessive corrosion or
,/ other damage/deterioration (where possible to inspect).[TSR 5.6.4.b]
Containers are closed , are stored in a manner which will not rupture
the containers or cause them to leak , and show no evidence of
| spillage or leakage, such as moisture on the sides or underneath
| ;.| (where possible to inspect)? ' '
, Container top does not have excessive buildup of dirt/debris that

9 . |would possibly interfere with the proper operation of the drum’s
ventilation system (such as, clogging of NucFils).

_Container marking/labeling is intact, unobscured, legible and in good

10 / condition (where possible to inspect)?

Third-tier drums are banded horizontally with metal band.
(single drum banded to pailet) [TSR 5.6.4. a]

Comments/Observations:

11

yd pa
e L Socva Soo

Operator (print/sign/date/time).
Brad Shotene s o

FWS (print/sign/date). (a7 VA

NEIC VP0928E01 ) Page 222 of 308 Hanford Federal Facility

Before each use, ensure this copy is the most current version.



Appendix P

Rev. 7, Chg. 6

SW-040-043 : - -Page 29 of 57

Inspect CWC & Miscellaneous Buildings

Published Date: 08/13/10

Effective Date: 08/13/10

Appendlx A - Week!y CwC RCRA lnspec‘uon Checkhst

FacxhtylModuleSﬁ

Tlme//,/g

Date 451;,2 ;’/0

| Lighting is adequate to completemspectlon (where appllcable)?

Marker-barricades (chain barricades, chain-link fences, marker
posts, etc.) around facility/module are intact and in good condition.
Facility/module ground postings are intact, unobscured, fegible and
in good condition?

Containment curbing and flooring is free of scratches that penetrate
to the concrete, cracks, or gaps and is sufficiently impervious to
contain leaks, spills, and accumulated rainfall (where applicable)?

NN

| Facilityymodule is generally dry. There is no standing and/or

unexpected water or snow accumulation in or around
facility/module?

| Aisle space between rows of containers appears to be at least 36

inches? [FHA Key #10]

| Space between inside waste array zones is > 12 it and free of

combustibles. [TSR 5.6.4.9]

Container integrity is not compromised by punctures, dents,
penetrating scratches, loose lids, bulging, excessive corrosion or
other damage/deterioration (where possible to inspect).[TSR 5.6.4.b]

spillage or leakage, such as moisture on the sides or underneath

Containers are closed , are stored in a manner which will not rupture
the containers or cause them to leak , and show no evidence of

(where possible to inspect)?

e
o
L
pd
e

Container top does not have excessive buildup of dirt/debris that
would possibly interfere with the proper operation of the drum’s
ventilation system (such as, clogging of NucFils).

o e

Container marking/labeling is intact, unobscured, legible and in good

condition (where possible to inspect)?

11 /

Third-tier drums are banded horizontally with metal band.
(single drum banded to pallet) [TSR 5.6.4.a]

Comments/Observations:

VY e

FWS (print/sign/date):.

Operator (print/sign/date/time)~ MICHAEL KIEH&W%/;%’?; =so // F—
Lo

1 Brag Sletane

NEIC VP0928E01

Page 223 of 308 Hanford Federal Facility

Before each use, ensure this copy is the most current version.
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Rev.7,Chg. 6 ‘ SW-040-043 Page 29 of 57
' Inspect CWC & Miscellaneous Buildings

Published Date: 08/13/10 : Effective Date; 08/13/10

Appendix A - Weekly CWC RCRA Inspection Checklist
FEF Time/oez Date22¢70

Facility/Module:

» Ltghting is adequate to complete- mspect!on (where apphcabie) )
Marker-barricades (chain barricades, chain-link fences, marker
2 posts, etc.) around facility/module are intact and in good condition.
e Facility/module ground postings are intact, unobscured legible and
,/ in good condition?
Containment curbing and flooring is free of scratches that penetrate
3 : _fo-the concrete, cracks, or gaps and is sufficiently imperious to
| .~ contain leaks, spills, and accumulated rainfall (where applicable)?
| Facility/module is generally dry. There is no standing and/or
4 L | unexpected water or snow accumulation in or around
facility/module?
5 | Aisle space between rows of containers appears to be at least 36
, || _~Tinches? [FHA Key #10]
' pace between inside waste array zones is > 12 ft and free of
| combustibles. [TSR 5.6.4. g]

\

# | Yes rinspection: 4 Tk : S
‘ Container integrity is not compromlsed by punc’tures dents
7 L - | penetrating scratches, loose lids, bulging, excessive corosion or
/ other damage/deterioration (where possible fo inspect).[TSR 5.6.4.b]

Containers are closed , are stored in @ manner which will not rupture
8 the containers or cause them fo leak , and show no evidence of

‘ spillage or leakage, such as moisture on the sides or underneath
(where possible to inspect)?
Container top does not have excessive buildup of dirt/debris that
would possibly interfere with the proper operation of the drum’s

o
/ ventilation system (such as, clogging of NucFils).

L Container marking/labeling is intact, unobscured, legible and in good
condition (where possible to inspect)?

11 _Third-tier drums are banded horizontally with metal band.
/ (single drum banded to pallet) [TSR 5.6.4. a]

Comments/Ohservations:
N

Operator (print/sign/date/fime). WIGHAEL K!EHW W D50 ez
FWS (prmt/mgn/date ,(o_'ywi/ ’]}( m sl Settane §‘(/7,(I [

10 .

NEIC VP0928E01 Page 224 of 308 Hanford Federal Facility
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Inspect CWC & Miscellaneous Buildings

Published Date: 08/13/10 Effective Date: 08/13/10

Appendix A - Weekly CWC RCRA Inspection Checklist
Facmty/Module__S'/ﬂ/ Time/s/ .20 Date2/~rc

| 1], ~ | Lighting is adequate to complete inspection (where appiicéblé)?
Marker-barricades (chain barricades, chain-link fences, marker
posts, etc.) around facility/moduie are intact and in good condition.

2 - Facility/module ground postings are intact, unobscured, legible and
L~ in good condition?
Containment curbing and flooring is free of scratches that penetrate
3 | to the concrete, cracks, or gaps and is sufficiently impervious to
el contain leaks, spills, and accumulated rainfall (where applicable)?

| Facility/module is generally dry. There is no standing and/or-
unexpected water or snow accumulation in or around

4 L
| facility/module?
5 : | Aisle space between rows of containers appears to be at least 36
| ,_~"Tinches? [FHA Key #10] .

_Space between inside waste array zones is > 12 ft and free of
combustibles, [TSR 5.6.4. g]

# | Yes | N

" ' Contamer integrity is not compromlsed by punctures den‘cs |
7 Lpenetrating scratches, loose lids, bulging, excessive corosion or
/ other damage/deterioraﬁon (where possible to inspect).[TSR 5.6.4.b]
Containers are closed , are stored in a manner which will not rupture
the containers or cause them to leak , and show no evidence of
_spillage or leakage, such as moisture on the sides or underneath
: / (where possible to inspect)?
_ ’ ‘Container top does not have excessive buildup of dirt/debris that
9 ‘ _would possibly interfere with the proper operation of the drum’s
ventilation system (such as, clogging of NucF;!s)
Container marking/labeling is intact, unobscured, legible and in good

10 ' / condition (where possible to inspect)?

11 L Third-tier drums are banded horizontally with metal band.
(single drum banded to paliet) [TSR 5.6.4.a]

Comments/Observations:

V. o

i Z P
Operator (print/sign/date/time). ~VHICHHAEL KIEH%M/ S0 jiloo
FWS (print/sign/date): M ’)B(W Prag Rlettons 72_//0

S A

NEIC VP0928E01 Page.225.00.308 Hanford Federal Facility

Before each use, ensure this copy is the most current version.
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Rev. 7, Chg. 6 ‘ g SW-040-043 S -Page 29 of 57
| Inspect CWC & Miscellaneous Buildings

Pubiished Date: 08/13/10 ' : - Effective Date: .08/13/10

Appendix A - Weekly CWC RCRA Inspection Checklist
Facilit /ModuleSﬁ~2 Time %/ 2 Date%/—/o

| (I e | Lighting is adequate to complete inspection (where applrcab!e),
Marker-barricades (chain barricades, chain-link fences, marker
posts, etc.) around facility/module are intact and in good condition.

P Facility/module ground postings are intact, unobscured legible and
i in good condition? ~
: Containment curbing and flooring is free of scratches that penetrate
3 L to the concrete, cracks, or gaps and is sufficiently impervious to
/ ' contain leaks, spills, and accumulated rainfall (where applicable)?
| Facility/module is generally dry. There is no standing and/or
4 , unexpected water or snow accumutation in or around
L facility/module? ~
5 | Aisle space between rows of containers appears to be at least 36
.~ |inches? [FHA Key #10]
' 6 | v | Space between inside waste array zones is > 12 ft and free of
o ;.| combustibles. [TSR 5.8. 4 g]
# | Yes | No | N R
- Container integrity is not compromised by punctures, dents,
7 penetrating scraiches, loose lids, bulging, excessive corrosion or
/ other damage/deterioration (where possible to inspect).[TSR 5.6.4.b]

Containers are closed , are stored in a manner which will not rupture
8 the containers or cause them to leak , and show no evidence of
| spillage or leakage, such as moisture on the sides or underneath

. / (where possible to inspect)?
. Container top does not have excessive buildup of dirt/debris that

9 :  would possibly interfere with the proper operation of the drum’s
/ ventilation system (such as, cloggivng of NuckFils).
_Container marking/labeling is intact, unobscured, legible and in good

101 ,~~| condition (where possible to inspect)?
1" ' Third-tier drums are banded horizontally with metal band.
/ (single drum banded to pallet) [TSR 5.6.4.a]

5 Comments/Observations:
N~

Operator (print/sign/date/time). MICHAEL KIEH

FWS (print/sign/date):. b S,«l/ 7)(

o> o 52w
Brad Stetene. Pl [ /p
[

NEIC VP0928E01 Page 226 of 308 Hggford Federal Facility
Before each use, ensure this copy is the most current version.
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| Inspect CWC & Miscellaneous Buildings

Published Date: 08/13/10 - ‘ Effective Date: .08/13/10

Appendix A - Weekly CWC RCRA Inspection Checklist
L. Time] 38 Date‘?/f/o

FacilitylModule:

1 1 : nghtmg is adequate to complete inspection (where appllcable)’?

Marker-barricades (chain barricades, chain-link fences, marker
posts, etc.) around facility/module are intact and in good condition.

. 2 L | Facility/module ground postings are intact, unobscured legible and
e in good condition?
Containment curbing and floering is free of scratches that penetrate
3.1 _to the concrete, cracks, or gaps and is sufficiently impervious to

/ contain leaks, spills, and accumulated rainfall (where applicable)?

| Facility/module is generally dry. There is no standing and/or

4 > | unexpected water or snow accumulation in or around
i facility/module? |
5 Aisle space between rows of containers appears to be at least 36
, .| __~"]inches? [FHA Key #10]
' 5 , Space between inside waste array zones is > 12 ft and free of
> .~ | combustibles. [TSR 5. 6.4. g] '
- ; A Contamer mtegnty is not compromxsed by punctures dents
7 » penetrating scratches, loose lids, bulging, excessive corrosion or
. | other damage/deterioration (where possible to inspect).[TSR 5.6.4.b]

Containers are closed , are stored in a manner which will not rupture
8 | the containers or cause them to leak , and show no evidence of

L spillage or leakage, such as moisture on the sides or underneath
(where possible to inspect)?

Container top does not have excessive buildup of dirt/debris that
- .| would possibly interfere with the proper operation of the drum'’s

Container marking/labeling is intact, unobscured, legible and in good

10 condition (where possible to inspect)?

//
/ | ventilation system (such as, clogging of NucFils).

11 Third-tier drums are banded horizontally with metal band.
/ (single drum banded to pallet) [TSR 5.6.4. a]

Comments/Observations:

Operator (print/sign/datg/ime): ). (ICHAEL KIEH

FWS (print/sign/date): (1%73{% ’

* NEIC. /PQ928EN1 n LYo AP oY aYe! ariordEes L= "i-ty
Before each use, ensure this copy is the most current version.
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Inspect CWC & Miscellaneous Burldmgs

Published Date: 08/13/10 ‘ Effective Date: 08/13/10

Appendxx A - Weekly CWC RCRA Inspection Checklist
Facrht /ModuleS/ﬂ/ Time: /s"c‘/ﬂz. Date /_/0

110, / ' Lighting is adequate {o complete inspection (where appixcable)
‘ Marker-barricades (chain barricades, chain-link fences, marker
5 posts, etc.) around facility/module are intact and in good condition
s Facility/moduie ground postings are intact, unobscured, legible and
/ in good condition?
Containment curbing and flooring is free of scratches that penetrate
to the concrete, cracks, or gaps and is sufficiently impervious to
, -1 contain leaks, spills, and accumulated rainfall (where applicable)?

Facility/module is generally dry. There is no standing and/or

4 - | unexpected water or snow accumulation in-or around
e facility/module?
5 - | Aisle space between rows of containers appears to be at least 36
| ,_~Tinches? [FHA Key #10] ’ .
B pace between inside waste array zones is > 12 ft and fres of
. - .~ combustibles. [TSR 5.6.4.g] ‘
# | Yes | N

, _ Container integrity is not compromised by punctures, dents' |
7 _penetrating scratches, loose lids, bulging, excessive corrosion or
// other damage/deterioration (where possible to inspect).[TSR 5.6.4.b]
Containers are closed , are stored in a manner which will not rupture
8 the containers or cause them to leak , and show no evidence of
_spillage or leakage, such as moisture on the sides or undemeath

_ Z/ (where possible to inspect)?
‘ Container top does not have excessive buildup of dirt/debris that

9 would possibly interfere with the proper operation of the drum’ s
/ ventilation system (such as, clogging of NucFils).
_Container marking/labeling is intact, unobscured, legible and in good

10 .| condition (where possible to inspect)?
11 hird-tier drums are banded horizontally with metal band.
,.~| (single drum banded to pallet) [TSR 5.6.4.a]

. Comments/Observations:
V7 4

Operator (print/sign/datgftime)~ MIGHAEL KIEH%WZ// i A L
FWS (print/sign/date). 'Q O~ 7}(W Brad Sctone G/ )70

NEIC VPOQ%&EM Pa.g‘e 228 of 308 Hanford Federg_l Facility
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Inspect CWC & Miscellaneous Bunldmgs

Pubhshed Date: 08/13/10 : - Effective Date: 08/13/10

Appendix A - Week!y CWC RCRA lnspectlon Checkiist
Facmty/ModuleS//;L,/( e ' Time:./ &0~ Date: 9»/—/6/

1 ) ~ Lughtrng is adequate to complete inspection (where apphcabie)-
Marker-barricades {chain barricades, chain-link fences, marker
posts, etc.) around facility/module are intact and in good condition.
Facxlity/module ground. postmgs are intact, unobscured legible and
e in good condition?

Containment curbing and flooring is free of scratches that penetrate
. to the concrete, cracks, or gaps and is sufficiently impervious to
, .~ contain leaks, spills, and accumulated rainfall (where applicable)?
: | Facility/module is generally dry. There is no standing and/or
4. Vs | unexpected water or snow accumulation in or around
[ din, facility/module?
5 | Aisle space between rows of containers appears to be at least 36
~ ,/ inches? [FHA Key #10]
i | Space between inside waste array zones is > 12 ft and free of
: / combustibles. [TSR 5.6. 4 g] '

# | Yes | N

' ‘ Contalner mtegrlty is not compromlsed by punctures dents
7 ' penetrating scratches, loose lids, bulging, excessive corrosion or
/ other damage/deterioration (where possible to inspect).[TSR 5.6.4.b]
Containers are closed , are stored in a manner which will not rupture
8 the containers or-cause them to leak , and show no evidence of

 spillage or leakage, such as moisture on the sides or underneath

, / (where possible to inspect)? :

Container top does not have excessive buildup of dirt/debris that
Lwould possibly interfere with the proper operation of the drum'’s
ventilation system (such as, clogging of NucFils).
Container marking/labeling is intact, unobscured, legible and in good

10 / condition (where possible to inspect)?

Third-tier drums are banded horizontally with metal band.
(single drum banded to pallet) [TSR 5.6.4.a]

Comments/Observations:

11

p-

- ' i 2
Operator (print/sign/datg//tﬁme)f\mpﬁﬂL}lEH > ‘ﬁ W FEG /507
FWS (print/sign/date): "~ D% [X Brad Skedene /ol

NEIC VP0928E01 Page 229 of 308 Hanford Federal Facility
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| ~ Inspect CWC & Miscellaneous Buildings

Published Date: 08/13/10 ~ ' Effective Date: 08/13/10

Appendix A - Weekly CWC RCRA Inspection Checkhst
FacmtylModu!e 2P _Time: 27 v Date.?l—/oi»/o

1 / : nghtxng is adequate to complete inspection (where apphcable)
Marker-barricades (chain barricades, chain-link fences, marker
posts, etc.) around facility/module are intact and in good condition.

: Facility/module ground postings are intact, unobscured legible and
,/ in good condition?

Containment curbing and floering is free of scratches that penetrate
3 , _to the concrete, cracks, or gaps and is sufficiently impervious to
,/ contain leaks, spills, and accumulated rainfall (where applicable)?

| Facility/module is generally dry. There is no standing and/or

4 . ~ | unexpected water or snow accumulation in or around

e facility/module? -

| Aisle space between rows of containers appears to be at least 36

5 | _~Tinches? [FHA Key #10]
l/

Space between inside waste array zones is > 12 ft and free of
’ combustibles. [TSR 5.6.4.9]”
# | Yes | No i P o e
4 _ Container integrity is not compromised by punctures, dents,
7. P - | penetrating scratches, loose lids, bulging, excessive corrosion or
e other damage/deterioration (where possible to inspect).[TSR 5.6.4.b]
Containers are closed , are stored in a manner which will not rupture
8 ‘ | the containers or cause them to leak , and show no evidence of
] spillage or leakage, such as moisture on the sides or underneath

e (where possible to inspect)?

» Container top does not have excessive buildup of dirt/debris that

o - | would possibly interfere with the proper operation of the drum’s
/ ventilation system (such as, clogging of NucFils).
1

Container marking/labeling is intact, unobscured, legible and in good
condition {where possible to inspect)?
11 .| Third-tier drums are banded horizontally with metal band.

.~ | (single drum banded to pallet) [TSR 5.6.4.a]

Comments/Observations:

10 .

Ve

Operator (print/sign/date/sime); VICHAEL KIEH /% W G =5
FWS (print/sign/date). ’b\‘}.ﬁ( '73//(/1_)67(‘:_—‘_ Brad Sletiens 0///0 172

A
%
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Rev. 7, Chg. 6 | - SW_040_043 . ' -Page 29 of 57
Inspect CWC & Miscellaneous Buildings

Published Date: 08/13/10 o Effective Date: 08/13/10

Appendtx A - Weekly CWC RCRA Inspection Checkhst
ilit /Mod I Sﬂ/ ‘ Tlme'_/f‘a,% ’ yyapate.%/gﬂ/o

| Lighting is adequate to complete inspection (where applicable)?
Marker-barricades (chain barricades, chain-link fences, marker
5 posts, etc.) around facility/module are intact and in good condition.

: Facility/module ground postings are intact, unobscured legible and
in good condition?
Containment curbing and floering is free of scratches that penetrate
3 to the concrete, cracks, or gaps and-is sufficiently impewious to
contain leaks, spills, and accumulated rainfall (where applicable)?

| Facility/module is generally dry. There is no standing and/or

\

NN

4 B unexpected water or snow accumulation in or around
facility/module?
5 | Aisle space between rows of containers appears to be at least 36
- | _~"linches? [FHA Key #10] .
5 | A | Space between inside waste array zones is > 12 ft and free of
| .~"] combustibles. [TSR 5.6.4.4]

Container integrity is not compromised by punctures, dents,
7. v ' | penetrating scratches, loose fids, bulging, excessive corosion or
/ other damage/deterioration (where possible to inspect).[TSR 5.6.4.b]

Containers are closed , are stored in a manner which will not rupture
8 the containers or cause them to leak , and show no evidence of

: | spillage or leakage, such as moisture on the sides or underneath
(where possible to inspect)?
Container top does not have excessive buildup of dirt/debris that
would possibly interfere with the proper operation of the drum’s

/ ventilation system (such as, cioggmg of NucFils).

| Container marking/labeling is intact, unobscured, legible and in good
condition (where possible to inspect)?

Third-tier drums. are banded horizontally with metal band.

(single drum banded to pallet) [TSR 5.6.4. a]

Comments/Observations:

10 .

11

VL am

Operator (print/sign/date/time): WHA&L,KIEHWW/M / Szro 1502,
FWS (printsignidate): o X T —CEL_ 2L Sllfere (/20
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Appendix P

Rev.7,Chg.6 . SW-040-043 - Page 29 of 57
' Inspect CWC & Miscellaneous Buildings

Published Date: 08/13/10 : ' Effective Date: 08/13/10

Appendix A - Weekly CWC RCRA inspection Checklist
FacmtylModuleSﬁ - E ' Time /&, = < Date2/z-,0

- nghtmg is adequate to complete inspection (where apphcable)

Marker-barricades (chain barricades, chain-link fences, marker
posts, etc.) around facility/module are intact and in good condition.
Facility/module ground- postmgs are intact, unobscured legible and

1/

- in good condition?
e

e

Containment curbing and flooring is free of scratches that penetrate
to the concrete, cracks, or gaps and is sufficiently impervious to
contain leaks, spills, and accumulated rainfall (where applicable)?
Facility/module is generally dry. There is no standing and/or
unexpected water or snow accumulation in or around
facility/module? :

_Aisle space between rows of containers appears to be at least 36
inches? [FHA Key #10]

| Space between inside waste array zones is > 12 ft and free of
combustibles. [TSR 5.86. 4 g]

' Container m’cegrxty is not compromlsed by punctures dents
penetrating scratches, loose lids, bulging, excessive corrosion or

70 |
,/ other damage/deterioration (where possible to inspect).[TSR 5.6.4.b]

Containers are closed , are stored in a manner which will not rupture
the containers or cause them to leak , and show no evidence of
spillage or leakage, such as moisture on the sides or underneath

(where possible to inspect)?

Container top does not have excessive buildup of dirt/debris that

9 ‘ would possibly interfere with the proper operation of the drum’s
ventilation system (such as, clogging of NucFils).

| Container marking/labeling is intact, unobscured, legible and in good
condition (where possible to inspect)?

“Third-tier drums are banded horizontally with metal band.

(single drum banded to pallet) [TSR 5.6.4.a]

Comments/Observations:

10

NAR

11

V. an

Operator (prmt/sngn/daﬁé\(tlme)\ MJCHAEL K!EHW/,/X/Q/&CO T
FWS (prmt/s:gnldate) M’Z\[M —:;QL&{.[(M q/&' //0
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Appendix P

Rev. 7,Chg. 6 ' SW-040-043 ' »Page 29 of 57
| Inspect CWC & Miscellaneous Buildings

Published Date: 08/13/10 : Effective Date: 08/13/10

- ; Appendix A - Weekly CWC RCRA Inspection Checklist
Facili : ' T oy DateG 240

| Lighting is adequate to complete inspection (where applicabiéj’?
Marker-barricades (chain barricades, chain-link fences, marker
5 posts, etc.) around facility/module are intact and in good condition.
i L Facility/module ground postings are intact, unobscured legible and
/ _ in good condition?
Containment curbing and flooring is free of scratches that penetrate
3 _to the concrete, cracks, or gaps and is sufficiently impervious to
‘ / contain leaks, spills, and accumulated rainfall (where applicable)?
| Facility/module is generaliy dry. There is no standing and/or
4 » unexpected water or snow accumulation in or around
facility/module? :
5 Aisle space between rows of containers appears to be at least 36

, | ,~"|inches? [FHA Key #10] _
' _Space between inside waste array zones is > 12 ft and free of
mbustibl SR 5.6.4.9] '

\

1 _ Container integrity is not compromised by punctures, dents; “
7 » | penetrating scratches, loose lids, bulging, excessive corrosion or
other damage/deterioration (where possible to inspect).[TSR 5.6.4.b]
Containers are closed , are stored in a manner which will not rupture
| the containers or cause them to leak , and show no evidence of
spillage or leakage, such as moisture on the sides or underneath
(where possible to inspect)? :
Container top does not have excessive buildup of dirt/debris that
would possibly interfere with the proper operation of the drum’s

]
/ ventilation system (such as, clogging of NucFils).

Container marking/labeling is intact, unobscured, legible and in good
condition (where possible to inspect)?

¥ Third-tier drums are banded horizontally with metal band.
,/ (single drum banded to pallet) [TSR 5.6.4.a]

4 Comments/Observations:
e

Operator (print/sign/datejtime). VACHAEL Kl)EHMZMA /97‘/ / e o
FWS (print/sign/date): 05X K)C/(Ptj{:/ Al Sl "//2_'}“

10 .

11
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Appe'ndix P

Rev.7,Chg. 6 k SW_040_043 : Page 29 of 57
inspect CWC & Miscellaneous Buildings

Published Date: 08/13/10 ' ‘ : Effective Date: 08/13/10

Appendix A - Weekly CWC RCRA Inspection Checklist
Facility/Module. S/4 / Time < 'cf Datec;w,g/ 2

z«es wall 3 o~ 2 PP ST
11, .~ : nghtlng is adequate to complete inspection (where apphcab!e)
Marker-barricades (chain barricades, chain-link fences, marker
5 posts, etc.) around facility/module are intact and in good condition.
Facility/module ground postings are intact, unobscured, legible and
, .~ in good condition?
Containment curbing and flooring is free of scratches that penetrate
3 L to the concrete, cracks, or gaps and is sufficiently impervious to
/ : contain leaks, spills, and accumulated rainfall (where applicable)?
Facility/module is generally dry. There is no standing and/or
4 " unexpected water or snow accumulation in or around
.~ facility/module?
5 » Alsle space between rows of containers appears o be at least 36
.~~~ linches? [FHA Key #10] :
5 Space between inside waste array zones is > 12 ft and free of
’ / combustibles. [TSR 5.6.4. g]
# | Yes | No:| “N/ Sontainerinspection: * . e B
Container integrity is not oompromlsed by punctures den‘cs
7 ' penetrating scratches, loose lids, bulging, excessive corrosion or
.~~~ | other damage/deterioration (where possible to inspect).[TSR 5.6.4.b]
: Containers are closed , are stored in a manner which will not rupture
5 the containers or cause them to leak , and show no evidence of
spillage or leakage, such as moisture on the sides or underneath
(where possible to inspect)?
Container top does not have excessive buildup of dirt/debris that
would possibly interfere with the proper operation of the drum’s
ventilation system (such as, clogging of NucFils).
Container marking/labeling is intact, unobscured, legible and in good

/
10 .~ | condition (where possible to inspect)?

Third-tier drums are banded horizontally with metal band.
(single drum banded to pallet) [TSR 5.6.4. a]

Comments/Observations:

11

Y

Operator (print/sign/date/ime}x WICHAEL KiEHW}A/@}/ L Dot 30/
FWS (print/sign/date); o 7 I}(_SQ&W 7/22,//0
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Appendix P

Rev. 7, Chg. 6 , } . SW_040_043 ‘ : Page 29 of 57
Inspect CWC & Miscellaneous Buildings

Published Date: 08/13/10 : ' Effective Date: 08/13110

Appendix A - Weekly CWC RCRA inspection Checklist
SHP- 2 - Time /2's 7% Date: %?/—/0

'I't.ylModulev'

1 . / -| Lighting is adequate to compiate mspec’uon (where apphcable)
Marker-barricades (chain barricades, chain-link fences, marker
5 posts, etc.) around facility/module are intact and in good condition.

: Facility/module ground postings are intact, unobscured, legible and
in good condition?
Containment curbing and flooring is free of scratches that penetrate
to the concrete, cracks, or gaps and is sufficiently impervious to
contain leaks, spills, and accumulated rainfall (where applicable)?
| Facility/module is generally dry. There is no standing and/or
4 / unexpected water or snow accumutation in or around
e , facility/module?
_Aisle space between rows of containers appears to be at least 36

inches? [FHA Key #10]

. Space between inside waste array zones is > 12 ft and free of
ombustibles. [TSR 5§ 6.4.g]

Lo e

Container integrity is not compromised by punctures, dentsk
penetrating scratches, loose lids, bulging, excessive corrosion or
other damage/deterioration (where possible to inspect).[TSR 5.6.4. b]
Containers are closed , are stored in a manner which will not rupture
8 the containers or-cause them to leak , and show no evidence of
spillage or leakage, such as moisture on the sides or underneath
(where possible to inspect)?
Container top does not have excessive buildup of dirt/debris that
would possibly interfere with the proper operation of the drum’s
ventilation system (such as, clogging of NucFils).
Container marking/labeling is intact, unobscured, legible and in good

e
10 ,/ condition (where possible to inspect)?

_Third-tier drums are banded horizontally with metal band.
(single drum banded to pallet) [TSR 5.6.4.a]

Comments/Observations:

11

M~

Operator (print/sign/date/time). NMICHAEL KIEW/,%_//?Jfo ez
FWS (print/sign/date). QoY TYLAL_L e St Here 7/12730
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Appendix P

Rev. 7,Chg. 6 SW-040-043 -Page 29 of 57
inspect CWC & Miscellaneous Buildings

Published Date: 08/13/10 Effective Date: 08/13/10

Appendix A - Weekly CWC RCRA Inspection Checkiist
Facmty/Moduie FE/D Time. /O, /4~ Date 63/)'2/./0

1 / : nghtlng is adequate to complete mspeo‘uon (where apphcabie) )

Marker-barricades (chain barricades, chain-link fences, marker
posts, etc.) around facility/module are intact and in good condition.

2 2 Facility/module ground postings are intact, unobscured legible and
| in good condition?
Containment curbing and floering is free of scratches that penetrate
3 ; to the concrete, cracks, or gaps and is sufficiently impervious to

.~ | contain leaks, spills, and accumulated rainfall (where applicable)?

| Facility/module is generally dry. There is no standing and/or

4 B unexpected water or snow accumulation in or around

facility/module?

5 | Aisle space between rows of containers appears to be at least 36
. | | ,~"|inches? [FHA Key #10]

' | Space between inside waste array zones is > 12 ft and free of

"1 combustibles. [TSR 5 6 4. g] - -

# .| Yes | No | 'NJ ontaingrinspection’. . -~ oo .

_ . Container integrity is not compromised by punctures dents,

7 penetrating scratches, loose lids, bulging, excessive corrosion or

other damage/deterioration (where possible fo Inspmc’c) [TSR 5.6.4.b]

Containers are closed , are stored in a manner which will not rupture

the containers or cause them to leak , and show no evidence of

spillage or leakage, such as moisture on the sides or underneath

(where possible to inspect)?

Container top does not have excessive buildup of dirt/debris that

would possibly interfere with the proper operation of the drum’s

/
pd ventilation system (such as, clogging of NucFils).

\

Container marking/labeling is intact, unobscured, legible and in good
condition (where possible to inspect)?

11 | Third-tier drums are banded horizontally with metal band.
,/ (single drum banded to pallet) [TSR 5.6.4.a]

Comments/Observations:

10

V74

Operator (print/sign/dateftime)~ M‘CW"EL K“:HW W ST, SO e
FWS (print/sign/date). ”Q&Q( .1 Xm 3¢ <Sle -(—le\« 7/7 2/(3
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Appendix P

Rev.7,Chg.7 SW-040-043 Page 29 of 57
Inspect CWC & Miscellaneous Buildings

Published Date: 09/24/10 Effective Date: 09/24/10

Appendix A - Weekly CWC RCRA Inspection Checklist
Facility/Module: S 44— / Tlme/j?g'z:«/ DateQ&,?;:c/(/

# | Yes | No | NIA | Area lnspectlon i L
11, I Lighting is adequate to comp!ete mspeotlon (where apphcable)

' Marker-barricades (chain barricades, chain-link fences, marker
5 posts, etc.) around facility/module are intact and in good condition.

L Facmty/module ground postings are intact, unobscured, legible and
' in good condition?

Containment curbing and flooring is free of scratches that penetrate
3 L to the concrete, cracks, or gaps and is sufficiently impervious to
‘ contain leaks, spills, and accumulated rainfall (where applicable)?

Facility/module is generally dry. There is no standing and/or

/
| facility/module?

N

4 L unexpected water or snow accumulation in or around
5 Aisle space between rows of containers appears to be at least 36
.~ |inches? [FHA Key #10]
6 ‘ Space between inside waste array zones is > 12 ft and free of
,/ combus’ubles [TSR 5.6. 4 g}

# | Yes | No | NJA | Containerinspection . R e T

Container integrity is not compromlsed by punctures dents

7 penetrating scratches, loose lids, bulging, excessive corrosion or
/ other damage/deterloration (where possible to inspect).[TSR 5.6.4.b]

Containers are closed , are stored in a manner which will not rupture
the containers or cause them to leak , and show no evidence of

8 spillage or leakage, such as moisture on the sides or underneath
¢~ | (where possible to inspect)?
Container top does not have excessive buildup of dirt/debris that
9 -| would possibly interfere with the proper operation of the drum’s
/ ventilation system (such as, clogging of NucFils).
10 Container marking/labeling is intact, unobscured, legible and in goed
: / condition (where possible to inspect)?
Third-tier drums are banded horizontally with metal band.
1 / (single drum banded to pallet) [TSR 5.6.4. a]

Comments/Observations:

Z a

Operator (print/sign/datejtime). MICHAEL KlEHWﬂ/M?é%D/O e
FWS (print/sign/date): M /) W/(;ﬁ?(i,, CS (aHere a//z,(///p

Hanfoid-medesakiasility

Before each use, ensure ﬁv%’goﬁ}’/'is”z‘h“é”%osf current version,




Appendix P -

Rev.7,Chg. 7 SW-040-043 Page 29 of §7
Inspect CWC & Miscellaneous Buildings

Published Date: 09/24/10 Effective Date: 09/24/10

Appendix A - Weekly CWC RCRA Inspection Checklist
£ Time /j 5:2 Date:%% 70

Facnhty/ModuIe'
# | Yes | M ; ; ;
1 Laghtmg is adequate to complete mspec’uon (where applicable)?
Marker-barricades (chain barricades, chain-link fences, marker
posts, etc.) around facility/module are intact and in good condition.
- Facility/module ground postings are intact, unobscured, legible and
/ in good condition?

Containment curbing and flooring is free of scratches that penetrate
3 = to the concrete, cracks, or gaps and is sufficiently impervious to
contain leaks, spills, and accumulated rainfall (where applicable)?
Facility/module is generally dry. There is no standing and/or

4 L~ unexpected water or snow accumulation in or around
facility/module?

| Alsle space between rows of containers appears to be at least 36

\

\

5 | .~ |inches? [FHA Key #10]
5 Space between inside waste array zones is > 12 ft and free of
.~ | combustibles. [TSR 5.6.4.q]

# | Yes | No |-

Contamer mtegnty is not compromised by punctures dents

7 penetrating scratches, loose lids, bulging, excessive corrosion or
/ other damage/deterioration (where possible to inspect).[TSR 5.6.4.b]

Containers are closed , are stored in a manner which will not rupture

the containers or cause them to leak , and show no evidence of

8 spillage or leakage, such as moisture on the sides or underneath

/ (where possible to inspect)?.
Container top does not have excessive buildup of dirt/debris that

.9 would possibly interfere with the proper operation of the drum’s
/ ventilation system (such as, clogging of NucFils).

10 _Container marking/labeling is intact, unobscured, legible and in good
/ condition (where possible to inspect)?

: Third-tier drums are banded horizontally with metal band.

" / (single drum banded to paliet) [TSR 5.6.4.a]

Comments/Observations:

e

Operator (print/sign/datefiime ), MICKRAEL KIEHN.Z/7 . ,,/E Q{/ 22 2 o200 Loys
FWS (printisign/date): @5~ IV LCTE" " B & e 7 2§l Lo

RESYPOI2BES iehkademshastity

Before each use, ensure thrg copy Is the most current version,



Appendix P

Rev. 7, Chg. 7 SW-040-043 Page 29 of 57
Inspect CWC & Miscellaneous Buildings

Published Date: 09/24/10 Effective Date: 09/24/10

Appendix A - Weekly CWC RCRA Inspection Checklist

Facility/Module: /~& /-2 Time. <Y ‘so Date:z0 0
# | Yes[No| NIA [Arealnspection = — 7
1|1, Lighting is adequate to complete inspection (where applicable)?
Marker-barricades (chain barricades, chain-link fences, marker
5 posts, etc.) around facility/module are intact and in good condition.
3 Facility/module ground postings are intact, unobscured, legible and
el in good condition?
Containment curbing and flooring is free of scratches that penetrate
3 to the concrete, cracks, or gaps and is sufficiently impervious to
/ contain leaks, spills, and accumulated rainfall (where applicable)?
Facility/module is generally dry. There is no standing and/or
4 L~ unexpected water or snow accumulation in or around
/ facility/module?
5 Aisle space between rows of containers appears to be at least 36
.~ |inches? [FHA Key #10]
5 | Space between inside waste array zones is > 12 ft and free of
»~_| combustibles. [TSR5.6.4.9]

# | Yes | No.| N/A ‘| Containerinspection = . R R ek
Container integrity is not compromised by punctures, dents,

7 - penetrating scratches, loose lids, bulging, excessive corrosion or
/ other damage/deterioration (where possible to inspect).[TSR 5.6.4.b]
Containers are closed , are stored in a manner which will not rupture
the containers or cause them to leak , and show no evidence of
spillage or leakage, such as moisture on the sides or underneath
z/ (where possible to inspect)?

Container top does not have excessive buildup of dirt/debris that

9 n would possibly interfere with the proper operation of the drum’s
/ ventilation system (such as, clogging of NucFils).

/

- Container marking/labeling is intact, unobscured, legible and in good
condition (where possible to inspect)?

1 _Third-tier drums are banded horizontally with metal band.
| (single drum banded to pallet) [TSR 5.6.4.a]

Comments/Observations:
Y

Z 2
Operator (print/sign/date(time). MIGHAELKIEWM 227~ = — 7o, on s
FWS (print'sign/date) DX TV =" N < Here T/2p1 s

10

AL e Fivivie] ¥ horerord ¢
Before each use, ensure ih%Op 18 i‘he most current version.
34




Appendix P

Rev. 7,Chg. 7 SW-040-043 ~ Page 29 of §7
| Inspect CWC & Miscellaneous Buildings

Published Date: 09/24/10 Effective Date: 09/24/10

Appendix A - Weekly CWC RCRA Inspection Checklist
Facility/Module: S 47~/ - Time 75~
as. ) o T N’/ f . ‘. ,":‘ k. e - I

Date, -5~ 0

# | Yes | No | ea nspection- -~ o T
1 l/, Lighting is adequate to complete inspection (where applicable)?
Marker-barricades (chain barricades, chain-link fences, marker
5 posts, etc.) around facility/module are intact and in good condition.
- Facility/module ground postings are intact, unobscured, legible and
. in good condition?

Containment curbing and flooring is free of scratches that penetrate

3 to the concrete, cracks, or gaps and is sufficiently impervious to

contain leaks, spills, and accumulated rainfall (where applicable)?

Facility/module is generally dry. There is no standing and/or

4 unexpected water or snow accumulation in or around

facility/module? :

5 Aisle space between rows of containers appears to be at least 36
1~ |inches? [FHA Key #10] '

’ Space between inside waste array zones is > 12 ft and free of

.~ | combustibles. [TSR 5 6.4.9]

\

\

Container integrity is not compromised by punctures, dents,
7 penetrating scratches, loose lids, bulging, excessive corrosion or
other damage/deterioration (where possible to inspect).[TSR 5.6.4.b]

Containers are closed , are stored in a manner which will not rupture
the containers or cause them to leak , and show no evidence of
spillage or leakage, such as moisture on the sides or underneath
(where possible to inspect)?

Container top does not have excessive buildup of dirt/debris that
would possibly interfere with the proper operation of the drum’s

il
| ventilation system (such as, clogging of NucFils).
e

Container marking/labeling is intact, unobscured, legible and in good
condition (where possible to inspect)?

Third-tier drums are banded horizontally with metal band.
(single drum banded to pallet) [TSR 5.6.4.a]
Comments/Observations:

10

11

N

| » ‘ P p | |
Operator (print/sign/dateNime)) MIBHAELWERD 27" 7 & = e e
FWS (print/sign/date): Qo> N AT~ "BRADSLETTENE  ,0/57/ /0

NEIC VP0928E01 Page 240 of 308 Hanford Federal Facility
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Appendix P

Rev. 7, Chg. 7 ‘ SW4040~043 Page 29 of 57
Inspect CWC & Miscellaneous Buildings

Published Date: 09/24/10 Effective Date: 09/24/10

Appendix A - Weekly CWC RCRA Inspection Checklist

FacmtyIModule: ,;4.2 | __Time:g oo Date. /o -s=, ¢

1| ) Lighting is adequate to complete inspection (where applicable)?
Marker-barricades (chain barricades, chain-link fences, marker
posts, etc.) around facility/module are intact and in good condition.

2 L Faolhty/module ground postings are intact, unobscured, legible and
,// in good condition?
Containment curbing and flooring is free of scratches that penetrate
3 L to the concrete, cracks, or gaps and is sufficiently impervious to
| contain leaks, spills, and accumulated rainfall (where applicable)?
Facility/module is generally dry. There is no standing and/or
4 B unexpected water or snow accumulation in or around
] facility/module?
5 Aisle space between rows of containers appears to be at least 36
.~ | inches? [FHA Key #10]
5 Space between inside waste array zones is > 12 ft and free of
- o~ | combustibles. [TSR 5.6.4.g]

Contamer mtegrlty is not comprom:sed by punctures dents
7 penetrating scratches, loose lids, bulging, excessive corrosion or
other damage/deterloratson (where possible to inspect).[TSR 5.6.4.b]

Containers are closed , are stored in a manner which will not rupture
the containers or cause them to leak , and show no evidence of
spillage or leakage, such as moisture on the sides or undemeath
(where possible to inspect)?

Container top does not have excessive buildup of dirt/debris that
would possibly interfere with the proper operation of the drum’s

v
//
.~ | ventilation system (such as, clogging-of NucFils).
el

Container marking/labeling is intact, unobscured, leg«bte and in good

10 condition (where possible to inspect)?

11 Third-tier drums are banded horizontally with metal band.
,/ (single drum banded to pallet) [TSR 5.6.4.a]

Comments/Observations:
Y

Operator (print/sign/dateTlimejy MIGHAEL KIEHW W/O o Swo
FWS (print/sign/date); o~ 7}()(/_765"\_ BRAD SLETTENE IQ/J‘//O

NEIC VP0928E01 Page 241 of 308 Hanford Federal Facility
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Appendix P

Rev. 7,Chg. 7 . SW_040_043 Page 29 of 57
Inspect CWC & Miscellaneous Buildings

Published Date: 09/24/10 Effective Date: 09/24/10

Appendix A - Weekly CWC RCRA Inspection Checklist

Facility/Module: /== Time: 5520 Date: /o-4~/0
1.1, -~ T Lighting is adequate to complete inspection (where applicable)?
Marker-barricades (chain barricades, chain-link fences, marker
5 posts, etc.) around facility/module are intact and in good condition.
L Facility/module ground postings are intact, unobscured, legible and
, in good condition?
Containment curbing and flooring is free of scratches that penetrate
3 1o the concrete, cracks, or gaps and is sufficiently impervious to
.~ | contain leaks, spills, and accumulated rainfall (where applicable)?
Facility/module is generally dry. There is no standing and/or
4 - unexpected water or snow accumulation in or around
e facility/module?
5 Aisle space between rows of containers appears to be at least 36 ;
.~ inches? [FHA Key #10]
6 _Space between inside waste array zones is > 12 ft and free o
: .~ | combustibles. [TSR 5.6.4.g] ‘
# | Yes:|No |- tion G o e s G
Container integrity is not compromised by punctures, dents,
7 L~ penetrating scratches, loose lids, bulging, excessive corrosion or
/ other damage/deterioration (where possible to inspect).[TSR 5.6.4.h]
Containers are closed , are stored in a manner which will not rupture
8 the containers or cause them to leak , and show no evidence of
B spillage or leakage, such as moisture on the sides or underneath -
e (where possible to inspect)?
Container top does not have excessive buildup of dirt/debris that
.9 L would possibly interfere with the proper operation of the drum'’s
/ ventilation system (such as, clogging of NucFils).
10 ‘ - Container marking/labeling is intact, unobscured, legible and in good
/ condition (where possible to inspect)?
. L Third-tier drums are banded horizontally with metal band,
" / (single drum banded to pallet) [TSR 5.6.4.a]
Comments/Observations:
V7 am
Z. y
Operator (print/sign/date/tjme). MIGHABR KIERY 2727 2 =277 o — & S20 4
FWS (printisign/date): {Q5~X" T¥ XAt BRADSLETTENE 1o/S/ /9

kenfed-meodemabracility

NI VEUSSOETT Before each use, ensure tﬁr‘é”é’oﬁf/‘isvthe\;ﬁost current version.



Appendix P

‘Rev. 7,Chg. 7 ' SW-040-043 ~ Page 29 of &7
Inspect CWC & Miscellaneous Buildings

Published Date: 09/24/10 . Effective Date: 09/24/10

- Appendix A - Weekly CWC RCRA Inspection Checklist

Facility/Module: S 472~/ ~ TimesY Zo
# |-YesiNo: N ettion. - .. o ,
1 ,/ Lighting is adequate to complete inspection (where applicable)?
Marker-barricades (chain barricades, chain-link fences, marker

posts, etc.) around facility/module are intact and in good condition.

Date or2-c

2 = _ Facility/module ground postings are intact, unobscured, legible and
1 in good condition? . .
: Containment curbing and flooring is free of scratches that penetrate
3 - to'the concrete, cracks, or gaps and is sufficiently impervious to
e contain leaks, spills, and accumulated rainfall (where applicable)?
Facility/module is generally dry. There is no standing and/or
4 B unexpected water or snow accumulation in or around
,/ facility/module? '
5 Alsle space between rows of containers appears to be at least 36
,~ | inches? [FHA Key #10] ’
' Space between inside waste array zones'is > 12 ft and free of
| combust SR 5.6.4.0]

Container integrity is not compromised by punctures, dents,
7 : penetrating scratches, loose lids, bulging, excessive corrosion or
other damage/deterioration (where possible to inspect).[TSR 5.6.4.b]
Containers are closed , are stored in a manner which will not rupture
the containers or cause them to leak , and show no evidence of
spillage or leakage, such as moisture on the sides or underneath
(where possible to inspect)?

Container top does not have excessive buildup of dirt/debris that
would possibly interfere with the proper operation of the drum'’s
ventilation system (such as, clogging of NucFils).

. Container marking/labeling is intact, unobscured, legible and in good
condition (where possible to inspect)?

L Third-tier drums are banded horizontally with metal band.
(single drum banded to pallet) [TSR 5.6.4.a]

Comments/Observations:

10

11

ANAAN A

VW

| Py
Operator (print/sign/datefime): /MICHAE}‘KlEHW//W37O Sezo
FWS (print/sign/date): \Q )~ 'X/(Ve/’bfj’__., BRAD SLETTENE 0}~ ,,
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Appendix P

'Rev: 7,Chg. 7 SW4040~043 ' Page 29 of 57
Inspect CWC & Miscellaneous Buildings

.Published Date: 09/24/10 Effective Date: 09/24/10

Appendik A - Weekly CWC RCRA Inspection Checklist
Facmty/Module - D | Time:?gr"‘ Date/c;yg,/o

# | Yes:|No :-H stioni... - } , .
1 / nghtmg is adequate to complete mspectxon (where appllcab!e)
' Marker-barricades (chain barricades, chain-link fences, marker
5 , posts, etc.) around facility/module are intact and in good condition.
' L Facility/module ground postings are intact, unobscured, legible and
,/ in good condition?
: , Containment curbing and flooring is free of scratches that penetrate
3 L to the concrete, cracks, or gaps and is sufficiently impervious to
e contain leaks, spills, and accumulated rainfall (where applicable)?
: Facility/module is generally dry. There is no standing and/or
4 B unexpected water or snow accumulation in or around
e facility/module?

Alsle space between rows of containers appears to be at least 36

5 1 .~ |inches? [FHA Key #10]
l/

Space between inside waste array zones is > 12 ft and free of

# | Yes:|No |

Container integrity is not compromised by punctures, dents,

7 penetrating scratches, loose lids, bulging, excessive corrosion or

.~ | other damage/deterioration (where possible to. inspect).[TSR 5.6.4.b]

Containers are closed , are stored in a manner which will not rupture

the containers or cause them to leak , and show no evidence of
spillage or leakage, such as moisture on the sides or undemeath

(where possible to inspect)?

Container fop does not have excessive buildup of dirt/debris that

9 would possibly interfere with the proper operation of the drum'’s

.~ | ventilation system (such as, clogging of NucFils).

Container marking/labeling is intact, unobscured, legible and in good
.~ | condition (where possible to inspect)?

11 L Third-tier drums are banded horizontally with metal band.
,/ (single drum banded to pallet) [TSR 5.6.4.a]

Commen’clebservat:ons

10

NP

Operator (print/sign/datefiime)/ MICHAEL KlE%M//o/zyo | Sror
FWS (print'sign/date): (Q5 N "I A 4= BRADSLETTENE [ 4/~

NEIC VP0928E01 Page 244 of 308 Hanford Federal Facility

Before gach use, ensure this copy is the most current version.




Appendix P

Rev. 7; Chg.7 SW-040-043 Page 29 of 57
- Inspect CWC & Miscellaneous Buildings

Published Date: 09/24/10 Effective Date: 09/24/10

Appendlx A - Weekly CWC RCRA Inspection Checklist
Facmty/Modu!e /’-/2/D : Tlmeglgo Date, t5-r5. 0

1 p . . Lyghtlng is adequate to complete mspectlon (where applrcable)

Marker-barricades (chain barricades, chain-link fences, marker
posts, etc.) around facility/module are intact and in good condition.

2| - FaCIIlty/modu!e ground postings are intact, unobscured, legible and
] in good condition? :
Containment curbing and flooring is free of scratches that penetrate
3 | to the concrete, cracks, or gaps and is sufficiently impervious to

.— contain leaks, spills, and accumulated rainfall (where applicable)?

Facility/module is generally dry. There is no standing and/or
unexpected water or snow accumulation in or around

4 — :
e | facility/module?
5 | Aisle space between rows of containers appears to be at least 36
.~ | inches? [FHA Key #10]

‘Space between inside waste array zones is > 12 ft and free of
bustibles. [TSR 5.6.4

Container integrity is not compromised by punctures, dents,
7 | penetrating scratches, loose lids, bulging, excessive corrosion or
e other damage/deterioration (where possible to inspect).[TSR 5.6.4.b]

Containers are closed , are stored in a manner which will not rupture
the containers or cause them to leak , and show no evidence of

8 : spillage or leakage, such as moisture on the sides or underneath

e (where possible to inspect)?
Container top does not have excessive buildup of dirt/debris that

9 - would possibly interfere with the proper operation of the drum's
e ventilation system (such as, clogging of NucFils).

1‘0 R Conte!'ner marking/labeling ie intact, unobscured, legible and in good
e condition (where possible to inspect)? ‘

| Third-tier drums are banded horizontally with metal band.
1 " (single drum banded to pallet) [TSR 5.8.4.a]

Comments/Observaﬁons:

M —

Operator (print/sign/dateXimek M‘,G)HﬁELK‘EH M//O—/A/a - 174
FWS (print/sign/date). Q X W XA BRADSLETTENE _10]/3//0

NEJC \VPO928F01 Page.245 of 308 Hanford Federal Facility
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Appendix P

Rev. 7, Chg. 7 | SW-040-043 ~ Page 29 of §7
Inspect CWC & Miscellaneous Buildings

Published Date: 09/24/10 . Effective Date; 09/24/10

: Appendix A - Weekly CWC RCRA Inspection Checklist
FaCIhty/Module 5/4 / | Time:/ 3,'/0

Da’fei/o#/?/a

Lsghtmg is adequate to oomp!ete mspec‘aon (where apphcable)

Marker-barricades (chain barricades, chain-link fences, marker

posts, etc.) around facility/module are intact and in good condition.

Facmty/module ground postings are intact, unobscured, legible and

| in good condition? ,

- Containment curbing and flooring is free of scratches that penetrate

3 : to the concrete, cracks, or gaps and is sufficiently impervious to

contain leaks, spills, and accumulated rainfall (where applicable)?

Facility/module is generally dry. There is no standing and/or

4 unexpected water or snow accumula’non in or around

.~ facility/module?

5 | Aisle space between rows of contamers appears to be at least 36

| .~ | inches? [FHA Key #10]

6 ‘ Space between inside waste array zones'is > 12 ft and free of
,/ combustibles. [TSR 5.6.4.g]

# | Yes:|iNo |“N/A

N

Container integrity is not compromised by punctures, dents,
7 : penetrating scratches, loose lids, bulging, excessive corrosion or
’ other damage/deterioration (where possible to inspect).[TSR 5.6.4.b]

Containers are closed , are stored in a manner which will not rupture
the containers or cause them to leak , and show no evidence of

8 spillage or leakage, such as moisture on the sides or underneath
{where possible to inspect)?
» Container top does not have excessive buildup of dirt/debris that
9 would possibly interfere with the proper operation of the drum's
' 10 Container marking/labeling is intact, unobscured, legible and in good

condition (where possible to inspect)?
Third-tier drums are banded horizontally with metal band.
(single drum banded to pallet) [TSR 5.6.4.a]

Comments/Observations:

11

.~ | ventilation system (such as, clogging of NucFils).

V7 Zan

Operator (print/sign/date/timey MIGHAEL KIEHW ey Se 1270
FWS (print/sign/date){ 3~ “\m BRAD SLETTENE ] ©]/9//0

NEIC VP0928E01 Page 246 of 308 ‘ Hanford Federal Facility
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Appendix P

‘Rev. 7,Chg. 7 ‘ SW¥040-043 _ Page 29 of 57
Inspect CWC & Miscellaneous Buildings

Published Date: 09/24/10 Effective Date: 09/24/10

Appendik A - Weekly CWC RCRA Inspection Checklist

FacnhtylModule S Time! /g e Date, /e c
1 - Lighting is adequate to complete inspection (where applicable)?
Marker-barricades (chain barricades, chain-link fences, marker
5 posts, etc.) around facility/module are intact and in good condition.
B Facullty/modu!e ground postings are intact, unobscured, legible and
e in good condition?
Containment curbing and fiooring is free of scratches that penetrate
3 > to the concrete, cracks, or gaps and is sufficiently impervious to
.~ contain leaks, spills, and accumulated rainfall (where applicable)?
Facility/module is generally dry. There is no standing and/or
4 B unexpected water or snow accumulation in or around
] facility/module?
5 Aisle space between rows of containers appears to be at least 36
" |inches? [FHA Key #10]
5 Space between inside waste array zones is > 12 ft and free of
. | combustibl
Container intégrity is not compromised by punctures, dents,
7 penetrating scratches, loose lids, bulging, excessive corrosion or
/ other damage/deterioration (where possible to.inspect).[TSR 5.6.4.b]
Containers are closed , are stored in a manner which will not rupture
8 the containers or cause them to leak , and show no evidence of
spillage or leakage, such as moisture on the sides or underneath
,/ (where possible to inspect)?
» Container top does not have excessive buildup of dirt/debris that
9 would possibly interfere with the proper operation of the drum’s
/ ventilation system (such as, clogging of NucFils).
10 Container marking/labeling is intact, unobscured, legrbte and in good
/ condition (where possible to inspect)?
: Third-tier drums are banded horizontally with metal band.
1 ,/ (single drum banded to pallet) [TSR 5.6.4.a]
Comments/Observations:
V7
Operator (print/sign/datg/time)~ MIGHAEL K!EHW//WWO /B
FWS (print/sign/date): QL 1 VL\?%\\ BRAD SLETTENE 10//01/1 D

NEIC VP0928E01 Page 247 of 308 Hanford Federal Facility
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Appendix P

Rev, 7; Chg.7 SW-040-043 Page 29 of 57
Inspect CWC & Miscellaneous Buildings

Published Date: 09/24/10 Effective Date: 08/24/10

Appendix A - Weekly CWC RCRA Inspection Checklist

Facmty/Module: f"j?/’:) Time:%.’s‘v Datez/&/a/o

1 | Lxghtmg is adequate to complete mspec‘uon (where applicable)?
Marker-barricades (chain barricades, chain-link fences, marker
posts, etc.) around facility/module are intact and in good condition.

2 - | Facility/module ground postings are intact, unobscured, legible and
e in good condition?
Containment curbing and flooring is free of scratches that penetrate
3 - | to the concrete, cracks, or gaps and is sufficiently impervious to
.| contain leaks, Spl”s and accumulated rainfall (where applicable)?
Facility/module is generally dry. There is no standing and/or
4 L unexpected water or snow accumulation in or around
/ facility/module?
5 Aisle space between rows of containers appears to be at least 36
.~ | inches? [FHA Key #10]
6 ‘Space between inside waste array zones is > 12 ft and free of
# | Yes:|iNo.|-INJA |

Container integrity is not compromised by punctures, dents,
7 | penetrating scratches, loose lids, bulging, excessive corrosion or
other damage/deterioration (where possible to inspect).[TSR 5.6.4.b]
Containers are closed , are stored in a manner which will not rupture
the containers or cause them to leak , and show no evidence of
spillage or leakage, such as moisture on the sides or underneath
(where possible to inspect)?

Container top does not have excessive buildup of dirt/debris that
would possibly interfere with the proper operation of the drum's

e
/' ventilation system (such as, clogging of NucFils).

O Container marking/labeling is intact, unobscured, legrble and in good
condition (where possible to inspect)?

11 LThird-tier drums are banded horizontally with metal band.
/ (single drum banded to pallet) [TSR 5.6.4.a]

Commentlebservaﬁons:
V2

10

Operator (print/sign/dateftime) MIHAEL KlEHW/G, S o

FWS (print/sign/date): M'\Y/‘C%—— BRAD SLETTENE l‘///D

NEIC VPO92SEQ] Page 248 of 308 Hanford Federal Facility
Before each use, ensure this copy fs the most current version.




Appendix P

‘Rev. 7, Chg. 7 | SW-040-043 ~ Page 29 of 57
Inspect CWC & Miscellaneous Buildings .

Published Date: 09/24/10 . Effective Date: 09/24/10

: Appendix A - Weekly CWC RCRA Inspection Checklist
Facility/Module: S/ﬂ / W Time:?,’go ___Dateropsso

# .|-Yes:iiNo a8 b
1 / , L|ghtmg is adequate to complete lnspec‘uon (Where apphcable)
' Marker-barricades (chain barricades, chain-link fences, marker
5 posts, etc.) around facility/module are intact and in good condition.
| Facility/module ground postings are intact, unobscured, legible and
e in good condition? _
: Containment curbing and flooring is free of scratches that penetrate
3 - ‘ to the concrete, cracks, or gaps and is sufficiently impervious to
7 contain leaks, spills, and accumulated rainfall (where applicable)?
' Facility/module is generally dry. There is no standing and/or
-4 / unexpected water or snow accumulatlon in or around
] facility/module?

5 . Alsle space between rows of contamers appears to be at least 36
.~ Tinches? [FHA Key #10]
' | Space between inside waste array zonesis > 12 ft and free of

Container integrity is not compromised by punctures, dents,
7 penetrating scratches, loose lids, bulging, excessive corrosion or
other damage/deterioration (where possible to inspect).[TSR 5.6.4.b]
Containers are closed , are stored in a manner which will not rupture
5 ‘ the containers or cause them to leak , and show no evidence of

. spillage or leakage, such as moisture on the sides or undemeath

\

.~ | (whére possible to inspect)?
- | Container top does not have excessive buildup of dirt/debris that

9 would possibly interfere with the proper operation of the drum's

.~ | ventilation system (such as, clogging of NucFils).
10 0 , Conta@ner marking/labeling ie intact, unobscured, legible and in good

. .~ | condition (where possible to inspect)?
Third-tier drums are banded horizontally with metal band.

1" / (single drum banded to pallet) [TSR 5.6.4.a]

Comments/Observations:

M~

Operator (print/sign/datestjme): ~WMICHAEL KIEHW//O_J//& 5s0
FWS (print/sign/date): M /? }(/(/cf;fj&__ BRAD SLETTENE ha/zbf /o

NEIC VP0928E01 Page 249 of 308 Hanford Federal Facility

e e B P T et e L T Ty FPR TP




Appendix P

Rev. 7,Chg. 7 SW-040-043 Page 29 of 57
Inspect CWC & Miscellaneous Buildings

Published Date: 08/24/10 Effective Date: 09/24/10

~ Appendix A - Weekly CWC RCRA Inspection Checklist

Facmty/Module: Y Txme?’aﬁ7 Date, &2z 0
# .v = Sl vw}":u Tt v "i;’” ' k ’ty .
1 , ngh’cmg is adequate o comp!ete mspectxon (where apphcable)

Marker-barricades (chain barricades, chain-link fences, marker
5 , posts, etc.) around facility/module are intact and in good condition.

‘ Facility/module ground postings are intact, unobscured, legible and
in good condition?
Containment curbing and flooring is free of scratches that penetrate
3 B to the concrete, cracks, or gaps and is sufficiently impervious to
contain leaks, spills, and accumulated rainfall (where applicable)?

Facility/module is generally dry. There is no standing and/or

NN

4 - unexpected water or snow accumulation in or around
] facility/module?
5 | Aisle space between rows of containers appears to be at least 36
| inches? [FHA Key #10]
Space between inside waste array zones is > 12 ft and free of
- L bustibl SR 5.6.4
# | Yes|{iNo |:NIA:

‘ Container integrity is not compromised by punctures, dents,

7 v penetrating scratches; loose lids, bulging, excessive corrosion or
other damage/deterioration (where possible to inspect).[TSR 5.6.4.b]
Containers are closed , are stored in a manner which will not rupture
the containers or cause them to leak , and show no evidence of
spillage or leakage, such as moisture on the sides or undemeath
(where possible to inspect)?

Container top does not have excessive buildup of dirt/debris that
would possibly interfere with the proper operation of the drum'’s
ventilation system (such as, clogging of NucFils).

Container marking/labeling is intact, unobscured, legible and in good
condition (where possible to inspect)?

Third-tier drums are banded horizontally with metal band.

(single drum banded to pallet) [TSR 5.6.4.a]

Comments/Observatlons
I

10

11

\\\\\

Operator (print/signldat;affkne)r\MlQﬂA&. KIEHNWM/ fotive Py
FWS (print/signidate): (25~X TV A BRADSLETTENE ;0/7734’/)

NEIC VP0928E01 Page 250 of 308 Hanford Federal Facility
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Appendix P

Rev, 7,Chg. 7 SW-040-043 Page 29 of 57
Inspect CWC & Miscellaneous Buildings

Published Date: 08/24/10 Effective Date: 09/24/10

Appendix A - Weekly CWC RCRA Inspection Checklist

FacilityModule: f52/2
11,7 .| Lighting is adequate to complete inspection (where applicable)?
Marker-barricades (chain barricades, chain-link fences, marker
posts, etc.) around facility/module are intact and in good condition.

' Facility/module ground postings are intact, unobscured, legible and

e in good condition?

Containment curbing and flooring is free of scratches that penetrate

3 . | to the concrete, cracks, or gaps and is sufficiently impervious to

,/ contain leaks, spills, and accumulated rainfall (where applicable)?

Facility/module is generally dry. There is no standing and/or

4 - unexpected water or snow accumulation in or around

. facility/module?

5  Aisle space between rows of containers appears to be atleast 36
.~ |inches? [FHA Key #10] '

_Space between inside waste array zones is > 12 ft and free of

mbustibl SR 5.6.4

Time:lg.;,?a Datey/cr 25>

.........

, Container integrity is not compromised by punctures, dents,
7 1 penetrating scratches, loose lids, bulging, excessive corrosion or
,/ | other damage/deterioration (where possible to inspect).[TSR 5.6.4.b]
Containers are closed , are stored in a manner which will not rupture
8 the containers or cause them fo leak , and show no evidence of

- | spillage or leakage, such as moisture on the sides or underneath
(where possible to inspect)? ‘
Container top does not have excessive buildup of dirt/debris that
- .| would possibly interfere with the proper operation of the drum'’s

el
,/ ventilation system (such as, clogging of NucFils).
|

- Container marking/labeling is intact, unobscured, legible and in good
condition (where possible to inspect)?

11 Third-tier drums are banded horizontally with metal band.
/ (single drum banded to pallet) [TSR 5.6.4.a]

Commentlebservations:

10

o

Operator (print/sign/date/fime): MICHABLKIEHNSZZS o~ poosovo 1300

FWS (print/signidate): "D’ | Y CA>E——  BRADSLETTENE ,5/5c )/,
-l /25511

NEIC VP0928E01 Page 251 of 308 Hanford Federal Facility

Before each use, ensure this copy is the most current version.



Appendix P

Rev. 7, Chg. 8

SW-040-043 Page 29 of 57
Inspect CWC & Miscellaneous Buildings

Published Date: 10/28/10 Effective Date: 10/28/10

Appendix A - Weekly CWC RCRA Inspection Checklist

FaciiifgylModule'

gﬂ-/ N

NO

Time:'S{ ;72 \ Dgte:/,?_/o

1 1.~

Lighting is adequate to complete inspection (where applicable)?

\

Marker-barricades (chain barricades, chain-link fences, marker
posts, etc.) around facility/module are intact and in good condition.
Facility/module ground postings are intact, unobscured, legible and
in good condition? :

Containment curbing and flooring is free of scratches that penetrate
to the concrete, cracks, or gaps and is sufficiently impervious to
contain leaks, spills, and accumulated rainfall (where applicable)?

NN

Facility/module is generally dry. There is no standing and/or
unexpected water or snow accumulation in or around
facility/module?

Aisle space between rows of containers appears to be at least 36
| inches? [FHA Key #10]

Space between inside waste array zones is > 12 ft and free of
«~_| combustibles. [TSR 5.6.4.g]

# | Yes

Container integrity is not compromised by punctures, dents,
penetrating scratches, loose lids, bulging, excessive corrosion or
other damage/deterioration (where possible to inspect).[TSR 5.6.4.b]

Containers are closed , are stored in a manner which will not rupture
the containers or cause them to leak , and show no evidence of
spillage or leakage, such as moisture on the sides or underneath
(where possible to inspect)? : :

Container top does not have excessive buildup of dirt/debris that
would possibly interfere with the proper operation of the drum'’s

10

Container marking/labeling is intact, unobscured, legible and in good
condition (where possible to inspect)?

11

Third-tier drums are banded horizontally with metal band.
(single drum banded to pallet) [TSR 5.6.4.a]

el
e
| ventilation system (such as, clogging of NucFils).
e

Comments/Observations:

V7 i

z
Operator (print/sign/dateftime) MICHAEL KIEH by . / St Pos

FWS (printisign/date). Q. %/ 7}/

BRAD SLETTENE 1/ /7 //2

Heniasc-hedosabhaaility

R Py ETT

PR RSB E <
Before each use, ensure thistopy s the most current version,




Appendix P

Rev. 7, Chg. 8 SW-040-043

Inspect CWC & Miscellaneous Buildings

Published Date: 10/28/10

Page 29 of 57

Effective Date: 10/28/10

Appendix A - Weekly CWC RCRA Inspection Checklist

Facility/qungS'/’%~Z, 4 | Time:Spos— Date. .2 o |
# | Yes|No | NJA |Arealnspection
11, Lighting is adequate to complete inspection (where applicable)?

| in good condition?

Marker-barricades (chain barricades, chain-link fences, marker
posts, etc.) around facility/module are intact and in good condition.
Facility/module ground postings are intact, unobscured, legible and

Containment curbing and flooring is free of scratches that penetrate
3 | to the concrete, cracks, or gaps and is sufficiently impervious to
contain leaks, spills, and accumulated rainfall (where applicable)?

/
e facility/module?

Facility/module is generally dry. There is no standing and/or
unexpected water or snow accumulation in or around

inches? [FHA Key #10]

Aisle space between rows of containers appears to be at least 36

N\

Space between inside waste array zones is > 12 ft and free of
combustibles. [TSR 5.6.4.g] -

e

, Container integrity is not compromised by punctures, dents,
7. penetrating scratches, loose lids, bulging, excessive corrosion or
other damage/deterioration (where possible to inspect).[TSR 5.6.4.b]

(where possible to inspect)?

Containers are closed , are stored in a manner which will not rupture
the containers or cause them to leak , and show no evidence of
spillage or leakage, such as moisture on the sides or underneath

Container top does not have excessive buildup of dirt/debris that
would possibly interfere with the proper operation of the drum’s
ventilation system (such as, clogging of NucFils).

10 condition (where possible to inspect)?

Container marking/labeling is intact, unobscured, legible and in good

11

NEAA A

Third-tier drums are banded horizontally with metal band.
(single drum banded to pallet) [TSR 5.6.4.a]

Comments/Observations:

MpP—

Operator (print/sign/dateftime). JMICHAEL KE‘."W/Z(/ Lo Do

FWS (print/signldate):@%)(? Y XA BRADSLETTENE \1/1//0

o KoY =toWPC oY Vel

T

Hanford Federal Facility

R VIPUI20EUT Before each use, ensure this copy is the most current version.




Appendix P

Rev. 7, Chg. 8 SW-040'043 Page 29 of 57
Inspect CWC & Miscellaneous Buildings

Published Date: 10/28/10 , Effective Date: 10/28/10

Appendix A - Weekly CWC RCRA Inspection Checklist
F2D TimePoo Date;

Facility/Module:

1 ,/ Lighting is adequate to complete inspection (where applicable)?
Marker-barricades (chain barricades, chain-link fences, marker
posts, etc.) around facility/module are intact and in good condition.
Facility/module ground postings are intact, unobscured, legible and
| in good condition?

Containment curbing and flooring is free of scratches that penetrate
3 | fo the concrete, cracks, or gaps and is sufficiently impervious to
. — contain leaks, spllls and accumulated rainfall (where applicable)?

Facility/module is generally dry. There is no standing and/or

4 unexpected water or snow accumulation in or around

) | facility/module?

5 Aisle space between rows of containers appears to be at least 36
: .~ | inches? [FHA Key #10]

Space between inside waste array zones is > 12 ft and free of
.~ | combustibles. [TSR 5.6.4.9]

Container integrity is not compromised by punctures, dents,
7 penetrating scratches, loose lids, bulging, excessive corrosion or
| other damage/deterioration (where possible to inspect).[TSR 5.6.4.b]

Containers are closed , are stored in a manner which will not rupture
the containers or cause them to leak , and show no evidence of

8 spillage or leakage, such as moisture on the sides or underneath

el (where possible to inspect)? »
Container top does not have excessive buildup of dirt/debris that

9 | would possibly interfere with the proper operation of the drum'’s
/ ventilation system (such as, clogging of NucFils).

10 - ‘ Conta?ner marking/lab;eling is intact, unobscured, legible and in good
,/ condition (where possible to inspect)?

1’ 1 ' -Third-tier drums are banded horizontally with metal band.

/ (single drum banded to pallet) [TSR 5.6.4.a]

Comments/Observations:

M~

Operator (print/sign/dateAime) ~\MICHAEL KIEHW e oo
FWS (print/sign/date): bw ’M(W\ BRAD SLETTENE \,/zl/a

NETCVPOY28EDT Before each use, ensure ﬁ?i@gopy! is the most current version.

ility




Appendix P

Rev.7,Chg. 9 SW_040_043 : Page 29 of 67
' Inspect CWC & Miscellaneous Buildings |

Published Date: 11/08/10 Effective Date: 11/08/10

Appendix A - Weekly CWC RCRA Inspection Checklist

Facility/Module: Sy& - / Time: /2 ¢/¢— Date: /rtrc
# | Yes | No | N/A | Arealnspection '
1 ,/ Lighting is adequate to complete inspection (where applicable)?

Marker-barricades (chain barricades, chain-link fences, marker
posts, etc.) around facility/module are intact and in good condition.
Facility/module ground postings are intact, unobscured, legible and
in good condition?

Containment curbing and flooring is free of scratches that penetrate
3 L to the concrete, cracks, or gaps and is sufficiently impervious to
contain leaks, spills, and accumulated rainfall (where applicable)?

Facility/module is generally dry. There is no standing and/or

\

AN

4 - unexpected water or snow accumulation in or around
facility/module?
5 Aisle space between rows of containers appears to be at least 36

-~ linches? [FHA SWOC Key 1.3.1.13]
6 _Space between inside waste array zones is > 12 ft and free of
.| combustibles. [TSR 5.6.4.9]
# | Yes | No | N/A | Containerinspection
Container integrity is not compromised by punctures, dents,
7 penetrating scratches, loose lids, bulging, excessive corrosion or
other damage/deterioration (where possible to inspect).[TSR 5.6.4.b]

Containers are closed , are stored in a manner which will not rupture
the containers or cause them to leak , and show no evidence of
spillage or leakage, such as moisture on the sides or underneath
(where possible to inspect)?

Container top does not have excessive buildup of dirt/debris that

9 would possibly interfere with the proper operation of the drum’s
ventilation system (such as, clogging of NucFils).

» - | Container marking/labeling is intact, unobscured, legible and in good
condition (where possible to inspect)?

11 | Third-tier drums are banded horizontally with metal band.
/ (single drum banded to pallet) [TSR 5.6.4.a]

Comments/Observations:

NN

10

A

Za

Operator (print/sign/date/;fi]ne):/\MlCHAELKIEHW/éy LA~C 42 8
FWS (print/sign/date). (o~ TV G BRAD SLETTENE \\\\\;o
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NETG VPOS28ED ] Before each use, ensure 1SS iS HY Sost current version.




Appendix P

Rev.7,Chg. 9 SW_040_043 Page 29 of §7
Inspect CWC & Miscellaneous Buildings

’ Published Date: 11/08/10 | Effective Date: 11/08/10

Appendix A - Weekly CWC RCRA Inspection Checklist

Facility/Module: S - 2 Time,z7¢/% Date: /-2 o
# | Yes | No | N/A | Area‘Inspection '
11, -~ Lighting is adequate to complete inspection (where applicable)?

Marker-barricades (chain barricades, chain-link fences, marker
posts, etc.) around facility/module are intact and in good condition,

2 = Facility/module ground postings are intact, unobscured, legible and
g in good condition?
Containment curbing and flooring is free of scratches that penetrate
3 B to the concrete, cracks, or gaps and is sufficiently impervious to
o contain leaks, spills, and accumulated rainfall (where applicable)?

Facility/module is generally dry. There is no standing and/or

4 ‘ unexpected water or snow accumulation in or around
facility/module?

| Aisle space between rows of containers appears to be at least 36
“inches? [FHA SWOC Key 1.3.1.13]

_Space between inside waste array zones is > 12 ft and free of
combustibles. [TSR 5.6.4.9]

Containerinspection

Container integrity is not compromised by punctures, dents,

7 _penetrating scratches, loose lids, bulging, excessive corrosion or
other damage/deterioration (where possible to inspect).[TSR 5.6.4.b]
Containers are closed , are stored in @ manner which will not rupture
the containers or cause them to leak., and show no evidence of
|spillage or leakage, such as moisture on the sides or underneath
(where possible to inspect)?

Container top does not have excessive buildup of dirt/debris that

9 - would possibly interfere with the proper operation of the drum’s
ventilation system (such as, clogging of NucFils).

Container marking/labeling is intact, unobscured, legible and in good
condition (where possible to inspect)?

_Third-tier drums are banded horizontally with metal band.

(single drum banded to pallet) [TSR 5.6.4.a]

Comments/Observations:

\

N

£
>

# | Yes | No

\

\

10

11

\\-\

I —

Operator(pnnt/sngn/datéftlme)r\MlCHAEé_KﬂEHMM W o - Y 7
FWS (print/sign/date). (X5~ “[ /X« X" ____BRADSLETTENE . u//0
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Appendix P

Rev. 7, Chg. 9

Published Date: 11/08/10

SW-040-043 Page 29 of 57

Inspect CWC & Miscellaneous Buildings

Effective Date: 11/08/10

Appen

dix A - Weekly CWC RCRA Inspection Checklist

Facility/Module: /=7 >

Time: 9 ¢ Date. st/ &

#

Yes

No

N/A

Area:inspection

1

/

Lighting is adequate to complete inspection (where applicable)?

/

Marker-barricades (chain barricades, chain-link fences, marker
posts, etc.) around facility/module are intact and in good condition,
Facmty/modufe ground postings are intact, unobscured, legible and
in good condition?

Containment curbing and flooring is free of scratches that penetrate
to the concrete, cracks, or gaps and is sufficiently impervious to
contain leaks, spﬂis and accumulated rainfall (where applicable)?

\

Facility/module is generally dry. There is no standing and/or
unexpected water or snow accumulation in or around
facility/module?

Aisle space between rows of containers appears to be at least 36
inches? [FHA SWOC Key 1.3.1.13]

Space between inside waste array zones is > 12 ft and free of
combustibles. [TSR 5.6.4.g]

Yes

No

N/A

Container Inspection

\

Container integrity is not compromised by punctures, dents,
penetrating scratches, loose lids, bulging, excessive corrosion or
other damage/deterioration (where possible to inspect). [TSR 5.6.4.b]

Containers are closed , are stored in a manner which will not rupture
the containers or cause them to leak , and show no evidence of
spillage or leakage, such as moisture on the sides or underneath
(where possible to inspect)?

Container top does not have excessive buildup of dirt/debris that
would possibly interfere with the proper operation of the drum's
ventilation system (such as, clogging of NucFils).

10

AN

Container marking/labeling is intact, unobscured, legible and in good
condition (where possible to inspect)?

11

-Third-tier drums are banded horizontally with metal band.

]

(single drum banded to pallet) [TSR 5.6.4.a]

Comments/Observations:

V.Y Zae

Operator(prmtlsngnldaﬂlmer\mcmxsi_ KIEHWW Litire D=
FWS (print/sign/date): "o~ | V,(/(/'C?ﬁ___‘_

BRADSLETTENE  \ |\, ] /0

jeberrhoreiad 1L
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Appendix P

Rev.7,Chg. 9 SW_040_043 , Page 29 of 57
Inspect CWC & Miscellaneous Buildings

Published Date: 11/08/10 4 Effective Date: 11/08/10

Appendix A - Weekly CWC RCRA Inspection Checklist

Facility/Module: S}% / Time: /3o© Date: /{//Y//o
# | Yes | No | N/A | Arealnspection
1 v~ | Lighting is adequate to complete inspection (where applicable)?
Marker-barricades (chain barricades, chain-link fences, marker
5 / posts, etc.) around facility/module are intact and in good condition.

Facility/module ground postings are intact, unobscured, legibie and

in good condition?

/ Containment curbing and flooring is free of scratches that penetrate
to the concrete, cracks, or gaps and is sufficiently impervious to

contain leaks, spills, and accumulated rainfall (where applicable}?

- Facility/module is generally dry. There is no standing and/or

4 \/ &% unexpected water or snow accumulation in or around

el P acility/module?

Aisle space between rows of containers appears to be at least 36

inches? [FHA SWOC Key 1.3.1.13]

Space between inside waste array zones is > 12 ft and free of

combuStibies. [TSR 5.6.4.4]

| Containerinspettion -

Container integrity is not compromised by punctures, dents,

penetrating scratches, loose lids, bulging, excessive corrosion or

other damage/deterioration (where possible to inspect).[TSR 5.6.4.b]

Containers are closed , are stored in a manner which will not rupture
the containers or cause them to leak , and show no evidence of
spillage or leakage, such as moisture on the sides or underneath
(where possible to inspect)?

Container top does not have excessive buildup of dirt/debris that
would possibly interfere with the proper operation of the drum'’s
ventilation system (such as, clogging of NucFils).

Container marking/labeling is intact, unobscured, legible and in good
condition (where possible to inspect)?

Third-tier drums are banded horizontally with metal band.

(single drum banded to pallet) [TSR 5.6.4.a]
Comments/Observations:

A

Operator(prmt/s:gn/da;éﬁ:me,)\af/,yngﬂ M////,?//o Vedid
FWS (print/sign/date): M’]y ﬂ BRAD SLETTENE \\\\‘7//9

# | Yes | No

10

\\\ \ \5\\

11

NEIC VP0928E01 Page 258 of 308 Hanford Federal Facility
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Appendix P

Rev. 7, Chg. 9 SW 040 043 Page 29 of 57
Inspect CWC & Miscellaneous Buildings

’ Published Date: 11/08/10 Effective Date: 11/08/10

Appendix A - Weekly CWC RCRA Inspection Checklist

Facility/Module: S & 2 Time: /Joo Date: ////f//a
# | Yes | No | N/A | Arealnspection
1 ‘ - Lighting is adequate to complete inspection (where applicable)?
: Marker-barricades (chain barricades, chain-link fences, marker
5 / posts, etc.) around facility/module are intact and in good condition.
Facility/module ground postings are intact, unobscured, legible and

in good condition?

- | Containment curbing and flooring is free of scratches that penetrate

3 e to the concrete, cracks, or gaps and is sufficiently impervious to

contain leaks, spills, and accumulated rainfall (where applicable)?

Facility/module is generally dry. There is no standing and/or

4 \/ _ unexpected water or snow accumulation in or around

facility/module?

Aisle space between rows of containers appears to be at least 36

inches? [FHA SWOC Key 1.3.1.13]

6 Space between inside waste array zones is > 12 ft and free of
combustibles. [TSR 5.6.4.9]

# | Yes | No | N/A | Containerinspection

Container integrity is not compromised by punctures, dents

penetrating scratches, loose lids, bulging, excessive corrosion or

other damage/deterioration (where possible to inspect).[TSR 5.6.4.b]

Containers are closed , are stored in @ manner which will not rupture

the containers or cause them to leak , and show no evidence of

spillage or leakage, such as moisture on the sides or underneath

(where possible to inspect)?

Container top does not have excessive buildup of dirt/debris that

would possibly interfere with the proper operation of the drum's

ventilation system (such as, clogging of NucFils).

Container marking/labeling is intact, unobscured, legible and in good

condition (where possible to inspect)?

Third-tier drums are banded horizontally with metal band.

(single drum banded to pallet) [TSR 5.6.4.a]

Comments/Observations:

Operator (pnnt/srgn/dam/ﬂmer\//m éZMp/tm!u/ MW ////F/'O A s
FWS (print/sign/date) "Q}j.-.)( X/(/L)&{/__ BRAD SLETTENE w\\el e
1

\_ N

10

\\\'\R

11
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Before each use, ensure this copy is the most current version.




Appendix P

Rev.7,Chg. 9 ; SW-040-043 Page 29 of 57
Inspect CWC & Miscellaneous Buildings

Published Date: 11/08/10 . - Effective Date: 11/08/10

Appendix A - Weekly CWC RCRA Inspection Checklist

Facility/Module: /‘72/D Time: )3/ /¢ Date. /£/g- 0
# | Yes | No | N/IA | Area:lnspection e
1 e Lighting is adequate to complete inspection (where applicable)?

Marker-barricades (chain barricades, chain-link fences, marker
posts, etc.) around facility/module are intact and in good condition.

2 § " Facility/module ground postings are intact, unobscured, legible and
,/ in good condition?
Containment curbing and flooring is free of scratches that penetrate
3 to the concrete, cracks, or gaps and is sufficiently impervious to

/ contain leaks, spills, and accumulated rainfall (where applicable)?

_ | Facility/module is generally dry. There is no standing and/or
4 L unexpected water or snow accumulation in or around
facility/module?

\

Aisle space between rows of containers appears to be at least 36
inches? [FHA SWOC Key 1.3.1,13]

Space between inside waste array zones is > 12 ft and free of
combustibles. [TSR 5.6.4.9]

N

# | Yes | No | N/A | Containerinspection

Container integrity is not compromised by punctures, dents

7 : penetrating scratches, loose lids, bulging, excessive corrosion or
other damage/deterioration (Where possible to inspect).[TSR 5.6.4.b]
Containers are closed , are stored in a manner which will not rupture
the containers or cause them to leak , and show no evidence of
spillage or leakage, such as moisture on the sides or underneath
(where possible to inspect)?

Container top does not have excessive buildup of dirt/debris that -
would possibly interfere with the proper operation of the drum’s
ventilation system (such as, clogging of NucFils).

Container marking/labeling is intact, unobscured, legible and in good
condition (where possible to inspect)?

Third-tier drums are banded horizontally with metal band.

! ' / (single drum banded to pallet) [TSR 5.6.4.a]

Comments/Observations:
MF—

ANIANE AN

10

Operator (print/sign/date/fime) ) WHCHAEL K‘EHNWM///;/V/O /3
FWS (print/sign/date); "~ 7,VL% BRAD SLETTENE \,/;q/I

NELC, \/PO9238EN1 Page.260.0f 308
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Appendix P

Rev. 7, Chg. 9 SW_040_043 Page 29 of 57
Inspect CWC & Miscellaneous Buildings

Published Date: 11/08/10 Effective Date: 11/08/10

Appendix A - Weekly CWC RCRA Inspection Checklist

Facility/Module: <22/ Time 4 /4 Date,294 o0
# | Yes | No | NJA | Area Inspection
1 / Lighting is adequate to complete inspection (where applicable)?

Marker-barricades (chain barricades, chain-link fences, marker
posts, efc.) around facility/module are intact and in good condition.

2 » Facility/module ground postings are intact, unobscured, legible and
/ | in good condition?
: Containment curbing and flooring is free of scratches that penetrate
3 . to the concrete, cracks, or gaps and is sufficiently impervious to
] contain leaks, spills, and accumulated rainfall (where applicable)?
Facility/module is generally dry. There is no standing and/or
4 > unexpected water or snow accumulation in or around
e facility/module? ,
5 ~/-’\isle space between rows of containers appears to be at least 36
.~ | inches? [FHA SWOC Key 1.3.1.13]
6 Space between inside waste array zones is > 12 ft and free of

.~ combustibles. [TSR 5.6.4.g]

# | Yes | No | N/A | Containerinspection

| Container integrity is not compromised by punctures, dents,

7 | penetrating scratches, loose lids, bulging, excessive corrosion or
.~ | other damage/deterioration (where possible to inspect).[TSR 5.6.4.b]

Containers are closed , are stored in a manner which will not rupture
the containers or cause them to leak , and show no evidence of
spillage or leakage, such as moisture on the sides or underneath
.~ | (where possible to inspect)?
: Container top does not have excessive buildup of dirt/debris that

9 would possibly interfere with the proper operation of the drum’s
.~ | ventilation system (such as, clogging of NucFils).
Container marking/labeling is intact, unobscured, legible and in good
¢~ | condition (where possible to inspect)?

11 /Third-tier drums are banded horizontally with metal band.
| (single drum banded to pallet) [TSR 5.6.4.a]

Comments/Observations: pove Show on fhe orowre” ok’ 15 Seow

10

Operator (print/sign/dat@itimeT™ MIGHAEL KIEHNW%M[_// Ve A 1
FWS (print/sign/date): \ D" T L C X — . mrapgierene M2y [/U
Lo - ) | i +

NEIC VP0928E01 Page 261 of 308 Hanford Federal Facility
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Appendix P

Rev. 7, Chg. 9

SW-040-043 Page 29 of 57

Inspect CWC & Miscellaneous Buildings

Published Date: 11/08/10 Effective Date: 11/08/10

Appendix A - Weekly CWC RCRA Inspection Checklist

Facility/Module< 2~ 2

Time, /9225, Date, 224 /0

# | Yes | No | N/A

Area Inspection

1 | ]

Lighting is adequate to complete inspection (where applicable)?

padl

Marker-barricades (chain barricades, chain-link fences, marker
posts, etc.) around facility/module are intact and in good condition.
Facility/module ground postings are intact, unobscured, legible and
in good condition?

Containment curbing and flooring is free of scratches that penetrate
to the concrete, cracks, or gaps and is sufficiently impervious to
contain leaks, spills, and accumulated rainfall (where applicable)?

Facility/module is generally dry. There is no standing and/or
unexpected water or snow accumulation in or around
facility/module?

/

"inches? [FHA SWOC Key 1.3.1.13]

Aisle space between rows of containers appears to be at least 36

[ combustibles. [TSR 5.6.4.g]

Space between inside waste array zones is > 12 ft and free of

# | Yes | No | N/A

Container inspection

Container integrity is not compromised by punctures, dents,
penetrating scratches, loose lids, bulging, excessive corrosion or
other damage/deterioration (where possible to inspect).[TSR 5.6.4.b]

Containers are closed , are stored in a manner which will not rupture
the containers or cause them to leak , and show no evidence of
spillage or leakage, such as moisture on the sides or underneath
(where possible to inspect)?

Container top does not have excessive buildup of dirt/debris that
would possibly interfere with the proper operation of the drum’s
ventilation system (such as, clogging of NucFils).

10

Container marking/labeling is intact, unobscured, legible and in good
condition (where possible to inspect)?

11

AN NN

. Third-tier drums are banded horizontally with metal band.

(single drum banded to pallet) [TSR 5.6.4.a]

Comments/Observations: foye Swow or Afe swouns” anc’ /s st/ So0U v

Operator (print/sign/dateRime) ™ MICHAE] KiEHWﬁM/ L2 LGS

FWS (print/sign/date): tz\’),-)/ 7 &((/ (/‘%,__._ BRAD SLETTENE 1 !/-, ~._,‘, [0

NEIC VPOO23F()1
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Appendix P

Rev. 7,Chg. 9

SW-040_043 Page 29 of 57

Inspect CWC & Miscellaneous Buildings

Published Date: 11/08/10 Effective Date: 11/08/10

Appendix A - Weekly CWC RCRA Inspection Checklist

Facility/Module: FE&°

Time. /703 Date:/2 24 ¢

# | Yes | No | N/A

Area Inspection

1|

Lighting is adequate to complete inspection (where applicable)?

//

Marker-barricades (chain barricades, chain-link fences, marker
posts, etc.) around facility/module are intact and in good condition.
Facility/module ground postings are intact, unobscured, legible and
in good condition?

Containment curbing and flooring is free of scratches that penetrate
to the concrete, cracks, or gaps and is sufficiently impervious to

| contain leaks, spills, and accumulated rainfall (where applicable)?

Facility/module is generally dry. There is no standing and/or
unexpected water or snow accumulation in or around

facility/module?
Aisle space between rows of containers appears to be at least 36

¢~ | inches? [FHA SWOC Key 1.3.1.13]

_Space between inside waste array zones is > 12 ft and free of

6 " combustibles. [TSR 5.6.4.g]

# | Yes | No | N/A

Container inspection

Container integrity is not compromised by punctures, dents,
penetrating scratches, loose lids, bulging, excessive corrosion or
other damage/deterioration (where possible to inspect).[TSR 5.6.4.b]

Containers are closed , are stored in a manner which will not rupture
the containers or cause them to leak , and show no evidence of
spillage or leakage, such as moisture on the sides or underneath
(where possible to inspect)?

Container top does not have excessive buildup of dirt/debris that
would possibly interfere with the proper operation of the drum’s
ventilation system (such as, clogging of NucFils).

/
0| 1

Container marking/labeling is intact, unobscured, legible and in good
condition (where possible to inspect)?

. Third-tier drums are banded horizontally with metal band.

! e (single drum banded to pallet) [TSR 5.6.4.a]

Comments/Observations: (s SHO rny cre/ More SHow oe He o pormy’

' £ 2
Operator (print/sign/daeytimey, MICHAELKERP 557 ~ 7" = ~— s

FWS (print/sign/date): O~ T U= BRADSLETTEME ] 12 /10

NEIC VP0O8Z8E01

s Frarford-FederalFasiit
Before each use, ensurem@céﬁﬂ R 9nost current version v y




Appendix P

Rev. 7,Chg. 9

Published Date: 11/08/10

SW-040-043 ' Page 29 of 57

Inspect CWC & Miscellaneous Buildings

Effective Date: 11/08/10

Appendix A - Weekly CWC RCRA Inspection Checklist

Facility/Module < &7-/

Time: | 7.2 & Date:/z-/ - /)

#

Yes

No

N/A

Area Inspection

1

/

Lighting is adequate to complete inspection (where applicable)?

/

Marker-barricades (chain barricades, chain-link fences, marker
posts, etc.) around facility/module are intact and in good condition.
Facility/module ground postings are intact, unobscured, legible and
in good condition?

]

Contamment curbing and flooring is free of scratches that penetrate
fo the concrete, cracks, or gaps and is sufficiently impervious to
contain leaks, spills, and accumulated rainfall (where applicable)?

Facility/module is generally dry. There is no standing and/or
unexpected water or snow accumulation in or around
facility/module?

inches? [FHA SWOC Key 1.3.1.13]

/’Aisle space between rows of containers appears to be at least 36
/

‘Space between inside waste array zones is > 12 ft and free of

combustibles. [TSR 5.6.4.9]

Yes

No

N/A

Container Inspection

| . . . N .
penetrating scratches, loose lids, bulging, excessive corrosion or

Container integrity is not compromised by punctures, dents,

other damage/deterioration (where possible to inspect).[TSR 5.6.4.b]

Containers are closed , are stored in a manner which will not rupture
the containers or cause them to leak , and show no evidence of
spillage or leakage, such as moisture on the sides or underneath
(where possible to inspect)?

Container top does not have excessive buildup of dirt/debris that
would possibly interfere with the proper operation of the drum’s
ventilation system (such as, clogging of NucFils).

10

1

Container marking/labeling is intact, unobscured, legible and in good
condition (where possible to inspect)?

11

~Third-tier drums are banded horizontally with metal band.
yd

(single drum banded to pallet) [TSR 5.6.4.a]

Comments/Observations: /UO L\);(,ﬁ te

Operator (print/sign/datefime) @Q(\/é CJWNS, //J)AA //7 /- c’@.// 238

FWS (print/sign/date).

QX WL cEE  BRADSLETTENE ), [/ [/

NEIC VP0928E01

Page 264 of 308 Hanford Federal Facility
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Appendix P

Rev. 7, Chg. 9 SW_040_043 Page 29 of 57
Inspect CWC & Miscellaneous Buildings

Published Date: 11/08/10 ‘ Effective Date: 11/08/10

Appendix A - Weekly CWC RCRA Inspection Checklist

Facility/Module: sSH 7 Time. j2 3 Date: /7-/-/C>
# | Yes | No | N/A Area:inspection o
1 e Lighting is adequate to complete inspection (where applicable)?
Marker-barricades (chain barricades, chain-link fences, marker
2 |, posts, etc.) around facility/module are intact and in good condition.

Facility/module ground postings are intact, unobscured, legible and
in good condition?

Containment curbing and flooring is free of scratches that penetrate

3 - to the concrete, cracks, or gaps and is sufficiently impervious to
contain leaks, SleS and accumulated rainfall (where applicable)?
» Facility/module is generally dry. There is no standing and/or
4 2 unexpected water or snow accumulation in or around

facility/module?

Aisle space between rows of containers appears to be at least 36

5 ~ inches? [FHA SWOC Key 1.3.1.13]
6 —| Space between inside waste array zones is > 12 ft and free of
combustibles. [TSR 5.6.4.¢]

# | Yes | No | N/A Contamerlnspectlon

Container integrity is not compromised by punctures, dents
7 ~— penetrating scratches, loose lids, bulging, excessive corrosion or
other damage/deterioration (where possible to inspect).[TSR 5.6.4.b]

Containers are closed , are stored in a manner which will not rupture
8 . —Tthe containers or cause them to leak , and show no evidence of

spillage or leakage, such as moisture on the sides or underneath
(where possible to inspect)?

Container top does not have excessive buildup of dirt/debris that
9 ~| would possibly interfere with the proper operation of the drum'’s
: ventilation system (such as, clogging of NucFils).

/—Contamer marking/labeling is intact, unobscured, legible and in good

10 condition (where possible to inspect)?

11 __—1 Third-tier drums are banded horizontally with metal band.
(single drum banded to pallet) [TSR 5.6.4.a]

Comments/Observations: by ped A =*5  Aceess

Ao Stag oS laste

Operator (prmtl&gnldaﬁ’q/tlﬁ /@w > wm/azg//zz—/ /o// 232

FWS (print/sign/date). W 2" WX « =7~ BRAD SLETTENE 11/[! e

NEIC VP0928E01
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Appendix P

Rev.7,Chg. 9

Published Date: 11/08/10

SW-040-043 Page 29 of 57

inspect CWC & Miscellaneous Buildings

Effective Date: 11/08/10

Appendix A - Weekly CWC RCRA Inspection Checklist

Facility/Module: /=4’ )~ Time: /2 32O Date: | 2—/_/¢)
# | Yes | No | N/A | Area Inspection
1 ' Lighting is adequate to complete inspection (where applicable)?
Marker-barricades (chain barricades, chain-link fences, marker
s |- posts, etc.) around facility/module are intact and in good condition.
' Facility/module ground postings are intact, unobscured, legible and
A in good condition?
Pffvf‘ - | Containment curbing and flooring is free of scratches that penetrate
3 j/ +— | to the concrete, cracks, or gaps and is sufficiently impervious to
contain leaks, spills, and accumulated rainfall (where applicable)?
Facility/module is generally dry. There is no standing and/or
4 i unexpected water or snow accumulation in or around
facility/module?
5 ] Aisle space between rows of containers appears to be at least 36
inches? [FHA SWOC Key 1.3.1.13]
6 / Space between inside waste array zones is > 12 ft and free of
combustibles. [TSR 5.6.4.g]
# | Yes | No | N/A | Container inspection
Container integrity is not compromised by punctures, dents,
7 " penetrating scratches, loose lids, bulging, excessive corrosion or
other damage/deterioration (where possible to inspect).[TSR 5.6.4.b]
Containers are closed , are stored in a manner which will not rupture
8 o the containers or cause them to leak , and show no evidence of
spillage or leakage, such as moisture on the sides or underneath
(where possible to inspect)?
Container top does not have excessive buildup of dirt/debris that
"9 / would possibly interfere with the proper operation of the drum’s
ventilation system (such as, clogging of NucFils).
10 Container marking/labeling is intact, unobscured, legible and in good
r condition (where possible to inspect)?
11 —1 Third-tier drums are banded horizontally with metal band.

(single drum banded to pallet) [TSR 5.6.4.a]

Comments/Observations: Hewoy Snoud  Liwits Aecess

Operator (print/sign/dateitime™ L)\Ml

//J) [y /,z 30

FWS (print/sign/date): bbﬂ.&z '\,Vx/(/bb(” (> /{ {/ -

NEIC VP0928E01
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Appendix P

Rev. 7,Chg. 9

Published Date: 11/08/10

SW-040-043 Page 29 of 57

Inspect CWC & Miscellaneous Buildings

Effective Date: 11/08/10

Appendix A - Weekly CWC RCRA Inspection Checklist

Facility/Module S %7~/ Time S~ Date,/s.5 o
# | Yes | No .| N/A | Area inspection
1 / Lighting is adequate to complete inspection (where applicable)?
Marker-barricades (chain barricades, chain-link fences, marker
5 posts, etc.) around facility/module are intact and in good condition.
‘ | Facility/module ground postings are intact, unobscured, legible and
7 in good condition?
Containment curbing and flooring is free of scratches that penetrate
3 to the concrete, cracks, or gaps and is sufficiently impervious to
T contain leaks, spills, and accumulated rainfall (where applicable)?
Facility/module is generally dry. There is no standing and/or
4 > unexpected water or snow accumulation in or around
el facility/module?
5 Aisle space between rows of containers appears to be at least 36
.~ | inches? [FHA SWOC Key 1.3.1.13] ,
6  Space between inside waste array zones is > 12 ft and free of
| combustibles. [TSR 5.6.4.9]
# | Yes | No | N/A | Container Inspection
Container integrity is not compromised by punctures, dents,
7 ‘| penetrating scratches, loose lids, bulging, excessive corrosion or
,/ other damage/deterioration (where possible to inspect).[TSR 5.6.4.b]
Containers are closed , are stored in a manner which will not rupture
the containers or cause them to leak , and show no evidence of
8 . . :
| spillage or leakage, such as moisture on the sides or underneath
/ (where possible to inspect)?
‘ Container top does not have excessive buildup of dirt/debris that
9 | would possibly interfere with the proper operation of the drum’s
.~ | ventilation system (such as, clogging of NucFils).
10 | Container marking/labeling is intact, unobscured, legible and in good
condition (where possible to inspect)?
11 Third-tier drums are banded horizontally with metal band.
(single drum banded to pallet) [TSR 5.6.4.a]
Comments/Observations: S /ow /'S on Hhe— o rown
Z
Operator (print/signidafeltimely WICHAELKIERR 2775 = &~ tspne s
FWS (print/sign/date): 7 BRAD SLETTENE |7 |9,
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Appendix P

Rev. 7,Chg. 9

SW-040-043 Page 29 of 57

Inspect CWC & Miscellaneous Buildings

Published Date: 11/08/10 Effective Date: 11/08/10

Appendix A - Weekly CWC RCRA Inspection Checklist

Facility/Module <2~ .2 TimeZpo Datey s
# | Yes | No | N/A | Area inspection
1 | Lighting is adequate to complete inspection (where applicable)?
Marker-barricades (chain barricades, chain-link fences, marker
5 posts, etc.) around facility/module are intact and in good condition.
L Facility/module ground postings are intact, unobscured, legible and
e in good condition?
' Containment curbing and flooring is free of scratches that penetrate
3 - to the concrete, cracks, or gaps and is sufficiently impervious to
e contain leaks, spills, and accumulated rainfall (where applicable)?
Facility/module is generally dry. There is no standing and/or
4 - unexpected water or snow accumulation in or around
.~ facility/module?
5 Aisle space between rows of containers appears to be at least 36
,~ Tinches? [FHA SWOC Key 1.3.1.13]
6 Space between inside waste array zones is > 12 ft and free of
.~ | combustibles. [TSR 5.6.4.g]
# | Yes | No | N/A | Container Inspection
Container integrity is not compromised by punctures dents,
7 penetrating scratches, loose lids, bulging, excessive corrosion or
.~ | other damage/deterioration (where possible to inspect).[TSR 5.6.4.b]
Containers are closed , are stored in a manner which will not rupture
8 the containers or cause them to leak , and show no evidence of
spillage or leakage, such as moisture on the sides or underneath
/ (where possible to inspect)?
Container top does not have excessive buildup of dirt/debris that
9 would possibly interfere with the proper operation of the drum’s
| ventilation system (such as, clogging of NucFils).
10 Container marking/labeling is intact, unobscured, legible and in good
/ condition (where possible to inspect)?
11 Third-tier drums are banded horizontally with metal band.
« pd (single drum banded to pallet) [TSR 5.6.4.a]
Comments/Observations: Spow) owe” (Ce /5> on He orowrd
Operator (print/sign/date/fime) (\MICMA)EL KIEHWM/ 5P Foo
FWS (print/sign/date): 5(/(17(76_“ BRAD SLETTENE 17 lg \ D)

MEIC \P0928E01
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Rev.7,Chg. 9 SW-040~043 ' Page 29 of 57
Inspect CWC & Miscellaneous Buildings

Published Date: 11/08/10 Effective Date: 11/08/10

Appendix A - Weekly CWC RCRA Inspection Checklist

Facilityll\lloclule:/:,?}D Time/5<7 Date. ) &c
# | Yes | No | N/A | Area Inspection
1 T Lighting is adequate to complete inspection (where applicable)?

Marker-barricades (chain barricades, chain-link fences, marker
posts, etc.) around facility/module are intact and in good condition.
B Facility/module ground postings are intact, unobscured, legible and
e in good condition?

Containment curbing and flooring is free of scratches that penetrate
3 : to the concrete, cracks, or gaps and is sufficiently impervious to
,/ contain leaks, spllls and accumulated rainfall (where applicable)?

Facility/module is generally dry. There is no standing and/or
4 unexpected water or snow accumulation in or around
L facility/module?

5 I Aisle space between rows of containers appears to be at least 36
| inches? [FHA SWOC Key 1.3.1.13]

6 _Space between inside waste array zones is > 12 ft and free of
.~ | combustibles. [TSR 5.6.4.g]

# | Yes | No | N/A | Container Inspection

Container integrity is not compromised by punctures, dents,
7 i penetrating scratches, loose lids, bulging, excessive corrosion or
e other damage/deterioration (where possible to inspect).[TSR 5.6.4.b]

Containers are closed , are stored in a manner which will not rupture
the containers or cause them to leak , and show no evidence of
spillage or leakage, such as moisture on the sides or underneath
(where possible to inspect)?

Container top does not have excessive buildup of dirt/debris that
9 would possibly interfere with the proper operation of the drum’s

e ventilation system (such as, clogging of NucFils).
10 / Contg?ner marking/labgling i§ intact; unobscured, legible and in good
condition (where possible to inspect)?
11 Third-tier drums are banded horizontally with metal band.
.~ | (single drum banded to pallet) [TSR 5.6.4.a]

Comments/Observations: Spoe) 15 cn He Spouwd” an’ crm T of He boces

4 2
Operator (print/sign/dateltime), MIGHAELKIEWN, 777 ~ 7 42 7 o o 0 o
FWS (print/sign/date).(5. > "\ " BRADSLETTENE  »|4{ /s

NEIC VFU9ZoE0T Before each use, ensurd 95 COpy 08 B most current version FraTore Feaerr ety




Appendix P

Rev.7,Chg. 9

Published Date: 11/08/10

SW-040-043 Page 29 of 57

Inspect CWC & Miscellaneous Buildings

Effective Date; 11/08/10

Appendix A - Weekly CWC RCRA Inspection Checklist

Facility/Module:. < &7-/

Time. o vy~ Date, /o ¢4 0

#

Yes

No

N/A

Area Inspection

1

/

Lighting is adequate to complete inspection (where applicable)?

\

Marker-barricades (chain barricades, chain-link fences, marker
posts, etc.) around facility/module are intact and in good condition.
Facility/module ground postings are intact, unobscured, legible and
in good condition?

\

Containment curbing and flooring is free of scratches that penetrate
to the concrete, cracks, or gaps and is sufficiently impervious to
contain leaks, spills, and accumulated rainfall (where applicable)?

A\

Facility/module is generally dry. There is no standing and/or
unexpected water or snow accumulation in or around
facility/module?

Aisle space between rows of containers appears to be at least 36
inches? [FHA SWOC Key 1.3.1.13]

N\

Space between inside waste array zones is > 12 ft and free of
combustibles. [TSR 5.6.4.g]

Yes

No

N/A

Container Inspection

Container integrity is not compromised by punctures, dents,
penetrating scratches, loose lids, bulging, excessive corrosion or
other damage/deterioration (where possible to inspect).JTSR 5.6.4.b]

Containers are closed , are stored in a manner which will not rupture
the containers or cause them to leak , and show no evidence of
spillage or leakage, such as moisture on the sides or underneath
(where possible to inspect)?

Container top does not have excessive buildup of dirt/debris that
would possibly interfere with the proper operation of the drum’s
ventilation system (such as, clogging of NucFils).

10

Container marking/labeling is intact, unobscured, legible and in good
condition (where possible to inspect)?

11

NAN NN

Third-tier drums are banded horizontally with metal band.
(single drum banded to pallet) [TSR 5.6.4.a]

Comments/Observations:

M

..

Operator (print/sign/date/fime): MICHABL KIEHN.ZZ7 >

NEIC VP0928E01

Z
FWS (print/sign/date). )5 X/ ’)J‘{/K/Q/u(/“\’ 12 lec]o

A4
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Appendix P

Rev. 7, Chg.

Published Date: 11/08/10

9

SW-040-043 Page 29 of 57

Inspect CWC & Miscellaneous Buildings

Effective Date: 11/08/10

Appendix A - Weekly CWC RCRA lhspection Checklist

Facility/Module:

72

Time p .2/ Date s 2 2

#

No

N/A

Area Inspection

Lighting is adequate to complete inspection (where applicable)?

Yes
1 ,/

Marker-barricades (chain barricades, chain-link fences, marker
posts, etc.) around facility/module are intact and in good condition.
Facility/module ground postings are intact, unobscured, legible and
in good condition?

Containment curbing and flooring is free of scratches that penetrate
to the concrete, cracks, or gaps and is sufficiently impervious to
contain leaks, spills, and accumulated rainfall (where applicable)?

Facility/module is generally dry. There is no standing and/or
unexpected water or snow accumulation in or around
facility/module?

Aisle space between rows of containers appears to be at least 36
inches? [FHA SWOC Key 1.3.1.13]

Space between inside waste array zones is > 12 ft and free of
combustibles. [TSR 5.6.4.9]

No -

Container Iinspection

Container integrity is not compromised by punctures, dents,
penetrating scratches, loose lids, bulging, excessive corrosion or
other damage/deterioration (where possible to inspect).[TSR 5.6.4.b]

Containers are closed , are stored in a. manner which will not rupture
the containers or cause them to leak , and show no evidence of
spillage or leakage, such as moisture on the sides or underneath
(where possible to inspect)?

Container top does not have excessive buildup of dirt/debris that
would possibly interfere with the proper operation of the drum’s
ventilation system (such as, clogging of NucFils).

10

Container marking/labeling is intact, unobscured, legible and in good
condition (where possible to inspect)?

11

NAN NN RN

Third-tier drums are banded horizontally with metal band.
(single drum banded to pallet) [TSR 5.6.4.a]

Comments/Observations:

M

~ . 2. 2 -
Operator (print/sign/datg/time )~ MICHAEL KlEHWA/ S5/ /o zfg

FWS (print/sign/date). { )5, % W/ A BRADSLETTENE | [~/ /.,
" U

NEIC VP0928E01

U
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Appendix P

Rev.7, Chg. § SW-040-043

Page 29 of 57

Inspect CWC & Miscellaneous Buildings

Published Date: 11/08/10 Effective Date: 11/08/10

Appendix A - Weekly CWC RCRA Inspection Checklist

Facility/Module: /~4& 2 Timess+ 2o Date,ss. 44
# | Yes | No | N/A | Area Inspection
1 Lighting is adequate to complete inspection (where applicable)?

e in good condition?

Marker-barricades (chain barricades, chain-link fences, marker
posts, etc.) around facility/module are intact and in good condition.
Facility/module ground postings are intact, unobscured, legible and

Containment curbing and flooring is free of scratches that penetrate
3 | to the concrete, cracks, or gaps and is sufficiently impervious to
| contain leaks, spills, and accumulated rainfall (where applicable)?

e facility/module?

Facility/module is generally dry. There is no standing and/or
4 - unexpected water or snow accumulation in or around

5 ~ _~|inches? [FHA SWOC Key 1.3.1.13]

Aisle space between rows of containers appears to be at least 36

6 .~ | combustibles. [TSR 5.6.4.g]

| Space between inside waste array zones is > 12 ft and free of

# | Yes | No | N/A | Container Inspection

Container integrity is not compromised by punctures, dents,
7 L penetrating scratches, loose lids, bulging, excessive corrosion or
/ other damage/deterioration (where possible to inspect).[TSR 5.6.4.b]

Containers are closed , are stored in a manner which will not rupture
the containers or cause them to leak , and show no evidence of

8 1 spillage or leakage, such as moisture on the sides or underneath

,/ (where possible to inspect)?
‘ Container top does not have excessive buildup of dirt/debris that

9 would possibly interfere with the proper operation of the drum'’s
i ventilation system (such as, clogging of NucFils).

10 |- Contg?ner marking/iabg!ing is intact, unobscured, legible and in good
/ condition (where possible to inspect)?

11 Third-tier drums are banded horizontally with metal band.

,/ (single drum banded to pallet) [TSR 5.6.4.a]

Comments/Observations:

Vo

™ 2. i
Operator (print/sign/datejtine): \WICHAEL KIEWR 2270 = &2~ v voe 920

FWS (prindsignidate): Q' 53¢ ]|/ L _FC_— " BRADSLETTENE [ /]

NEIC VP0928E01 Page 272 of 308

Hanford Federal Facility

Before each use, ensure this copy is the most current version.




Appendix P

Rev. 7,Chg. 9 SW-040-043 Page 29 of 57
' Inspect CWC & Miscellaneous Buildings

Published Date: 11/08/10 Effective Date: 11/08/10

Appendix A - Weekly CWC RCRA Inspection Checklist

FacmtyIModuIe AL _Time: //00 Date: /L/,Z D//a
" # | Yes. |:No. | NIA |Arealnspection : ~
1 v Lighting is adequate to complete inspection (where applicable)?
Marker-barricades (chain barricades, chain-link fences, marker
5 \/’ posts, etc.) around facmty/module are intact and in good condition.

Facility/module ground postmgs are intact, unobscured, legible and
in good condition?
Containment curbing and flooring is free of scratches that penetrate
to the concrete, cracks, or gaps and is sufficiently impervious to
| contain leaks, spills, and accumulated rainfall (where applicable)?
| Facility/module is generally dry. There is no standing and/or
unexpected water or snow accumulation in or around
facility/module?
Aisle space between rows of containers appears to be at least 36
inches? [FHA SWOC Key 1.3.1.13]
Space between inside waste array zones is > 12 ft and free of
combustibles. [TSR 5.6. 4 g]

# | Yes | No-| NI/A ‘| Container Inspection R
.| Container integrity is not compromzsed by punctures dents

penetrating scratches, loose lids, bulging, excessive corrosion or
other damage/deterioraﬁon (where possible to inspect).[TSR 5.6.4.b]

Containers are closed , are stored in a manner which will not rupture
the containers or cause them to leak , and show no evidence of
spillage or leakage, such as moisture on the sides or underneath
(where possible to inspect)?

Container top does not have excessive buildup of dirt/debris that
would possibly interfere with the proper operation of the drum'’s
ventilation system (such as, clogging of NucFils).

Container marking/labeling is intact, unobscured, legible and in good
condition (where possible to inspect)?

Third-tier drums are banded horizontally with metal band.
(single drum banded to pallet) [TSR 5.6.4.a]

Comments/Observations:

Operator prmt!s:gn/da;t‘elttmq(\ (/pw (Qg«oﬁw//mrx_ﬂMM /2/29/;» {/po

FWS (print/sign/date): \) >\ X o t—. ¢ BRADSLETTENE | XY/

A\

\

\‘

\

N

10

NN

11

NEIC VPUSZEEUT Before each use, ensurms‘éo’p?@qﬁe most current version,




Appendix P

Rev.7,Chg. 9 SW-040-043 Page 29 of 57
Inspect CWC & Miscellaneous Buildings

Published Date: 11/08/10 Effective Date: 11/08/10

Appendix A - Weekly CWC RCRA Inspection Checklist

Facility/Module: S}Q- < Time: //od Date: /2/2o//o

# | Yes |'No | NJ/A | Area:inspection R S

1 Lighting is adequate to complete mspectlon (where applicable)?
Marker-barricades (chain barricades, chain-link fences, marker

g ;S;z/u//o

£
>

N SN S \E ]

posts, etc.) around faomty/module are intact and in good condition.
Famhty/modu!e ground pos‘ungs are intact, unobscured, legible and
in good condition?

Containment curbing and flooring is free of scratches that penetrate
to the concrete, cracks, or gaps and is sufficiently impervious to
contain leaks, spills, and accumulated rainfall (where applicable)?-
Facility/module is generally dry. There is no standing and/or
unexpected water or snow accumulation in or around
facility/module?

Aisle space between rows of containers appears to be at least 36
inches? [FHA SWOC Key 1.3.1.13]

Space between inside waste array zones is > 12 ft and free of
combustibles. [TSR 5.6. 4 g]

/A | ContainerInspection

Container integrity is not compromlsed by punctures dents
penetrating scratches, loose lids, bulging, excessive corrosion or
other damage/deterioration (where possible to inspect).[TSR 5.6.4.b]

Containers are closed , are stored in a manner which will not rupture
the containers or cause them to leak , and show no evidence of
spillage or leakage, such as moisture on the sides or underneath
(where possible to inspect)?

Container top does not have excessive buildup of dirt/debris that
would possibly interfere with the proper operation of the drum’s
ventilation system (such as, clogging of NucFils).

Container marking/labeling is intact, unobscured, legible and in good
_condition (where possible to inspect)?

Third-tier drums are banded horizontally with metal band.
(single drum banded to pallet) [TSR 5.6.4.a]

Comments/Observations:

Operator (print/sign/date{time) (04,4,, A M—XM /:L/.z o/io [/ L;o
FWS (print/sign/date): (,\\, \/ 7 / A —C( %' BRADSLETIENE (75,
\

N

N

- #|"Yes | No|

10

\\\\i

11

NEIC VPO9Z8E01 Before each use, ensuRPHRSApy IS 0Re MoSt Gurrent version,



' Appendix P

Rev.7,Chg. 9 SW-040-043 Page 29 of 57
Inspect CWC & Miscellaneous Buildings

Published Date: 11/08/10 Effective Date: 11/08/10

Appendix A - Weekly CWC RCRA Inspection Checklist

Facthty/Module ?Z:P Time: /SPp Date: /2 /20//
_# | Yes:| No |- N/A | Arealnspection ..~~~ . o L
1 ) Lighting is adequate to complete inspection (where applicable)?
Marker-barricades (chain barricades, chain-link fences, marker
5 / posts, etc.) around faomty/module are intact and in good condition.

Facility/module ground postmgs are intact, unobscured, legible and
in good condition?

| Containment curbing and flooring is free of scratches that penetrate
3 L~ | to the concrete, cracks, or gaps and is sufficiently impervious to -
‘ coniain leaks, sles and accumulated rainfall (where applicable)?

- | Facility/module is generally dry. There is no standing and/or
4 l/ unexpected water or snow accumulation in or around
facility/module?

5 | v Aisle space between rows of containers appears to be at least 36
inches? [FHA SWOC Key 1.3.1.13]
5 | Space between inside waste array zones is > 12 ft and free of

combustibles. [TSR 5.6.4. g}
~# | Yes | No | NIA | Containerlinspection’ =~~~ = = ! P
Container integrity is not compromnsed by punctures dents

penetrating scratches, loose lids, bulging, excessive corrosion or
other damage/deterioraﬁon (where possible to inspect).[TSR 5.6.4.b]

Containers are closed , are stored in a manner which will not rupture
the containers or cause them to leak , and show no evidence of
spillage or leakage, such as moisture on the sides or underneath
(where possible to inspect)?

-~ Container top does not have excessive buildup of dirt/debris that

NN

-9 v | would possibly interfere with the proper operation of the drum’s
ventilation system (such as, clogging of NucFils).
10 \/ Container marking/labeling is intact, unobscured, legible and in good

.condition (where possible to inspect)?
v~ | Third-tier drums are banded horizontally with metal band.
(single drum banded to pallet) [TSR 5.6.4.a]

Comments/Observations:

Operator (print/sign/date/time) (,/r,,,, W%JMA QW/Z/QD/,D aery
FWS (print/sign/date): %,,X LAY BRADSLETTENE 7" 7 ?,’3’// 2

\
i ( [

11

Before each use, ensufe this-copy I8 the most current version.




Appendix P

Rev. 7,Chg. 9 SW-040-043 Page 29 of 57
Inspect CWC & Miscellaneous Buildings

Published Date: 11/08/10 Effective Date: 11/08/10

Appendix A - Weekly CWC RCRA Inspection Checklist

Facility/Module: < &7-/ Time: G- o Date. /2 sc.. 0
# | Yes | No | N/A | Area Inspection
1 ,/ Lighting is adequate to complete inspection (where applicable)?

Marker-barricades (chain barricades, chain-link fences, marker
posts, etc.) around facility/module are intact and in good condition.

2 > Facility/module ground postings are intact, unobscured, legible and
| in good condition?
Containment curbing and flooring is free of scratches that penetrate
3 _ to the concrete, cracks, or gaps and is sufficiently impervious to

\

contain leaks, spills, and accumulated rainfall (where applicable)?

Facility/module is generally dry. There is no standing and/or
4 unexpected water or snow accumulation in or around
facility/module?

Aisle space between rows of containers appears to be at least 36

\

S | inches? [FHA SWOC Key 1.3.1.13]
6 Space between inside waste array zones is > 12 ft and free of
.~ | combustibles. [TSR 5.6.4.g]

# | Yes | No | N/A | Container Inspection

Container integrity is not compromised by punctures, dents,
-7 penetrating scratches, loose lids, bulging, excessive corrosion or
,/ other damage/deterioration (where possible to inspect).[TSR 5.6.4.b]

Containers are closed , are stored in a manner which will not rupture
the containers or cause them to leak , and show no evidence of

8 spillage or leakage, such as moisture on the sides or underneath
/ (where possible to inspect)?
Container top does not have excessive buildup of dirt/debris that
9 would possibly interfere with the proper operation of the drum’s
.~ | ventilation system (such as, clogging of NucFils).
10 ~Container marking/labeling is intact, unobscured, legible and in gooed
/ condition (where possible to inspect)?

11 Third-tier drums are banded horizontally with metal band.
/ (single drum banded to pallet) [TSR 5.6.4.a]
Comments/Observations:

VZ an

Z. ya
Operator (print/sign/datejtime); ~MICHAEL KIEHY 227 - e c 2
FWS (print/sign/date). {) >\ 1Y BRADSLETTENE |,/ ¢[/)
M AN — i }

NEIC VPUSZSE0T Before each use, ensure t%géc‘ob‘fl 15 the'most current version.



Appendix P

Rev.7,Chg. 9

Published Date: 11/08/10

SW-040-043 Page 29 of 57

Inspect CWC & Miscellaneous Buildings

Effective Date: 11/08/10

Appendix A - Weekly CWC RCRA Inspection Checklist

Facility/Module <&~ % Time:or-zo Date,zz o0
# | Yes | No Area Inspection
1 Lighting is adequate to complete inspection (where applicable)?
Marker-barricades (chain barricades, chain-link fences, marker
5 posts, etc.) around facility/module are intact and in good condition.
» Facility/module ground postings are intact, unobscured, legible and
e in good condition?
Containment curbing and flooring is free of scratches that penetrate
3 » to the concrete, cracks, or gaps and is sufficiently impervious to
,,/ contain leaks, spills, and accumulated rainfall (where applicable)?
Facility/module is generally dry. There is no standing and/or
4 B unexpected water or snow accumulation in or around
/ facility/module?
5 Aisle space between rows of containers appears to be at least 36
.~ |inches? [FHA SWOC Key 1.3.1.13]
5 Space between inside waste array zones is > 12 ft and free of
.~ | combustibles. [TSR 5.6.4.g]
# | Yes | No | N/A | Container Inspection
Container integrity is not compromised by punctures, dents,
7 L penetrating scratches, loose lids, bulging, excessive corrosion or
,/ other damage/deterioration (where possible to inspect).[TSR 5.6.4.b]
Containers are closed , are stored in a manner which will not rupture
8 | the containers or cause them to leak , and show no evidence of
_spillage or leakage, such as moisture on the sides or underneath
/ (where possible to inspect)?
Container top does not have excessive buildup of dirt/debris that
9 Lwould possibly interfere with the proper operation of the drum’s
/ ventilation system (such as, clogging of NucFils).
10 | Container marking/labeling is intact, unobscured, legible and in good
,,/ condition (where possible to inspect)?
11 Third-tier drums are banded horizontally with metal band.

(single drum banded to paliet) [TSR 5.6.4.a]

Comments/Observations:

M

Operator (print/sign/date/time)( “WICHAEL KIEHN 227 =~ 2~ ¢ . o o= |

FWS (printsign/date): O > \/ (A LCTT=_  BRADSLETTENE |7 (26,0

Page:2#7eh308 Hanfowd Eederal-Eacility

NEIE Y PO926EST
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Appendix P

Rev. 7, Chg. 9

Published Date: 11/08/10

SW-040-043 Page 29 of 57

Inspect CWC & Miscellaneous Buildings

Effective Date: 11/08/10

Appendix A - Weekly CWC RCRA Inspection Checklist

Facility/Module: /=4’ /~ Times/7 Date,/s_so 0
# | Yes | No Area Inspection
1 L Lighting is adequate to complete inspection (where applicable)?
Marker-barricades (chain barricades, chain-link fences, marker
5 posts, etc.) around facility/module are intact and in good condition.
- Facility/module ground postings are intact, unobscured, legible and
/ in good condition?
Containment curbing and flooring is free of scratches that penetrate
3 _to the concrete, cracks, or gaps and is sufficiently impervious to
contain leaks, spills, and accumulated rainfall (where applicable)?
Facility/module is generally dry. There is no standing and/or
4 L unexpected water or snow accumulation in or around
/ facility/module?
5 | Aisle space between rows of containers appears to be at least 36
.~ |inches? [FHA SWOC Key 1.3.1.13]
6 | Space between inside waste array zones is > 12 ft and free of
L~ | combustibles. [TSR 5.6.4.g]
# | Yes | No Container Inspection
Container integrity is not compromised by punctures, dents,
7 - penetrating scratches, loose lids, bulging, excessive corrosion or
,/ other damage/deterioration (where possible to inspect).[TSR 5.6.4.b]
Containers are closed , are stored in a manner which will not rupture
8 the containers or cause them to leak , and show no evidence of
L spillage or leakage, such as moisture on the sides or underneath
/ (where possible to inspect)?
Container top does not have excessive buildup of dirt/debris that
9 L would possibly interfere with the proper operation of the drum'’s
/ ventilation system (such as, clogging of NucFils).
10 // Container marking/labeling is intact, unobscured, legible and in good

condition (where possible to inspect)?

11

Third-tier drums are banded horizontally with metal band.
(single drum banded to pallet) [TSR 5.6.4.a]

Comments/Observations:

MNA

) 2. Z.
Operator (print/sign/date/time): MICHM;K!EHW/ 425850  Svers

FWS (printisign/date): £ 5._ “\/J( L E6—

BRAD SLETTENE 17 |25/

NETC VFUIZOEUT

Before each use, ensure M7s Copy 15 96 MoSt current version.




Appendix P

Rev. 7,Chg. 8 SW-040-043 Page 29 of 57
Inspect CWC & Miscellaneous Buildings

Published Date: 11/08/10 Effective Date: 11/08/10

Appendix A - Weekiy CWC RCRA Inspection Checklist

Facility/ModuleS/ﬁ—/ Time. /o 49 Date: £ £~/
# | Yes | No | N/A | Area Inspection
1 e Lighting is adequate to complete inspection (where applicable)?

L

Marker-barricades (chain barricades, chain-link fences, marker
posts, etc.) around facility/module are intact and in good condition.
Facility/module ground postings are intact, unobscured, legible and
in good condition?

Containment curbing and flooring is free of scratches that penetrate
3 - to the concrete, cracks, or gaps and is sufficiently impervious to
contain leaks, spills, and accumulated rainfall (where applicable)?

Facility/module is generally dry. There is no standing and/or

4 P _ unexpected water or snow accumulation in or around
el facility/module?
5 _Aisle space between rows of containers appears to be at least 36
.~ | inches? [FHA SWOC Key 1.3.1.13]

Space between inside waste array zones is > 12 ft and free of
| combustibles. [TSR 5.6.4.g]
# | Yes | No | N/A | Container Inspection ;
Container integrity is not compromised by punctures, dents,
7 penetrating scratches, loose lids, bulging, excessive corrosion or
.~ | other damage/deterioration (where possible to inspect).[TSR 5.6.4.b]
Containers are closed , are stored in a manner which will not rupture
the containers or cause them to leak , and show no evidence of
- | spillage or leakage, such as moisture on the sides or underneath
// (where possible to inspect)?
Container top does not have excessive buildup of dirt/debris that
S would possibly interfere with the proper operation of the drum’s
/ ventilation system (such as, clogging of NucFils).
| Container marking/labeling is intact, unobscured, legible and in good
,/ condition (where possible to inspect)?
11 _Third-tier drums are banded horizontally with metal band.

/ (single drum banded to pallet) [TSR 5.6.4.a]

Comments/Observations:

10

M

Z ,
Operator (print/sign/date/ime): MICH&yKiEHWM/ké—// Soubs”

FWS (print/signidate): {25 ~X X LA BRADSLETIENE ; /  ~
£ A [ '
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Appendix P

Rev. 7,Chg. 9 SW-040-043 ' Page 29 of 57
Inspect CWC & Miscellaneous Buildings

Published Date: 11/08/10 ‘ Effective Date: 11/08/10

Appendix A - Weekly CWC RCRA Inspection Checklist

Facility/Module <<%~ 2 Time, /0, 2¢ Date £ 4~/
# | Yes | No | N/A | Area Inspection

1 é/ Lighting is adequate to complete inspection (where applicable)?
Marker-barricades (chain barricades, chain-link fences, marker
5 posts, etec.) around facility/module are intact and in good condition.
| Facility/module ground postings are intact, unobscured, legible and

] in good condition?

Containment curbing and flooring is free of scratches that penetrate

to the concrete, cracks, or gaps and is sufficiently impervious to
contain leaks, spills, and accumulated rainfall (where applicable)?
Facility/module is generally dry. There is no standing and/or

4 L unexpected water or snow accumulation in or around
facility/module?

5 _Aisle space between rows of containers appears to be at least 36

.~ | inches? [FHA SWOC Key 1.3.1.13] -

| Space between inside waste array zones is > 12 ft and free of

.~ | combustibles. [TSR 5.6.4.g]

# | Yes | No | N/A | Container Inspection

’ Container integrity is not compromised by punctures, dents,

7 penetrating scratches, loose lids, bulging, excessive corrosion or

/ other damage/deterioration (where possible to inspect).[TSR 5.6.4.b]
Containers are closed , are stored in a manner which will not rupture

the containers or cause them to leak , and show no evidence of

 spillage or leakage, such as moisture on the sides or underneath

,/ (where possible to inspect)?

Container top does not have excessive buildup of dirt/debris that

9 4 | would possibly interfere with the proper operation of the drum’s

ventilation system (such as, clogging of NucFils).

| Container marking/labeling is intact, unobscured, legible and in good

I/
10 / condition (where possible to inspect)?

\

\

LT hird-tier drums are banded horizontally with metal band.
(single drum banded to pallet) [TSR 5.6.4.a]

Comments/Observations:

11

Vi
s .
Operator (print/sign/datg/fime)~ M EL > 77‘////,{_/ oz
FWS (print/sign/date): () 7 BRAD SLETTENE ]| [,
‘ v 1
NEIC VP0928E01 Page 280 of 308 Hanford Federal Facility
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Appendix P

Rev. 7, Chg. 9 SW-040-043 Page 29 of 57
inspect CWC & Miscellaneous Buildings

Published Date: 11/08/10 Effective Date: 11/08/10

Appendix A - Weekly CWC RCRA Inspection Checkiist

Facility/Module: /~%’ /- Time: /5 o/ Date ce= /
" # | Yes | No | NJA | Area Inspection

1 Lighting is adequate to complete inspection (where applicable)?
Marker-barricades (chain barricades, chain-link fences, marker
posts, etc.) around facility/module are intact and in good condition.
Facility/module ground postings are intact, unobscured, legible and
| in good condition?
Containment curbing and flooring is free of scratches that penetrate
3 _to the concrete, cracks, or gaps and is sufficiently impervious to
| contain leaks, spills, and accumulated rainfall (where applicable)?
Facility/module is generally dry. There is no standing and/or
4 = unexpected water or snow accumulation in or around
. facility/module?
5 Aisle space between rows of containers appears to be at least 36

| inches? [FHA SWOC Key 1.3.1.13]

Space between inside waste array zones is > 12 ft and free of
.~ | combustibles. [TSR 5.6.4.g]
# | Yes | No | N/A | Container Inspection
Container integrity is not compromised by punctures, dents,
7 penetrating scratches, loose lids, bulging, excessive corrosion or
- other damage/deterioration (where possible to inspect).[TSR 5.6.4.b]
Containers are closed , are stored in a manner which will not rupture
the containers or cause them to leak , and show no evidence of

L

8 i spillage or leakage, such as moisture on the sides or underneath
p (where possible to inspect)?
Container top does not have excessive buildup of dirt/debris that
9 - would possibly interfere with the proper operation of the drum'’s
/ ventilation system (such as, clogging of NucFils).
10 . Contg?ner marking/iabgiing ig intact, unobscured, legible and in good
e condition (where possible to inspect)?
11 Third-tier drums are banded horizontally with metal band.
/ (single drum banded to pallet) [TSR 5.6.4.a]

Comments/Observations:

MY

W2t o BN / Z.
Operator (print/sign/datetime)~ WIQHAEL R ‘ e A5
FWS (print/sign/date): OM \/U( __BRAD SLETTENE \\Q\ \|
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Appendix P

Rev. 7,Chg. S SW-040-043 Page 29 of 57
Inspect CWC & Miscellaneous Buildings

Published Date: 11/08/10 Effective Date: 11/08/10

Appendix A - Weekly CWC RCRA inspection Checklist

Facility/Module S &7~/ Time:'S— 52 Date: /.y /
# | Yes | No | N/A | Area Inspection
1 ,/ Lighting is adequate to complete inspection (where applicable)?

Marker-barricades (chain barricades, chain-link fences, marker

posts, etc.) around facility/module are intact and in good condition.
- : Facility/module ground postings are intact, unobscured, legible and

" in good condition?

Containment curbing and flooring is free of scratches that penetrate

3 | to the concrete, cracks, or gaps and is sufficiently impervious to

contain leaks, spills, and accumulated rainfall (where applicable)?

Facility/module is generally dry. There is no standing and/or
unexpected water or snow accumulation in or around
facility/module?

Aisle space between rows of containers appears to be at least 36
.~ |inches? [FHA SWOC Key 1.3.1.13]

6 | Space between inside waste array zones is > 12 ft and free of
.~ | combustibles. [TSR 5.6.4.9]

# | Yes | No | N/A | Container Inspection

Container integrity is not compromised by punctures, dents,
7 | penetrating scratches, loose lids, bulging, excessive corrosion or
,/ other damage/deterioration (where possible to inspect).[TSR 5.6.4.b]

Containers are closed , are stored in a manner which will not rupture
the containers or cause them to leak , and show no evidence of

- | spillage or leakage, such as moisture on the sides or underneath
.| (where possible to inspect)?

Container top does not have excessive buildup of dirt/debris that

9 would possibly interfere with the proper operation of the drum'’s
.~ | ventilation system (such as, clogging of NucFils).

Container marking/labeling is intact, unobscured, legible and in good

\

\

10

, condition (where possible to inspect)?
11 Third-tier drums are banded horizontally with metal band.
/ (single drum banded to pallet} [TSR 5.6.4.a]

Comments/Observations:

W am

pa .
Operator (print/sign/dag@ime)™ MICRAEL KiEHW/ St S oz

FWS (print/sign/date). \QA—~< | X A (A BRADSLETTENE , [, [ |,
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Appendix P

Rev.7,Chg. 9 SW-040-043 Page 29 of 57
Inspect CWC & Miscellaneous Buildings

Published Date: 11/08/10 Effective Date: 11/08/10

Appendix A - Weekly CWC RCRA Inspection Checklist

Facility/Module </~ 2 Timess: sz Date./—//_//
# | Yes | No | N/A | Area Inspection
1 ,// Lighting is adequate to complete inspection (where applicable)?
Marker-barricades (chain barricades, chain-link fences, marker
9 posts, etc.) around facility/module are intact and in good condition.

Facility/module ground postings are intact, unobscured, legible and
in good condition?

Containment curbing and flooring is free of scratches that penetrate
3 to the concrete, cracks, or gaps and is sufficiently impervious to
contain leaks, spills, and accumulated rainfall (where applicable)?

Facility/module is generally dry. There is no standing and/or

\

\

4 - unexpected water or snow accumulation in or around
e facility/module?
5 | Aisle space between rows of containers appears to be at least 36
, .~ | inches? [FHA SWOC Key 1.3.1.13]
6 Space between inside waste array zones is > 12 ft and free of

,_— combustibles. [TSR 5.6.4.9]
# | Yes | No | N/A | Container inspection

Container integrity is not compromised by punctures, dents,
7 | penetrating scratches, loose lids, bulging, excessive corrosion or
.~ | other damage/deterioration (where possible to inspect).[TSR 5.6.4.b]

Containers are closed , are stored in a manner which will not rupture
the containers or cause them to leak , and show no evidence of

| spillage or leakage, such as moisture on the sides or underneath
..~ | (where possible to inspect)?

Container top does not have excessive buildup of dirt/debris that
9 , _would possibly interfere with the proper operation of the drum’s
,/ ventilation system (such as, clogging of NucFils).

_Container marking/labeling is intact, unobscured, legible and in good

10 ,/ condition (where possible {o inspect)?
11 Third-tier drums are banded horizontally with metal band.
/ (single drum banded to pallet) [TSR 5.6.4.a]

Comments/Observations:

L

: s
Operator (print/sign/date/fiMe). MISHAELRIEHNEZ oz s fors)  oinz
S X AT

FWS (print/sign/date). BRAD SLETTENE 1 _//?/{ i
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Appendix P

Rev. 7, Chg. 9

Published Date: 11/08/10

SW-040-043 Page 29 of 57

Inspect CWC & Miscellaneous Buildings

Effective Date: 11/08/10

NEIC VP0928E01

Appendix A - Weekly CWC RCRA inspection Checklist
Facility/Module: /':/2/—'D , Timess- 2z, Date. p—//—,
# | Yes | No | ‘N/JA | Area Inspection
1 ,// Lighting is adequate to complete inspection (where applicable)?
; Marker-barricades (chain barricades, chain-link fences, marker
5 posts, etc.) around facility/module are intact and in good condition.
B Facility/module ground postings are intact, unobscured, legible and
e in good condition?
Containment curbing and flooring is free of scratches that penetrate
3 | to the concrete, cracks, or gaps and is sufficiently impervious to
' | contain leaks, spills, and accumulated rainfall (where applicable)?
Facility/module is generally dry. There is no standing and/or
4 > unexpected water or snow accumulation in or around
e facility/module?
5 Aisle space between rows of containers appears to be at least 36
| inches? [FHA SWOC Key 1.3.1.13]
6 _Space between inside waste array zones is > 12 ft and free of
.~ | combustibles. [TSR 5.6.4.g]
# | Yes | No | N/A | Container Inspection
Container integrity is not compromised by punctures, dents,
7 L penetrating scratches, loose lids, bulging, excessive corrosion or
,/ other damage/deterioration (where possible to inspect).[TSR 5.6.4.b]
Containers are closed , are stored in a manner which will not rupture
8 the containers or cause them to leak , and show no evidence of
» spillage or leakage, such as moisture on the sides or underneath
/ (where possible to inspect)?
Container top does not have excessive buildup of dirt/debris that
9 L would possibly interfere with the proper operation of the drum’s
/ ventilation system (such as, clogging of NucFils).
10 L Conta@ner marking/labglmg ig intact, unobscured, legible and in good
/ condition (where possible to inspect)?
11 | Fhird-tier drums are banded horizontally with metal band.
/ (single drum banded to pallet) [TSR 5.6.4.a]
Comments/Observations:
7z
. 2 2.
Operator (print/sign/dafeltime): ,M{CHAﬁl,. K}EHW‘ ey
FWS (print/sign/date). X L >~ | X LA %RAD SLETTENE 1? /2 j gl/
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Appendix P

Rev. 7, Chg. 9 ‘ SW-040-043 Page 29 of 57
inspect CWC & Miscellaneous Buildings

Published Date: 11/08/10 Effective Date: 11/08/M10

Appendix A - Weekly CWC RCRA inspection Checklist

Facxhty/Module‘S‘/ﬂ / Timeg y$— Date ,~9—r/
# | Yes | No | N/A | Area Inspection
1 ,/ Lighting is adequate to complete inspection (where applicable)?

Marker-barricades (chain barricades, chain-link fences, marker
posts, etc.) around facility/module are intact and in good condition.

2 L Facility/module ground postings are intact, unobscured, legible and
,/ in good condition?
Containment curbing and flooring is free of scratches that penetrate
3 - to the concrete, cracks, or gaps and is sufficiently impervious to
e contain leaks, spills, and accumulated rainfall (where applicable)?

Facility/module is generally dry. There is no standing and/or
4 B unexpected water or snow accumulation in or around
facility/module?

N

Aisle space between rows of containers appears to be at least 36
inches? [FHA SWOC Key1.3.1.13]

| Space between inside waste array zones is > 12 ft and free of
“combustibles. [TSR 5.6.4.9]

f\\

# | Yes | No | NJA | Container Inspection

Container integrity is not compromised by punctures, dents,
7 ’ | penetrating scratches, loose lids, bulging, excessive corrosion or
" other damage/deterioration (where possible to inspect). [TSR 5.6.4.b]

N

Containers are closed , are stored in a manner which will not rupture
8 the containers or cause them to leak , and show no evidence of
- | spillage or leakage, such as moisture on the sides or underneath

.~ | (where possible to inspect)?
- | Container top does not have excessive buildup of dirt/debris that
9 | would possibly interfere with the proper operation of the drum'’s
/ ventilation system (such as, clogging of NucFils).
10 Container marking/labeling is intact, unobscured, legible and in good
/ condition (where possible to inspect)?
11  Third-tier drums are banded horizontally with metal band.
/ (single drum banded to pallet) [TSR 5.6.4.a]

Comments/Observations:

Y

Operator(prmtls;gn/dat,ef\ttme)r\MI@}AELKIEW%/ ~ e P

FWS (prmt/sxgn/date S NV ATT—  BRAD SLETTENE | ,q( L
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Appendix P

Rev. 7, Chg. 9 SW-040-043 Page 29 of 57
Inspect CWC & Miscellaneous Buildings

Published Date: 11/08/10 Effective Date: 11/08/10

Appendix A - Weekly CWC RCRA Inspection Checklist

Facmty/l\nodule: YA Time= v o—o» Date/—s2 /,

# | Yes | No | N/A | Area Inspection
11, Lighting is adequate to complete inspection (where applicable)?

Marker-barricades (chain barricades, chain-link fences, marker
posts, etc.) around facility/module are intact and in good condition.

2 B Facility/module ground postings are intact, unobscured, legible and
| in good condition?
Containment curbing and flooring is free of scratches that penetrate
3 - to the concrete, cracks, or gaps and is sufficiently impervious to
) contain leaks, spills, and accumulated rainfall (where applicable)?

Facility/module is generally dry. There is no standing and/or
4 ‘ unexpected water or snow accumulation in or around

// facility/module?
5 - Aisle space between rows of containers appears to be at least 36
' . —inches? [FHA SWOC Key 1.3.1.13]
6 Space between inside waste array zones is > 12 ft and free of
, rcombustibles. [TSR 5.6.4.9]

# | Yes | No N/A | Container inspection

Container integrity is not compromised by punctures, dents,

7 npenetrating scratches, loose lids, bulging, excessive corrosion or

' other damage/deterioration (where possible to inspect) [TSR 5.6.4.b]
Containers are closed , are stored in a manner which will not rupture
the containers or cause them to leak , and show no evidence of
spillage or leakage, such as moisture on the sides or underneath
(where possible to inspect)?

Container top does not have excessive buildup of dirt/debris that
_would possibly interfere with the proper operation of the drum’s
ventilation system (such as, clogging of NucFils).

Container marking/labeling is intact, unobscured, legible and in good
condition (where possible to inspect)?

Third-tier drums are banded horizontally with metal band.

(single drum banded to pallet) [TSR 5.6.4.a]

Comments/Observations:

10

11

AN NN

M

, ] e ,
Operator (print/sign/dateiime). ~ M}C}MELKE%WZ/%%/ LSt ) P P

FWS (printsign/date). O X ) BRAD SLETTENE \| (o
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'Appendix P

Rev. 7, Chg. 9 SW-040-043 Page 29 of 57
Inspect CWC & Miscellaneous Buildings

Published Date: 11/08/10 , Effective Date: 11/08/10

Appendix A - Weekly CWC RCRA Inspection Checklist

Facility/Module: /=% /- » Time: 9,/ /£ Date: /—/$—//
# | Yes | No | N/A | Area Inspection '
1 , Lighting is adequate to complete inspection (where applicabie)?

Marker-barricades (chain barricades, chain-link fences, marker
posts, etc.) around facility/module are intact and in good condition.
Facility/module ground postings are intact, unobscured, legible and
in good condition? :

Containment curbing and flooring is free of scratches that penetrate
3 _to the concrete, cracks, or gaps and is sufficiently impervious to
.| contain leaks, spills, and accumulated rainfall (where applicable)?

Facility/module is generally dry. There is no standing and/or

4 P unexpected water or snow accumulation in or around
‘ e facility/module?
5 B Aisle space between rows of containers appears to be at least 36
L inches? [FHA SWOC Key 1.3.1.13] .

5  Space between inside waste array zones is > 12 ft and free of

, “combustibles. [TSR 5.6.4.9]
# | Yes | No | NJA | Container Inspection
Container integrity is not compromised by punctures, dents,
7 penetrating scratches, loose lids, bulging, excessive corrosion or
other damage/deterioration (where possible to inspect).[TSR 5.6.4.b]
Containers are closed , are stored in a manner which will not rupture
the containers or cause them to leak , and show no evidence of

8 | spillage or leakage, such as moisture on the sides or underneath
L~ (where possible to inspect)?
Container top does not have excessive buildup of dirt/debris that
9 " would possibly interfere with the proper operation of the drum’s
/ ventilation system (such as, clogging of NucFils).
10 B Container marking/labeling is intact, unobscured, legible and in good
Ty, condition (where possible to inspect)?

11 _Third-tier drums are banded horizontally with metal band.
| (single drum banded to pallet) [TSR 5.6.4.a] |

Comments/Observations:

Zan

Operator (print/sign/dateffime)\ MICHAEL KlEHNWM//ﬁ’;‘// 2.
FWS (print/sign/date): OS5 X ’\X/(/C/'tj:—»———— BRAD SLETTENE g / {
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Appendix P

Rev. 7, Chg. 9 SW_040_043 Page 29 of 57
Inspect CWC & Miscellaneous Buildings

Published Date: 11/08/10 Effective Date: 11/08/10

Appendix A - Weekly CWC RCRA inspection Checklist

Facility/Module. S &7~/ Time./#sC Date/2st 2
# | Yes | No | NJA | Area Inspection
1 ,/ Lighting is adequate to complete inspection (where applicable)?

Marker-barricades (chain barricades, chain-link fences, marker
posts, etc.) around facility/module are intact and in good condition.
Facility/module ground postings are intact, unobscured, legible and
in good condition”?

Containment curbing and flooring is free of scratches that penstrate
L~ to the concrete, cracks, or gaps and is sufficiently impervious to
contain leaks, spills, and accumulated rainfall (where applicable)?

Facility/module is generally dry. There is no standing and/or

- unexpected water or snow accumulation in or around
facility/module?

| Aisle space between rows of containers appears to be at least 36
inches? [FHA SWOC Key1.3.1.13]

AN

Space between inside waste array zones is > 12 ft and free of
combustibles. [TSR 5.6.4.9]

\ \

e
-<
®
®
o
Z
=

| Gontainer Inspection

Container integrity is not compromised by punctures, dents,

7 | penetrating scratches, loose lids, bulging, excessive corrosion or
other damage/deterioration (where possible to inspect).[TSR 5.6.4.b]
Containers are closed , are stored in a manner which will not rupture
the containers or cause them to leak , and show no evidence of
spillage or leakage, such as moisture on the sides or underneath
(where possible to inspect)?

Container top does not have excessive buildup of dirt/debris that
would possibly interfere with the proper operation of the drum’s
ventilation system (such as, clogging of NucFils).

LContainer marking/labeling is intact, unobscured, legible and in good
condition (where possible to inspect)?

10

Third-tier drums are banded horizontally with metal band.
(single drum banded to pallet) [TSR 5.6.4.a]

Comments/Observations:

11

MANCN N

§

Operator (print/sign/daté/ijme): /M'CHFFMK‘EHD%%%/ 2B

FWS (print/sign/date); @j\% VAL — BRAD SLETTENE l/ZV/ Y
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Appendix P

Rev.7,Chg. 9 SW-040-043 Page 29 of 57
inspect CWC & Miscellaneous Buildings

Published Date: 11/08/10 ‘ : Effective Date: 11/08/10

Appendix A - Weekly CWC RCRA Inspection Checklist

Facility/Module <%~ 2 Time, /¢ v& Date/_ ¢
# | Yes | No | N/A | Area Inspection
1 // Lighting is adequate to complete inspection (where applicable)?

Marker-barricades (chain barricades, chain-link fences, marker
5 : posts, etc.) around facility/module are intact and in-good condition.
| Facility/module ground postings are intact, unobscured, legible and

in good condition?
Containment curbing and flooring is free of scratches that penetrate
o to the concrete, cracks, or gaps and is sufficiently impervious to
contain leaks, spills, and accumulated rainfall (where applicable)?
Facility/module is generally dry. There is no standing and/or
- unexpected water or snow accumulation in or around
facility/module?
_Aisle space between rows of containers appears to be at least 36
inches? [FHA SWOC Key 1.3.1.13]
| Space between inside waste array zones is > 12 ft and free of
combustibles. [TSR 5.6.4.g]
Container Inspection
Container integrity is not compromised by punctures, dents,
7 ‘ penetrating scratches, loose lids, bulging, excessive corrosion or
other damage/deterioration (where possible to inspect).[TSR 5.6.4.b]
Containers are closed , are stored in a manner which will not rupture
the containers or cause them to leak , and show no evidence of
_spillage or leakage, such as moisture on the sides or underneath
(where possible to inspect)?
Container top does not have excessive buildup of dirt/debris that
would possibly interfere with the proper operation of the drum'’s
ventilation system (such as, clogging of NucFils).

Container marking/labeling is intact, unobscured, legible and in good
condition (where possible to inspect)?

Third-tier drums are banded horizontally with metal band.

(single drum banded to paliet) [TSR 5.6.4.a]

Comments/Observations:

AN

S \ \
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Operator (prmtlsugn/dat&;fl’k\lme .~ MIGHAEL KIEﬁW /2 ST
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Appendix P

Rev. 7, Chg. 9 SW-040-043 Page 29 of 57
Inspect CWC & Miscellaneous Buildings

Published Date: 11/08/10 4 Effective Date: 11/08/10

Appendix A - Weekly CWC RCRA Inspection Checkiist

Facility/ModuIe:/:/?/D : Time: /3 70 Date./- 2=,/
~# | Yes | No | ‘N/A | Area Inspection '
1 e Lighting is adequate to complete inspection (where applicable)?

Marker-barricades (chain barricades, chain-link fences, marker
posts, etc.) around facility/module are intact and in good condition.
Facility/module ground postings are intact, unobscured, legible and
L in good condition?

‘ Containment curbing and flooring is free of scratches that penetrate
3 | to the concrete, cracks, or gaps and is sufficiently impervious to
.| contain leaks, spills, and accumulated rainfall (where applicable)?
Facility/module is generally dry. There is no standing and/or
unexpected water or snow accumulation in or around

gy facility/module?
l//

Aisle space between rows of containers appears to be at least 36
inches? [FHA SWOC Key 1.3.1.13]

Space between inside waste array zones is > 12 ft and free of

— 1 combustibles. [TSR 5.6.4.9]

# | Yes | No | NJA | Container inspection

Container integrity is not compromised by punctures, dents,

7 penetrating scratches, loose lids, bulging, excessive corrosion or
other damage/deterioration (where possible to inspect).[TSR 5.6.4.b]
Containers are closed , are stored in a manner which will not rupture

5 the containers or cause them to leak , and show no evidence of
spillage or leakage, such as moisture on the sides or underneath

(where possible to inspect)?

Container top does not have excessive buildup of dirt/debris that
would possibly interfere with the proper operation of the drum's
ventilation system (such as, clogging of NucFils).

Container marking/labeling is intact, unobscured, legible and in good
condition (where possible to inspect)?

Third-tier drums are banded horizontally with metal band.

1 / (single drum banded to pallet) [TSR 5.6.4.a]

Comments/Observations:

L

\

10

\ N\

M

Operator (prinUsign/datﬁtime)-{‘M!CHKﬁwKIEH / [P 2H
FWS (print/sign/date). }() \71)/ /)/\/ __—— BRAD SLETTENE {/1, ‘/
A A \4
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Appendix P

Rev. 7, Chg. 9 SW-040-043 Page 29 of 57
Inspect CWC & Miscellaneous Buildings

Published Date: 11/08/10 Effective Date: 11/08/10

Appendix A - Weekly CWC RCRA Inspection Checklist

Facility/Module,S 42—/ ' TimeSso¢o/ Date- /-,
# | Yes | No | N/A | Area Inspection
1 T Lighting is adequate to complete inspection (where applicable)?

Marker-barricades (chain barricades, chain-link fences, marker
posts, etc.) around facility/module are intact and in good condition.

2 | Facility/module ground postings are intact, unobscured, legible and
. in good condition?
Containment curbing and flooring is free of scratches that penetrate
3 = to the concrete, cracks, or gaps and is sufficiently impervious to
| contain leaks, spills, and accumulated rainfall (where applicable)?

Facility/module is generally dry. There is no standing and/or
4 = unexpected water or snow accumulation in or around
facility/module?

Aisle space between rows of containers appears to be at least 36

\

5 _—{inches? [FHA SWOC Key 1.3.1.13]
5  Space between inside waste array zones is > 12 ft and free of
.| combustibles. [TSR 5.6.4.9]

# | Yes | No | N/A | Container Inspection

Container integrity is not compromised by punctures, dents,

7 | penetrating scratches, loose lids, bulging, excessive corrosion or
other damage/deterioration (where possible to inspect).[TSR 5.6.4.b]
Containers are closed , are stored in a manner which will not rupture
the containers or cause them to leak , and show no evidence of

\

8 | spillage or leakage, such as moisture on the sides or underneath
L (where possible to inspect)?
Container top does not have excessive buiidup of dirt/debris that
9 | would possibly interfere with the proper operation of the drum's
/ ventilation system (such as, clogging of NucFils).
10 ,Contggner marking/labgling i; intact, unobscured, legible and in good
/ condition (where possible to inspect)?
11 Third-tier drums are banded horizontally with metal band.
. (single drum banded to pallet) [TSR 5.6.4.a]

Comments/Observations:

W%
Operator (print/sign/data/timge); MIQHAEL}(!EHN%%{{@Z,VK S
FWS (print/sign/date)Q 2 %/ 1|/ (=" BRADSL E Ly
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Appendix P

Rev. 7,Chg. 9 SW_040_043 Page 29 of 57
Inspect CWC & Miscellaneous Buildings

Published Date: 11/08/10 Effective Date: 11/08/10

Appendix A - Weekly CWC RCRA Inspection Checklist

Facility/Module <<%+ 2 TimeS-0¢ Date.g. 2/
# | Yes | No | NIA | Area Inspection
1 p B Lighting is adequate to complete inspection (where applicable)?

Marker-barricades (chain barricades, chain-link fences, marker
posts, etc.) around facility/module are intact and in good condition.

2 i ’ Facility/module ground postings are intact, unobscured, legible and
o in good condition?
‘ Containment curbing and flooring is free of scratches that penetrate
3 o to the concrete, cracks, or gaps and is sufficiently impervious to

contain leaks, spills, and accumulated rainfall (where applicable)?
Facility/module is generally dry. There is no standing and/or

NN

4 . unexpected water or snow accumulation in or around
facility/module?
5  Alsle space between rows of containers appears to be at least 36
.~ |inches? [FHA SWOC Key 1.3.1.13]
5 Space between inside waste array zones is > 12 ft and free of
.~ combustibles. [TSR 5.6.4.9]

# | Yes | No | N/A | Container Inspecfion

Container integrity is not compromised by punctures, dents,
7 penetrating scratches, loose lids, bulging, excessive corrosion or
' other damage/deterioration (where possible to inspect) [TSR 5.6.4.b]

Containers are closed , are stored in a manner which will not rupture
the containers or cause them to leak , and show no evidence of
spillage or leakage, such as moisture on the sides or underneath
(where possible to inspect)?

Container top does not have excessive buildup of dirt/debris that
would possibly interfere with the proper operation of the drum’s

1
/
| // ventilation system (such as, clogging of NucFils).

| Container marking/labeling is intact, unobscured, legible and in good
condition (where possible to inspect)?

11 Third-tier drums are banded horizontally with metal band,
| (single drum banded to pallet) [TSR 5.6.4.a]

Comments/Observations:

10

Operator(prmt/mgnlda;a{tlme)\ %@-IAEL KIEH DDA P’ag/ l
FWS (prmt/sugn/date ’)M BRAD SLETTENE 7| \{ \
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Appendix P

Rev.7,Chg. 9 SW-040-043 Page 28 of 57
inspect CWC & Miscellaneous Buildings

Published Date: 11/08/10 Effective Date: 11/08/10

Appendix A - Weekly CWC RCRA Inspection Checklist

Facility/Module: /&~ ‘ Time:g- 2 2 Date, s_._//
# | Yes | No | ‘N/A | Area Inspection
1 | , Lighting is adequate to complete inspection (where applicabie)?

Marker-barricades (chain barricades, chain-link fences, marker
posts, etc.) around facility/module are intact and in good condition.
Facility/module ground postings are intact, unobscured, legible and
L in good condition?

‘ Containment curbing and flooring is free of scratches that penetrate
3 l@the concrete, cracks, or gaps and is sufficiently impervious to
‘ .~ | contain leaks, spills, and accumulated rainfall (where applicable)?

Facility/module is generally dry. There is no standing and/or
unexpected water or snow accumulation in or around

Aisle space between rows of containers appears to be at least 36

L—"
inches? [FHA SWOC Key 1.3.1.13]

e facility/module?
l//

Space between inside waste array zones is > 12 ft and free of
.~ combustibles. [TSR 5.6.4.g]

# | Yes | No | NJA | Container Inspection

Container integrity is not compromised by punctures, dents,
penetrating scratches, loose lids, bulging, gxcessive corrosion or
/ other damage/deterioration (where possible to inspect) [TSR 5.6.4.b]

Containers are closed , are stored in a manner which will not rupture
the containers or cause them to leak , and show no evidence of

8 B spillage or leakage, such as moisture on the sides or underneath

e (where possible to inspect)?
_ Container top does not have excessive buildup of dirt/debris that

9 L~ would possibly interfere with the proper operation of the drum's
,/ ventilation system (such as, clogging of NucFils).

10 » Container marking/labeling is intact, unobscured, legible and in good
/ condition (where possible to inspect)?

11 Third-tier drums are banded horizontally with metal band.

(single drum banded to pallet) [TSR 5.6.4.a]

Comments/Observations:
WPF—

Z L
Operator (print/sign/date/ime){ \ i L 5 Ly S
FWS (print/sign/date). /b\)«)( ] BRAD SLETTENE 7.\ | 4
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Appendix P

Rev. 7,Chg. 9 ' SW-040-043 Page 28 of 57
Inspect CWC & Miscellaneous Buildings

Published Date: 11/08/10 Effective Date: 11/08/10

Appendix A - Weekly CWC RCRA Inspection Checklist

Facility/Module S &7~/ Time/g:22 Date_p.5//
# | Yes | No | N/JA | Area Inspection
1 7 Lighting is adequate to complete inspection (where applicable)?
Marker-barricades (chain barricades, chain-link fences, marker
5 posts, etc.) around facility/moduie are intact and in good condition.
.y Facility/module ground postings are intact, unobscured, legible and
e in good condition? .
Containment curbing and flooring is free of scratches that penetrate
3 > to the concrete, cracks, or gaps and is sufficiently impervious to
| contain leaks, spills, and accumulated rainfall (where applicable)?
Facility/module is generally dry. There is no standing and/or
4 » unexpected water or snow accumulation in or around
e facility/module?
5 Aisle space between rows of containers appears o be at least 36
_~" | inches? [FHA SWOC Key 1.3.1.13]
Space between inside waste array zones is > 12 ft and free of
,/ combustibles. [TSR 5.6.4.9]
# | Yes | No | N/A | Container Inspection
Container integrity is not compromised by punctures, dents,
7 penetrating scratches, loose lids, bulging, excessive corrosion or
/ other damage/deterioration (where possible to inspect).[TSR 5.6.4.b]
Containers are closed , are stored in a manner which will not rupture
8 thc:? containers or cause them to‘ieak ,and shqw no evidence of
- | spillage or leakage, such as moisture on the sides or underneath
.~ | (where possible to inspect)?
Container top does not have excessive buildup of dirt/debris that
9 would possibly interfere with the proper operation of the drum’s
/ ventilation system (such as, clogging of NucFils).
10 Contg?ner marking/iabg]ing i; intact, unobscured, legible and in good
/ condition (where possible to inspect)?
11 : Third-tier drums are banded horizontally with metal band.
/ (single drum banded to pallet) [TSR 5.6.4.a]
Comments/Observations:
MPF—
Operator (print/sign/dage{fimen MIGHAEL KIE!;{MW M_ég Sy S
FWS (print/sign/date): W _—1 X/K/ S BRADSLETTENE 7 \9 |
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Appendix P

Rev.7,Chg. 9

Published Date: 11/08/10

SW"040"043 Page 29 of 57

Inspect CWC & Miscellaneous Buildings

Effective Date: 11/08/10

Appendix A - Weekly CWC RCRA Inspection Checklist

Facility/Module< 2~ 2 Time. /& 2% Date, 7.9,/
# | Yes | No | N/A | Area Inspection
1 ,/ Lighting is adequate to complete inspection (where applicable)?
Marker-barricades (chain barricades, chain-link fences, marker
5 posts, etc.) around facility/module are intact and in good condition.
= Facility/module ground postings are intact, unobscured, legible and
.~ in good condition?
Containment curbing and flooring is free of scratches that penetrate
3 - to the concrete, cracks, or gaps and is sufficiently impervious to
/ contain leaks, spills, and accumulated rainfall (where applicable)?
Facility/module is generally dry. There is no standing and/or
4 - unexpected water or snow accumulation in or around
/ facility/module?
5 | Aisle space between rows of containers appears to be at least 36
.~ |inches? [FHA SWOC Key 1.3.1.13]
5 | Space between inside waste array zones is > 12 ftand free of
.~ | combustibles. [TSR 5.6.4.9]
# | Yes | No | N/A | Container Inspection
Container integrity is not compromised by punctures, dents,
7 .| penetrating scratches, loose lids, bulging, excessive corrosionor
/ other damage/deterioration (where possible to inspect) [TSR 5.6.4.b]
Containers are closed , are stored in a manner which will not rupture
8 thg containers or cause them to'}eak , and shqw no evidence of
_spillage or leakage, such as moisture on the sides or underneath
/ (where possible to inspect)?
\ V Container top does not have excessive buildup of dirt/debris that
9 , would possibly interfere with the proper operation of the drum’s
/ ventilation system (such as, clogging of NuckFils).
10 Contga@ner marking/labgling i; intact, unobscured, legible and in good
/ condition (where possible to inspect)?
1 Third-tier drums are banded horizontally with metal band.
,_~"| (single drum banded to pallet) [TSR 5.6.4.a]
Comments/Observations:
V. -
z .
Operator (print/sign/datgffime); ~MICHAEL KIEHWM}W/ /52
FWS (printisign/date): 1 Jowod 1/ L c—ST=__  BRADSIETTENE 219 | ||
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Appendix P

Rev. 7, Chg. 9

SW-040-043 Page 29 of 57

Inspect CWC & Miscellaneous Buildings

Published Date: 11/08/10 Effective Date: 11/08/10

Appendix A - Weekly CWC RCRA Inspection Checklist

Facility/Module: FP,D

Time: 12~/ Date: 2.2/

# | Yes | No | N/A

Area Inspection

1] 7

Lighting is adequate to complete inspection (where apphcable)

pd

Marker-barricades (chain barricades, chain-link fences, marker
posts, etc.) around facility/module are intact and in good condition.
Facility/module ground postings are intact, unobscured, legible and
in good condition?

3 _to the concrete, cracks, or gaps and is sufficiently impervious to
,// contain leaks, spills, and accumulated rainfall (where applicable)?

Containment curbing and flooring is free of scratches that penetrate

Facility/module is generally dry. There is no standing and/or
unexpected water or snow accumulation in or around
facility/module?

5 ]

Aisle space between rows of containers appears to be at least 36
“inches? [FHA SWOC Key 1.3.1.13]

6 1

_Space between inside waste array zones is > 12 ft and free of

combustibles. [TSR 5.6.4.g]

# | Yes | No | N/A

Container Inspection

Container integrity is not compromised by punctures, dents,
penetrating scratches, loose lids, bulging, excessive corrosion or
other damage/deterioration (where possible to inspect).[TSR 5.6.4.b]

\

Containers are closed , are stored in a manner which will not rupture
the containers or cause them to leak , and show no evidence of
spillage or leakage, such as moisture on the sides or underneath
(where possible to inspect)?

Container top does not have excessive buildup of dirt/debris that
would possibly interfere with the proper operation of the drum'’s
ventilation system (such as, clogging of NucFils).

NN\

10

Container marking/labeling is intact, unobscured, legible and in good
condition (where possible to inspect)?

11 /

Third-tier drums are banded horizontally with metal band.
(single drum banded to pallet) [TSR 5.6.4.a]

Commeqtlebservations:

M

FWS (print/sign/date):

Operator (print/sign/dateftime): erC)l;}AEL KiEHWA/{/;’Q/ /2°0/

A LT . BRADSIETTENE 2\ L

NEIC VP0928E01
ORISR IR
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Appendix P

Rev. 7, Chg. 8

Published Date: 11/08/10

SW-040-043 Page 29 of 57

inspect CWC & Miscellaneous Buildings

Effective Date: 11/08/10

Appendix A - Weekly CWC RCRA Inspection Checklist

Facility/Module S &7~/ Time: Ci s Date: 2 -/¢/-//

#

Yes .

No

NIA

Area Inspection

1

~

Lighting is adequate to complete mspec‘non (where applicable)?

/

Marker-barricades (chain barricades, chain-link fences, marker
posts, etc.) around facility/module are intact and in good condition.
Facility/module ground postings are intact, unobscured, legible and
in good condition?

Containment curbing and flooring is free of scratches that penetrate
to the concrete, cracks, or gaps and is sufficiently impervious to
contain leaks, spills, and accumulated rainfall (where applicable)?

Facility/module is generally dry. There is no standing and/or
unexpected water or snow accumulation in or around
facility/module?

- Aisle space between rows of containers appears to be at least 36
inches? [FHA SWOC Key1.3.1.13]

\

~Space between inside waste array zones is > 12 ft and free of
combustibles. [TSR 5.6.4.9]

Yes

No

| Container Inspection

Contamer integrity is not compromised by punctures, dents,
penetratmg scratches, loose lids, bulging, excessive corrosion or
other damage/deterioration (where possible to inspect).[TSR 5.6.4.b]

Containers are closed , are stored in a manner which will not rupture
Lthe containers or cause them to leak , and show no evidence of
spillage or leakage, such as moisture on the sides or underneath
(where possible to inspect)?

Container top does not have excessive buildup of dirt/debris that

ventilation system (such as, clogging of NucFils).

10

L& ontainer marking/labeling is intact, unobscured, legible and in good
condition (where possible to inspect)?

e
£
/’Would possibly interfere with the proper operation of the drum’s
]

11

/

| Third-tier drums are banded horizontally with metal band.
(single drum banded to pallet) [TSR 5.6.4.a]

Comments/Observations: /UA e dSTe

1

Operator (print/sign/datgiimery 1 ns: & Q‘wy,/éﬁ%ii%ﬂv_r
FWS (print/sign/date): ‘@DAQ/L)(W RAD SLETTENE 7\ "2 |\

g
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Appendix P

Rev. 7, Chg. 9 SW-040-043 Page 29 of 57
Inspect CWC & Miscellaneous Buildings

Published Date: 11/08/10 ‘ Effective Date: 11/08/10

Appendix A - Weekly CWC RCRA Inspection Checklist

Facility/Module </~ 2 Time: G4 &~ Date: 7-/2/-/|
# | Yes | No | N/IA | Area Inspection
1 |, ‘Lighting is adequate to complete inspection (where applicable)?

Marker-barricades (chain barricades, chain-link fences, marker

//@sts etc.) around facility/module are intact and in good condition.
Facility/module ground postings are intact, unobscured, legible and

in good condition?

Containment curbing and flooring is free of scratches that penetrate
to the concrete, cracks, or gaps and is sufficiently impervious to
contain leaks, spills, and accumulated rainfall (where applicable)?

// Facility/module is generally dry. There is no standing and/or
| unexpected water or snow accumulation in or around
facility/module?

5 1 Aisle space between rows of containers appears to be at least 36
inches? [FHA SWOC Key 1.3.1.13]

6 ///Sp/ace between inside waste array zones is > 12 ft and free of
combustibles. [TSR 5.6.4.g]

# | Yes | No | NJA | Container inspection

Container integrity is not compromised by punctures, dents,
7 //penetratmg scratches, loose lids, bulging, excessive corrosion or
other damage/deterioration (where possible to inspect) [TSR 5.6.4.b]

.| Containers are closed , are stored in a manner which will not rupture
8 : ,/ the containers or cause them to leak , and show no evidence of
spillage or leakage, such as moisture on the sides or underneath

(where possible fo inspect)?

Container top does not have excessive buildup of dirt/debris that
9 | _—"Twould possibly interfere with the proper operation of the drum's
ventilation system (such as, clogging of NucFils).

//Container marking/labeling is intact, unobscured, legible and in good

10 condition (where possible to inspect)?

11 //fThird-tier drums are banded horizontally with metal band.
(single drum banded to pallet) [TSR 5.6.4.a]

Comments/Observations: Jo Faste

Operator (print/sign/datéime): 3, odDCurcy ij//ﬂ/t/ /1 /ﬁ\‘ls‘“ /

FWS (printisign/date): )2~ |\ [, A7~ 7 BRADSLETTENE U ,n [y,

CeT T
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Appendix P

Rev. 7,Chg. 9

Published Date: 11/08/10

SW-040-043 Page 29 of 57

Inspect CWC & Miscellaneous Buildings

Effective Date: 11/08/10

Appendix A - Weekly CWC RCRA Inspection Checklist

e

FacilityModule: /&~ Time)3'2 7 Date. p  zyy
# | Yes | No | NJA | Area inspection
(e Lighting is adequate to complete inspection (where applicable)?
Marker-barricades (chain barricades, chain-link fences, marker
5 posts, etc.) around facility/module are intact and in good condition.
L Facility/module ground postings are intact, unobscured, legible and
] in good condition?
. Containment curbing and flooring is free of scratches that penetrate
3 L to the concrete, cracks, or gaps and is sufficiently impervious to
‘ e contain leaks, spills, and accumulated rainfall (where applicable)?
' Facility/module is generally dry. There is no standing and/or
4 unexpected water or snow accumulation in or around
/ facility/module”?
5 Aisle space between rows of containers appears to be at least 36
—1inches? [FHA SWOC Key 1.3.1.13]
5 | Space between inside waste array zones is'> 12 ft and free of
v . —| combustibles. [TSR 5.6.4.9]
# | Yes | No | N/A | Container Inspection
Container integrity is not compromised by punctures, dents, -
7 B penetrating scratches, loose lids, bulging, excessive corrosion or
,/ other damage/deterioration (where possible to inspect).[TSR 5.6.4.b]
- Containers are closed , are stored in a manner which will not rupture
the containers or cause them to leak , and show no evidence of
8 . . .
B spillage or leakage, such as moisture on the sides or underneath
o (where possible to inspect)?
Container top does not have excessive buildup of dirt/debris that
9 B would possibly interfere with the proper operation of the drum'’s
e ventilation system (such as, clogging of NucFils).
10 B Container marking/labeling is intact, unobscured, legible and in good
e condition (where possible to inspect)?
» Third-tier drums are banded horizontally with metal band.

(single drum banded to pallet) [TSR 5.6.4.a]

Comments/Observations:

Y

operator<pnnvs,gn/datmemmcwweaww//gw /337,

NEIC VP0928E01

FWS (print/signidate): nj.\\/ /Xw; BRAD SLETTENE @/( (

¥
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Appendix P

Rev. 7, Chg. 10 SW-040~043 Page 29 of 57
» Inspect CWC & Miscellaneous Buildings

Published Date: 02/17/11 Effective Date: 02/17/11

Appendix A - Weekly CWC RCRA Inspection Checklist
Facility/Module: .S/~

11 (where applicable)?
Marker-barricades (chain barricades, chain-link fences, marker
5 posts, etc.) around facility/module are intact and in good condition,
Facility/module ground postings are intact, unobscured, legible and
in good condition? :
Containment curbing and flooring is free of scratches that penetrate
3 » to the concrete, cracks, or gaps and is sufficiently impervious to
contain leaks, spills, and accumulated rainfall (where applicable)?

Facility/module is generally dry. There is no standing and/or

4 L unexpected water or snow accumulation in or around

facility/module? -

5 - Alisle space between rows of containers appears to be at least 36
o~ |inches? [FHA SWOC Key 1.3.1.13] |

Space between inside waste array zones is' > 12 ft and free of

| | combustibles. [TSR 5.6.4.g]

# | Yes | No| N/t 1

Dateogey

\

\

I\

Container integrity is not compromised by punctures, dents,
| penetrating scratches, loose lids, bulging, excessive corrosion or
other damage/deterioration (where possible to inspect).[TSR 5.6.4.b]

Containers are closed , are stored in a manner which will not rupture
the containers or cause them to leak , and show no evidence of
spillage or leakage, such as moisture on the sides or underneath

el
| (where possible to inspect)?
l/

Container top does not have excessive buildup of dirt/debris that
would possibly interfere with the proper operation of the drum'’s
ventilation system (such as, clogging of NucFils).

Container marking/labeling is intact, unobscured, legible and in good
condition {(where possible to inspect)?.

_Fhird-tier drums are banded horizontally with metal band.
(single drum banded to pallet) [TSR 5.6.4.a]
Comments/Observations: '

10

/
11 /

an

. 2 i
Operator (print/sign/datgRjme): (NICHMBL KEWN 57 & o ooerr  Jermen
FWS (print/sign/date): 13 %" /L L BRAD SLETTENE 1{7 Gyl
. A A}

Before each use, ensure this copy is the most current version.
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Appendix P

Rev. 7, Chg. 10 SW-040~043 Page 29 of 57
Inspect CWC & Miscellaneous Buildings

Published Date: 02/17/11 Effective Date: 02/17/11

Appendix A - Weekly CWC RCRA inspection Checklist

Facility/Module: 42 22 : Time /5255 Date.z. sz .,
# | AreaInspectioti. e TR
1 ,// Lighting is adequate to complete inspection (where applicable)?
Marker-barricades (chain barricades, chain-link fences, marker
5 posts, etc.) around facility/module are intact and in good condition.
> Facility/modulé ground postings are intact, unobscured, legible and
7 in good condition? v
Containment curbing and flooring is free of scratches that penetrate
3 B to the concrete, cracks, or gaps and is sufficiently impervious to
e contain leaks, spills, and accumulated rainfall (where applicable)?
Facility/module is generally dry. There is no standing and/or
4 B unexpected water or snow accumulation in or around

e facility/module?

| Alsle space between rows of containers appears to be at least 36
inches? [FHA SWOC Key 1.3.1.13] :

Space between inside waste array zones is > 12 ft and free of
combustibles. [TSR 5.6.4.9]

# | Yes| No

Container integrity is not compromised by punctures, dents,
penetrating scratches, loose lids, bulging, excessive corrosion or

el
A / other damage/deterioration (where possible to inspect).[TSR 5.6.4.b]
|

Containers are closed , are stored in a manner which will not rupture
the containers or cause them to leak , and show no evidence of
spillage or leakage, such as moisture on the sides or underneath
(where possible to inspect)? '
Container top does not have excessive buildup of dirt/debris that
would possibly interfere with the proper operation of the drum'’s
ventilation system (such as, clogging of NucFils). -

1'0 ﬁContginer marking/labeling ig intact, unobscured, legible and in good
.~ | condition (where possible to inspect)?

- | Third-tier drums are banded horizontally with metal band.

" : / (single drum banded to pallet) [TSR 5.6.4.a]

Comments/Observations:

M~

Z. P
Operator(print/sign/datﬁt\éme): /MICHAE}%IEHW 22 feon
FWS (printisign/date): () 2. T VAT —  BRAD SLETTENE , {,2 NI

Before each use, ensure this copy Is the most current version,

Page 301 of 308 Hanford Federal Facility
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Appendix P

Rev. 7, Chg. 10 SW-040-043 Page 29 of 57
Inspect CWC & Miscellaneous Buildings

Published Date: 02/17/11 : ' Effective Date: 02/17/11

Appendix A - Weekly CWC RCRA Inspection Checklist

Facility/Module: /=2 /2 Times= oo Date; 2 72,/

1 v Lighting is adequate to complete inspection (where applicable)?

Marker-barricades (chain barricades, chain-link fences, marker
posts, etc.) around facility/module are intact and in good condition.
| Facility/module ground postings are intact, unobscured, legible and
e in good condition?

Containment curbing and flooring is free of scratches that penetrate
3 Lto the concrete, cracks, or gaps and is sufficiently impervious to
/ contain leaks, spills, and accumulated rainfall (where applicable)?

Facility/module is generally dry. There is no standing and/or
4 - unexpected water or snow accumulation in or around
el facility/module?

5 | Aisle space between rows of containers appears to be at least 35
| inches? [FHA SWOC Key 1.3.1.13]

LSpace between inside waste array zones is > 12 ft and free of

° |~ combustibles. [TSR 5.6 4.q]
H | Ve I iiw Hihe o

Container integrity is not compromised by punctures, dents,
7 : penetrating scratches, loose lids, bulging, excessive corrosion or
e other damage/deterioration (where possible to inspect).[TSR 5.6.4.b]

Containers are closed , are.stored in a manner which will not rupture
the containers or cause them to leak , and show no evidence of

N spillage or leakage, such as moisture on the sides or underneath
,/ (where possible to inspect)? ‘

Container top does not have excessive buildup of dirt/debris that

9 i would possibly interfere with the proper operation of the drum’s
e ventilation system (such as, clogging of NucFils).

10 » Container marking/labeling is intact, unobscured, legible and in good
| condition (where possible to inspect)?-

11 /Third~tier drums are banded horizontally with metal band.
,/ (single drum banded to pallet) [TSR 5.6.4.a]

Comments/Observations:
M~

’ - L b
Operator (print/sign/datel\;ime)'/\MIC,W),ELKlEHW e ﬁ_ 35_// Pt
FWS (printisign/date): )5 _\J |/f S BRADSLETTENE a1
i v ) T Tt

Before each use, ensure this copy is the most current version,

NEIC VP0928E01 Page 302 of 308

Hanford Federal Facility




Appendix P

Rev. 7, Chg. 10 SW-040-043 Page 29 of 57
Inspect CWC & Miscellaneous Buildings

Published Date: 02/17/11 Effective Date: 02/17/11

Appendix A - Weekly CWC RCRA Inspection Checklist

Facility/Module: S5~/ | Time'S o— Date: 23/,
# | Yes | No |'N Areainspection. . L g e e TR
1 el Lighting is adequate to complete inspection (where applicable)?
Marker-barricades (chain barricades, chain-link fences, marker
5 posts, etc.) around facility/module are intact and in good condition.
P Facility/module ground postings are intact, unobscured, legible and
L in good condition?
Containment curbing and flooring is free of scratches that penetrate
3 - to the concrete, cracks, or gaps and is sufficiently impervious to
e contain leaks, spills, and accumulated rainfall (where applicable)?
Facility/module is generally dry. There is no standing and/or
4 L unexpected water or snow accumulation in or around
e | facility/module? |
5 Aisle space between rows of containers appears to be atleast 36
| inches? [FHA SWOG Key 1.3.1.13] |
' | Space between inside waste array zones is > 12 ft and free of
6
| combustibles. [TSR 5.6.4.g]
_# | Yes'| No/| N/A | Containerinspection L
Container integrity is not compromised by punctures, dents,
7 penetrating scratches, loose lids, bulging, excessive corrosion or
.~ | other damage/deterioration (where possible to inspect). [TSR 5.6.4.b]
Containers are closed , are stored in a manner which will not rupture
8 the containers or cause them to leak , and show no evidence of
| spillage or leakage, such as moisture on the sides or underneath
/ {(where possible to inspect)?
Container top does not have excessive buildup of dirt/debris that
9 would possibly interfere with the proper operation of the drum’s
/ ventilation system (such as, clogging of NucFils).
10 | Container marking/labeling is intact, unobscured, legible and in good
| condition (where possible to inspect)?
11 - | Third-tier drums are banded horizontally with metal band.
¢ (single drum banded to pallet) [TSR 5.6.4.]

Comments/Observations:

Vi e

Operator (print/sign/datélfime)~ MIGHAEL KlEHW o rsy e

FWS (print/sign/date): 07«3( 7 )\/Lc_fbf:_, BRAD SLETTENE //77 /( |

Before each use, ensure thi s st current version. Hanford Federal Facility
NEIC VP0928E01 TH368PY0s Lo



Appendix P

Rev. 7, Chg. 10 SW_040_043 Page 29 of 57
Inspect CWC & Miscellaneous Buildings

Published Date: 02/17/11 \ Effective Date: 02/17/11

Appendix A - Weekly CWC RCRA Inspection Checklist

Facility/Module: <2 22 : TimeSs-/¢— Date: -2,/
_# | Yes | No [ N/A |AreaInspection e e T
1 T | Lighting is adequate to complete inspection (where applicable)?
Marker-barricades (chain barricades, chain-link fences, marker
5 pos‘gg, etc.) around faciiity/module are intact and in good condition.
" Facility/module ground postings are intact, unobscured, legible and
,/ in good condition?
Containment curbing and flooring is free of scratches that penetrate
3 L to the concrete, cracks, or gaps and is sufficiently impervious to

\

contain leaks, spills, and accumulated rainfall (where applicable)?
Facility/module is generally dry. There is no standing and/or

4 L unexpected water or snow accumulation in or around
pd facility/module?

5 Aisle space between rows of containers appears to be at least 36
.~ |inches? [FHA SWOC Key 1.3.1.13] -

6 Space between inside waste array zones is > 12 ft and free of
| combustibles. [TSR 5.6.4.4]

_# | Yes| No'| N/A | Containerir spection ,
Container integrity is not compromised by punctures, dents,
7 penetrating scratches, loose lids, bulging, excessive corrosion or

/ other damage/deterioration (where possible to inspect).[TSR 5.6.4.b]
Containers are closed , are stored in a manner which will not rupture
8 the containers or cause them to leak , and show no evidence of
/ spillage or leakage, such as moisture on the sides or underneath

(where possible to inspect)?
Container top does not have excessive buildup of dirt/debris that

9 _would possibly interfere with the proper operation of the drum’s
ventilation system (such as, clogging of NucFils).
10 -Contaﬁner marking/labgling ig intact, unobscured, legible and in good
// condition (where possible to inspect)?
- | Third-tier drums are banded horizontally with metal band.
" L~ | (single drum banded to pallet) [TSR 5.6.4.a]

Comments/Observations:

e

- Z

Operator (print/sign/datejtime)”) MIGHAEL KIEWN 2 e 2 o =2, 5

FWS (printisign/date): () 2" TV <O~ BRAD SLETTENE /w1

Before each use, ensure this co ¥, is,th t current version. Hanford Federal Facility
NEIC VP0928E01 BaoBAbu ae 558




Appendix P

Rev. 7, Chg. 10 ' SW-040-043 Page 29 of 57
Inspect CWC & Miscellaneous Buildings

Published Date: 02/17/11 Effective Date: 02/17/11

Appendix A - Weekly CWC RCRA Inspection Checklist

Facility/Module: /=% /-2 Time: -3¢ Date:2.2 //
1| .~ Lighting is adequate to complete inspection (where applicable)?
Marker-barricades (chain barricades, chain-link fences, marker
9 posts, etc.) around facility/module are intact and in good condition.
B Facility/module ground postings are intact, unobscured, legible and
e in good condition?
Containment curbing and flooring is free of scratches that penetrate
3 | to the concrete, cracks, or gaps and is sufficiently impervious to
| contain leaks, spills, and accumulated rainfall (where applicable)?
Facility/module is generally dry. There is no standing and/or
4 - unexpected water or snow accumulation in or around
7 facility/module?
5 Aisle space between rows of containers appears to be at least 36
| inches? [FHA SWOC Key 1.3.1.13]
| Space between inside waste array zones is > 12 ft and free of
| combustibles. [TSR 5.6.4.g]
# | Yes'| No (ContainerInspection =~ -
Container integrity is not compromised by punctures, dents,
7 B penetrating scratches, loose lids, bulging, excessive corrosion or
] other damage/deterioration (where possible to inspect). [TSR 5.6.4.b]
Containers are closed , are stored in a manner which will not rupture
8 the containers or cause them to leak , and show no evidence of
! spillage or leakage, such as moisture on the sides or underneath
e (where possible to inspect)? ‘
Container top does not have excessive buildup of dirt/debris that
9 would possibly interfere with the proper operation of the drum's
| ventilation system (such as, clogging of NucFils).
10 o Container marking/labeling is intact, unobscured, legible and in good
' e condition (where possible to inspect)?
- | Third-tier drums are banded horizontally with metal band.
I .~ (single drum banded to pallet) [TSR 5.6.4.a]
Comments/Observations:
S
: Z.
Operator (print/sign/datgﬂﬁime): /\MICI;@F), KIEH S « /S—}// Szy
FWS (print/sign/date): Ojvv\\/ VXK BRAD SLETTENE ’.')! ‘5! [}
Before each use, ensure thFi,.z1 ggpé/oig g}%’@é’“ current version. Hanford Federal Facility

NEIC VP0928E01




Appendix P

Rev. 7, Chg. 10 SW_040_043 Page 29 of 57
| Inspect CWC & Miscellaneous Buildings

Published Date: 02/17/11 Effective Date: 02/17/11

Appendix A - Weekiy CWC RCRA Inspection Checklist

Facility/Module: S*#7-/ ’ ’ Timezz'g?— Date: z.»n .,
“# | Yes | No | N/A Arealnspection: . . R e TR
1 .~ Lighting is adequate to complete inspection (where applicable)?
Marker-barricades (chain barricades, chain-link fences, marker -
posts, etc.) around facility/module are intact and in good condition.
Facility/module ground postings are intact, unobscured, legible and
| in good condition?
Containment curbing and flooring is free of scratches that penetrate
- to the concrete, cracks, or gaps and is sufficiently impernvious to
/ contain leaks, spills, and accumulated rainfall (where applicable)?
Facility/module is generally dry. There is no standing and/or
4 - , unexpected water or snow accumulation in or around
| facility/module?
5 | Aisle space between rows of containers appears to be at least 36
| inches? [FHA SWOC Key 1.3.1.13]
| Space between inside waste array zones is > 12 ft and free of
| combustibles. [TSR 5.6.4.g]
ontainerinspe R .
Container integrity is not compromised by punctures, dents,
7 -penetrating scratches, loose lids, bulging, excessive corrosion or
/ other damage/deterioration (where possible to inspect).[TSR 5.6.4.b]
| Containers are closed , are stored in a manner which will not rupture.
the containers or cause them to leak , and show no evidence of
~_Lspillage or leakage, such as moisture on the sides or underneath
,/ (where possible to inspect)? '
Container top does not have excessive buildup of dirt/debris that
9 Lwould possibly interfere with the proper operation of the drum'’s
ventilation system (such as, clogging of NucFils).
Container marking/labeling is intact, unobscured, legible and in good
condition (where possible to inspect)?
1 - | Third-tier drums are banded horizontally with metal band.
e (single drum banded to pallet) [TSR 5.6.4.a]

Comments/Observations:

# | Yes | N

g
10 ‘ /

NVE—

Operator (print/signldat;zfﬁjme):‘f\WHCH)!\EL KIEHN%M 2Py o7
FWS (print/sign/date): {72 3/ AYA L " BRADSLETTENE - Lol

o

RETC Vi UereE e eI e TAT- N ' Hanford Federal Facility
o Before each use, ensure this copy is the most current version,




Appendix P

Rev. 7, Chg. 10 SW-040-043 Page 29 of 57
Inspect CWC & Miscellaneous Buildings

Published Date: 02/17/11 - Effective Date: 02/17/11

Appendix A - Weekly CWC RCRA Inspection Checklist

Facility/Module: S/&Z. 2 | Time: 7 52— Date. 2.0,
1 ) Yes: ‘No| \re: nspect:on Do T e I T
1 e Lighting is adequate to complete inspection (where applicable)?

Marker-barricades (chain barricades, chain-link fences, marker
posts, etc.) around facility/module are intact and in good condition.
n Facility/module ground postings are intact, unobscured, legible and
in good condition?
Containment curbing and flooring is free of scratches that penetrate
3 » - | to the concrete, cracks, or gaps and is sufficiently impervious to
contain leaks, spills, and accumulated rainfall (where applicable)?
Facility/module is generally dry. There is no standing and/or
4 L unexpected water or snow accumulation in or around
facility/module? '

N

\

\

5 | Aisle space between rows of containers appears to be at least 36
| inches? [FHA SWOC Key 1.3.1.13] :
LSpace between inside waste array zones is > 12 ft and free of
| combustibles. [TSR 5.6.4.g]
R NIA nspecti e e

Container integrity is not compromised by punctures, dents,
7 v | penetrating scratches, loose lids, bulging, excessive corrosion or
.| other damage/deterioration (where possible to inspect).[TSR 5.6.4.h]

Containers are closed , are stored in a manner which wil not rupture
the containers or cause them to leak , and show no evidence of
_spillage or leakage, such as moisture on the sides or underneath
,/ (where possible to inspect)?

Container top does not have excessive buildup of dirt/debris that
9 Lwould possibly interfere with the proper operation of the drum'’s
/ ventilation system (such as, clogging of NucFils),

| Container marking/labeling is intact, unobscured, legible and in good

10 / condition (where possible to inspect)?
11 +_|Jhird-tier drums are banded horizontally with metal band.
M (single drum banded to pallet) [TSR 5.6.4.a]

Comments/Observations:

M

Operator (printlsign/date![lﬁme)nm@ ELKIEH y 2y 28 si
FWS (print/sign/date); '(7}_)( 1Y BRAD SLETTENE ’3/&,/“
- 7

{

el BB B Hapford Federal Facility

NETC VPOS28E0T Before each use, ensure this copy is the most current version,




Appendix P

Rev. 7, Chg. 10 SW-040-043 Page 29 of 57
Inspect CWC & Miscellaneous Buildings

Published Date: 02/17/11 Effective Date: 02/17/11

Appendix A - Weekly CWC RCRA inspection Checklist

Facility/Module: /=42 /2 Time's /75 Date: 25/,
# . Yes | No | NI ea lnspection i e L TR
1 Lighting is adequate to complete inspection (where applicable)?
Marker-barricades (chain barricades, chain-link fences, marker
5 posts, etc.) around facility/module are intact and in good condition.
B Facility/module ground postings are intact, unobscured, legible and
] in good condition?
-| Containment curbing and flooring is free of scratches that penetrate
3 | to the concrete, cracks, or gaps and is sufficiently impervious to
, .~ | contain leaks, spills, and accumulated rainfall (where applicable)?
Facility/module is generally dry. There is no standing and/or
4 P unexpected water or snow accumulation in or around
e facility/module?
5 Alsle space between rows of containers appears to be at least 38
| inches? [FHA SWOC Key 1.3.1.13]
| Space between inside waste array zones is > 12 ft and free of
.~ | combustibles. [TSR 5.6.4.g]
Container integrity is not compromised by punctures, dents,
7 L penetrating scratches, loose lids, bulging, excessive corrosion or
/ : other damage/deterioration (where possible to inspect).[TSR 5.6.4.b]
' Containers are closed , are.stored in a manner which will not rupture
5 the containers or cause them to leak , and shqw no evidence of
L spillage or leakage, such as moisture on the sides or underneath
e (where possible to inspect)? ‘
’ Container top does not have excessive buildup of dirt/debris that
] would possibly interfere with the proper operation of the drum's
‘ e ventilation system (such as, clogging of NucFils).
10 B Contajner marking/labeling i§ intact, unobscured, legible and in good
’ ] condition (where possible to inspect)?
- _LThird-tier drums are banded horizontally with metal band,
1 : / (single drum banded to pallst) [TSR 5.6.4.a]
Comments/Observations:
7 am
Operator (print/sign/datéRimel~\MIGANEI KIEINZZ 7t i s 200  Surr |
FWS (print/sign/date): ) WA= ——— BRADSLETTENE %191 (|

Peee-30866208 Hanford Federal Facility

NETC VPO9ZSE0T " Before each use, ensure this copy is the most current version.
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